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Éclairage SDL inc. will only commence production upon receiving this drawing approved. Annotations to the approved drawing may change pricing and delay.
Éclairage SDL inc. reserves the right to modify the characteristics of its products without prior notification. Éclairage SDL inc. is not responsible for the choice of the lamps.

440 ave. des Laurentides, suite 101, Beauport (Québec) G1C 5C4 (Canada) - Tel.: (418) 664-0999 - Fax: (418) 664-0816 - Internet: sdllighting.com

EPA
Weight

NA
NA

WARRANTY

HARDWARE

FINISH

ELECTRICAL COMPONENTS

OPTICS

CONSTRUCTION
A

-

-

-

-

F

D
C

Ballast - Easily accessible, the ballast is mounted on a removable heavy gauge
galvanized steel tray, is equipped with a quick disconnect wiring system and is factory
pre wired and tested. It has a high power-factor of 90% or more and is either CWA,
CWI, HX, or reactor type. All electrical components are CSA and UL approved. The
ballast must be installed in an SDL bracket.
Socket - Made of porcelain, medium base and 4KV pulse rated (lamp not included).

All surfaces are chemically treated against corrosion through a multi-stage immersion
process. The polyester powder finish is applied by a thermostatic process offering an
excellent protection conforming to ASTM G7, D-2247 and B-117/D-1654 standards.
Standard colours are black, bronze and white with a textured finish. Consult SDL's
"Colour Selection Guide" for others.

All exterior hardware is made of stainless steel.

This product has a three year warranty on the finish and against any manufacturing
defect. The ballast and its components are covered by the manufacturer’s warranty.
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Other(s)

Inside housing - Constructed of aluminium parts.
Front housing - Made of aluminium, with a cut-out McDonald's logo.

B

Front lens - Made of opal polycarbonate.
Inside lens - Made of clear, linear prismatic polycarbonate.
Reflector - Made of aluminium, painted white.
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(hardware not included)
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Order example

- Assembly detail(s) -

- Specification guide -

Model Distribution VoltageWattage Colour Other components
5099 S 100P 120 A11- - - - -

-- - -Distribution Other componentsVoltageWattage Colour

347
277
240
208
120MH

pulse start

HPS

70P
50P

70S
100S

Consult manufacturer
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IMPORTANT NOTICE
Éclairage SDL inc. disclaims any responsability for problems
that could occur from a combination of third party products

with those of Éclairage SDL inc.

socket
Medium

only

E10Silver

Fine textured dark green

Textured dark turquoise

Textured dark forest green

Fine textured patina
Custom colour

Textured dark green

Textured red
Textured burgundy

Textured turquoise
Textured forest green

Textured blue
Textured dark blue

Textured grey blue
Silver charcoal

X11
CC

K11

K42

M21
M11

K21
K31

H11

J11
J21

H21

G11
E20

Special Colours

Standard Colours

Textured beige

Textured white
Textured bronze
Textured black A11

D11

C11
B11

Symmetric

S

50S
35S
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