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Manufactured By Bison Inc.
To Wausau Tile Specifications

TETLT3 Aluminum Fan Baskethall Backhoare

Rim Qptons;

TETL74 Front Mount Douole-Rim Goal wiN-Tie Netlog

Rim shall consist of two official size 5/8” diameter steel rings welded together at no less than
six places. Twelve individual netlocks shall be attached to the lower ring. The backplate shall

Size: 54" x 36" Fan
Weight: 52 Ibs.
Material: 3/16” cast aluminum - Total thickness of 1 3/8”
35" of support ribs cast into rear of backboard.
Color/Surface: ~ White powdercoat with official shooters square.
Packaging: Shipped complete with all attaching hardware.
Rim Options: See below.
Warranty: Limited Lifetime.
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be a minimum of 3/16” thick punched to mount on all front mount backboards. One 1/2”
diameter and one 3/8” diameter rim support shall provide added strength. Mounting harware
shall be included. Rim must have a 1-year limited warranty, an orange powder coated finish, a
nylon net, be made in the USA and weigh approximately 18 Ibs.

TETLTE Double-Rim Heauy-Duty Recreaton Flx Goa

Rim shall be of a flexible type so to absorb the shock of player contact. Spring action shall be
provided by a compression spring. Assembly shall consist of two official size 5/8” high strength
steel rings welded together at a minimum of six places. The net attachment system shall be of a

continuous type constructed of 3/16” x 1” steel with punched net attachment slots suitable for
nylon (included) or chain (optional) nets. Rim shall be punched to mount on any front mount
backboard, have a 1-year limited warranty, an orange powder coated finish. Mounting harware
shall be included. Rim shall be made in the USA and weigh approximately 29 Ibs.
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