S22 AMERICANSEATING

Upholstery Fabrics by

CF Stinson

— Grade 4 —




Upholstery Fabrics
GRADE 4

Chauncey
F3A Sand E

Chauncey
F3H Drift £

Chauncey
F3N Java E

Chauncey
F3B Peridot £

Chauncey
F3P Willow E

Chauncey
F3Q Cerise £

Chauncey
F3D Candlelight £

Chauncey
F3C Paprika £

Chauncey
F3F Claret £

Chauncey
F3J Aubergine E

Chauncey
F3M Seamist £

Chauncey
F3G Pacific £

Chauncey
F3K Lake £

Chauncey
F3E Chrome E

Chauncey
F3L Night £



Ace
FK3 Toast £

Ace
FK8 Driftwood £

Ace
FLD Char E

Ace
FLK Fudge £

Ace
FKX Poppy E

Ace
FK4 Butterscotch £

Ace
FK9 Autumn E

Ace
FLE Lantern E

Ace
FLM Peony E

Ace
FK1 Grotto £

Ace
FK5 Iris E

Ace
FLA Monarch £

Ace
FLF Petunia £

Ace
FLN Jet E

Ace
FLP Rain E

Ace

FK6 Water £

Ace
FLB Neptune E

Ace

FLG Marina £

Ace
FKY Midnight £

Ace
FKO Celadon £

Ace
FK2 Tarragon E

Ace
FK7 Basil £

Ace
FLC Peacock E

Ace
FLH Sherwood E



Grade 4

Essentials Program
All fabrics in this collection are available for Essentials, American Seating’s quick-ship program, denoted with an E.

Customer’s Own Material (COM)
Customers may specify COM fabric line for use on American Seating products. Samples of the COM line must be submitted to American Seating
prior to order placement. Your American Seating sales representative or dealer can provide exact procedures for approval of a COM fabric.

Dye Lot Variance
American Seating employs specific quality control procedures in the acceptance of all fabric lines. Industry-wide color tolerances allow for slight
dye lot variations among fabric runs.

ACE

Grade Level 4

80% Post Industrial Recycled Polyester
20% Post Consumer Recycled Polyester

Weight 0.86 Ib. per linear yard

Width 54"

Directional No

Backing Yes

Flammability =~ CA Bulletin 117 Sec. E
UFAC Class 1
NFPA 260

Abrasion

Resistance 1,000,000 double rubs

Light Fastness  AATCC16 Class 5.0; 40 hours
Surface Finish ~ Nano-Tex™ stain resistance
Cleaning Code W

CHAUNCEY

Grade Level 4

90% Recycled Polyester
10% Cotton

Weight 0.75 Ib. per linear yard
Width 54"

Directional Yes

Backing Yes

Flammability ~ CA Bulletin 117 Sec. E
Abrasion

Resistance 180,000+ double rubs

Light Fastness  AATCC16 Class 5.0; 40 hours
Surface Finish  Enhance soil and stain resistance
Cleaning Code WS

W - Water-based cleaning agents or foam may be used.

WS - Clean with water-based cleaning agent, foam or
pure, water-free solvents. Vacuuming or light brushing is
recommended to prevent dust and soil build-up.

The printed colors on these pages are representative of
our fabric offering. Actual material samples should be
requested for final fabric selection.

Memo samples for projects available online at
samples@cfstinson.com or call 800.841.6279.
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