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Carrolton®

ARMORPLUS® double bowl 33" x 22"  
Self-rimming kitchen sink

RIM Process Spray Reinforcement 

(07/2009)

IMPORTANT: Dimensions of fixtures are nominal and may vary within the range  
of tolerances established by ANSI Standard A112.19.4.

• �When installed so top of sink is 876mm (34½") from finished 
floor. MEETS THE AMERICANS WITH DISABILITIES ACT 
GUIDELINES AND ANSI A117.1 ACCESSIBLE AND USEABLE 
BUILDINGS AND FACILITIES – CHECK LOCAL CODES.

Carrolton® ARMORPLUS® double bowl 
33" x 22" Self-rimming kitchen sink

	 Product Features:
	 •	� Armorplus® sink is reinforced with a RIM  

spray process that bonds to the steel to  
form a polymeric structural composite with 
enhanced strength, sound deadening and  
heat retention

	 •	 Acid resisting, porcelain enameled surface
	 •	� Double bowl self-rimming 33" x 22"  

kitchen sink
	 •	 Equal bowl sizes
	 •	 Extended back ledge
	 •	 Shipping weight: approx. 45 lbs.

❏	 53473  Three Hole
❏	 53474  Four Hole

Nominal Dimensions:
838 x 559 x 229mm
(33" x 22" x 9")

Bowl sizes:
343mm (13½") wide
375mm (14¾") front to back
244mm (95/8") deep

Compliance Certifications – 
Meets or Exceeds the Following Specifications:
• ASME A112.19.4M for Plumbing Fixtures
• IAPMO (UPC)

To Be Specified:
❏  Color:
❏  Faucet:
❏  Faucet Finish:
❏  Supplies:
❏  1-1/4" Trap:
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