
FlipTable-TF Beech/plastic edge d = 70 (folded 69) 21060 21061 21062 21063 21064
h (h 72 folded) 72 (117)/68-82
d = 80 (folded 69) 21065 21066 21067 21068 21069
h (h 72 folded) 72 (122)/68-82
d = 90 (folded 69) 21070 21071 21072 21073 21074
h (h 72 folded) 72 (127)/68-82
w 140 160 180 200 220

Increase per table in width 8
Increase per table in depth 15
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PRODUCT INFORMATION

FlipTable-TF
Table with folding top.
Construction comprising a centrally positioned tubular-steel crosspiece with an articulated bracket. Folding action can be effec-
ted with a two-hand safety actuator under the table top. With a fitting for securing the table top in the horizontal and vertical
positions and optionally with a table connector.
Table top of LIGNOpal- (melamine resin), veneer- or linoleum-coated chipboard with plastic or wood edge.
The corners are edged or rounded.
Electrification. Optional by means of a textile tray folding down on both sides.
Cable outlet. Optionally with an electrical box for system and data connections.
Frame consisting of two posts with T-foot made of powder-coated or chrome-plated steel. Optionally with grid-height adjust-
ment and lockable castors.
Function. When the table top is folded up, any desired number of tables can be pushed together to optimised space.
Following materials are available: Frame = M2,5; Top LIGNOpal plastic/beech = L1,4,6,10,F1.


