
d5080 72” BELLAVERRA blown glass pendant w/black fittings
d5081 72” BELLAVERRA blown glass pendant w/white fittings
d5082 144” BELLAVERRA blown glass pendant w/black fittings
d5083 144” BELLAVERRA blown glass pendant w/white fittings

d5080-1R55-120-CL

d5100

d5110

d5090

d5081

Glass shades of all “Verra”
items are available in 
clear, standard and 
custom colors.

d5120

d5080, d5081
d5082, d5083



d5080 BELLAVERRA blown glass pendant w/black fittings, 72" OAH
d5081 BELLAVERRA blown glass pendant w/white fittings, 72" OAH
d5082 BELLAVERRA blown glass pendant w/black fittings, 144" OAH
d5083 BELLAVERRA blown glass pendant w/white fittings, 144" OAH

Clear or frosted hand blown glass. 51⁄8" diam. black canopy. Aircraft 
cables support glass. Height adjustable after installation. For standard 

ceiling junction box mounting. UL listed, cUL certified for dry locations.

1N100 Incandescent, one 100 W, medium base, A type
1G40 Incandescent, one 40 W, medium base, Globe type
1R50* Halogen, one 50 W, GU10 base, MR type
1R55 Halogen, one 55 W, medium base, MR type
1FS15 Fluorescent, one 15 W, medium base, self-ballasted, Globe type
1FM13* Fluorescent, one 13 W quad, 2 pin, electromagnetic NPF ballast
1F13* Fluorescent, one 13 W quad, 4 pin, electronic HPF ballast

*Canopy (5" diam. x 2" deep) modified to accept ballast and transformer

120 120V 277 277V

CL Clear FC Frosted Cobalt FL Frosted Lemon
FW Frosted White FS Frosted Seafoam FR Frosted Rose

SCFM  Metal trim & fittings can be painted to match custom color
SCFG  Custom color glass (frosted only)–must supply matching paint chip

TR  Fixture can be modified for use with low voltage track (supplied by others)

For modifications to dimensions, electrical requirements and other special orders, 
please contact your d'ac representative.

Item Number

Construction

Lamping/Wattage
Fixtures supplied less lamps.
Lamps may be 
ordered from d'ac.

Voltage

Glass Colors

Options

Special Orders

d5080, d5081
d5082, d5083
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d5100-1N100-120-FL

d5110-1G40-
120-FS

d5090-1R55-120-FR

d5081-1N100-120-FW

Allen wrench adjustment 
feature permits raising and 
lowering of fixture without 

accessing canopy�

d5080-1R55-120-CL

8 1⁄2"

10 1⁄4"

d5120-1G40-120-FC
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