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FACT SHEET

Carrera®is an organic design reminiscent of nature at its b est. Carrera is layered with transparent color
that has given it a rich appearance.

US UNITS METRIC UNITS
Total Weight 21.0 oz PLY 651 g PLM
14.0 oz PSY 474.4 g PSM
Roll Width 53/55 in. 134/139 cm
Gauge 22 Mils 0.56 mm
Fabric Osnaburg
Tensile (Minimum) 50 x 55 Ibf 222 x 245N
Tear (Minimum) 25 x 25
Federal Spec CCC-W-408A, Type Il
CFFA Spec CFFA-W-101-D, Type II
Fire Testing NFPA 101°, Life Safety Code®

NFPA 255 (UL723, CAN S102M) Tunnel Test"
Class A Rating

NFPA 286 Corner Burn Test?
Meets requirements for Flame Spread, Smoke Developed
And Flashover

UL Labeled and Listed

Repeat Vertical N/A
Horizontal N/A
Match Information Random Match, Reverse Hang
1 When applied to GRC board with A-848-B adhesive 2 When applied to 5/8” Type-X gypsum board with A-848-B adhesive

Availablein 30 colorways

U321-39 Amber U321-13 Creme Brulee U321-4BkRiemonade
U321-56 Amethyst U321-07 Desert Beige U321P@lside
U321-52 Blaze U321-33 Dune U321-41 Rose Grey
U321-11 Caramel U321-03 Fawn U321-57 Russet
U321-32 Cashmere U321-24 Forest Glen U321S83a Foam
U321-82 Celery U321-76 Jade U321-73 SeasGlas
U321-15 Chablis U321-36 Lemon Zest U321-381s8t
U321-47 Chocolate Mousse U321-20 Marble U32T-ddgerine
U321-70 Cobalt U321-42 Mesa U321-85 Thistle
U321-06 Cobblestone U321-77 Mistral U321-26paz
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