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Prism® and Lippert®

Shower & Tub Surrounds

Best utilized in bathroom applications as vanity top, shower/ 4
tub surrounds, and window sills 

Hand-crafted quality for over 40 years 4

Largest selection of cultured marble colors in the industry to  4
allow for design flexibility

Standard gloss finish allows the pattern to shine 4

Optional satin finish gives the appearance of a solid surface  4
product

Tested and certified per ANSI standards to ensure product  4
longevity

Backed by a 5-year limited product warranty 4

Versatile surface is perfect for a number of applications includ- 4
ing reception areas, corridors, bathrooms, food service areas 
and clean rooms 

Complement your interiors with 70 Prism 4 ® Solid Surface  
colors 

Surface is non-porous and does not promote the growth of  4
mold, mildew or bacteria

Easy to clean surface resists heat, stains, chips and cracks 4

Use a clear silicone adhesive to adhere 4

Surface is solid throughout making it easy to renew and repair 4

Meets the emission level requirements of Greenguard Certifica- 4
tion

Meets National Sanitation Foundation standard for food and  4
splash zones

Tested and certified per ANSI standards to ensure product  4
longevity

Products backed by a 10-year limited product warranty 4

®

®
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Prism® and Lippert® Shower & Tub Surrounds – Suggested Specifications
PART 1 – GENERAL
1.01 SUMMARY
A. Shower Receptors and Shower Systems from Manu-

facturer’s Standard Sizes
1.02 SECTION INCLUDES
A. Shower receptors
B. Basins
1.03 REFERENCES
A. American National Standards Institute (ANSI)
1.04 SYSTEM DESCRIPTION
A. Performance Requirements: Provide shower receptors 

and shower systems that conform to the following 
requirements of regulatory agencies and the quality 
control of InPro Corporation.

1. Provide shower receptors and shower systems that 
conform to ANSI Z124.1.2-2005 when tested for 
workmanship and finish, structural integrity and material 
characteristics.

1.05 SUBMITTALS
A. Product Data: Manufacturer’s printed product data for 

each type of shower receptors and shower system specified.
B. Samples: Verification samples minimum of 3" x 3" 

samples indicating color and pattern.
D. Manufacturer’s Installation Instruction: Printed installation 

instructions for shower receptors and shower systems.
1.06 DELIVERY, STORAGE AND HANDLING
A. Deliver materials in unopened factory packaging to 

the jobsite
B. Inspect materials at delivery to assure that specified 

products have been received.
C. Store in original packaging in an interior climate 

controlled location away from direct sunlight.
1.07 PROJECT CONDITIONS
A. Environmental Requirements: Products must be in-

stalled in an interior climate controlled environment.
1.08 WARRANTY
A. Standard PRISM® Solid Surface Limited 10 Year Warranty 

against material and manufacturing defects.
B. Standard LIPPERT® Cultured Marble Limited 5 Year 

Warranty against material and manufacturing defects. 

PART 2 – PRODUCTS
2.01 MANUFACTURER
A. Acceptable Manufacturer: InPro Corporation,  

PO Box 406 Muskego, WI 53150 USA;
 Telephone: 800-222-5556, Fax: 888-715-8407, 

inprocorp.com
B. Substitutions: Not permitted
C. Provide all shower receptors and shower systems from 

a single source.
2.02 MANUFACTURED UNITS
A. Shower receptors and shower systems
1. Shower Systems
a. Receptor Size, Model Number, Door Size (door by others)
1. 32" x 32", SR3232, door: 301/4"w, Systems include: 

Chrome drain, back, right, and left wall panels.
2. 36" x 36", SR3636, door: 341/4"w, Systems include: 

Chrome drain, back, right, and left wall panels.
3. 32" x 48", SR3248, door: 461/4"w, Systems include: 

Chrome drain, back, right, and left wall panels.
4. 36" x 48", SR3648, door: 461/4"w, Systems include: 

Chrome drain, back, right, and left wall panels.
5. 42" x 48", SR4248, door: 461/4"w, Systems include: 

Chrome drain, back, right, and left wall panels.
6. 32" x 60", SR3260, door: 581/4"w, Systems include: 

Chrome drain, back, right, and left wall panels.
7. 32" x 60" offset drain, SR3260(L)or(R), door: 

581/4"w, Systems include: Chrome drain, back, right, 
and left wall panels.

8. 36" x 60", SR3660, door: 581/4"w, Systems include: 
Chrome drain, back, right, and left wall panels.

9. 36" double threshold, SR36D, door: 335/8"w and 335/8"w 
 Systems include: Chrome drain, back wall panels.
10. 36" x 36"Neo-angle Corner, SR36C, door: 165/8"w, 

241/2"w and 165/8"w, Systems include: Chrome 
drain, back wall panels.

11. 42" x 42" Neo-angle Corner, SR42C, door: 225/8"w, 
241/2"w and 225/8"w, Systems include: Chrome 

drain, back wall panels. Options: Wall Height  
(Cultured and Prism) – 72"h (761/2" installed height) 
or 911/2"h (96" installed height). 

2. Shower Systems with Wall in Front of Seat
a. Receptor Size, Model Number, Door Size (door by 

others), Seat Size
1. 32" x 32", SR3232, door: 301/4"w, Seat: 275/8"w x 

15"d, Systems include: Chrome drain, back, right, left 
and front wall panels, jamb, riser and seat.

2. 36"x36", SR3636, door: 341/4"w, Seat: 315/8"w x 
15"d, Systems include: Chrome drain, back, right, left 
and front wall panels, jamb, riser and seat.

3. 32" x 48", SR3248, door: 461/4"w, Seat: 275/8"w x 
15"d, Systems include: Chrome drain, back, right, left 
and front wall panels, jamb, riser and seat.

4. 36" x 48", SR3648, door: 461/4"w, Seat: 315/8"w x 
15"d, Systems include: Chrome drain, back, right, left 
and front wall panels, jamb, riser and seat.

5. 42" x 48", SR4248, door: 461/4"w, Seat: 375/8"w x 
15"d, Systems include: Chrome drain, back, right, left 
and front wall panels, jamb, riser and seat.

6. 32" x 60", SR3260, door: 581/4"w, Seat: 315/8"w x 
15"d, Systems include: Chrome drain, back, right, left 
and front wall panels, jamb, riser and seat.

7. 32" x 60", SR3260(L)or(R), door: 581/4"w, Seat: 
315/8"w x 15"d, Systems include: Chrome drain, back, 
right, left and front wall panels, jamb, riser and seat.

8. 36" x 60", SR3660, door: 581/4"w, Seat: 315/8"w x 
15"d, Systems include: Chrome drain, back, right, left 
and front wall panels, jamb, riser and seat.

9. 36" x 36" Neo-angle Corner, SR36C, door: 165/8"w, 
24 1/2"w and 165/8"w, Seat: 315/8"w x 15"d, Systems 
include: Chrome drain, back, left and front wall 
panels, jamb, riser and seat.

10. 42" x 42" Neo-angle Corner, SR42C, door: 225/8"w, 
241/2"w and 225/8"w, Seat: 315/8"w x 15"d, Systems 
include: Chrome drain, back, left and front wall 
panels, jamb, riser and seat.

11. 36" double threshold, SR36D, door: 335/8"w and 
335/8"w, Seat: 315/8"w x 13"d, Systems include: 
Chrome drain, back, left and front wall panels, jamb, 
riser and seat. Options: Wall Height (Cultured and 
Prism) – 72"h (761/2" installed height) or 911/2"h (96" 
installed height). 

3. Shower Systems with Seat
a. Receptor Size, Model Number, Door Size (door by 

others), Seat Size
1. 32" x 32", SR3232, door: custom fit, seat: 275/8"w x 

15"d, Systems include: Chrome drain, back, right, left 
and front wall panels, jamb, riser and seat.

2. 36" x 36", SR3636, door: custom fit, seat: 315/8"w x 
15"d, Systems include: Chrome drain, back, right, left 
and front wall panels, jamb, riser and seat.

3. 32" x 48", SR3248, door: custom fit, seat: 275/8"w x 
15"d, Systems include: Chrome drain, back, right, left 
and front wall panels, jamb, riser and seat.

4. 36" x 48", SR3648, door: custom fit, seat: 315/8"w x 
15"d, Systems include: Chrome drain, back, right, left 
and front wall panels, jamb, riser and seat.

5. 42" x 48", SR4248, door: custom fit, seat: 375/8"w x 
15"d, Systems include: Chrome drain, back, right, left 
and front wall panels, jamb, riser and seat.

6. 32" x 60", SR3260, door: custom fit, seat: 315/8"w x 
15"d, Systems include: Chrome drain, back, right, left 
and front wall panels, jamb, riser and seat.

7. 32" x 60", SR3260(L)or(R), door: custom fit, seat: 
315/8"w x 15"d, Systems include: Chrome drain, back, 
right, left and front wall panels, jamb, riser and seat.

8. 36" x 60", SR3660, door: custom fit, seat: 315/8"w x 
15"d, Systems include: Chrome drain, back, right, left 
and front wall panels, jamb, riser and seat.

9. 36" x 36" Neo-angle Corner, SR36C, door: custom fit,  
241/2"w and 165/8"w, seat: 315/8"w x 15"d, Systems 
include: Chrome drain, back, left and front wall 
panels, jamb, riser and seat.

10. 42" x 42" Neo-angle Corner, SR42C, door: custom 
fit, 241/2"w and 225/8"w, seat: 315/8"w x 15"d, 

Systems include: Chrome drain, back, left and front 
wall panels, jamb, riser and seat.

11. 36" double threshold, SR36D, door: custom fit, seat:  
315/8"w x 13"d, Systems include: Chrome drain, 
back, left and front wall panels, jamb, riser and seat.  
Options: Wall Height (Cultured and Prism) – 72"h 
(761/2" installed height) or 911/2"h (96" installed 
height). 

2.02 ACCESSORIES
A. Soap Caddies (cultured products only)
1. Description, Model Number, Dimensions, and  

Number of Compartments
a. Small corner mount soap and shampoo caddy, CD10,  

103/8"h x 51/4"d x 51/4"d, two compartments. 
b. Large corner mount soap and shampoo caddy, CD22, 

22"h x 51/4"d x 51/4"d, three compartments
B. Soap Dish (cultured products only)
1. Description, Model Number, Size
a. Corner mount soap dish, CD04, 41/8" x 41/8"
C. Corner Moldings (Cultured & Prism products only)
1. Description, Model Number, Size
a. U-shaped corner molding, CM, 15/32" from corner x 

3/8" thick x 96"h
D. Batten Strip (Cultured & Prism products only)
1. Description, Model Number, Size
a. Rectangular strip with beveled edges, BS, 27/16" x 3/8" x 96"h
E. Shower Seat (cultured products only)
1. Description, Model Number, Size
a. Corner mount shower seat, SC18, 18" x 18"
F. Adhesive/Sealant
1. Description, Model Number, Size
a. Two tubes of adhesive and one tube of silicone seal-

ant, MSASP, 
2.03 MATERIALS
A. Lippert Cultured Marble: Shower receptors and 

shower wall panels shall be gel-coat and manufac-
tured from polyester resins with natural filler material. 

B. Prism Solid Surface: Shower wall panels shall be 
manufactured from polyester/acrylic blended resins 
with natural filler material.

2.04 FINISHES
A. Color and pattern of Lippert Cultured Marble show-

ers and shower receptors to be selected by the archi-
tect from the Lippert Cultured Marble finish selection. 
Surface shall have a gloss, satin or pearl finish.

B. Color and pattern of Prism Solid Surface showers to be se-
lected by the architect from the Prism Solid Surface finish 
selection. Surface shall have a matte or semi-gloss finish.

PART 3 - EXECUTION
3.01 EXAMINATION
A. Examine areas and conditions in which shower recep-

tors and shower systems will be installed.
3.02 PREPARATION
A. General: Prior to installation, clean area to remove 

dust, debris and loose particles.
3.03 INSTALLATION
A. General: Install components plumb and level, scribe 

adjacent finishes, in accordance with approved shop 
drawings and recommended installation instructions.

3.04 CLEANING
A. At completion of the installation, clean surfaces in ac-

cordance with the InPro Decorative Surfaces clean-up 
and maintenance instructions.


