P EERLES S®

T

i
“Tseecirications | Wall Mount = Nodular/

CATALOG NUMBER

Bruno Wall

Partial Perf T8

" X 2" Rectangular

~

Type:

Project:

BRW?7

FT

Examples:

AVAILABLE FIXTURES

BRW?7 232 WHR 40FT R8 GEB10 DCT LP835 SCEP - BRW7 2 32 WHR 32FT R8 277 GEB10 1SE EL DCT LP835

[1BRW7-1 [ 1 BRW7-2
T T
16" Q 176"
/0O T Q|
; 8Va" { ; 8Va" {
SPECIFICATIONS
Construction Shielding Electrical

Housing is a nominal 8 V4" x 1" rectangular
channel formed from cold-rolled steel. %" thick
aluminum die cast end cap is standard, 4" sculpted
die cast aluminum end cap is optional.

Reflectors
Die formed white painted reflector.

ORDERING LOGIC

Die-punched perforations on lower housing with
acrylic opal diffuser overlay.

Finish

Fine textured white polyester powder paint
standard. Consult factory for special finish
requirements.

Specify 120V, 277V, or 347V. Pre-wired with

16 AWG fixture wire. For special circuiting or wire
gauge, consult factory. Quick connect electrical
connectors included. UL and C-UL listed and

labeled.

Fixture Length

4'6", 8" and 12" lengths in a single section. For
total fixture length, add %s" for each flat end cap and
4" for each sculpted end cap. Using internal joiners,
4',8"and 12" sections can be joined to form longer

rows.
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Use guide below to order complete fixture runs from four feet to one-hundred feet in increments of four.
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Fixture # of Lamps in : Lamp Type Reflector Nominal Maximum Voltage Ballast Type
BRW7 Cross Section 32 T8 WHR  White Reflector EOW th fec“:hn 120 GEB <20% THD ELECTRONIC
] eng eng 277 GEB10  <10% THD ELECTRONIC
2 R4 4 Section : 347 Dimming Ballasts Available:
R8 8' Section ADEZ? Advance Mark 10
R12. 12" Section ECO10? Lutron ECO-10
ADZT? Advance Mark 7 0-10V dimming
Reference Ballast Chart on website or consult factory for other options.
ds | | | |
# of Emergency Emergency Type® Switching Lamp Color Finish Options
Modules Blank (None) SCT  Single  L/LP  Nolamp €210 Standard White White DL Damp Location Label
Blank (None) EL? Emergency Battery Pack Circuit LP830 3000K 80+ CRI (fine-textured low gloss) DU Dust Cover
1SE 1section EC Emergency / Night Light DCT Dual LP835 3500K 80+ CRI C10  Painted Aluminum Finish ELH  EM Through wire w/ Separate Feed
2SE 2 sections Circuit Circuit LP841 4100K 80+ CRI C099 Custom Color ELS EM Through Wire w/ Single Feed
XSE X sections EN?  Emergency Battery Pack LP730 3000K 70+ CRI ELS2  Normal feed w/ EM Separate Neutral
with Night Light Circuit LP735 3500K 70+ CRI GLR  Fusing (Fast blow)

LP741 4100K 70+ CRI GMF  Fusing (Slow Blow)

Reference Lamp Chart on website or consult factory NYC  New York City Code

for other options. SCEP  Sculptured End Cap
Notes:
1 Must be in 4’ increments (consult factory for additional increments). 3 Emergency type is installed in last 4' of fixture sections and are not available
2 Not available in 347 volt. concurrently. Separate feed required unless ELS/ELH is specified.
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PHOTOMETRICS

1-LAMP T8

Type:

Project:

Wall Mount — Modular / 8" X 2" Rectangular

2-LAMP T8

FAR—FIELD PHOTOMETRY
DATE: 3-23-2009
REPORT NUMBER: 7923

CATALOG NUMBER: BRW7-1-32—-WHR
LUMINAIRE: 8"W X 1 5/8"H INDIRECT/DIRECT ASYMMETRIC LIGHT WITH
WHITE PAINTED REFLECTOR AND KICKER LENS AND PERF DIFFUSER
LAMP(S): F32T8—SP35 RATED @ 2850 LUMENS EACH
BALLAST: QTP 1X32T8/UNV PSN-TC
MOUNTING:
LUMEN TO CANDELA RATIO USED = 9.15
TOTAL INPUT WATTS = 31.4 AT 120.0 VOLTS
THE O DEGREE PLANE IS PERPENDICULAR TO THE LAMPS.

FAR—FIELD PHOTOMETRY
DATE: 3-20-2009
REPORT NUMBER: 7920

CATALOG NUMBER: BRW7-2-32-WHR
LUMINAIRE: 8"W X 1 5/8"H INDIRECT/DIRECT ASYMMETRIC LIGHT WITH
WHITE PAINTED REFLECTOR AND KICKER LENS AND PERF DIFFUSER
LAMP(S): 2—F32T8-SP35 RATED @ 2850 LUMENS EACH
BALLAST: B232IUNV-D
MOUNTING:
LUMEN TO CANDELA RATIO USED = 9.15
TOTAL INPUT WATTS = 58.3 AT 120.0 VOLTS
THE O DEGREE PLANE IS PERPENDICULAR TO THE LAMPS.

CANDELA DISTRIBUTION FLUX CANDELA DISTRIBUTION FLUX
0.0 45.0 90.0 135.0 180.0 0.0 45.0 90.0 135.0 180.0
0 8 8 8 8 8 0 26 26 26 26 26
5 9 7 7 8 9 1 5 28 26 25 26 27 2
15 " 9 7 8 9 2 15 27 25 23 24 24 7
25 9 6 5 6 8 3 25 27 23 21 21 24 10
35 8 6 4 5 8 3 3B 2421 17 19 19 12
45 7 5 3 4 6 4 45 21 17 2 14 14 12
55 7 3 1 3 4 3 55 17 13 7 10 10 10
65 4 2 0 1 2 2 65 12 8 3 5 6 8
75 6 3 0 0 1 2 75 12 8 3 4 5 5
85 6 2 0 0 0 1 85 10 5 0 1 1 3
90 7 2 0 1 1 90 1M 6 0 6 12
95 154 156 11 29 32 83 95 115 128 18 42 42 83
105 512 491 59 65 77 243 105 461 446 165 189 186 310
15 823 617 110 87 100 318 115 790 758 329 358 349 504
125 829 613 158 115 119 305 125 1073 934 482 513 515 611
135 726 536 203 144 142 256 135 1188 1006 617 616 650 610
145 608 471 238 173 167 199 145 1183 1006 731 713 726 534
155 505 416 264 199 190 142 155 1108 991 817 788 789 410
165 406 364 282 225 215 84 165 1016 968 876 838 837 256
175 330 316 291 270 63 28 175 954 938 911 899  B94 87
180 293 293 293 293 293 180 917 917 917 917 917
ZONAL LUMEN SUMMARY ZONAL LUMEN SUMMARY
ZONE LUMEN ZLAMP ZFIXT ZONE LUMENS ZLAMP ZFIXT.
0- 30 6 0.2 0.3 0- 30 20 0.3 0.6
0- 40 9 0.3 0.5 0- 40 32 0.6 0.9
0- 60 16 0.6 0.9 0- 60 54 0.9 1.6
0- 90 21 0.7 1.3 0- 90 70 1.2 2.0
90-120 644 22.6 38.4 90-120 898 15.7 25.8
o 1 90-130 949 33.3 56.5 oS 90-130 1508 26.5 43.4
90-150 1404 49.3 83.6 90-150 2653 46.5 76.3
90-180 1658 58.2 98.7 90-180 3405 59.7 98.0
0-180 1679 58.9 100.0 0-180 3475 61.0 100.0
LUMINANCE DATA IN FOOTLAMBERTS ~ TOTAL LUMINAIRE EFFICIENCY = 58.9 % LUMINANCE DATA IN FOOTLAMBERTS ~ TOTAL LUMINAIRE EFFICIENCY = 61.0 %
ANGLE ~ AVERAGE AVERAGE AVERAGE CIE TYPE — INDIRECT ANGLE ~ AVERAGE AVERAGE AVERAGE CIE TYPE — INDIRECT
IN DEG 0-DEG 45-DEG 90-DEG IN DEG 0-DEG 45-DEG 90-DEG
45 34. 25. 15. 104, 87. 63.
55 42. 21. 6. 55 105. 80. 46.
65 32. 21 a. 65 100. 67. 26.
75 76. 40 a. APPROVED BY: 75 157. 107. 43, APPROVED BY:
85 192, 69 Q. /5 319 1a3 a

*Use a 0.58 multiplier for T5.
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