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BRW7 2 28T5 WHR 40FT R8 GEB10 DCT LP835 SCEP - BRW7 2 54T5HO WHR 32FT R8 277 GEB10 1SE EL DCT LP835
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Construction

Housing is a nominal 8 /4" x 146" rectangular
channel formed from cold-rolled steel. %" thick
aluminum die cast end cap is standard, 4" sculpted

die cast aluminum end cap is optional.

Reflectors

Die formed white painted reflector.

ORDERING LOGIC

Shielding

Die-punched perforations on lower housing with

acrylic opal diffuser overlay.

Finish

Fine textured white polyester powder paint
standard. Consult factory for special finish

requirements.

Electrical

Specify 120V, 277V, or 347V. Pre-wired with

gauge, consult factory. Quick connect electrical

labeled.

Fixture Length

connectors included. UL and C-UL listed and

4' 6", 8" and 12" lengths in a single section. For
total fixture length, add s" for each flat end cap and
4" for each sculpted end cap. Using internal joiners,
4', 8" and 12" sections can be joined to form longer

rows.

16AWG fixture wire. For special circuiting or wire

(

Use guide below to order complete fixture runs from four feet to one-hundred feet in increments of four.

Notes:

1 Must be in 4" increments (consult factory for additional increments).
2 Not available in 347 volt.
3 Not available with 28T5 Lamp Type.

Reference Lamp Chart on website or consult factory

for other options.

4 Emergency type is installed in last 4' of fixture sections and are not available

concurrently. Separate feed required unless ELS/ELH is specified.

[ —
Fixture # of Lamps in : Lamp Type Reflector Nominal Maximum Voltage Ballast Type
BRW7 Cross Section 28T5 White Reflector Row 4 Section 120 GEB10  <10% THD ELECTRONIC
] 54T5HO Length Length 277
347 Dimming Ballasts Available:
2 R4 4’ Section ADEZ?3 Advance Mark 10
R8 8' Section ECO10? Lutron ECO-10
R12. 12" Section DMHL2? Lutron Hi-lume
0SDIM23Qsram 0-10V dim
S52 SIMPLY5™
Reference Ballast Chart on website or consult factory for other options.
| | | |
# of Emergency Emergency Type* Switching Lamp Color Finish Options
Modules Blank (None) SCT  Single  L/LP  Nolamp €210 Standard White White DL Damp Location Label
Blank (None) EL? Emergency Battery Pack Circuit LP830 3000K 80+ CRI (fine-textured low gloss) DU Dust Cover
1SE 1section EC Emergency / Night Light Circuit : DCT  Dual LP835 3500K 80+ CRI CNO  Painted Aluminum Finish ELH  EM Through wire w/ Separate Feed
2SE 2 sections EN?  Emergency Battery Pack with Circuit LP841  4100K 80+ CRI €099 Custom Color ELS  EM Through Wire w/ Single Feed
XSE X sections Night Light Circuit T5 only: ELS2  Normal feed w/ EM Separate Neutral
LP830P 3000K 80+ CRI Premier gk:F E“sﬁng(g‘?s‘ b;f‘“’))
LP835P 3500K 80+ CRI Premier NYC N“:'v:“i:rk"c"f’t gz’de
LP841P 4100K 80+ CRI Premi 1ty
remier SCEP  Sculptured End Cap

J
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Bruno Wall "

Partial Perf T5/T5HO
PHOTOMETRICS Wall Mount — Modular / 8" X 2" Rectangular

2-LAMP T5HO

1-LAMP T5HO

FAR—=FIELD FHOIUME KT FAR—FIELD PHOTOMETRY

REPORT NUMBER: 7929

CATALOG NUMBER: BRW7—1-54T5HO-WHR

LUMINAIRE: 8'W X 1 5/8H

N|
WHITE PAINTED REFLECTOR AND Kl

DATE: 3-24-2009

/8" H INDIRECT/DIRECT ASYMMETRIC LIGHT WITH
Al ICKEI

R LENS AND PERF DIFFUSER

DATE: 3-20-2009

REPORT NUMBER: 7918

CATALOG NUMBER: BRW7-2-54T5HO-WHR
LUMINAIRE: 8'W X 1 5/8H INDIRECT/DIRECT ASYMMETRIC LIGHT WITH
WHITE PAINTED REFLECTOR AND KICKER LENS AND PERF DIFFUSER

LAMP(S): FP54/835/HO RATED @ 5000 LUMENS EACH LAMP(S): 2-FP54/835/H0 RATED @ 5000 LUMENS EACH
BALLAST: QTP-1X54/UNV PSN EALLA(S% QTP—ZXéA/UéV PSN
MOUNTING: MOUNTING:

LUMEN TO CANDELA

RATIO USED = 9.15

TOTAL INPUT WATTS =

LUMEN TO CANDELA RATIO USED = 9

.15
TOTAL INPUT WATTS =121.8 AT 120.0 VO

LTS

= 61.3 AT 120.0 VOLTS
THE O DEGREE PLANE IS PERPENDICULAR TO THE LAMPS. THE O DEGREE PLANE IS PERPENDICULAR TO THE LAMPS.

CANDELA DISTRIBUTION FLuXx CANDELA DISTRIBUTION FLUX
0.0 45.0 90.0 135.0 180.0
0.0 45.0 90.0 135.0 180.0
o iz iz iz iz 7
o 38 3903 39
5 19 18 17 19 19 2 5 20 8 36 B 8 4
518 16 14 15 18 5
15 40 37 34 36 38 10
25 19 4 121517 7 25 40 35 29 32 37 16
3% 17 14 s 13 15 8
3% 36 31 24 30 3 ie
45 17 12 8 1" 14 9
45 32 26 17 24 24 18
55 15 10 4 9 10 8
55 25 19 {1 18 17 15
65 14 8 1 4 6 5
65 20 13 5 9 10 12
75 12 6 0 2 3 4
75 18 10 1 5 6 8
85 14 5 0 0 1 3
8 16 8 0 1 3 5
% by 3B 18 s e s F S R
105 1043 925 118 128 148 485 e e 3 223
105 1324 1179 301 184 179 674
115 1538 1228 224 175 199 624
115 1956 1724 600 533 397 1009
125 1634 1248 320 233 0234 614
125 2371 1943 875 863 790 1185
135 1458 1093 404 295 286 519
135 2402 1954 1110 1076 1091 1142
125 1236 956 473 361 341 406
125 2271 1ofa 1307 1266 1266
155 1020 836 520 421 397 288
155 2094 1844 1455 1408 1401 746
165 811 722 555 473 457 T69
165 1884 1761 1553 1494 1500 460
648 621 572 536 524 55 175 1711 1679 1613 1588 1574 156
180 578 578 578 5/8 5
180 1632 1632 1632 1632 1632
ZONAL LUMEN SUMMARY
ZONAL LUMEN SUMMARY
ZONE LUMENS ZLAMP ZFIXT JONE MRS sLAMP -
0- 30 13 0.3 0.4 N
0- 30 29 0.3 0.4
0- 40 21 0.4 0.6 -
0- 40 48 0.5 0.7
0- 60 38 0.8 1.1 0— 60 81 0.8 1.2
0- 90 50 1.0 1.5 0- 90 105 1.0 1.6
890-120 1269 25.4 37.7 90-120 1905 '\9‘0 28.5
I® 1 80-130 1884 37.7 55.9 - :
890-150 2808 56.2 B83.3 M gg,j\gg gg?g gg? gg g
80-180 3321 564 98.5 -
0-180 3371 B67.4 100.0 90-180 6576 6.8 984
- N N 0-180 6681 66.8 100.0
LUMINANCE DATA IN FOOTLAMBERTS TOTAL LUMINAIRE EFFICIENCY = 67.4 %
LUMINANCE DATA IN FOOTLAMBERTS TOTAL LUMINAIRE EFFICIENCY = 66.8 %
ANGLE  AVERAGE AVERAGE AVERAGE  CIE TYPE — INDIRECT ANCLE AVERAGE AVERACE AVERMGE  OF TvPE L ANDIRECT

IN DEG O*D%G 45*[)255 90*3[1955 IN DEG 0-DEG 45-DEG 90-DEG

45
55 93, 60. 26. 161, 132, 90.
55 156, 120. 69.
65 11& 84. 9. 5 65  162. 107. 41
;g 422‘ 12? g‘ APPROVED BY: 75 231, 135, 13.  APPROVED BY:
. . . 85 523, 282! 0.

BARE LAMP LUMEN VALUE IS RATED AT LAMP OPERATING TEMPERATURE INSIDE THE LUMINAIRE.

FOR DETAIL EXPLANATIONS, PLEASE SEE PEERLESS PUBLICATION # A62 BARE LAMP LUMEN VALUE IS RATED AT LAMP OPERATING TEMPERATUREQ\NS\DE THE LUMINAIRE.

FOR DETAIL EXPLANATIONS, PLEASE SEE PEERLESS PUBLICATION # A¢
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