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CATALOG NUMBER

Type:

Project:

Examples: BRWO 2 28T5 WHR SSH 40FT R8 GEB10 DCT LP835 C210 SCEP - BRW9 2 54T5HO WHR ODD 32FT R8 277 GEB10 1SE EL DCT LP835 C210
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Construction

Housing is a nominal 8 4" x 14" rectangular
channel formed from cold-rolled steel. %s" thick
aluminum die cast end cap is standard, 4" sculpted
die cast aluminum end cap is optional.

Reflectors
Die formed white painted reflector.

ORDERING LOGIC

Shielding
Die formed opal drop diffuser or flush Softshine™
high performance lens.

Finish

Fine textured white polyester powder paint
is standard. Consult factory for special finish
requirements.

Electrical
Specify 120V, 277V, or 347V. Pre-wired with
16AWG fixture wire. For special circuiting or wire

gauge, consult factory. Quick connect electrical
connectors included. UL and C-UL listed and
labeled.

Fixture Length

446", 8" and 12" lengths in a single section. For
total fixture length, add °s" for each flat end cap
and 4" for each sculpted end cap. Using internal
joiners, 4', 8" and 12’ sections can be joined to form
longer rows.

[ Use guide below to order complete fixture runs from four feet to one-hundred feet in increments of four. N
L || | | | | | | ler | | | | | dds
Fixture : # of Lampsin : Lamp Type Reflector Shielding Nominal Maximum Voltage Ballast Type
BRW9 Cross Section 28T5 WHR  White ODD Opal Drop fOW th? fectl;)hn 120 GEB10  <10% THD ELECTRONIC

1 54T5HO Reflector Diffuser eng eng 277 Dimming Ballasts Available:
SSH'  Softshine Ccontion | 347 [mming Balasts Avatiabe:
2 Hoat R4 4 Section ADEZ** Advance Mark 10
b 'gf R8 8 Section ECO10° Lutron ECO-10
Ler ormance R12. 12’ Section DMHL3# Lutron Hi-lume
ens OSDIM?*Osram 0-10V dim
Reference Ballast Chart on website or consult factory for other options.
> | | [ [ ]
# of Emergency Emergency Type® Switching Lamp Color Finish Options
5
Modules Blank (None) SCT  Single  L/LP  Nolamp €210 Standard White White DL Damp Location Label (not available
Blank (None) EL® Emergency Battery Pack Circuit LP830 3000K 80+ CRI (fine-textured low gloss) with EL or EN)
1SE 1section EC Emergency / Night Light DCT Dual LP835 3500K 80+ CRI CNO  Painted Aluminum Finish DU  Dust Cover
2SE 2 sections Circuit Circuit LP841  4100K 80+ CRI €099 Custom Color ELH  EM Through wire w/ Separate Feed
XSE X sections EN®  Emergency Battery Pack T5 only: ELS  EM Through Wire w/ Single Feed
with Night Light Circuit LP830P 3000K 80+ CRI Premier (E;ILSR2 Eor.mal ;eedt\:;// E)M Separate Neutral
LP835P 3500K 80+ CRI Premier oMF F“z!:z E ST:\‘N Bmv)
LP841P  4100K 80+ CRI Premi ust
re.mler NYC New York City Code
Reference Lamp Chart on website or consult factory SCEP Sculptured End Cap
for other options.
Notes:
1 SSHonly available in 1 Lamp cross section. 4 Not available with 28T5 Lamp Type. 6 Ambient conditions not to exceed 35° C for
2 Must be in 4’ increments (consult factory for additional increments). 5 Emergency type is installed in last 4’ of fixture sections and are not available 2 Lamp 54T5HO.
3 Not available in 347 volt. concurrently. Separate feed required unless ELS/ELH/ELS2 is specified.
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Diffuser / Softshine™ T5 /T5HO

1-LAMP T5HO WITH ODD

FAR-FIELD PHOTOMETRY
DATE: 3-19-2009
REPORT NUMBER: 7897

CATALOG NUMBER: BRW9—1-54T5H0-WHR-ODD

LUMINAIRE: 8"W X 1 5/8"H INDIRECT/DIRECT ASYMMETRIC LIGHT WITH
WHITE PAINTED REFLECTOR AND DROPPED OPAL DIFFUSER

LAMP(S): FP54/835/HO RATED ® 5000 LUMENS EACH

BALLAST: QTP—1X54/UNV PSN

MOUNTING:

LUMEN TO CANDELA RATIO USED = 9.15

TOTAL INPUT WATTS = 59.7 AT 120.0 VOLTS

THE O DEGREE PLANE IS PERPENDICULAR TO THE LAMPS,

PEERLESS LIGHTING

GANDELA DISTRIBUTION FLUX
0.0 45. 90.0 135.0 180.0
0 105 105 105 105
5 105 104 102 104 104 10
15 103 101 a9 101 101 29
25 100 96 a2 4 q 44
35 92 89 83 87 88 53
45 81 77 69 73 74 57
95 66 62 ol 59 60 54
65 50 46 37 42 42 43
75 31 28 19 24 25 28
85 18 13 4 10 12 1
90 13 12 2 B 8
a5 87 87 20 39 a1 65
105 359 466 165 130 124 284
115 864 715 340 427 317 516
125 984 781 507 684 638 623
135 996 837 654 804 870 624
145 995 908 780 882 948 555
155 1010 935 877 938 969 432
165 958 943 971 992 273
175 986 982 980 992 996 94
180 990 990 990 990 990
ZONAL LUMEN SUMMARY
ZONE LUMEN! ZLAMP FBFIXT
0- 30 82 1.6 2.2
0— 40 136 W7 3.6
0- 60 248 5.0 6.5
0- 90 330 6.6 8.7
90-120 86! 17,3 22,8
90-130 1488 29.8 39.2
90-150 2667 53.3 70.3
90-180 3466 69.3 91.3
0-180 3795 75.9 100.0
LUMINANCE DATA IN FOOTLAMBERTS ~ TOTAL LUMINAIRE EFFICIENCY = 75.9 %

ANGLE  AVERAGE AVERAGE AVERAGE  CIE TYPE — INDIRECT
IN DEG  0-DEG 45-DEG 90-DEG
- 233

55 247. 246. 229. 3
65 240. 237. 206. %3
75 222, 225. 170. APPROVED BY: %
85 253. 236. 103.

BARE LAMP LUMEN VALUE IS RATED AT LAMP OPERATING TEMPERATURE INSIDE THE LUMINAIRE

FOR DETAIL EXPLANATIONS, PLEASE SEE PEERLESS PUBLICATION # A62

1-LAMP T5HO WITH SSH

FAR-FIELD PHOTOMETRY
DATE: 2—-16—2011
REPORT NUMBER: 8897

CATALOG NUMBER: BRW9—1-54T5HO—WHR-SSH

LUMINAIRE: 8 1/8'W X 1 5/8"H INDIRECT/DIRECT ASYMMETRIC LIGHT WITH
SOFTSHINE LENS

LAMP(S): FP54/835/H0 RATED @ 5000 LUMENS EACH

BALLAST: QTP 1X54TSHO/UNV PSN

MOUNTING:

LUMEN TO CANDELA RATIO USED = 9.15

TOTAL INPUT WATTS = 61.6 AT 120.0 VOLTS

THE O DEGREE PLANE IS PERPENDICULAR TO THE LAMPS.

CANDELA DISTRIBUTION
0.0 45.0 90.0 135.0 180.0

75 67 58 41 38 38
85 17 12 3 6 8
920 3 2 0 Q 0

Along
S

4 o 175 322 302 264 231 228
Across ———— 180 263 263 263 263 263

ZONAL LUMEN SUMMARY

1000 ZONE LUMENS ZLAMP
— 30 223 4.5
L 0— 40 361 7.2
0- 60 627 1215
0- 90 781 1516
90-120 1089 21.8
7 \ 90-130 1541 30.8
90-150 2138 128
90-180 2405 4801
0-180 3185 63.7
LUMINANCE DATA IN FOOTLAMBERTS  TOTAL LUMINARRE EFFICIENCY = 63.

ANGLE AVERAGE AVERAGE AVERAGE CIE TYPE — SEMI-INDIRECT
IN DEG 0—-DEG 45-DEG S0-DEG
2. 15.

45 1056, 98 815
55 1016, 933, 753 s
65  937. 860,  666. %‘;
75 847, 740,  525.  APPROVED BY: %
85 640, 470, 132

TESTED IN ACCORDANCE WITH IES PROCEDURES, TEST DISTANCE EXCEEDS 25.0

FEET
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2-LAMP T5HO WITH ODD

FAR-FIELD PHOTOMETRY
DATE: 5-17-2009
REPORT NUMBER: 7893

CATALOG NUMBER: BRW9-—2—-54T5H0-WHR-ODD

LUMINAIRE: 8"W X 1 5/8"H INDIRECT/DIRECT ASYMMETRIC LIGHT WITH
WHITE PAINTED REFLECTOR AND DROPPED OPAL DIFFUSER

LAMP(S): 2-FP54/835/H0 RATED @ 5000 LUMENS EACH

BALLAST: QTP-2X54/UNV PSN

MOUNTING:

LUMEN TO CANDELA RATIO USED = 9.15

TOTAL INPUT WATTS =120.3 AT 120.0 VOLTS

THE 0 DEGREE PLANE IS PERPENDICULAR TO THE LAMPS.

CANDELA DISTRIBUTION FLUX
0.0 45.0 90.0 135.0 180.0
o 1 134 134 134
5 136 134 131 133 135 13
15 133 129 125 127 130 36
25 130 122 116 {19 124 56
35 121 114 104 111 113 69
45 106 99 88 94 96 73
55 8 80 68 74 76 69
65 67 60 45 53 53 55
75 46 38 23 3 33 35
85 24 16 2 10 13 4
9 18 11 0 13
95 350 401 27 60 66 208
105 1269 1148 235 189 171 636
115 1908 1518 543 424 925
125 2072 1581 697 835 800 1022
135 2002 1585 890 972 1054 964
145 1871 1555 1054 1076 1144 816
155 1703 1494 1175 1166 1184 611
165 1513 1420 1262 1233 1244 375
175 1375 1347 1308 1295 1245 126
Across 180 1320 1320 1320 1320 1320
ZONAL LUMEN SUMMARY
2000 ZONE LUMENS FHLAMP FFIXT
0- 30 105 1.1 1.7
0- 40 174 1.7 2.9
0- 60 317 3.2 5.2
0- 90 420 4.2 6.9
E%j 90-120 1769 17.7 2900
90-130 2791 27.9 45.7
90-150 4571 45.7 74.9
90-180 5683 56.8 93.1
0-180 6103 61.0 100.0
LUMINANCE DATA IN FOOTLAMBERTS ~ TOTAL LUMINAIRE EFFICIENCY = 61.0 %
ANCLE ~ AVERAGE AVERAGE AVERAGE CIE TYPE — INDIRECT

IN DEG  0-DEG 45-DEG 90-DEG
- 299.

45 264, 284

55 328. 314. 284. 3
65 323. 309. 254. %3
75 321, 303. 207. APPROVED BY: %
85 335. 292. 47.

BARE LAMP LUMEN VALUE IS RATED AT LAMP OPERATING TEMPERATURE INSIDE THE LUMINAIRE.
2

FOR DETAIL EXPLANATIONS, PLEASE SEE PEERLESS PUBLICATION # A6

*Use a 0.58 multi

An<$AcuityBrands Company



	BRW9 - 1 - ODD: Off
	BRW9 - 2 - ODD: Off
	BRW9 - 1 - SSH: Off
	1: 
	2: 
	3: 
	4: 
	5: 
	6: 
	7: 
	8: 
	9: 
	10: 
	11: 
	12: 
	13: 
	14: 
	15: 
	Project: 
	Type: 


