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CATALOG NUMBER

Bruno Wall

Diffuser / Softshine™ T8

Type:

Project:

FT

Examples:

AVAILABLE FIXTURES

BRW9 232 WHR ODD 40FT R8 GEB10 DCT LP835 C210 SCEP - BRW9 2 32 WHR SSH 32FT R8 277 GEB10 1SE EL DCT LP835 C210
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Construction

Housing is a nominal 8 4" x 14" rectangular
channel formed from cold-rolled steel. %s" thick
aluminum die cast end cap is standard, 4" sculpted
die cast aluminum end cap is optional.

Reflectors
Die formed white painted reflector.

ORDERING LOGIC

Shielding
Die formed opal drop diffuser or flush Softshine™
high performance lens.

Finish

Fine textured white polyester powder paint
is standard. Consult factory for special finish
requirements.

Electrical

Specify 120V, 277V, or 347V. Pre-wired with
16AWG fixture wire. For special circuiting or wire
gauge, consult factory. Quick connect electrical

connectors included. UL and C-UL listed and
labeled.

Fixture Length

4'%¢", 8" and 12’ lengths in a single section. For
total fixture length, add 3" for each flat end cap
and 4" for each sculpted end cap. Using internal
joiners, 4, 8" and 12" sections can be joined to form
longer rows.

( Use guide below to order complete fixture runs from four feet to one-hundred feet in increments of four.
I | | | | | | [ 1al | || dds
Fixture # of Lamps in : Lamp Type : Reflector Shielding Nominal Maximum Voltage Ballast Type
BRW9 Cross Section 32 T8 WHR  White ODD  Opal Drop EOW th? fectl:)hn 120 GEB <20% THD ELECTRONIC
] Reflector Diffuser eng eng 277 GEB10  <10% THD ELECTRONIC
2 SSH! iﬁft:hme R4 4 Section 347 Dimming Ballasts Available:
A lgf R8 8’ Section ADEZ? Advance Mark 10
Le’ ormance R12 12’ Section ECO10° Lutron ECO-10
ens ADZT?* Advance Mark 7 0-10V dimming
Reference Ballast Chart on website or consult factory for other options.
> | | | [ [
# of Emergency Emergency Type* Switching Lamp Color Finish Options
Modules Blank (None) SCT  Single  L/LP Nolamp €210 Standard White White DL Damp Location Label (not available
Blank (None) EL® Emergency Battery Pack Circuit LP830 3000K 80+ CRI (fine-textured low gloss) with EL or EN)
1SE 1section EC Emergency / Night Light Circuit - DCT  Dual LP835 3500K 80+ CRI C1O0  Painted Aluminum Finish DU Dust Cover
2SE 2 sections EN®  Emergency Circuit LP841 4100K 80+ CRI €099 Custom Color ELH  EM Through wire w/ Separate Feed
XSE X sections Battery Pack with Night Light LP730 3000K 70+ CRI ELS EM Through Wire w/ Single Feed
Circuit LP735 3500K 70+ CRI ELS2 Normal feed w/ EM Separate Neutral

LP741 4100K 70+ CRI GLR  Fusing (Fast blow)

Reference Lamp Chart on website or consult factory GMF  Fusing (SIOV_’ Blow)

for other options. NYC New York City Code

SCEP  Sculptured End Cap

Notes:
1 SSHonly available in 1lamp cross-section. 4 Emergency type is installed in last 4" of fixture sections and are not available
2 Must be in 4’ increments (consult factory for additional increments). concurrently. Separate feed required unless ELS/ELH/ELS2 is specified.
3 Not available in 347 volt.
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Diffuser / Softshine™ T8

1-LAMP 3278 WITH ODD

FAR-FIELD PHOTOMETRY
DATE: 3-18-2009
REPORT NUMBER: 7899

CATALOG NUMBER: BRWO—1-32—WHR-ODD

LUMINAIRE: 8"W X 1 5/8"H INDIRECT/DIRECT ASYMMETRIC LIGHT WITH
WHITE PAINTED REFLECTOR AND DROPPED QPAL DIFFUSER

LAMP(S): F32TB-SP35 RATED @ 2850 LUMENS EACH

BALLAST. QTP 1X32T8/UNV PSN-TC

MOUNTING:

LUMEN TO CANDELA RATIO USED 9/15

TOTAL INPUT WATTS = 31.2 AT 130/0 VOLTS

THE O DEGREE PLANE IS PERPENDIZULAR TO THE LAMPS.

CANDELA DISTRIBUTION FLUX
0.0 45 90.0 135.0 180.0
0 52 52 52 52
53 52 51 52 52 5
15 52 52 50 51 51 14
25 51 48 a6 47 18 22
35 46 44 41 43 43 27
45 40 38 35 37 37 29
55 34 31 27 29 29 26
65 26 23 18 21 21 21
75 17 14 9 1z 13 14
85 8 6 1 4 5 5
80 7 7 a 2 3
95 85 85 12 15 13 50
105 279 274 16 101 182
115 473 385 184 241 224 288
125 532 415 275 359 3586 335
135 530 448 357 433 0 336
145 534 487 427 484 513 301
155 543 508 480 517 530 236
165 531 523 519 533 5 149
176 540 539 538 545 546 52
Across ———— 180 543 543 543 543 543
ZONAL LUMEN SUMMARY
5 O 0 ZONE LUMENS ZLAMP ZFIXT
0- 30 1.4 2.0
L 0- 40 68 2.4 3.3
0- 60 124 4.3 5.9
0- 90 184 5.7 7.8
90-120 520 18.3 24.9
E%j 90-130 855 30.0 40.9
90-150 1491 52.3 71.3
80-180 1928 67.7 92.2
0-180 2092 73.4 100.0
LUMINANCE DATA IN FOOTLAMBERTS TOTAL LUMINAIRE EFFICIENCY = 73.4 %
ANGLE  AVERAGE AVERAGE AVERAGE  CIE TYPE — INDIRECT
IN DEC  0-DEG 45-DEG 90-DEG
45 100, 118,
55 127. 123, 1120 D)
65 123 18 103 %’ﬁ
75 122, 2. 79.  APPROVED BY: %
85 114, 114 35,
TESTED IN ACCORDANCE WITH IES PROCEDURES. TEST DISTANCE EXCEEDS 25.0 FEET
FAR—FIELD PHOTOMETRY
DATE: 2-17-2011
REPORT NUMBER: 8894
CATALOG NUMBER: BRW9—1—32T8-WHR-SSH
LUMINAIRE: 8 1/8'W X 1 5/8"H INDIRECT/DIRECT ASYMMETRIC LIGHT WITH
SOFTSHINE LENS
LAMP(S): F32T8-SP35 RATED @ 2850 LUMENS EACH
BALLAST: QT 1X32/120 IS-SC
MOUNTING:
LUMEN TO CANDELA RATIO USED = 9.15
TOTAL INPUT WATTS = 32.1 AT 120.0 VOLTS
THE O DEGREE PLANE IS PERPENDICULAR TO THE LAMPS.
Ialal
CANDELA DISTRIBUTION FLUX
JUU 0.0 45.0 90.0 135.0 180.0
0 134 134 134 134 134
5 142 138 131 129 130 13
15 144 139 126 116 115 36
25 139 131 115 102 102 54
35 124 115 98 86 85 64
45 104 97 B8O 71 70 64
55 81 74 60 52 52 57
65 57 51 39 34 34 42
75 31 26 19 16 18 22
85 8 6 2 2 4 5
90 0 0 0 0 0
95 135 135 7 26 24 72
105 439 440 37 81 88 218
115 690 538 80 94 114 277
125 708 534 122 91 115 261
135 644 480 155 87 108 215
145 536 418 181 86 96 161
A 155 440 360 197 126 93 112
ong 165 344 313 210 163 156 67
435 — 175 266 248 216 195 191 21
Across——— 180 218 218 218 218 218
5 O O ZONAL LUMEN SUMMARY
ZONE LUMENS ZLAMP ZFIXT
| 0- 30 103 3.6 5.8
0— 40 167 8 9.5
0- 60 28 10.1 16.3
0— 90 356 12.5 20.2
90-120 566 19.8 32.2
m 90-130 826 29.0 47.0
90-150 1202 422 68.4
90—180 1402 49.2 79.8
0-180 1758 61.7 100.0
LUMINANCE DATA IN FOOTLAMBERTS  TOTAL LUMINAIRE EFFICIENCY = 61.7 %
ANGLE  AVERAGE AVERAGE AVERAGE  CIE TYPE — SEMI—INDIRECT
IN DEG  O-DEG 45-DEG 90-DEG
45 482,  450.  373.
55 463.  422.  341. S
65  443. 395,  302. %‘;
75  395.  335.  237. APPROVED BY: %
85  313.  215. 78.
TESTED IN ACCORDANCE WITH IES PROCEDURES, TEST DISTANCE EXCEEDS 25.0 FEET

Type:

Project:

2-LAMP 3278 WITH ODD

FAR—FIELD PHOTOMETRY
DATE: 3-19-2009
REPORT NUMBER: 7895

CATALOG NUMBER: BRW9-2-32-WHR-0ODD

LUMINAIRE: 8W X 1 5/8H INDIRECT/DIRECT ASYMMETRIC LIGHT WITH
WHITE PAINTED REFLECTOR AND DROPPED OPAL DIFFUSER

LAMP(S): 2-F32T8—-SP35 RATED @ 2850 LUMENS EACH

BALLAST: B233IUNV-D

MOUNTING:

LUMEN TO CANDELA RATIO USED = 9.15

TOTAL INPUT WATTS = 58.3 AT 12D.0 VOLTS

THE O DEGREE PLANE IS PERPENDICULAR TO THE LAMPS

Fax: 510.845.2776 = www.peerless-lighting.com

PEERLESS LIGHTING

2246 5th St., Berkeley, CA 94710 = Tel: 510.845.2760

CANDELA DISTRIBUTION FLUX
0.0 45.0 90.0 135.0 180.0
D 88 88 88 88
| — 5 8 8 8 8 87 8
- 15 8 8 81 83 84 24
5 O O 25 8 & 77 8 &l 36
35 78 74 69 73 73 45
45 67 63 58 61 60 47
1 8 O 55 56 52 45 49 50 44
65 41 38 3 35 35 35
5 27 23 15 20 22 23
85 13 10 2 7 10 E]
s 9 10 7 1 4 6
870\ g0 95 166 163 15 22 22 a1
105 499 465 126 146 134 290
115 803 688 261 307 280 451
125 969 780 3BB 465 447 526
135 1003 820 502 561 594 519
0 145 1831 594 623 657 453
Al 155 921 821 668 672 689 343
ong 165 839 801 722 701 711 212
45 — 175 785 772 74B 736 732 72
Across ——— 18D 755 755 755 735 733
ZONAL LUMEN SUMMARY
ZONE UMENS ZLAMP FFIXT
D- 30 68 1.2 2.1
D- 40 113 2.0 3.5
D- 60 205 3.6 6.3
D- 90 272 48 8.4
9D-120 832 14.6 25.8
9D-130 1358 23.8 42.1
90150 2330 40.9 72.2
90-180 2957 51.9 91.6
0-180 3229 56.6 100.0
LUMINANCE DATA IN FOOTLAMBERTS ~ TOTAL LUMINAIRE EFFICIENCY = 56.6 %
ANGLE  AVERAGE AVERAGE AVERAGE  CIE TYPE — INDIRECT
IN DEG ~ 0-DEG 45-DEG 90-DE
166. 181. 196,
55 209.  204. 187. S
65 199, 199. 174. %3
75 188, 183. 132, APPROVED BY: %
85 185, 185. 46.

TESTED IN ACCORDANCE WITH IES PROCEDURES, TEST DISTANCE EXCEEDS 25.0 FEET
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