P EERLES S°®

[ |sPECIFICATIONS

CATALOG NUMBER

erra 10

Indirect / Open T8

Modular /10" x 3"

\ Type:

Project:

Examples:

AVAILABLE FIXTURES

FT

T0CRM2 2 32 WHR 40FT R12 277 GEB DCT LP?35 F1/18 SCEP — 10CRM2 3 32 SPR 32FT R8 277 GEB 1SE EL DCT LP735 F1/2i 7

[J10CRM2 - 2

f 10"

SPECIFICATIONS

[J10CRM2 -3

[J10CRM2- 4

Construction

Housing is a nominal 10" x 3" crescent channel
formed from one-piece cold-rolled steel. Flat end
plate standard. Sculptured die cast aluminum end

cap is optional.

Reflectors

Die-formed highly reflective white reflector or
die-formed highly reflective specular reflector.

ORDERING LOGIC

Shielding
Die-punched 3" square windows on lower housing
with acrylic opal diffuser overlay.

Finish

Fine textured white polyester powder

paint is standard. Consult factory for special
finish requirements.

Electrical
Specify 120, 277 or 347 volts. Pre-wired with 16 ga.

fixture wire. For special circuiting or wire guage,
consult factory. Plug-in electrical connectors
included. C-UL label standard.

Fixture Length

4',8',and 12" lengths in a single section for exact

suspension spacing of 4', 8', and 12'. For total fixture

length, add V" for each flat end plate or 4" for
each sculptured end cap. Using internal joiners,

4',8', and 12’ sections can be joined to form longer

length fixtures.

/

Use guide below to order complete fixture runs from four feet to one-hundred feet in increments of four.

|l I

Emergency Type?? : Switching

: Lamp Color

: Mounting Type / Overall Suspension

| | | | [ | ler | | | | |
Fixture # of Lamps in Lamp Type Reflector Nominal Maximum Voltage Ballast Type # of Emergency
N . )
10CRM2 Cross Section 32 WHR  White Reflector fvertal!'!l Row feCtI:hn 120 GEB10  <10% THD ELECTRONIC Modules
2 (Standard) eng eng 277 ADEZ*  Advance Mark 10 dimming Blank No Emergency
3 SPR  Specular R4 347 ECO10* Lutron ECO-10 dimming 1SE 1Section
4 Reflector RS ADZT* Advance Mark 7 0-10v dimming : 2SE 2 Sections
R12 Reference Ballast Chart on website or consult - XSE X Sections
factory for other options.
[ d

' Finish

244

Not available in 347 volt.

<

F T-Bar Ceiling (Universal 12

Blank No Emergency or | SCT  Single L/LP  NoLlamp
Night Light Circuit LP730 3000k 70+ CRI

EL Emergency DCT Dual LP735 3500k 70+ CRI F1A
Battery Pack Circuit LP741 4100k 70+ CRI

EC Emergency/Night LP830 3000k 80+ CRI F2
Light Circuit LP835 3500k 80+ CRI

EN Emergency LP841 4100k 80+ CRI F3
Ba.lttery.Pack ‘_Nnh_ Reference Lamp Chart on FaA
Night Light Circuit website or consult factory for . F4B

other options. Fac

Notes:

1 Must be in 4" increments.

2 Optional.

Mounting Bracket)
T-Bar Ceiling (UMB with
Integrated J-Box)

Hard Ceiling (Horizontal
J-Box)

Stem Mount

IDS Clip 6" Tee

IDS Clip %" Tee

IDS Clip Screw Slot

3 ELandEC are installed in last 4’ of fixture sections and are not available concurrently with
each other. Separate feed required for each EL or EC unless ELH is specified.

12" overall suspension

15 15" overall suspension
18 18" overall suspension
21 21" overall suspension
24 24" overall suspension

XX XX" overall suspension

Options
(blank) ACG  Adjustable Cable Grippers
CNO  Painted Silverto  : APF  Alternate Power Feed
Match Anodized : CP Chicago Plenum
Aluminum DL Damp Location Label
C210 Textured White DU Dust Cover
White (low gloss) : ELH  EM through wire/w separate feed
C099 Custom Color ELS EM through wire/w single feed
GLR  Fusing (fast blow)
GMF  Fusing (slow blow)
NYC  New York City Code
SCEP  Sculptured End Cap

~

J
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P EERLEZS S®

Indirect / Open T8

[ |pHOTOMETRICS

2-LAMP T8 SPECULAR REFLECTOR

3-LAMP T8 SPECULAR REFLECTOR

Type:

Project:

4-LAMP T8 SPECULAR REFLECTOR

FAR-FIELD PHOTOMETRY
REPORT NUMBER: 5225

DATE: 12-19-2000

CATALOG NUMBER: 10CRM2-2-32-SPR
LUMINAIRE: 10°W X 2 5/8°H INDIRECT/OPEN LIGHT WITH SPECULAR

EFLECTOR AND SQUARE PATTERN
LAMP(S): 2-F3218/SP35 RATED @ 2850 LUMENS
M2-IN-TB=CP—J-120
MOUNTING:
LUMEN T CANDELA RATIO USED =
TOTAL INPUT WATTS = 56.4 AT 12.0 VOLTS
THE O DEGREE PLANE IS PARALLEL WITH THE LAMPS.

CANDELA DISTRIBUTION FLUX
0.0 22,5 45.0 67.5 90.0
0 24 24 24 24 24
5 24 25 24 24 24 2
15 235 22 22 23 22 7
25 22 23 24 26 25 1
3% 20 20 23 23 23 13
45 17 20 20 19 19 15
55 14 16 16 15 15 14
65 1" 12 12 12 12 12
75 8 9 9 9 9 9
BS 3 5 ) 7 7 7
90 3 5 6 13 6
9 31 128 146 147 145 144
105 166 395 647 B71 669 559
115 350 548 B850 1065 1125 789
125 540 695 943 1135 1206 816
135 714 839 1014 1168 1230 771
145 862 960 1072 1178 1223 867
155 977 1052 1124 1171 1223 514
165 1062 1104 1148 1173 1196 322
175 1106 1121 1133 1147 1155 108
180 1123 1123 1123 1123 1123
ZONAL LUMEN SUMMARY
ON NS FLAMP ZFIXT
0~ 30 19 0.3 0.4
0- 40 33 08 0.7
0- 80 62 1.1 1.3
- 90 B9 1.6 1.9
90-120 1493 26.2 31.2
oy 90-130 2308 405 1873
90-150 3747 65.7 78.4
90-180 4692 82 3 981
0-180 4781 B3.9 100.0
LUMINANCE DATA IN FOOTLAMBERTS TOTAL LUMINAIRE EFFICIENCY = 83.9 %
IE TYPE — INDIRECT

ANGLE  AVERAGE AVERAGE AVERAGE
IN DEG  0-DEG 45-DEG 90-DEG
45 72. 66 108.

55 73, 90 100.
65 76 a3 98
75 of. 98 99.  APPROVED BY:
85 73, 132 132

TESTED IN ACCORDANGE WITH IES PROCEDURES. TEST DISTANCE EXCEEDS 25.0 FEET
NEAR FIELD PHOTOMETRY AND CU TABLE AVAILABLE UPON REQUEST

2-LAMP T8 WHITE REFLECTOR

FAR—FIELD PHOTOMETRY
DATE: 12-19-2000

REPORT NUMBER: 5232

CATALOG NUMBER: 10CRM2-3-32-SPR

LUMINARE: 10°W X 2 5/8"H INDIRECT/QPEN LIGHT WITH SPECULAR

EFLECTOR AND SQUARE PATTERN

LAMP(S): 3-F32T8/SP35 RATED @ 2850 LUMENS
MA=IN-TB=CP—J-120 & M2-IN-TB-GP—J—120

MOUNTING:

LUMEN TQ CANDELA RATIQ USED = 9.15

TOTAL INPUT WATTS = B5.1 AT 12.0 VOLTS

THE O DEGREE PLANE IS PARALLEL WITH THE LAMPS.

CANDELA DISTRIBUTION FLUX
0.0 22,5 45,0 67.5 90.0
o 27 271 27 27 21
5 29 28 27 27 25 3
1 26 26 26 25 25 8
25 25 25 27 30 30 12
35 22 23 26 26 26 16
45 19 22 24 23 22 17
5 15 18 1B 17 17 16
6 14 14 14 14 14 14
75 g 10 11 1 10 11
85 6 7 B 8 9 8
20 5 7 7 8 7
95 44 137 137 135 130 148
106 254 612 708 726 720 B64
115 520 949 1219 1276 1290 1074
125 790 1179 1561 1726 1759 1280

135 1035 1360 1711 1939 2015 1262
145 1243 1492 1774 1976 2049 1080
155 1403 1576 1769 1904 1986 803
165 1517 1608 1718 1791 1836 482
175 1578 1603 1629 1658 1668 156
180 1600 1600 1600 1600 1600

NE BLAMP AFIXT

0- 30 0.3 0.3

0- 40 39 0.5 0.5

0- 60 71 0.8 1.0

0- 90 104 1.2 1.5

0-120 1887 2201 26.7

e 90-130 3167 37.0 44.9
90-150 5509 64.4 78.1

90-180 6950 81.3 985

0-180 7055 82.5 100.0

LUMINANCE DATA IN FODTLAMBERTS ~ TOTAL LUMINARE EFFICIENCY = B2.5 %

ANGLE  AVERAGE AVERAGE AVERAGE  CIE TYPE — INDIRECT

IN DEG  0-DEG 45-DEG 90-DEG
45 EIN 80. 124

55 79. 104, 115
65 95 110 116
75 103, 1le. 111, APPROVED BY:
85 121, 173, 162

ORDANCE WITH IES PROGEDURES, TEST DISTANGE EXCEEDS 25.0 FEET

TESTED IN_ACC
NEAR FIELD PHOTOMETRY AND CU TABLE AVAILABLE UPON REQUEST

3-LAMP T8 WHITE REFLECTOR

FAR—FIELD PHOTOMETRY
DATE: 12-19-2000

REPORT NUMBER: 5224

CATALOG NUMBER: 10CRM2-4-32-SPR
LUMINAIRE: 10°W X 2 5/8"H INDIRECT/DIRECT LIGHT WITH SPECULAR
Qu

EFLECTOR AND Si

LAMP(S): 4-F32T8/SP35 RATED @ 2850 LUMENS
x M2-IN-T8-CP—J-120
MOUNTING.

) CANDELA RATIO USED

{
LUMEN TQ CAN =91
TOTAL INPUT WATTS =108.9 AT 12.0 VOLTS
THE O DEGREE PLANE IS PARALLEL WITH THE LAMPS .

CANDELA DISTRIBUTION FLUX
0.0 22,5 45,0 67.5 90.0
0O 3% 36 36 36 36
5 38 37 36 36 34 3
B 3% 3 3» 3B 38 10
25 35 34 37 4l 40 17
3% 31 32 37 36 36 21
45 26 23 30 29 29 23
85 24 27 26 26 25 22
e 19 13 18 19 18 19
75 14 14 14 14 13 16
85 9 9 1o 11 11 11
20 8 9 g ]
95 56 140 138 134 131 152
106 363 714 766 762 741 736

135 1498 2073 2332 2463 2499 1711
145 1797 2277 2668 2723 2787 1545
155 2026 2354 2703 2826 2897 1194
165 2188 2363 2570 2713 2784 719
175 2276 2325 2373 2422 2443 228
180 2313 2313 2313 2313 2313

BLAMP AFIXT

0- 30 0.3 0.3

0- 40 52 0.5 0.6

0- 60 97 0.9 1.0

0- 90 143 1.3 1.5

90-120 2161 19.0 23.2

epges 90-130 3773 33.1 40.5
90-150 7029 61.7 75.5

90-180 9170 80 4 985

0-180 9313 8.7 100.0

LUMINANCE DATA IN FODTLAMBERTS ~ TOTAL LUMINARE EFFICIENCY = B1.7 %

ANGLE  AVERAGE AVERAGE AVERAGE  CIE TYPE — INDIRECT

IN DEG  0-DEG 45-DEG 90-DEG
45 108, 99. 161
55 120, 148, 169
65 130 140 155
75 159, 152, 139.  APPROVED BY:
85 187, 209, 198

TESTED IN ACCORDANGE WITH IES PROCEDURES. TEST DISTANCE EXCEEDS 25.0 FEET
NEAR FIELD PHOTOMETRY AND CU TABLE AVAILABLE UPON REQUEST

4-LAMP T8 WHITE REFLECTOR

FAR-FIELD PHOTOMETRY
DATE; 12-19-2000

REPORT NUMBER: 5186

CATALOG NUMBER: 10CRM2-2—32-WHR
LUMINAIRE: 10°W X 2 5/8°H INDIRECT/OPEN LIGHT WITH WHITE
PAINTED REFLECTOR AND SQUARE PATTERN

LAMP(S): 2-F32T8/SP35 RATED @ 2850 LUMENS

BALLAST: M2-IN-TB-GP—-J-120

MOUNTIN
LUMEN TO CANDELA RATIO USED = 9.15

5i

TOTAL INPUT WATTS = 56.4 AT 12.0 VOLTS
THE O DEGREE PLANE IS PARALLEL WITH THE LAMPS.
CANDELA DISTRIBUTION FLUX
0.0 22,5 45.0 67.5 90.0
0 25 25 25 25 25
5 25 25 25 25 24 2
15 24 23 23 23 23 7
25 23 23 25 27 26 1
3% 20 20 24 24 24 14
s 18 20 20 2 20 15
55 15 16 16 15 15 14
65 11 12 12 12 12 12
75 8 9 9 9 9 9
85 4 6 77 8 7
L) 4 5 6 7 7
95 40 140 171 177 176 164
105 215 370 537 612 633 508
115 422 539 713 818 854 670
125 618 701 849 958 993 741
135 794 854 954 1047 1081 733
145 942 982 1047 1105 1130 654
156 1055 1081 1116 1148 1168 516
165 1134 1151 1165 1178 1184 329
175 1176 1188 1192 1198 1203 114
180 1194 1194 1194 1194 1194
ZONAL LUMEN SUMMARY
20NE LUMENS ALAMP ZFXT
0~ 30 20 0.4 0.4
0- 40 34 06 a7
0- 60 63 i 4
o- 90 a2 16 2’0
§90-120 1342 23.5 29.7
j e 90-130 2083 36.5 161
90-150 3470 60.9 76.8
950-180 4428 77.7 98.0
0-180 4520 79.3 100.0
79.5 %

LUMINANCE DATA IN FOOTLAMBERTS  TQTAL LUMINAIRE EFFICIENCY =

ANGLE  AVERAGE AVERAGE AVERAGE  CIE TYPE — INDIRECT

IN DEG  0-DEG 45-DEG 90-DEG
68 109,

55 75. 92 103,

85 78. %6 100.

75 93 101 102.  APPROVED BY:
85 75. 136 136.

TESTED IN ACCORDANCE WITH IES PROCEOURES, TEST DISTANCE EXCEEDS 25.0 FEET
NEAR FIELD PHOTOMETRY AND CU TABLE AVAILABLE UPON REQUEST

FAR—FIELD PHOTOMETRY
DATE. 12-19-2000

REPORT NUMBER: 5181

CATALOG NUMBER: 10CRM2-3-32-WHR
LUMINARE: 10"W X 2 5/8H INDIRECT/QPEN LIGHT WITH WHITE
PAINTED REFLECTOR AND SQUARE PATTERN

LAMP(S): 3-F32T8/SP35 RATED @ 2850 LUMENS

LAST: M1-IN-TB=GP—J-120 & M2-IN-TB-GP—J-120
MOUNTING:
LUMEN TQ CANDELA RATIQ USED = 9.15
TOTAL INPUT WATTS = B5 | AT 12.0 VOLTS
THE O DEGREE PLANE IS PARALLEL WITH THE LAMPS.

CANDELA DISTRIBUTION FLUX
0.0 22,5 45,0 67.5 90.0
29 29 29

[}

5 30 29 29 30 28 3
5 29 28 29 29 29 ES
25 26 26 29 31 32 13
35 24 25 29 29 29 17
45 21 24 25 24 25 18
5 17 21 20 19 20 18
e 14 15 15 15 15 15
75 10 11 11 1 12 11
85 5 7 8 8 9 8
90 6 7 8

95 56 148 186 168 168 171
1 336 583 702 718 71 B
115 662 870 1115 1213 1236 1024
125 1122 1362 1519 1565 1177

155 1659 1705 1767 1 1850 1
165 1781 181D 1834 1B54 1868 518
1887 178

ZONAL LUMEN SUMMARY
zane LUMEN: ALAVP RFXT
0~ 30 25 0.3 0.4
0- 40 41 0.5 9’6
0- 60 77 0.9 11
o- 90 12 i3 16
0- 120 1859 21.7 27.1
pICR:V4 90-130 3036 355 2422
90- 150 5242 613 76.4
90-180 6753 79.0 98.4
0-180 6865 80.3 100.0
TOTAL LUMINARE EFFICIENCY = 80.3 %

LUMINANCE DATA IN FOOTLAMBERTS

ANGLE  AVERAGE AVERAGE AVERAGE

IN DEG D-DEG 45-DEG 90-DEG
82. 139

IE TYPE — INDIRECT

55 8a. 114, 132

65 95. 112, 126

75 114 118 128  APPROVED BY:
85  fol.  1el. 158

TESTED IN ACCORDANCE WITH IES PRDCEDURES, TEST DISTANCE EXCEEDS 25.0 FEET
NEAR FIELD PHOTOMETRY AND CU TABLE AVAILABLE UPON REQUEST

FAR—FIELD PHOTOMETRY
REPORT NUMBER: 5185

DATE. 12-19-2000

CATALOG NUMBER: 10CRM2-4-32-WHR

LUMINARE: 10°W X 2 5/8 INDIRECT/DIRECT LIGHT WITH WHITE
PAINTED REFLECTOR AND 5QUARE PATTERN

LAMP(S): 4-F32T8/SP35 RATED @ 2850 LUMENS

BALLAST: 2 x M2-IN-T8-CP-J-120

MOUNTING:

LUMEN TQ CANDELA RATIQ USED = 9.15

TOTAL INPUT WATTS =1D8 § AT 12.0 VOLTS

THE O DEGREE PLANE IS PARALLEL WITH THE LAMPS.

CANDELA DISTRIBUTION FLUX
.0 22,5 45,0 67.5 90.0

[} B 38

5 8 37 37 37 3 4
B 37 3 37 37 X 1
25 34 34 37 40 18
3B 3 32 37 37 5 22
45 27 3 3 3t 31 24
55 23 26 25 24 25 22
65 20 20 20 20 20 19
75 13 13 13 14 14 14
8! 10 11 11 12 10
9 B S 9 10

95 70 148 184 183 162 174
105 462 69 3 720 719

2 723 72,
115 920 1166 1326 1333 1333 1223
125 1356 1543 1784 1887 1907 1529
135 1740 1881 2080 2232 2278 1582
145 2062 2167 2294 2415 2462 1431
155

Al 55 2306 23/D 2451 2521 2568 1129
ong 165 2475 2514 2548 2576 2592 720
45 175 2567 2594 2602 2617 2623 248
Across —— 180 2605 2605 2605 2605 2605
ZONAL LUMEN SUMMARY
2000 zanE LUMEN ZLAMP ZFXT
| 0- 30 0.3 0.4
0- 40 54 0.5 0.6
0- 60 99 0.9 i
0- 30 143 i3 1’6
90-120 2115 18.6 23.8
Nepgers 90-130 3644 32.0 41.0
90-150 8857 58.4 74.8
90-180 8753 76.8 98,4
0-180 8895 78.0 100.0
LUMINANCE DATA IN FOOTLAMBERTS ~ TOTAL LUMINAIRE EFFICIENCY = 78.0 %
IE TYPE — INDIRECT

ANGLE  AVERAGE AVERAGE AVERAGE
IN DEG  D-DEG 45-DEG 90-DEG
113, 105, 174

55 116. 144, 165
65  137.  150. 168
142 145 155 APPROVED BY:

75
85 178, 232, 212

TESTED IN ACCORDANCE WITH IES PRDCEDURES, TEST DISTANCE EXCEEDS 25.0 FEET
NEAR FIELD PHOTOMETRY AND CU TABLE AVAILABLE UPON REQUEST
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