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mounting detail

weights and support spacing

2 13⁄16” Wall Bracket

2 x 4 switch box 
(by others)

#10–24 screws

Mtg holes for 1⁄4” bolt

1 11⁄16” Mtg holes to 
bottom of housing

3⁄16”

.75”

Type: ________________________ 

Project: ______________________ 
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CRW-21

Notes:
4’ emergency or night light module always at end of 
section and requires separate power feed. Emergency 
battery pack (one lamp only) is rated for 825 lumens 
for T5HO lamps and 750 lumens for T8 lamps.  
EC option operates all lamps in 4’ module. 

Key:
	Support location
	Standard feed location
•	EM feed location

Standard Sections

1’-4”

12 LBS

14 LBS

16 LBS

27 LBS

38 LB

2 13⁄16” 
typical 2’-0 1⁄16” T8

1’-10 1⁄2” T5

1⁄16” standard flat end plates 
4” optional sculptured end plates

2’-4”

3’-0 1⁄16” T8
2’-10 1⁄2” T5

2’-8”

4’-0 1⁄16” T8
3’-10 1⁄2” T5

6’-8”

8’-0” T8
7’-9” T5

5’-4”

12’-0” T8
11’-7 1⁄2” T5

5’-4”


	Project: 
	Type: 


