P EERLES S°®

CATALOG NUMBER

L lcelray Curved \

Indirect/Direct T8
" Jspecirications | Modular/1

N

X 3"

Type:

Project:

Examples:

AVAILABLE FIXTURES

FT

ICM8 2 32 20FT R8 120 GEB SCT LP735F1/18 C100 — ICM8 4 32 24FT R8 277 GEB SCT LP841F1/24 C041

L]ICM8 -2

O O

| 10" |
SPECIFICATIONS

LJIcm8 -3

O

| 102" |

Llicms -4

O OOT/]

| 102" |

Construction

Nominal 10" x 3" with extruded aluminum spine
and nominal four foot one-piece aluminum
baffle assemblies. Steel and die cast aluminum
sculptured endcap.

Reflectors

White painted center reflector (nominal 90%
reflectance). Perforated side reflector/shield.

ORDERING LOGIC

Shielding
Straight blade baffles with perforated side reflector/
shield. Optional opal acrylic diffuser overlay.

Finish

Satin anodized or white polyester powder paint.
Satin anodized finish consists of satin anodized
housing, clear coated aluminum baffles and end
caps painted C110 to match. Note that clear coated
aluminum baffles retain the slight imperfections
and characteristics of the raw aluminum source
material. Custom colors available, consult factory.

Electrical

Specify 120, 277 or 347 volts. Pre-wired with

16 AWG fixture wire. For special circuiting or wire
gauge, consult factory. Quick connect electrical
connectors included. C-UL labels standard.

Fixture Length

4', 8, and 12’ lengths in a single section for exact
suspension spacing of 4', 8" and 12". For total fixture
length, add 1" for each endcap. Using internal joiners 4/,
8', and 12" sections can be joined to form longer rows.

(

Use guide below to order complete fixture runs from four feet to one-hundred feet in increments of four.

~

i i i i i i i i bbb
I | o | Y L]
Fixture # of Lamps  Lamp Distribution’ Shielding Nominal Maximum Voltage Ballast Type # of Emergency
IcMs g‘ Ctr.°ss TYPE  (Blank)70% Up 30% (Blank)No Opal f°w b feCt':’h" 120 GEBIO  <10% THD ELECTRONIC Modules
(10crRMg)y” ~ ~ection 2 Down (Standard) - OPD  Standard eng eng 277 ADEZ* Advance Mark 10 dimming (Blank)None
2 50/50 50% Up, 50% Brightness R4 347 ECO10* Lutron ECO-10 dimming 1SE 1Section
3 Down Opal Diffuser RS ADZT* Advance Mark 7 0-10V 2SE 2 Sections
4 30/70 30% Up, 70% R123 dimming XSE X Sections
DOOW" o Reference Ballast Chart on website or consult
5/95 5% Up, 95% factory for other options.
Down
> | | 1

3 Not available with 4 lamps.

Lamp Color Mounting Type / Overall Suspension Finish Options
(Blank) None SCT  Single L/LP  NoLlamp F1 T-Bar Ceiling 12 12" overall suspension cos White White (Low Gloss) : ACG  Adjustable Cable Grippers
EL Emergency Circuit LP730 3000K 70+ CRI (Universal Mounting 15 15" overall suspension C100  Satin Anodized Finish APF  Alternate Power Feed
Battery Pack DCT Dual LP735 3500K 70+ CRI Bracket) 18 18" overall suspension €099 Custom Color CcP Chicago Plenum
EN Emergency Circuit LP741 4100K 70+ CRI - FIA  T-Bar Ceiling (UMB 21 21" overall suspension DL Damp Location Label
Battery Pack/ LP830 3000K 80+ CRI with Integrated J-Box) 24 24" overall suspension DU®  Dust Cover
Night Light LP835 3500K 80+ CRI : F2 Hard Ceiling XX XX" overall suspension ELH  EM Through wire w/ Separate Feed
Circuit LP841 4100K 80+ CRI (Horizontal J-box) ELS EM Through Wire w/ Single Feed
EC Emergency Reference Lamp Chart on F3 Rigid Stem Mount ELS2 Normal Feed w/ EM Separate
Circuit/Night website or consult factory F4A  IDS Clip % Tee Neutral
Light Circuit for other options. F4B  IDS Clip % Tee GLR  Fusing (Fast blow)
F4C  IDS Clip Screw Slot GMF  Fusing (Slow Blow)
NYC  New York City Code
RIF Radio Interference Filter
Notes:
1 Percentages with no Opal Diffuser 4 Not available in 347 volt. 7 As of January 2010, the name Cerra Baffle (10CRM8)
2 Must be in 4’ increments. 5 Emergency type is installed in last 4’ of fixture sections. changed to IceTray Curved Indirect/Direct (ICM8).

Separate feed required unless ELS or ELS2 is specified.

6 Not available with 50/50, 30/70 or 5/95.

J
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P EERLEZS S®

Type:

lcelray Curved

Indirect/Direct T8

[ |PHOTOMETRICS

FAR-FIELD PHOTOMETRY FAR-FIELD PHOTOMETRY
DATE: 3-19-2002 DATE: 3-19-2002
REPORT NUMBER: 5530 REPORT NUMBER: 5528
CATALOG NUMBER; ICMB-2-32 CATALOG NUNBER; ICMB-3-32
LUMINARE: 10, i/z‘w X3 i/su STEEL INDIRECT/DIRECT LIGHT WITH LUMINAIRE: 10 172w xS |/s'u STEEL INDRECT/DIRECT LIGHT WITH
CTOR AND PERFORATED SIDE SHIELD HITE PANTED REFLECTOR AND PERFORATED SIDE SHIELD
LAVP(S)" z-rsz/sua 'R0 © 5530 LN LAMP(S): 5-rsz/s;=n A0 © 3500 LMENS
mgw REL-2P32-SC aAuAsr REL-1P32-SC & REL-2P32-SC
LUVEN TO CANDELA RATIO USED = 9. 15 LUMEN ro CANDELA RATIO USED = 9,15
TOTAL INPUT WATTS = 58.5 2.0 Vi WATTS = 90.7 AT 12.0 VOLTS
TRE 0 DEGREE PLANE 12 PARALLEL Wi THE LAWPS. T 0 DEGREE PLANE. 15 PARALLEL WH THE LAMPS
T CANDELA DISTRIBUTION FLUX T CANOELR DISTRIBUNON FLUX
1000 0.0 22.5 45.0 67.5 90. 45.0 67.5 90.0
7% 750 750 750 75 1500 %8 78 %8 7a
750 729 741 746 751 75 71 - 763 777 784 781 787 74
15 857 678 702 7 1 195 15 631 714 740 740 737 2
500 26 555 686 687 599 61 271 . Looo 2 9 615 623 B 2
36 4 464 472 439 42 282 ] 35 471 496 499 464 442 299
25 313 344 3{3 3 247 It 2 370 339 335 3 71
250 5 226 192 19 181 4 500 55 214 236 293 338 237
180 6 98 115 102 115 13 113 65 117 134 171 368 205
7 50 52 63 131 16, 92 ./ 180 7 61 65 f19 171 195 131
13 24 47 92 63 ] 6 29 55 102 131 72
9 2 17 38 77 10 9 20 44 85 108
9 142 201 239 25 198 9 53 156 199 238 255 211
1 191 3 578 61 466 1 203 527 691 721 7% 644
11 n 722 784 578 0 116 570 746 1018 1169 1203 94
1 526 59 5 7 2 613 500 125 827 960 1155 1339 1399 102
135 557 705 772 824 8 591 135 1045 1141 1279 1396 1443 971
145 767 796 850 879 88 525 145 1224 1286 1387 1460 1479 85
155 843 86 11 91 408 Al 155 1353 1 1445 1495 1506 3
165 894 901 91t 915 91 257 oang 165 1440 1462 1481 1495 1495 41
176 915 919 921 923 924 88 45 B 176 1479 1495 1 1507 1607 14,
180 922 2 922 922 922 Across 180 1 1500 1500 1 1
ZONAL LUMEN SUMNARY ZONAL LUMEN SUMMARY
ZONE LUMENS ZLAMP ZFIXT ZONE LUMENS ZLAMP ZFIXT
- 30 537 9.4 10.2 2000 - 30 562 6.6 7.
- 40 819 144 15,6 - 40 861 o.f 11,
- 60 1247 2129 23.8 - 60 1370 6.0 17,
967150 IS R ¢ 967138 1738 1 B
90-130 1854 32.5 35.4 W 90-130 2820 3.0 36.
90-150 2969 5201 56,7 90-150 2658 4.5 60,
90-180 3722 65.3 7101 90-180 8.8 76,
- 180 5237 91.9 10000 - 180 7661 9.6 1007
LUMINANCE DATA IN FOOTLAMBERTS  TOTAL LUMINAIRE EFFICIENCY = 91.9 % LUMINANCE DATA IN FOOTLAMBERTS  TOTAL LUMINAIRE EFFICIENCY = 89.6 %
ANGLE  AVERAGE AVERAGE AVERAGE  CIE TYPE - SEMI-INDRECT ANGLE  AVERAGE AvERAct AVERAGE  CIE TYPE — SEMI-INDIRECT
INDEG  0-DEG 45-DEG 90-DEG IN'DEG  0-DEG 90-DEG
45 521,  527.  64B. &§70
55  388. o 364 F ] N
65 274,  246. 285 65 327 787,
75 391 75 276 467.  APPROVED BY
8 176,  220. 33 85 217 369,
TESTED IN ACCORDANCE WITH IES PROCEDURES, TEST DISTANCE EXCEEDS 25.0 FEET TESTED IN ACCORDANCE WITH IES PROCEDURES. TEST DISTANCE EXCEEDS 25.0 FEET
FAR-FIELD PHOTOMETRY
OATE: 3-20-2002
REPORT NUMBER: 5534
CATALOG NUMBER; ICNB-4-—
LUMINARE: 10, i/z'w ) i/s'H STEEL INDIRECT/DIRECT LIGHT WITH
CTOR AND PERFORATED SIDE SHIELD
LAMP(S): -rs:/svsb "RATE0 @ 2880 LUVENS
BALLAS 2XREL=2P32-SC
LOVEN TO CANDELA RATIO USED = 9 15
TOTAL INPUT WATTS ={19.8 AT 12.0 VOLTS
THE O DEGREE PLANE IS PARALLEL WITH THE LAMPS.
CANDELA DISTRIBUTION FLUX
0.0 22.56 45.0 67.5 90.0
0 2 862 862 2
2 860 866 7 82
15 767 0 803 812 5 226
25 2 704 755 4 332
35 537 3 638 690 714 396
25 4 6 528 658 739 426
55 263 0 242 589 672 407
150 7 6 308 448 296
75 78 3 Tas 197 225 158
21 B 67 11 144 85
90 3 8 61 107 133
95 68 { 2 9 224
105 402 9 714 7 6 704
115 785 1027 1 1297 1302 1136
126 1140 1319 1685 1730 4 1359
135 1440 1560 1779 1949 1 1353
145 1688 1761 f 2024 4 1186
155 1868 1906 1979 2 0 913
65 1991 2009 2027 20 48 573
175 2047 2055 2061 2067 206 196
80 2062 2062 2062 2062 2062
ZONAL LUMEN SUMNARY
ZONE ENS ALAMP ZFIXT
0- 30 639 5.6 6.4
0- 40 1035 9.1 10,3
0- &0 1868 16.4 1876
- 2407 1. 23,9
2065 18. 20.5
A\'n >4 3423 3 3401
5962 59,3
90-180 7645 67. 76,1
0-180 10052 8. 10000
LUMINANCE DATA IN FOOTLAMBERTS ~ TOTAL LUMINAIRE EFFICIENCY = 88.2 %
ANGLE  AVERAGE AVERAGE AVERAGE  CIE TYPE - SEMI-INDRECT
IN'DEG  0-DEG 45-0EG 90_DEG
55 540,  871. 1271,
65 418, 74i. 957,
75 357,  455. 538,  APPROVED BY:
85 279, 3120 408,
TESTED IN ACCORDANCE WITH IES PROCEDURES, TEST DISTANCE EXCEEDS 25.0 FEET
Notes:
1 Asof January 2010, the name Cerra Baffle (10CRM8) changed to IceTray Curved Indirect/Direct (ICM8).
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P EERLEZS S®

: Type:
lcelray Curved
Indirect/Direct T8
| | PHOTOMETRICS |
2-LAMP T8 WITH OPD 3-LAMP T8 WITH OPD

DATEz 5-7-20D9
REPORT NUMBER: 8032
CATALOG NUMBER; KCM8-2-32-0PD
LUMINAIRE:; {0 1/2°W X 3"H CURVED INDIRECT/DIRECT LIGHT WITH WHITE
PAINTE AL DIFFUSER

AN
LAMP(S): 2-32/835 RATED @ 2850 LUMENS EACH
aALLaSIT: QTP2X32/UNV ISN-5C
LUMEN TO CANDELA RATIO USED = 9.15

TOTAL INPUT WATTS = 60.1 AT 120.0 VOLTS
THE O DEGREE PLANE IS PARALLEL WITH THE LAMPS,

CANDELA DISTRIBUTION FLUX
0.0 22.35 45.0 67.5 90.0
o 483 483 483 483
5 468 476 478 480 481 45
16 426 433 441 460 455 124
26 3656 372 398 411 177
35 293 301 314 326 334 1
500 25 204 223 233 231 240 176
i 55 130 146 156 168 179
180 H 65 68 82 93 101 108 91
Z 75 36 37 49 4 73
? & 8 18 27 39 45 31
0 { 12 2 2 38
95 40 139 176 192 201 171
106 209 335 487 667 594 470
116 398 486 646 747 781 611
0 125 579 651 755 859 899 673
135 742 795 874 937 965 669
145 884 ofs 974 1019 1038 606
Al 155 986 1010 1040 1069 1078 480
ong 165 1064 1079 1087 1097 1100 307
45 — 175 1100 {1113 1116 1119 1122 106
Across 180 1120 {120 11 1120 1120
’ONAL LUMEN SUMMARY
ZANE LUMENS ZALAMP ZFIXT
0- 30 346 6.1 6.7
o- 40 541 9.5 1016
0- 60 857 15,0 16.7
0- 9 1035 18.2 20.2
S 90-120 1261 22.0 24.4
N 90— 1025 33.8 3735
90-150 3200 56.1 621
90-180 4094 71.8 79.8
0-180 5129 90.0 100.0
TOTAL LUMINARE EFFICIENCY = 90.0 %

LUMINANCE DATA IN FOOTLAMBERTS
ANGLE  AVERAGE AVERAGE AVERAGE  CIE TYPE — SEMI-INDIRECT
0-DEG 46-DEG 905-066

IN DEG
45 N B
55 473, 455, 434,
65 339, 315, 277,
75 290 198 198
85 203. 144, 133,

TESTED IN ACCORDANCE WITH IES PROCEDURES, TEST DISTANCE EXCEEDS 25.0 FEET

4-LAMP T8 WITH OPD

REPORT NUMBER: 8030

CATALOG NUMBER; ICM8-3-32-0PD

LUMINARE 10 1/2°W X 3"H CURVED INDIRECT/DIRECT LIGHT WITH WHITE
PAINTED REFLECTOR AND QPAL DIFFUSER

LAMP(S): 3-32/835 RATED @ 2850 LUMENS EACH

BALLAST; 2-CTP2K52/UNV ISN-SC

MOu! 3

LUMEN TO CANDELA RATIO USED = 9.15

TOTAL INPUT WATTS = 86,8 AT 120.0 VOLTS

THE O DEGREE PLANE IS PARALLEL WITH THE LAMPS,

200 CANDELA DISTRIBUTIDN
0.0 22,5 45.0 67.5 90.0
549 549 549 549
1500 533 540 543 546 545 51
2 16 486 493 502 612 519 142
26 416 424 434 453 467 202
1000 3 343 360 373 382 224
45 245 257 269 271 284 206
55 149 171 184 204 219 167
© 95 112 127 137 112
500 7 44 46 62 Bl 91 67
180 8! i 21 32 45 52 37
9 f6 26 46
9 6 154 177 {94 202 86
105 323 553 668 6B9 693 36
115 620 805 1055 1175 1201 71
0 125 901 1040 1252 1419 1477 1098
55 135 1159 1254 1414 1544 1596 1080
145 1376 1436 1545 1638 1674 63
N 155 1542 1578 1639 1695 1712 55
ong 16! 1680 1697 1719 1724 480
45 E— 175 1719 1735 1740 1746 1750 165
Across 180 1745 1745 1745 1745 175
1500 ZONAL LUMEN SUMMARY
ZONE LUMENS ALAVP ZFIXT
- 30 395 4.6 .2
- 40 619 7.2 ¥
- 60 992 1.6 131
- 90 1207 141 16.0
600 90-120 1793 21.0 23.8
90-130 2891 338 38.3
90-150 4934 57.7 4
90-180 6334 741 840
0-180 7542 88.2 100.0
LUMINANCE DATA IN FOOTLAMBERTS ~ TOTAL LUMINAIRE EFFICIENCY = 88.2 %

ANGLE  AVERAGE AVERAGE AVERAGE  CIE TYPE - SEMI-INDIRECT
0-DEG 456-DEG 90-DEG

IN DEG DE(
45 727. .
544, 539,
65 390, 379,
75 358. 252,
85 259. 170.

TESTED IN ACCORDANCE WITH IES PROCEDURES, TEST DISTANCE EXCEEDS 25.0 FEET

FAR-FIELD PHOTOMETRY
REPORT NUMBER:

DATE! 5-8-2009
8024

CATALOG NUMBER; ICM8-4 -32-0PD

LUMINAIRE: 10 1/2°W X 3"H CURVED INDIRECT/OIRECT LIGHT WITH WHITE
PAINTED REFLECTOR AND OPAL DIFFUSER

LAIP(S%. 4-32/835 RATED @ 2850 LUMENS EACH

BALLAST: 2-QTP2X32/UNV ISN-SC

MOUNTING:

LUMEN TO CANDELA RATIO USED = 9.15

TOTAL INPUT WATTS

=114.2 AT {20.0 VOLTS
THE O DEGREE PLANE IS PARALLEL WITH THE LAMPS,
CANDELA DISTRIBUTION FLUX
0.0 225 45.0 67.5 90.0
752 752 752 7. 752
732 740 743 741 749 0
1 674 685 9l 708 193
2! 572 581 594 2 639 277
35 462 471 493 52 527 8
45 337 352 371 2 6
56 207 236 259 206 321 23
& 13 166 19 212 162
7 61 89 12 138 98
8 13 28 43 BC 69 51
9 4 22 3 65
95 86 158 182 201 212 196
10! 467 669 696  70S 709 702
11 8B1 1096 1269 1291 1292 1172
125 1272 1434 1692 181 1839 1449
135 (622 1734 1043 2008 2168 1484
145 (925 1996 2132 2261 2307 1332
165 2154 2197 2270 2343 2364 1047
165 2316 2342 2. 2330 668
175 2401 2420 2426 2436 2439 231
180 2434 2434 2434 2434 2434
ZONAL LUMEN SUMMARY
LUl %LAMP ZFIXT
4,7 5.4
849 7.4 8.5
1370 12.0 13.8
1682 14.8 16.9
9 2071 18.2 20.8
A4 9 3520 30,9 35.3
9 56.6 636
9 8281 72.6 83.1
9963 87.4 100.0
LUMINANCE DATA IN FOOTLAMBERTS  TOTAL LUMINAIRE EFFICIENCY = 87 .4 %

ANGLE  AVERAGE AVERAGE AVERAGE  CIE TYPE — SEMI-INDIRECT
IN DEG 0-DEG 45-DEG 90-DEG

E

. 96B. 941,

55 757, 758. 779,

65 558, 561 544,
75 469, 360. 374,  APPROVED BY;

85 301, 228. 205.

TESTED IN ACCORDANCE WITH IES PROCEDURES, TEST DISTANCE EXCEEDS 25.0 FEET

Notes:
1 Asof January 2010, the name Cerra Baffle 10CRM8) changed to IceTray Curved Indirect/Direct (ICM8).
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lcelray Curved

Indirect/Direct T8
“TPHoToMETRICS |

2-LAMP T8 50/50

3-LAMP T8 50/50

Typ

e:

Project:

FAR-FIELD PHOTOMETRY
REPORT NUMBER: 5578

CATALOG NUMBER: 1CMB-2-32-50/50

LUMINAIRE: 10 1/2°W X 3 1/8"H STEEL INDIRECT/DIRECT LIGHT WITH
WHITE PAINTED REFLECTOR AND PERFORATED SIDE SHIELD

LAMP(S)« 2-F32/SP35 RATED @ 2850 LUMENS

BALLAST; REL-2P32-SC

MOUNTING:

LUMEN TO CANDELA RATIO USED = 9.15

TOTAL INPUT WATTS = 57.6 AT 12.0 VOLTS

THE O DEGREE PLANE IS PARALLEL WITH THE LAMPS.

DATE: 3-19-2002

FAR-FIELD PHOTOMETRY

DATE: 3-19-2002

REPORT NUMBER: 5556
CATALOG NUMBER: 1CM8-3-32-!

50/50
LUMINAIRE: 10 {/2'W X 3 {/8'H STEEL INDIRECT/DIRECT LIGHT WITH
WHITE PAINTED REFLECTOR AND PERFORATED SIDE SHIELD

LAMP(S)" 3-F32/SP35 RATED @ 2850 LUMENS
BALLAST: REL-1P32-SC & REL-2P32-SC

MOUNTING:

LUMEN TO CANDELA RATIO USED = 9.15

TOTAL INPUT WATTS = 89.3 AT 12.0 VOLTS

THE O DEGREE PLANE IS PARALLEL WITH THE LAMPS.

CANDELA DISTRIBUTION FLUX CANDELA DISTRIBUTION FLUX
0.0 225 45.0 67.5 90.0 0.0 225 45.0 67.5 90
0o 1011 1011 1011 101 1011 1412 14 1412 1412 141
984 997 1006 1012 1015 95 1376 1395 1410 1422 14, 134
15 893 914 930 942 950 261 15 1246 1288 1336 {358 13 372
25 762 785 800 837 858 372 25 1060 1120 1136 {166 11 523
60B 632 672 663 658 406 3 B4l B 902 893 9 557
15 437 479 483 543 379 25 BO6 6 632 651 6 49
55 268 3 337 363 384 301 55 361 4 413 434 4 374
65 141 167 193 232 262 iag e 191 216 233 261 2 238
7% 71 73 109 174 212 131 7 99 9 129 185 2. 158
B5 15 31 61 107 131 77 23 4. as 135 1 98
2 23 6f 114 126 9 0 62 107 1
9% 27 92 | 205 230 159 9 20 125 173 1 13
105 108 211 313 368 389 303 125 2 305 33 3 29
1156 199 282 420 519 384 16 258 384 495 538 544 a2
125 271 337 447 572 391 386 4 604 6BS 695 51
135 326 374 457 523 549 34 501 5 668 740 754 50
145 366 392 453 492 501 27 45 598 6. 707 763 7 43¢
155 393 4. 462 470 20 155 671 ¢ 731 765 7 33
165 407 412 419 42! 426 11 16 724 7 746 760 7 21
176 407 410 413 414 414 39 17! 747 750 755 760 7 72
180 4ff 411 4fl 41f 411 180 7 755 755 755 7
ZONAL LUMEN SUMMARY ZONAL LUMEN SUMNARY
ZONE LUMENS ALAMP ZFIXT 'ONE LUMENS ZLAMP ZFIXT
\ 0- 50 728 12.8 16.4 - 30 1029 12.0 17.4
0- 40 1134 199 - - 40 1586 18.5 26,
0- 60 1814 318 40 - 60 2458 28.8 41,
NQ—=F 90-130 1236 21.7 27 A4 90-130 139 16.3 23.
90- 150 1860 26 at 90-150 2336 27.3 39,
90- 180 2219 389 50, 90-180 346 50,
0-180 4441 77.9 100. -180 5905 69.1 100.
LUMINANCE DATA IN FOOTLAMBERTS  TOTAL LUMINAIRE EFFICIENCY = 77.9 % LUMINANCE DATA IN FOOTLAMBERTS ~ TOTAL LUMINAIRE EFFICIENCY = 6.1 %
ANGLE  AVERAGE AVERAGE AVERAGE  CIE TYPE - GENERAL DIFFUSE ANGLE  AVERAGE AVERAGE AVERAGE  CIE TYPE - GENERAL DIFFUSE
INDEG  0-DEG 45-DEG 90-DEG INDEG  O-DEG 45-DEG 90-DEG
45 729,  Bf6.  920. ToB6. 11
55 649, 664, 727 55 742 814, 862
55 304, 468, 65 533,  563. 602,
75 323 342 509 75 451 405. 564,  APPROVED BY:
85 208, 286, 371, 8 317, 390. 459,
TESTED IN ACCORDANGE WITH IES PROCEDURES, TEST DISTANCE EXCEEDS 25.0 FEET TESTED IN ACCORDANCE WITH IES PROCEDURES, TEST DISTANCE EXCEEDS 25.0 FEET
FAR-FIELD PHOTOMETRY
DATE: 3-20-2002
REPORT NUMBER: 5590
CATALOG NUMBER, ICMB-4-32-50/50
LUMINARE: 10 1/2"W X 3 1/8"H STEEL INDIRECT/DIRECT LIGHT WITH
WHITE PAINTED REFLECTOR AND PERFORATED SIDE SHIELD
LAMP(S?: 4-F32/SP35 RATED @ 2850 LUMENS
BALLAST: 2XREL-2P32-SC
MOUNTING:
LUMEN TO CANDELA RATIO USED = 9.15
TOTAL INPUT WATTS =119.8 AT 12.0 VOLTS
THE O DEGREE PLANE IS PARALLEL WITH THE LAMPS.
CANDELA DISTRIBUTION FLUX
00 22.5 45.0 67.5 90.0
0 1505 1505 1505 1505 1505
5 1465 1486 1501 1509 1512 142
15 1334 1371 1413 1443 1458 396
25 11af 1189 1225 1266 1292 563
912 960 989 990 1008 510
45 659 712 704 736 775
55 400 455 470 507 539 427
6 214 239 272 326 362 282
75 108 107 [l 241 287 185
B5 23 46 82 151 182 108
%2 30 70 122 150
95 62 71
105 210 301 312
116 416 544 581 57 577
125 616 736 809 8.
135 795 887 978 1023 1 7.
145 945 1007 1089 1142 1160 672
155 1057 1095 1151 119 1211 528
165 1137 58 1178 119 1205 33
175 1177 1191 1196 120, 1 114
180 1197 1197 1197 1197 1197
ZONAL LUMEN SUMMARY
ZONE LUMENS ZLANP ZFIXT
0- 30 1101 9.7 15.1
0- 40 1711 15.0 235
0- 60 2691 23’6 370
0- 90 3267 28.7 44,9
90-120 927 8.1 128
W 90-130 1621 14.2 22.3
50 3027 26.6 41,6
90-180 4003 351 551
0-180 7270 63.8 100.0
LUMINANCE DATA IN FOOTLAMBERTS  TOTAL LUMINAIRE EFFICIENCY = 63.8 %
ANGLE  AVERAGE AVERAGE AVERAGE  CIE TYPE - GENERAL DIFFUSE
INDEG  0-DEG 45— 90-DEG
45 1188. 325,
55 926.  1020.

822.

65 596, 659, 774,
75 490, 488, 688,
85 317, 430 3,

TESTED IN ACCORDANCE WITH IES PROCEDURES, TEST DISTANCE EXCEEDS 25.0 FEET

Notes:
1 Asof January 2010, the name Cerra Baffle 10CRM8) changed to IceTray Curved Indirect/Direct (ICM8).
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P EERLEZS S®

Icelray Curved

Indirect/Direct T8
“TPHoToMETRICS |

Type:

Project:

FAR=FIELD PHOTOMETRY FAR=FIELD PHOTOMETRY
OATE: 3-19-2002 OATE: 3-19-2002
REPORT NUMBER: 5547 REPORT NUMBER: 5576
CATALOG NUMBER: ICNB-2-32-30/70 CATALOG NUMBER: ICMB~3-32-30/70
CUMNARE: 10 1/2°W X 3 /81 STEEL DIRECT/INDIRECT LIGHT Wi COMNARES 10, /27 X 3 [78°1 STEEL DRECT/NOIRECT Lokt wiTd
WHITE PANTED REFLECTOR AND PERFORATED SIE SHIELD CTOR AND PERFORATED SIDE SHIELD
LAMP(S) 2-F32/SP3A RATED @ 2850 LLMENS LAMP(S) 3-752/5955 ATe0 @ oshg Luviene
BALASE: ReL-2P32-5C BALLAST. REL-1P32-5C & REL 2652-5C
LouENTo CANDELA FATIO USED = 9,15 LUMEN TO CANDELA RATIO USED = 9.15
TOTAL INPUT WATTS = 57.4 AT 12.0 VOLTS TOTAL INPUT WATTS = B9.3 AT 12.0 VOLTS
THE O DEGREE PLANE IS PARALLEL WITH THE LANPS. THE O DEGREE PLANE IS PARALLEL WITH THE LAMPS.
CADELA DISTREUTON FLux CANDELA DISTRIBUTION FLUX
45.0 67.5 90.0 0.0 22.5 45.0 67.5 90,
0 1374 134 1373 Jave 1294 1527 1327 1327 1537 132
1234 1260 1260 1279 1284 120 1431 1510 {521 {529 153 144
5 1118 1155 1193 1216 1228 3 (5 1362 1391 1426 {452 147 400
23 952 1001 1018 1039 1080 467 28 1170 1200 1229 {262 129 567
3 7% 799 802 788 796 495 35 942 980 995 997 1015 18
8 557 577 443 45 683 729 720 787 853 581
55 329 367 365 388 407 55 428 475 520 549 720 497
65 174 193 208 259 296 225 65 234 259 35 492 592 376
75 87 8 130 205 247 156 75 118 119 205 286 324 225
B5 20 33 8 138 170 ES 27 52 100 1B 20 1
% 67 119 9 0 33 74 129 15
95 i 62 (2 162 191 {20 95 17 4 1 5 9
106 46 93 (90 273 130 78 98 {49 193 19 152
115 194 265 191 18 151 186 195 233 23 194
125 137 157 206 251 253  1B1 265 22 7 28e 27 7
135 175 185 215 245 245 166 200 292 281 311 32 230
(45 215 224 242 241 {42 45 347 347 345 336 33 215
(55 233 230 241 243 243 110 152 39 392 3% 38 1
165 256 56 71 16 422 42. 421 421 42 119
175 289 260 262 262 25 175 438 439 440 441 442 42
Across 180  26C 260 180 443 443 443 443
ZONAL LUMEN SUMMARY Z0NAL LUMEN SUMNARY
ZONE LUMENS ZLAMP ZFIXT IENS LAMP BFIXT
2000 0- 350 920 16. 1 23.8 - 1111 13.0 22.5
o- 40 (416 248 36.6 - 20 1729 2002 34,7
0- 60 194 3815 56.7 - 60 2807 328 56,3
g8 B & 8 £8 = & %
QA7 90-130 881 120 1736 90-130 673 79 135
90- 150 989 174 256 jNis 90-150 1117 1301 22,4
90- 180 1195 21%0 3.9 90-180 1458 170 2902
0-180 67.9 10020 180 4987 58.3 1000
LUMINANGE DATA IN FOOTLAMBERTS  TOTAL LUMINAIRE EFFICIENCY = 67.9 % LUMINANCE DATA IN FOOTLAMBERTS  TOTAL LUMNARE EFFICIENCY = 56.3 %
ANGLE " IVERACE AVERACE AVERAGE  CIE TYPE ~ SENI-DRECT ANGLE AVERAGE AVERAGE AVERAGE  CIE TYPE - SEMI-DIRECT
IN'OEG 0. DE IN DEG  O-DEG 45-DEG  80-DEG
BRI N 45 1148, 1215 148
F 55 879, 1024, 1380,
B5 485, 503, 632, 65 653, &8, 12
75 396 407 593

66,
75 537 644 776 APPROVED BY*
587,

85 272, 378, 480, 85 364. 469.

TESTED IN ACCORDANCE WITH IES PROCEDURES, TEST DISTANCE EXCEEDS 25.0 FEET TESTED IN ACCORDANCE WITH IES PROCEDURES, TEST DISTANCE EXCEEOS 23 O FEET

4-LAMP T8 30/70

FAR-FIELD PHOTOMETRY
REPORT NUMBER: 5563

CATALOG NUMBER; -cus-a 32-30/70

LUMINAIREs 10 1/2"W X 3 1/8"H STEEL DIRECT/INDIRECT LIGHT WITH
WHITE PANTED REFLECTOR AND PEH-ORATED SIDE SHELD

LAMP(S): 4- rsz/snsb RATED @ 2850 LUMENS

8 L 2 REL-2P32-SC

DATE: 3-20-2002

LUMEN TO CANDELA RATIO USED = 9.1
TOTAL INPUT WATTS =118.5 AT 12.0 VOI."S
THE O DEGREE PLANE IS PARALLEL WITH THE LAMPS.

CANDELA D'STRIBU"IO FLUX
o 45.0 67.5 A
0 1851 |85| 1851 1851 1851
1805 1829 1845 1855 1 175
15 1652 1733 1768 1788 487
25 1425 1475 1528 1612 1 7
35 1152 1207 1302 1388 1453 814
45 848 921 102f 1186 1297 811
55 533 622 767 933 1045 697
296 343 493 616 4
5 151 162 246 336 379 271
B5 34 66 124 196 234 144
153 184
150 178 115
222 237 193
320 321 2
386 374
428 415
435 43{ 275
478 224
514 516 147
5 546 52
552 552
ZLAMP ZFIXT
12.0 21,2
19.2 33,7
32.4 57.0
40.3 70.9
5.1 8.9
T 77 13l
12.8 22,6
90-180 1885 16.5 29,1
0-180 6479 56.8 100.0
LUMINANCE DATA IN FOOTLAMBERTS ~ TOTAL LUMINAIRE EFFICIENCY = 56.8 %
ANGLE

13 AVE AGE AVG?AGE CIE TYPE - SEMI-DIRECT
IN DEG l)ﬂ?i 90-DEG

88, . 909,
464, 578, 662

TESTED IN ACCORDANCE WITH IES PROCEDURES, TEST DISTANCE EXCEEDS 25,0 FEET

Notes:
1 Asof January 2010, the name Cerra Baffle 10CRM8) changed to IceTray Curved Indirect/Direct (ICM8).
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P EERLEZS S®

Icelray Curved

Indirect/Direct T8

[ |PHOTOMETRICS

2-LAMP T8 5/95

Type:

Project:

3-LAMP T8 5/95

FAR=-FIELD PHOTOMETRY
REPORT NUMBER: 5580

CATALOG NUMBER: ICMB-2-32-5/95

LUMINAIRE: 1\) 1/2" X 3 1/8°H STEEL DIRECT LIGHT WITH WHITE
INTED REFLECTOR AND PERFORATED SIDE SHIELD

LAMP(S)¢ 21 FiZ/S’Sh RATED @ 2850 LUMENS

BALLAST‘ REL-2P32-SC

ING:
LUMEN TO CANDELA RATIO USED = 9,15
TOTAL INPUT WATTS = 57.4 AT 12.0 VOLTS
THE O DEGREE PLANE IS PARALLEL WITH THE LAMPS.

DATE: 3-19-2002

CANGELA DISTRIBUTION FLUX
45.0 67.5 90.0
0 1359 138 1565 1355 1938
1514 1535 {551 1559 1563 147
15 1379 1417 {460 1491 1506 409
25 1179 1 1266 1308 1335
942 992 1022 1023 1042 530
45 681 735 727 761 801 572
55 414 470 486 524 557 441
65 221 247 281 337 374 292
75 fff 110 fel 248 297 92
B5 24 48 95 156 188 112
90 0 31 72 126 155
95 4 22 58 102 124 67
105 10 35 57 66 38
115 14 14 19 7 41 25
126 17 18 13 4 26 19
135 18 13 20 21 16
g B 5 Lo D%
9
Along 165 22 22 20 20 18 6
45 1756 21 22 22 22 21 2
Across i 20 21 21 21 21
ZONAL LUMEN SUMMARY
\J—/ ZONE LUMENS ZLAMP ZFIXT
0- 30 1138 20.0 31.9
0- 40 1768 31.0 49.5
0- 60 2781 48.8 77.9
0- 90 3376 59.2 94,6
90-120 130 2.3 36
X7 90- 130 129 2.6 a2
00- 150 177 34 4.9
90- 180 194 34 5.4
0-180 3569 626 1000
LUMNANCE DATA IN FOOTLAMBERTS | TOTAL LUMNAIRE EFFICIENCY = 62.6 %
ANGLE  AVERAGE AVERAGE AVERAGE  CIE TYPE — DIRECT

IN DEG  0-DEG 45-DEG 90-DEG
45 1136, 1227. 136

850. 957
N 681 799.

506 505 711 APPROVED BY*

85 328, 444 . 530,

TESTED IN ACCORDANCE WITH IES PROCEDURES, TEST DISTANCE EXCEEDS 25.0 FEET

4-LAMP T8 5/95

FAR-FIELD PHOTOMETRY
REPORT NUMBER: 5555

CATALOG NUMBER: ICM8-3-32-5/95

LUMINARE: 10 1/2°W X 3 {/8°H STEEL DIRECT LIGHT WITH WHITE
PAINTED REFLECTOR AND PERFORATED SIDE SHIELD

LAMP(S) 3-F32/SP35 RATED @ 2850 LUMENS

BALLAST: REL-1P32-SC & REL-2P52-SC

MOUNTING:

LUMEN TO CANDELA RATIO USED = 9.15

TOTAL INPUT WATTS = 89.3 AT 12.0 VOLTS

THE O DEGREE PLANE IS PARALLEL WITH THE LAMPS.

DATE: 3-19-2002

180
CANDELA ISTRIBUTION FLUX
67.5 90.0
159 B 15 S T
1732 1762 1772 {779 1787 168
15 1584 1622 1643 1668 1682 463
25 1363 1404 1418 {462 1498 6!
35 1099 1134 1168 1206 1246 733
25 808 852 887 1007 1008 715
55 504 567 667 8 949 5
65 275 314 457 621 704 466
75 139 14l 238 331 377 263
32 61 115 189 229 136
9 0 3 8 143 175
9 3 24 & 09 133 73
1 8 9 29 53 63 35
11 111 29 33 20
12 13 15 1 23 26 17
13: 15 16 1 21 23 14
A A
i\lsmo 16 8 18 i 19 19 5
17/ 18 18 1 19 18 2
\ Across /184 18 18 18 18
ZONAL LUMEN SUMNARY
2500 INE ENS ZLAMP ZFIXT
| - 30 1288 13.1 29.2
- 40 22 236 45,8
- 60 3362 39.3 76,2
- 90 4228 9.4 95,8
90-120 127 1.6 209
&5 90-130 fa4 1.7 3.3
90-150 169 2.0 38
90-180 185 2.2 4.2
-180 4412 51.6 100.0
LUMINANGE DATA I FOOTLAVBERTS  TOTAL LUWNAIRE. EFFICIENCY = 51.6 %
ANOLE AVERAGE AVERACE WVERAE  CIE TYPE ~ DIRE
INDEG  G-DEG 45-DEG 90—
© e Mense
55 1034, (314, 1795,
65 766, 1106, 1

505,
75 634 748. 903 APPROVED BY*
85 426, 539. 647,

TESTED IN ACCORDANCE WITH IES PROCEDURES, TEST DISTANCE EXCEEDS 25.0 FEET

FAR-FIELD PHOTOMETRY
REPORT NUMBER:

CATALOG NUMBER; ICM8-4 32-5/95

LUMINARE; 10 1/2" 3 1/8"H STEEL URECI’ LIGHT WITH WHITE
PAIN VED REFI.ECTOR WND PERFORATED SIDE SHIELD

MMP(S}} 4~ f32/55‘36 &TED @ 2860 LUMENS

MOUN’

I.UMEN TO CANDELA RATIO USED = 9.1

TOTAL INPUT WATTS =118.5 AT |20V07S

THE O DEGREE PLANE IS PARALLEL WITH THE LAMPS.

DATE: 3-20-2002

CANDELA D'STRIBU“ON FLUX
0 46.0 67.5 90.0
0 196! |96 1965 1965 1965
191 1943 1960 1970 1978
15 1758 1795 1832 1866 516
151 1563 1616 1710 1767 753
1228 1281 1 1492 871
45 98 1102 1289 1414 876
55 571 67 7 1028 1154 760
6 316 37 3 685 7
75 160 164 272 3713 425 296
B5 3 71 137 223 2 162
90 4 179 217
95 3¢ 146 173 98
105 1 51 84 56
116 1 1 26 54 61 34
126 1 2C 23 31 23
135 i 2 24 25 23 8
145 2 2. 23 23 14
155 2, 2 22 20 18 10
165 2. 22 22 22 13
175 22 22 22 23 21 2
80 23 23 23 23 23

RLAMP RFIXT
12.8 27.9
3000 20.4 44,6
34.7 76.0
3.4 9.0
1.6 3.6
A4 18 a0
2.1 46
90- 180 260 2.3 5.0
0-180 5213 45.7 100.0
LUMINANCE DATA IN FOOTLAMBERTS ~ TOTAL LUMINAIRE EFFICIENCY = 45.7 %
DIRECT

ANGLE  AVERAGE AVERAGE AVERAGE  CIE TYPE -
IN DEG ~ 0-DEG 45-DEG -DEG
45 1508. 1860, .
55 1173, 1648. 2184,
65 8 1315, 1634,
75 730, 853, 1017,  APPROVED BY:
85 480, 640, 760,

TESTED IN ACCORDANCE WITH IES PROCEDURES., TEST DISTANCE EXCEEDS 25.0 FEET

Notes:
1

As of January 2010, the name Cerra Baffle (I0CRM8) changed to IceTray Curved Indirect/Direct (ICM8).
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