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lceTray Indirect/Direct

Installation Planning Guide

UNIVERSAL MOUNTING BRACKET (F1)

Type:

Rectangular, Angular & Curved Baffle

HORIZONTAL J BOX MOUNT (F2)

Standard mount on T-bar ceiling 4" x1Y," deep

square junction

box at feed —
Universal by others
mounting \
bracket
3.5" diameter White cord
canopy
Finish: white — /

Optional mount for hard ceiling

14 gauge steel
mounting strap “T—_D"‘T”
Mounting bolts

— by others o

4" x 1" deep
octogonal
junction box at
feed — by others

Cable Caution:

retainer

B

O

* Ceiling must be adequately
reinforced at support
locations — by others.

* Junction box may be subject
to additional loads during
installation and relamping.

— 1 1
Whitecod > - \
Cable / u 5" diameter

twist-on canopy
Finish: white

retainer

@) O

Consult factory or alternative mounting
installation sheet for F3, F4A, F4B and
FAC mounting options.

JOINING DIAGRAM

WEIGHTS AND SUPPORT SPACING

@)

ICM8 shown.
Schematics also apply to IRM8 and IAMS8.

ICM8

O

IAM8

[

IRM8

Suspension spacing equals section length.

STANDARD SECTIONS

End Cap (each)

- M8 1"

Notes:
4' emergency or night light module

le—— (4-07") —— »|}«— End Cap always at end of section and requires
18-22 LBS | (see table) separate power feed.
) v IAM8 135"
¢ Key:
- IRMS8 1" @ Support or feed location
(8-0%" <—End Cap
36-40 LBS |
12-0" «— End Cap
54-58 LBS
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