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Rectangular CurvedAngular

   Standard Fixture Mounting          On Tenon Mounting (option OTM)

Notes: 
• Rectangular shown, connector cross sections vary with shape selection.

• Connectors are extruded aluminum. End caps are die cast aluminum and steel. 
• Joiner brackets are 14 gauge sheet metal. 
• Consult factory for special configurations.
• When C100 satin anodized finish is selected for the luminaires, pattern connectors will always be painted C110 aluminum to match. 
   To guarantee a color match between luminaires and pattern connectors, select C100 aluminum or C041 white for the luminaire finish.
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Rectangular CurvedAngular

   Standard Fixture Mounting 
On Tenon mounting not available with X or T configurations

Notes: 
• Rectangular shown, connector cross sections vary with shape selection.

• Connectors are extruded aluminum. End caps are die cast aluminum and steel. 
• Joiner brackets are 14 gauge sheet metal. 
• Consult factory for special configurations.
• When C100 satin anodized finish is selected for the luminaires, pattern connectors will always be painted C110 aluminum to match. 
   To guarantee a color match between luminaires and pattern connectors, select C100 aluminum or C041 white for the luminaire finish.

T 

X 

c12”

24”

13 1⁄2”

24”
12”

Catalog No.
IRM8 CNRX
IAM8 CNRX
ICM8 CNRX

Catalog No. c
IRM8 CNRT
IAM8 CNRT
ICM8 CNRT

16 1⁄2”
16 7⁄8”
17 1⁄4”

X / T


