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[ |sPECIFICATIONS

CATALOG NUMBER

Lightedge

Indirect / Direct T5 / T5HO

Wall Mount — Modular / 7 2" x 2" Angular

\ Type:

Project:

EGAW4

FTN

Examples:

AVAILABLE FIXTURES

EGAW4 154T5HO 36FTN R12 120 GEB10 2SE EL SCT LP835 C100 — EGAW4 2 54T5HO 12FTN R12 277 GEB10 DCT L/LP C100
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SPECIFICATIONS

Construction Shielding Electrical

Housing and endcap AA 6063 T6 extruded Parabolic semi-specular aluminum baffles with opal Specify 120 volt, 277 volt, or 347 volt. C-UL listed
aluminum forming a 7 /2" x 2 Vs" angular channel. diffuser. and labeled. For special circuiting, consult factory.
Reflectors Finish Fixture Length

Die-formed reflectors combine hammertone
specular aluminum and baked white enamel
(nominal reflectance 90%). Prismatic acrylic kicker
lens on 1lamp product.

ORDERING LOGIC

Satin anodized standard; custom colors available.

4',8"and 12" lengths in a single section. For total
fixture length add 4" for each end-cap. Using
internal joiners, 4", 8" and 12’ sections can be joined
to form longer-length fixtures.

Q EL, EN and EC not available with DCT in 4’ sections.

a Use guide below to order complete fixture runs from four feet to one-hundred feet in increments of four. \
I | | | 1 v | | | | | | dds
Fixture # of Lamps in Lamp Type Nominal Maximum Voltage Ballast Type # of Emergency

. . N
EGAW4 Cross Section 54T5HO 54W 4’ T5SHO EOW th! fectl:hn 120 GEB10  <10% THD ELECTRONIC Modules
1 28T5  28W4'T5 eng eng 277 ADEZ*5  Advance Mark 10 dimming Blank
> R4 4’ section 347 ECO10*  Lutron ECO-10 dimming 1SE  1section
RS 8’ section 0OSDIM** Osram 0-10v dimming 2SE 2 sections
R12 12 section Reference Ballast Chart on website or consult - XSE X sections
factory for other options.

N — —_ | —

Emergency Type® Switching Lamp Color Finish Options
Blank SCT  Single Circuit L/LP No Lamp C100 Satin Anodized Finish DL Damp Location Label
EL Emergency Battery Pack DCT  Dual Circuit LP830 3000k 80+ CRI (Standard) DU Dust Cover
EC Emergency Circuit/Night Light LP835 3500k 80+ CRI €099 Custom Color (consult ELH  EM Through wire w/ Separate Feed
EN Emergency Battery Pack w/ Night LP841 4100k 80+ CRI factory) ELS EM Through Wire w/ Single Feed
Light Circuit . . C200 Peerless Standard EXT 3" Extended Mount

Available with T5 only White (Low Gloss) GLR  Fusing (Fast blow)

LP830P¢ 3000k 80+ CRI Premier Lamp 005 S ﬁ' \:,hfw y OSSGl , oMF F“S!”g 3 s|as B‘I’W )

LP835P¢ 3500k 80+ CRI Premier Lamp Com v\‘/’h_t \A'/:_t( °g| 0S5 using (>low Blow

LP841P¢ 4100k 80+ CRI Premier Lamp ite White (Gloss)

041  White White (Low Gloss)

Reference Lamp Chart on website or consult factory

for other options.
Notes:
1 Must be in 4" increments. 4 Not available in 347 volt.
2 Sections per run; optional. 5 Not available with 28T5 Lamp Type.

6 Not available with 54T5HO Lamp Type.

J

PEERLESS LIGHTING = Box 2556, Berkeley, CA 94702-0556 = Tel: 510.845.2760 = Fax: 510.845.2776 = peerless-lighting.com

An<$AcuityBrands Company

© 2008 Acuity Brands Lighting, Inc. All Rights Reserved. “Peerless” is a registered trademark, and “Lightedge” is a trademark of Acuity Brands Lighting. Products in this brochure may be covered by one or more U.S. Patents and Patents
Pending. Peerless Lighting reserves the right to change materials or modify the design of its product without notification as part of the company’s continuing product improvement program.


http://peerless-lighting.com/info/?pg=ProductSupport
http://peerless-lighting.com/info/?pg=ProductSupport

P EERLEZS S®

Type:
Project:
Indirect / Direct T5 /T5HO
FAR=FIELD PHOTOMETRY FAR-FIELD PHOTOMETRY
DATE: 1-22-2003 DATE: 1-22-2003
REPORT NUMBER: 5790 REPORT NUMBER: 5792
CATALOG NUMBER: EGAWA—1-54TSHO CATALOG NUMBER: EGAWA—-2—54TSHO
LUMNARE: 7 1/Z'W X 2 1/8°H ALUMINUM ASYMMETRIC INDIRECT/DIRECT LUMNARE: 7%‘” X 2 1/8°H ALUMINUM ASYMMETRIC INMRECL%DRECT
HT WITH WHITE PAINTED REFLECTOR AND SPECULAR BAFFLE WITH WHITE PAINTED REFLECTOR AND SPECULAR BAFFLE
LAMP(S): FP54/835, RATED @ 5000 LUMENS LAMP(S): 2-’;%{% RATED @ 5000 LUMENS
MN:QOT—!XEA 120PHO eIl /
- LUMEN TO CANDELA RATIO USED = 9 15
N o UCANDEL RATS D = 20! oours TOTAL INPUT WATTS =120.4 AT 120.0 VOLTS
THE O DEGREE PLANE IS PERPENDICULAR TO THE LAMPS. THE 0 DEGREE PLANE IS PERPENDICULAR TO THE LAMPS.
CANDELA DISTRIBUTION FLUX
CANDELA DISTRIBUTION 0 135.0 180.0 ' —% 0.0 45.0 90.0 135.0 180.0
. . A f . 0 148 148 148 148 148
0 g8 88 85 88 5 172 164 144 126 110 13
5 100 95 72 b9 8 15 182 174 132 61 48 34
5 1m0 14 78 32 25 20 25 173 161 115 32 15 46
25 103 96 17 B 27 35 4 8+ 8 8 50
35 88 84 3 4 29 45 121 112 68 6 8 48
73 6 38 1 28 55 B 3% 5 6 3
55 6 51 19 1 23 & 8 9 3 6 24
65 40 4 1 15 75 10 14 0 2 4 7
75 7 10 0 0 4 8 3 1 o 0 3 1
8 1 o 0 0 @ 10 1M o0 o 2
% 1 0 0 o0 95 440 480 43 30 30 221
95 242 24 21 2 142 105 1618 1282 320 103 91 665
105 1020 767 157 86 63 411 115 1925 1694 576 206 201 849
115 1182 1006 282 125 11 514 125 2286 leo 705 322 278 921
1B 1% e o i 145 2077 1848 1122 734 501 788
828 ss0 456 363 s 00N /T 155 2021 1744 1227 945 820 618
155 873 758 800 562 51 165 1700 1584 1300 1128 1057
165 747 717 835 606  60: 186 g 175 1489 1425 1337 1204 1272 130
198 é87 677 655 a4s ot & cross 180 1355 1355 1355 1355 1355
180 661 661 661 661 66 ZONAL LUMEN SUMMARY
ZONAL LUMEN SUMMARY ‘ Z0NE WMERS R A
ZONE LUM LAMP KFIXT ] B4 o9 38
bt o 13 3% 0- 80 220 2.3 40
- . . - 90 261 2.8 4.6
o= 80 It X i3 5 90-120 By 1
90-120 1067 21.3 33.3 Bms” 90-150 4323 32 757
W 90-130 1618 32.4 50.4 90-180 54.5 95.4
90-150 2504 50.1 78.0 0-180 5713 57.1 100.0
90-180 3055 61.1 95.2
0-180 3208 64.2 100.0 LUMNANCE DATA IN FOOTLAMBERTS  TOTAL LUMINARE EFFICIENCY = 57.1%
ANGLE  AVERAGE AVERAGE AVERAGE  CIE TYPE — INDIRECT
LUMINANCE DATA IN FOOTLAMBERTS ~ TOTAL LUMINAIRE EFFICIENCY = 84.2 % INDEG  0-DEG 45-DEG 90-DEG
ANGLE  AVERAGE AVERAGE AVERAGE  CIE TYPE — INDIRECT 45 951, 1012. 715
IN DEG 0-DEG 45-DEG 90—DEG 55 a3, 893,  451.
579.  597.  408. 8 676, 735. 155
85  527. 537.  244. 75 126. 252, 0. APPROVED BY-
85 448, 450,  76. 213 8 52, 43 o
75 87.  180. 0.  APPROVED BY:
8 17, o ol
BARE LAMP LUMEN VALUE IS RATED AT LAMP OPERATING TEMPERATURE INSIDE THE LUMINAIRE. FOR BARE LAMP LUMEN VALUE IS RATED AT LAMP OPERATING TEMPERATURE INSIDE THE LUMINAIRE. FOR
DETAILS, PLEASE SEE PEERLESS PUBLICATION # A62 DETAILS, PLEASE SEE PEERLESS PUBLICATION # A62
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