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mounting detail

joining diagram

weights and support spacing

4’–8  1⁄4” T8
4’–6  3⁄4” T5

6’–8”

8’–8” T8
8’–5” T5

5’–4” 5’–4”

12’–3  1⁄2” T5
12’–8” T8

1’–4” Typical

2’–8”

Type: ________________________ 

Project: ______________________ 

 

 

© 2008 Acuity Brands Lighting, Inc. All Rights Reserved. “Peerless” is a registered trademark, and “Lightedge” is a trademark of Acuity Brands Lighting. Products in this brochure may be covered by one or more U.S. Patents and Patents  
Pending. Peerless Lighting reserves the right to change materials or modify the design of its product without notification as part of the company’s continuing product improvement program.

Lightedge® Angular Wall
Installation Planning Guide

7” x 2” Wall Mount 

3⁄8”

*Dimension shown is from mounting hole to top of fixture

Center of switchbox  
to top of fixture

Feed Cover Plate 
#005 Soft White

Screw #10
Wall Bracket

2” x 4” switch box  
at feed, mounted 

horizontally —  
by others

9⁄16”*

7⁄8”

Notes:
• �4’ emergency module always at end of  

section and requires separate power feed.
• �Emergency battery pack operates 1 lamp only.

Key:
..	Support location

	Feed location
•	EM feed location

16 LBS

32 LBS

48 LBS

Retainer Bracket


	Project:  
	Type:  


