P EERLES S°®

Type:

B Lightedge -

Indirect T5 / T5HO

endant Mount — Modular / 7" x 2

[ |sPECIFICATIONS

CATALOG NUMBER

FT

Examples: EGCM1354T5HO 12FT R12 277 GEB10 DCT L/LP F2/15 C100 ACG

AVAILABLE FIXTURES

[ EGCM1-1 [ EGCM1-2 [JEGCM1-3

®) I O_ O I 000

24" 2Va" 2Va"

| 7" | I 7" | I 7" |
SPECIFICATIONS

Construction Finish Fixture Length

Housing and endcap AA 6063 T6 extruded Satin anodized standard; custom colors available. 4', 8" and 12" lengths in a single section for exact

aluminum forming a 7" x 2 /4" curvilinear channel. suspension spacing of 4', 8" and 12." For total fixture
Electrical length add 4" for each end-cap. Using internal

Reflectors Specify 120 volt, 277 volt, or 347 volt. C-UL listed joiners, 4, 8" and 12" sections can be joined to form

Die-formed hammertone specular aluminum and labeled. For special circuiting, consult factory. longer-length fixtures.

reflectors with baked white enamel finish.

ORDERING LOGIC

f Use guide below to order complete fixture runs from four feet to one-hundred feet in increments of four. x
I | | | e i | | | | ] dds
Fixture # of Lamps in Lamp Type Nominal Maximum Voltage Ballast Type # of Emergency

. N 5
EGCM1 Cross Section 54T5HO 54W 4' TSHO fow i fectl:hn 120 GEB10  <10% THD ELECTRONIC Modules
1 28T5  28W4'T5 eng eng 277 ADEZ*5  Advance Mark 10 dimming Blank
2 R4 4’ section 347 ECO10* Lutron ECO-10 dimming 1SE 1 section
3 RS 8’ section 0OSDIM** Osram 0-10v dimming 2SE 2 sections
R12 12’ section Reference Ballast Chart on website or consult | XSE X sections

factory for other options.

» | 1 | o — —

Emergency Type® : Switching : Lamp Color : Mounting Type  / Overall Suspension ' Finish : Options

Blank SCT  Single L/LP No Lamp F1 T-Bar Ceiling 12 12" overall suspension : CO05 Soft White (Low Gloss) : ACG  Adjustable Cable Grippers
EL Emergency Circuit LP830 3000k 80+ CRI (Universal Mounting 15 15" overall suspension : €032 White White (Gloss) APF  Alternate Power Feed
Battery Pack DCT Dual LP835 3500k 80+ CRI Bracket) 18 18" overall suspension : C041 White White (Low cp Chicago Plenum
EC Emergency Circuit LP841 4100k 80+ CRI FIA  T-Bar Ceiling (UMB 21 21" overall suspension Gloss) DL Damp Location Label
Night Light/ Available with T5 only with Integrated J-Box) 24 24" overall suspension : C100  Satin Anodized Finish DU Dust Cover
Circuit LP830P* 3000k 80+ CRI Premier Lamp F2 Har.d Ceiling XX XX" overall suspension : C200 Peerless White (Low ELH  EM Through wire w/
EN Emergency LP835P¢ 3500k 80+ CRI Premier Lamp Ho'nzon.t-al J-box‘5 } Gloss) Separate Feed ) )
Batte_ry Pa(?k LP841P¢ 4100k 80+ CRI Premier Lamp F4A Gr[d Ce!llng IDS %46’ €099 Custom Color ELS EM Through Wire w/ Single
w/ Night Light F4B  Grid Ceiling IDS %" Feed
Circuit Reference Lamp Chart on website or FAC  Grid Ceiling IDS Screw GLR  Fusing (Fast blow)
consult factory for other options. Slot GMF  Fusing (Slow Blow)

Notes:

1 Must bein 4" increments. 4 Not available in 347 volt.

2 Sections per run; optional. 5 Not available with 28T5 Lamp Type.
Q EL, EN and EC not available with DCT in 4’ sections. 6 Not available with 54T5HO Lamp Type. j
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Indirect T5 /T5HO
[ |PHOTOMETRICS

Type:

Project:

1-LAMP T5HO 2-LAMP T5HO
FAR=FIELD PHOTONETRY FAR-FIELD PHOTOMETRY
DATE: 11-15-2001 DATE: 11-15-2001
REPORT NUMBER: 5466 REPORT NUMBER: 5455
GATALDO NUMBER: EGOM1—1-54TsHO GATALOO NUMBER: EON 12547540
w x 2 1/‘." ALUMINUM INDIRECT LIGHT wl'.l‘M W X 2 :‘/"" %JD.“NUM |NDREC" LIGHT WITH

INTED AND HAMMERTONE RI
P(SP 1-FP54, {836 HO RATED @ 5000 LUMENS
0T1

LA RATIO USI
TOTAL NPU|’ WA‘ITS -120 5 AT 12 0 VOLTS
0 DEGREE PLANE IS PARALLEL WITH THE LAMPS.

1000 CANDELA DISTRIBUTION
0.0 22.5 45.0 67.5 90.0
% o0 o .0 0
a3l S 95 15 222 321 331 332 282
500 7 105 123 447 790 1017 1053 743
DETTRY 115 263 489 894 1162 1233 812
d > 125 304 529 83% 1101 1197 733
: - 135 514 502 793 987 1081 612
145 617 662 768 887 937 486
155 695 720 769 821
o 751 761 780 795 805 22
175 782 786
500 767 787 7187 787 787
ZONAL LUMEN SUMMARY
ZONE LUNENS ZLAVP ZFIXT
Along - - - - - 0- 0 00 0.0
ped 3013 A VA
Across 20-150 734 B84.9
90-180 4320 88.4 100.0
0-180 4320 8.4 100.0
2000 TOTAL LUMINARE EFFICIENCY = 86.4 %
CE TYPE — INDIRECT
2500

<

BARE LAMP LUMEN VALUE IS RATED AT LAMP OPERATING TEMPERATURE INSIDE THE LUMINAIRE.
FOR DETAIL EXPLANATIONS, PLEASE SEE PEERLESS PUBLICATION # A62

3-LAMP T5HO

uuP(s 2P £ P45/ 1o RATED 6 5000 LUVENS
BA 5{ zt{"o

CNDELA RATIO USED = 9.15
TOTAL INPUT WATTS =120.5 AT 12.0 VOLTS
THE O DEGREE PLANE IS PARALLEL WITH THE LAMPS.

CANDELA DISTRIBUTION FLUX
0.0 22.5 45.0 7.5 90.0
0 0 0

286 340 8 9
833 1244 1354 1374 1108
1065 1655 1981 1483
1244 1821 2186 2304 1520
1401 1876 2242 2370 1393
1493 1872 2141 2244 1135
1533 1787 1980 2047 811

1547 1670 1765 1810 47
1545 1565 1580 1600 151
1547 1547 1547 1547

FLAMP XAXT
Along 0.0 0.0
pe e Fr2t B -4
Across 90-150 6959 896 82.9
90-180 8391 83.9 100.0
0-180 8391 8.9 100.0
TOTAL LUNINARE EFFCIENCY — 83.9 %
2000

BARE LAMP LUMEN VALUE IS RATED AT LAMP OPERATING TEMPERATURE INSIDE THE LUMINAIRE.
FOR DETAIL EXPLANATIONS, PLEASE SEE PEERLESS PUBLICATION # A62

FAR—FIELD PHOTOMETRY
REPORT NUMBER: 5454

CATALOG NUMBER: EGCM1-3-54T5HO
LUMINAIRE: 7'W X 2 1{4'" ALUNINUM INDIRECT LIGHT WITH
INTED AND HAMMERTONE

DATE: 11-14-2001

LAP RATED @ 5000 LUMENS
WAL&:ATS% ar 1)(51/12(“ PHO & QT 2X54/120PHO
LUMEN T0 RATIO USED = 9.15

MEN TO CANDELA
TOTAL INPUT WATTS =179.6 AT 12.0 VOLTS

CANDELA DISTRIBUTION FLUX
22.5 45.0 67.5 90.0

0 0 Q 0

58 0 340 336
466 1096 7 1432 1443 1266
953 1672 2118 2313 2357 1918
1412 2092 2660 2933 3020 2212
822 2399 2958 3114 3114 2115
2174 2591 3110 3114 3114 1798
2442 2695 3059 3115 3115 1347

2632 2745 2923 3060 3102 821
2734 2 2823 2841
2765 2765 2765 2765 2765

E FLAMP ZFXT
90 0.0 .0
90-120 3520 23.5 29.1
130 5732 38.2 47.4
50 964! 684.3 79.8
90-180 12081 80.5 100.0
0-180 12081 80.5 100.0
TOTAL LUMINAIRE EFFICIENCY = 80.5 %

CIE TYPE — INDIRECT

BARE LANP LW VALUE Is RATB) AT LAMP OPERATING TEMPERATURE INSIDE THE LUMINARE .,
DETALL PLEASE SEE P!

EERLESS PUBLICATION # A62
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