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Indirect T5 / T5HO
. Wall Mount — Modular /72" x 2"

CATALOG NUMBER

Icle

FTN

Examples: EGCW1154T5HO 40FTN R12 120 GEB10 2SE EL SCT LP835C100 — EGCW12 54T5HO 12FTN R12 277 GEB10 DCT L/LP C100
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SPECIFICATIONS

Construction Finish Fixture Length

Housing and endcaps AA 6063 T6 extruded Satin anodized standard; custom colors available. 4',8"and 12" lengths in a single section. For total

aluminum forming a 7 /2" x 2 V4" curvilinear fixture length add 4" for each end-cap. Using

channel. Electrical internal joiners, 4', 8" and 12" sections can be joined
Specify 120 volt, 277 volt, or 347 volt. C-UL listed to form longer-length fix.

Reflectors and labeled. For special circuiting, consult factory.

Die-formed reflectors combine hammertone
specular aluminum and baked white enamel
(nominal reflectance 90%). Prismatic acrylic kicker
lens on 1lamp product.

ORDERING LOGIC

/ Use guide below to order complete fixture runs from four feet to one-hundred feet in increments of four. \
2' and 3’ sections available. For additional row length increments, consult factory.

11 | . |

Fixture # of Lamps in Lamp Type Nominal Maximum Voltage Ballast Type # of Emergency
. N 5
EGCW1 Cross Section 54T5HO 54W 4' TSHO fow ' feCt':h" 120 GEB10  <10% THD ELECTRONIC Modules
1 28T5  28W4'T5 eng eng 277 ADEZ*S  Advance Mark 10 dimming Blank
> R4 4’ section 347 ECO10*  Lutron ECO-10 dimming 1SE 1section
R8 8’ section 0OSDIM** Osram 0-10v dimming 2SE 2 sections
R12 12 section Reference Ballast Chart on website or consult - XSE X sections

factory for other options.

Emergency Type® : Switching : Lamp Color ' Finish : Options

Blank SCT  Single Circuit L/LP No Lamp C100 Satin Anodized Finish DL Damp Location Label
EL Emergency Battery Pack DCT  Dual Circuit LP830 3000k 80+ CRI (Standard) DU Dust Cover
EC Emergency Circuit/Night Light LP835 3500k 80+ CRI €099 Custom Color (consult ELH  EM Through wire w/ Separate Feed
EN Emergency Battery Pack w/ Night LP841 4100k 80+ CRI factory) ELS EM Through Wire w/ Single Feed
Light Circuit Available with T5 only C200 Peerless Standard EXT 3" Extended Mount
White (Low Gloss) GLR  Fusing (Fast blow)

LP830P® 3000k 80+ CRI Premier Lamp
LP835P¢ 3500k 80+ CRI Premier Lamp
LP841P¢ 4100k 80+ CRI Premier Lamp

Reference Lamp Chart on website or consult factory

C005 Soft White (Low Gloss) GMF  Fusing (Slow Blow)
C032 White White (Gloss)
041  White White (Low Gloss)

for other options.
Notes:
1 Must be in 4" increments. 4 Not available in 347 volt.
2 Sections per run; optional. 5 Not available with 28T5 Lamp Type.
Q EL, EN and EC not available with DCT in 4’ sections. 6 Not available with 54T5HO Lamp Type. j
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[ |pHOTOMETRICS

1-LAMP T5HO

Indirect T5 /T5HO

Type:

Project:

2-LAMP T5HO

FAR—FIELD PHOTOMETRY
REPORT NUMBER: 5510

CATALOG NUMBER: EGCW1-1-54T5HO
LUMINAIRE: 7 /TW X 2 1/4'" M.I.IMM.M ASYMETRIC INDIRECT LIGHT

DATE: 11-14-2001

FAR-FIELD PHOTOMETRY
REPORT NUMBER: 5517
CATN.OG NUMBER: EGCW1—2~!

-54TSHO
INAIRE: 7 1/2"W X 2 1/4"H ALUMINUM ASYMETRIC INDIRECT LIGHT
PAINTED AND SPECULAR REFLECTOR

DATE: 11-20-2001

LAWP(S): 1-FPo4/BS5/Hi0 RATED © 5000 LUNERS o o
mmu.afsﬁ&ar mf/mf’"no

LAMP(S 2 5{8325?140 RATED @ 5000 LUMENS

LUMEN TO CANDELA RATIO USED = 9.15 LUMEN 10 CANDELA RATIO USED = 9.15
TOTAL INPUT WATTS = 59.6 AT 12.0 VOLTS TOTAL INPUT WATTS =121.5 AT 12.0 VOLTS
THE 0 DEGREE PLANE IS PERPENDICULAR TO THE LAMPS. THE O DEGREE PLANE IS PERPENDICULAR TO THE LAMPS.

CANDELA DISTRIBUTION FLU;

X 2000 CANDELA DISTRIBUTION FLUX
0.0 45.0 90.0 135.0 180.0 0.0 45.0 90.0 135.0 180.0
90 0 Q 0 0 0 0
95 272 312 15 46 40 1 95 478 459 87 80 2
105 1001 837 141 148 161 4€ 1228 1256 26° 2989 1
115 1117 217 52 60 115 2377 > 383 1074
1475 1131 361 287 283 59 0--. 2743 2098 731 511 1118
135 1. 989 364 345 501 g 135 2542 1947 902 7 818 986
145 1083 845 515 447 415 40, 180 % 145 2228 1846 1042 5 808
155 878 752 522 489 29 B 155 1977 1665 1140 912 852 585
730 690 561 550 177 ; 1630 1484 1210 105 3
175 643 615 6l )3 59 175 1367 1328 1194 1173 121
80 622 622 622 622 1263 1263 1263 1263 12¢
ZONAL LUMEN SUMMARY ZONAL LUMEN SUMMARY
ZONE LUMENS FLAMP FAXT ZONE LUMENS TLAMP FRXT
90 0.0 0. 0 0.0 0.0
90-120 1223 24.5 37. 90-120 2039 20.4 33.8
130 1821 36.4 55. 90-130 3157 31.6 52.4
90-150 2729 54.6 83. 90-150 4950 49.5 82.2
90-180 3257 85.1 100.: 90-180 6026 60.3 100.0
0-180 3257 65.1 100. | 0-180 6026 60.3 100.0
TOTAL LUMINAIRE EFFICIENCY = 65.1 % TOTAL LUMINAIRE EFFICIENCY = 60.3 %
CIE TYPE — INDIRECT CIE TYPE — INDIRECT
2000
|

BARE LAMP LUMEN VALUE IS RATED AT LAMP OPERATING TEMPERATURE INSIDE THE LUMINAIRE.
BMEDELATD:‘P LUMEN VN.IE.IS RATED A;’EEM;A:EROngﬁELT&‘WIUiE INSIDE THE LUMINAIRE. FOR DETALL EXPLANATIONS, PLEASE SEE PEERLESS PUBLICATION # A62
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