
CATALOG NUMBER

AVAILABLE FIXTURES

SPECIFICATIONS

ORDERING LOGIC

S P E C I F I C AT I O N S

PEERLESS LIGHTING  •  2246 5th St., Berkeley, CA 94710  •  Tel: 510.845.2760  •  Fax: 510.845.2776  •  www.peerless-lighting.com

__________ __________ __________ __________ __________ FT __________ __________ __________ __________ __________ __________ __________ __________ __________ __________ _____________________

Type: ________________________

Project: ______________________

© 2010 Acuity Brands Lighting, Inc. All Rights Reserved. “Peerless” is a registered trademark, and “Lightline” is a trademark of Acuity Brands Lighting. Products in this brochure may be covered by one or more U.S. Patents and Patents Pending. 

Peerless Lighting reserves the right to change materials or modify the design of its product without notifi cation as part of the company’s continuing product improvement program.

Lightline®

Indirect / Direct Baffl  e T5 / T5HO

Rectangular 2 3⁄4” x 2 1⁄2” LL1M4

2 3⁄4”

2 1⁄2”

■ LL1M4

Construction
Housing AA 6063 T6 extruded aluminum forming a 

2 3⁄4”x 2 1⁄2” rectangular channel. Die-cast end plate 

mechanically attached with no exposed fasteners.

Refl ectors
Die-formed refl ectors of baked white enamel 

(nominal refl ectance 86%) and hammertone 

specular aluminum.

Electrical
Specify 120 volt, 277 volt or 347 volt. Pre-wired with 

prescribed circuits as specifi ed. C-UL listed. Listed 

and labeled to comply with Canadian standards. For 

special circuiting, consult factory.

Finish
Standard colors include satin anodized aluminum, 

and white white (low gloss).

Shielding
Parabolic semi-specular aluminum louver.

____________ ____________ ____________ ____________ ___________ FT ______________ ______________ ________________________ ______________

Fixture

LL1M4

Mounting 
Type

(Blank)

# of 
Lamps 
in Cross 
Section

1

Lamp Type

54T5HO

28T5

Nominal Row Length3

__ FT

Maximum Section
Length

R8 8’ Section

R12 12’ Section

Voltage

120
277
3473

Ballast Type

GEB10   <10% THD ELECTRONIC

Dimming Ballasts Available

ADEZ1,2  Advance Mark 10 dimming

ECO101  Lutron ECO-10 dimming

ADZT1,2 Mark 7 (0-10 volt)

OSDIM1,2 Osram 0-10v dimming

Reference Ballast Chart on website or consult 
factory for other options. 

# of Emergency 
Modules

Blank
1SE
2SE
XSE

       ______________ ______________ ______________ ______________ / ______________ ______________ _________________________________

Emergency 
Type

Blank
EC Emergency 

Circuit

Switching

SCT Single 

Circuit

Lamp Color

L/LP  No Lamp

LP830  3000k 80+ CRI

LP835  3500k 80+ CRI

LP841  4100k 80+ CRI

28T5 Only

LP830P 3000K 80+ CRI Premier

LP835P  3500K 80+ CRI Premier

LP841P  4100K 80+ CRI Premier

Reference Lamp Chart on website or 
consult factory for other options.

Mounting Type        /

F1 T-Bar Ceiling (Universal 

Mounting Bracket)

F1A T-Bar Ceiling (UMB 

with Integrated J-Box)

F2 Hard ceiling horizontal 

J-box

F3 Stem Mount

F4A IDS Clip 15⁄16” Tee

F4B IDS Clip 9⁄16” Tee

F4C IDS Clip Screw Slot

Overall Suspension

12 12” overall suspension

15 15” overall suspension

18 18” overall suspension

21 21” overall suspension

24 24” overall suspension

XX XX” overall suspension

Finish

C100 Satin Anodized 

Finish

C041 White White 

(low gloss)

C099 Custom Color

Options

ACG Adjustable Cable Grippers

APF Alternate Power Feed

CP Chicago Plenum

DL Damp Location Label

DU Dust Cover

ELH EM Through Wire Harness

ELS EM Through Wire Harness with 

Single Feed

ELS2 Normal feed w/ EM separate neutral

GLR Fast Blow Fuse

GMF Slow Blow Fuse

MCS Matching feed canopy at support

OJB Off set Junction Box

Notes:
1 Not available in 347 volt.

2 Not available with 28T5 Lamp Type.

4 Must be in 4’ increments.

Examples: LL1M4 28 T5 12FT R12 120 GEB10 SCT LP830 F1/18 C100 CFG   —   LL1M4 54 T5HO 12FT R12 277 GEB10 SCT LP F1/24 C200 CFG

http://peerless-lighting.com/info/?pg=ProductSupport
http://peerless-lighting.com/info/?pg=ProductSupport
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Lightline®

Indirect / Direct Baffl  e T5 / T5HO
Rectangular 2 3⁄4” x 2 1⁄2” LL1M4

1-LAMP T5HO
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