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ceiling compatibility

t-bar mounting detail weights & dimensions

flange kit installation

Type: ________________________ 

Project: ______________________ 
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Recessed — 2 1⁄2” Aperture

 
Mounting Data

Appropriate 
Ceiling Type

Exposed grid tee G

Plaster or gyp-board1 G

1Requires flange kit. Specify option FLNG or  
order separately:  �DHSGS2 (for 2’) 

DHSGS4 (for 4’)

1. �Cut hole in ceiling and drop power feed through  
aperture. Opening for G trim fixtures with DHSGS:2 
4” x 24” for 2’ 
4” x 48” for 4’

2For two or more fixtures, allow 1 3⁄16” between fixtures or 3⁄4”, minimum,  
between cutouts.

2. Assemble yokes and side rails.

3. �Place yoke and side rail assembly above ceiling,  
through aperture.

4. Attach flange to fixture.

5. Connect power feed to tficture.

6. �Attach fixture and flange assembly to yoke and side  
rail assembly.

For complete instruction details, refer to instruction sheet PIN001200.

LAY-IN TRIP, 
9⁄16” or 15⁄16” exposed grid tee

SCREW SLOT TRIM, 
fixture to flush ceiling

PLASTER OR GYP-BOARD

Ceiling Tile

4’-0 7⁄8”

6-0 11⁄16”

5-0 1⁄8”

1’-11 5⁄8”

3’-11 5⁄8”

Support Wire 
to Structure

Fixture

Clip

Main or  
Cross T-Bar

T-Bar

Ceiling

Spring

Yoke

Side Rail

Fixture

Flange

4”
24” or 48” 3⁄4”

4 LBS

8 LBS

Key:
	 Standard feed location
•	EM  feed location


