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CONNECTOR DIMENSIONS

Type: ________________________

Project: ______________________

Curved 3 5⁄8” x 4 1⁄16” LLM
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Lightline Direct
Pattern Connector Dimensions

“X” Connector
 LLM CNRX

“T” Connector
 LLM CNRT

Corner
 LLM CNR

Tenon
 LLM TNN

Construction
End cap is die cast aluminum. Joiner bracket is 

14 gauge sheet metal. Connectors are extruded aluminum.

Key:
• Feed or support location

Notes:
Special confi gurations and alternative suspension points available. Suspension points may vary from those shown based on the 

complete confi guration design. Consult factory.

When C100 satin anodized fi nish is selected for the luminaires,  pattern connectors will always be painted C110 aluminum to match. 

To guarantee a color match between luminaires and pattern connectors, select C110 aluminum or C041 white for the luminaire fi nish.
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Type: ________________________

Project: ______________________

Curved 3 5⁄8” x 4 1⁄16” LLM

TENON ASSEMBLY (LLMA, LLMS, LLMW ONLY)

Lightline Direct
Pattern Connector Dimensions

4’-�1 1⁄2” 4’-�1 1⁄2” 7⁄8” end cap

3” 3” 
4’-�0” 6” 4’-�0” 

CONFIGURATION ASSEMBLY (LLMA, LLMS, LLMW ONLY)

Key:
• Feed or support location

Notes:
Sample shown with 4’ sections. For LLML (Softshine Optics) see following page.

When C100 satin anodized fi nish is selected for the luminaires, pattern connectors will always be painted C110 aluminum to match. 

To guarantee a color match between luminaires and pattern connectors, select C110 aluminum or C041 white for the luminaire fi nish.
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Type: ________________________

Project: ______________________

Curved 3 5⁄8” x 4 1⁄16” LLM

TENON ASSEMBLY (LLML SOFTSHINE ONLY)

Lightline Direct
Pattern Connector Dimensions

3’-�11 1⁄2” 3’-�11 1⁄2” 7⁄8” end cap

3” 3” 
3’-�10” 6” 3’-�10” 

CONFIGURATION ASSEMBLY (LLML SOFTSHINE ONLY)

Key:
• Feed or support location

Notes:
For LLML (Softshine Optics) fi xture lengths vary. See Lightline Direct (Softshine Optics) Installation Planning Guide for exact fi xture lengths to construct a confi guration.

When C100 satin anodized fi nish is selected for the luminaires, pattern connectors will always be painted C110 aluminum to match. To guarantee a color match between 

luminaires and pattern connectors, select C110 aluminum or C041 white for the luminaire fi nish.


