
PEERLESS LIGHTING  •  2246 5th St., Berkeley, CA 94710  •  Tel: 510.845.2760  •  Fax: 510.845.2776  •  www.peerless-lighting.com

Standard mount on T-bar ceiling Optional mount for hard ceiling

JOINING DIAGRAM

Caution:
•  Ceiling must be adequately 

reinforced at support 

locations — by others.

•  Junction box may be subject 

to additional loads during 

installation and relamping.
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4” x 2” Rectangular

Suspension spacing equals section length. Consult factory for stem mounting suspension spacing.

18 LBS

27 LBS

INDIVIDUAL SECTIONS

1⁄2” standard fl at end cap shown

4 1⁄2” optional sculptured end cap

Key:
• Support or feed location

4’-1” O.A.

7’-10 7⁄8”

8’-1” O.A.

3’-10 7⁄8”
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O.A. 24’-1”

O.A. 20’-1”

O.A. 12’-1”

Example 1

 7’-10 7/8”

Example 2

 3’-10 7/8”  4’  4’

 4’ 8’

 7’-10 7/8”  8’  8’

Example 3

R4R4R4

R4R8R8

R8 R8R8

Type: ________________________

Project: ______________________Naro
Installation Planning Guide

© 2010 Acuity Brands Lighting, Inc. All Rights Reserved. “Peerless” is a registered trademark, and “Peerless Naro” is a trademark of Acuity Brands Lighting. Products in this brochure may be covered by one or more U.S. Patents and Patents 

Pending. Peerless Lighting reserves the right to change materials or modify the design of its product without notifi cation as part of the company’s continuing product improvement program.

4” x 2” Rectangular

ROW SPACING 

To determine support locations for rows.

Spacing for supports:

nominal 4’ fi xture = 3’-10 7⁄8”

nominal 8’ fi xture = 7’-10 7⁄8”

For every support thereafter:

nominal 4’ fi xture = 4’

nominal 8’ fi xture = 8’




