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Examples: NRM9 2 28T5 SPR FST 40FT R8 277 GEB10 DCT LP835 F1/18 C100   —   NRM9 2 28T5 WHR FST 40FT R8 277 GEB10 1SE EL DCT LP835 F1/18 C100

Construction
Nominal 4 1⁄2”W x 2 1⁄4”H extruded aluminum 
housing. Die-cast aluminum end cap.

Reflectors
Semi-specular high reflectance aluminum or  
high reflectance white painted steel. Select 
semi-specular (SPR) for a wide distribution and 
maximum row spacing. Select white (WHR) for 
narrow applications (i.e. corridors) to soften side 
wall shadows.

Shielding
Frosted acrylic diffuser.

Finish
White polyester powder painted or satin anodized. 
Satin anodized consists of satin anodized housing 
with end caps painted C110 (aluminum) to match. 
Optional custom colors available, consult factory.

Electrical
Specify 120V, 277V or 347V. Pre-wired with 16AWG 
fixture wires. For special circuiting or wire gauge, 
consult factory. Plug-in electrical connectors 
included. UL and C-UL listed.

Fixture Length
4’ and 8’ lengths in a single section. For total fixture 
length add 1⁄2” for each standard endcap or 41⁄2” for 
each sculptured endcap. Using internal joiners, 4’ 
and 8’ sections can be joined to form longer rows.

Pendant Mount — 4 1⁄2” x 2 1⁄4” Rectangular NRM9

 Naro
T5/T5HO

NRM9 - 1 NRM9 - 2 NRM9 - 3

4 1⁄2” 4 1⁄2” 4 1⁄2”

2 1⁄4” 2 1⁄4” 2 1⁄4”

__________ __________ __________ __________ __________ _________ __________ __________ __________ __________

Fixture

NRM9

# of 
Lamps in 
Cross 
Section

1
2
3

Lamp Type

28T5
54T5HO

Reflector

SPR Specular 
reflector

WHR White 
Reflector

Shielding

FST Frosted 
Diffuser

Fixture 
Row 
Length

X FT
(4’ increments)

Maximum 
Section 
Length

R4 4’ section(s)
R8 8’ section(s)

Voltage

120
277
347

Ballast Type

GEB10  <10% THD Electronic
ADEZ1,2  Advance Mark 10 dim
DMHL3D1 Lutron Hi-Lume dim
ADZT1,2  Advance Mark 7 0-10V dim
OSDIM1,2 Osram 0-10V dim

Reference Ballast Wizard on website  
or consult factory for other options.

# of Emergency Modules

(Blank) None
1SE 1 section
2SE 2 sections
XSE X sections

       ______________ ________________ ________________ ______________  ______________ ______________ _________________________________

Emergency Type3

(Blank) None
EC Emergency 

circuit
EL1 Emergency 

battery pack
EN1 Emergency 

battery pack  
w/night light 
circuit

Switching

SCT Single circuit
DCT Dual circuit

Lamp Color

L/LP  No lamp
LP830  3000k 80+ CRI
LP835  3500k 80+ CRI
LP841  4100k 80+ CRI

Available with T5 only:
LP830P  3000K 80+  

CRI Premier
LP835P   3500K 80+  

CRI Premier
LP841P   4100K 80+  

CRI Premier

Reference Lamp Chart on 
website or consult factory 
for other options.

Mounting Type        /

F1/ T-bar ceiling (universal 
mounting bracket)

F1A/ T-bar ceiling (UMB with 
integrated J-box)

F2/ Hard ceiling (horizontal 
J-box)

F3/ Rigid stem
F4A/ IDS clip 15⁄16” tee
F4B/ IDS clip 9⁄16” tee
F4C/ IDS clip screw slot

Overall 
Suspension

12 12”
15 15”
18 18”
21 21”
24 24”
XX XX”

Overall suspension 
is measured from 
ceiling to bottom 
of fixture

Finish

C041 White white 
(low gloss)

C100 Satin anodized 
finish

C099 Custom finish

Options

ACG Adjustable cable grippers
BLK Black cord, cord manager and canopy (not available with 

F3 mtg)
CP Chicago plenum (available with F1A only)
DL Damp location label
DU4 Dust cover
ELH Emergency through wiring w/separate feed
ELS Emergency through wiring w/single feed, shared neutral
ELS2 Emergency through wiring w/single feed, separate 

neutrals
GLR Fusing (fast blow)
GMF Fusing (slow blow)
MCS Matching feed canopy at support
OJB Offset junction box
SCEP Sculptured end cap
SLP Sloped ceiling (for 10-45°, must be specified along with 

F2, ACG and OJB options)

Notes:
1 Not available in 347V
2 Not available with 28T5 lamps

3 Emergency type is installed in last 4’ of fixture sections. 
Separate feed required unless ELS or ELS2 is specified

4 Not available w/3 lamp cross section

www.peerlesslighting.com/Libraries/Downloads/LampChart.sflb.ashx
http://www.peerlesslighting.com/resources/ballastWiz.aspx


PHOTOMETRICS

WEIGHTS & SUPPORT SPACING

CONFIGURATIONS

INTEGRATED SENSORS
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STANDARD SECTIONS

PLAN VIEW

Default Locations:
 Power Feed and Support
• Support
 Emergency Power Feed and Support
 Sensor

3’-10 7⁄8” 1⁄2” standard flat end cap shown
4 1⁄2” optional sculptured end cap

4’-1” O.A.

3’-10 7⁄8”

8’-1” O.A.
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    FAR-FIELD PHOTOMETRY
        DATE: 4-6-2010
    REPORT NUMBER: 8537

CATALOG NUMBER: NRM9-1-54T5HO
LUMINAIRE: 4 1/2"W X 2 1/4"H MOSTLY INDIRECT LIGHT WITH SPECULAR
REFLECTOR AND FROSTED ACRYLIC DIFFUSER
LAMP(S): F54T5/835/HO RATED @ 5000 LUMENS
BALLAST: QTP 2X54T5HO/UNV PSN
MOUNTING:
LUMEN TO CANDELA RATIO USED = 9.15
TOTAL INPUT WATTS = 59.2 AT 120.0 VOLTS
THE 0 DEGREE PLANE IS PARALLEL WITH THE LAMPS.

CANDELA DISTRIBUTION    FLUX
 0.0 22.5 45.0 67.5 90.0
 0 472 472 472 472 472
 5 471 466 463 459 457 43 
 15 441 425 399 376 365 112 
 25 384 354 299 254 238 140 
 35 309 267 198 157 144 133 
 45 226 183 126 98 91 109 
 55 148 115 80 64 59 81 
 65 85 68 49 40 37 53 
 75 36 31 24 20 19 28 
 85 6 8 7 6 6 7 
 90 0 1 1 1 1  
 95 10 142 106 360 80 198 
 105 81 411 726 884 779 640 
 115 177 434 910 1210 1306 811 
 125 272 457 833 1150 1264 723 
 135 362 485 737 995 1097 571 
 145 438 509 676 816 878 419 
 155 502 529 624 713 744 288 
 165 547 553 581 617 632 166 
 175 570 574 575 580 582 55 
 180 578 578 578 578 578  

 ZONAL LUMEN SUMMARY   
 ZONE LUMENS %LAMP %FIXT 
 0- 30 295 5.9 6.4 
 0- 40 428 8.6 9.4 
 0- 60 619 12.4 13.5 
 0- 90 707 14.1 15.4 
 90-120 1649 33.0 36.0 
 90-130 2372 47.4 51.8 
 90-150 3363 67.3 73.4 
 90-180 3872 77.4 84.6 
 0-180 4578 91.6 100.0 

LUMINANCE DATA IN FOOTLAMBERTS
 ANGLE AVERAGE AVERAGE AVERAGE

TOTAL LUMINAIRE EFFICIENCY = 91.6 % 
CIE TYPE - SEMI-INDIRECT

 IN DEG 0-DEG 45-DEG 90-DEG
 45 2514. 1399. 1007.
 55 2040. 1094. 816.
 65 1581. 905. 686.
 75 1087. 715. 575. APPROVED BY:
 85 545. 590. 545.

BARE LAMP LUMEN VALUE IS RATED AT LAMP OPERATING TEMPERATURE INSIDE THE LUMINAIRE.
FOR DETAIL EXPLANATIONS, PLEASE SEE PEERLESS PUBLICATION # A62
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 FAR-FIELD PHOTOMETRY 
       DATE: 4-6-2010 
 REPORT NUMBER: 8514 

 CATALOG NUMBER: NRM9-2-54T5HO 
 LUMINAIRE: 4 1/2"W X 2 1/4"H MOSTLY INDIRECT LIGHT WITH SPECULAR 
      REFLECTOR AND FROSTED ACRYLIC DIFFUSER
 LAMP(S): 2-F54T5/835/HO RATED @ 5000 LUMENS 
 BALLAST: QTP 2X54T5HO/UNV PSN 
 MOUNTING:
 LUMEN TO CANDELA RATIO USED = 9.15 
 TOTAL INPUT WATTS =118.6 AT 120.0 VOLTS 
 THE 0 DEGREE PLANE IS PARALLEL WITH THE LAMPS. 

CANDELA DISTRIBUTION   FLUX
 0.0 22.5 45.0 67.5 90.0 
 0 584 584 584 584 584 
 5 579 578 574 573 569 54 
 15 546 533 508 487 477 143 
 25 482 454 403 360 344 187 
 35 395 357 287 238 222 186 
 45 296 255 190 156 146 159 
 55 201 168 125 105 99 123 
 65 118 99 77 67 63 82 
 75 53 48 39 35 33 44 
 85 11 13 12 12 12 13 
 90 3 4 4 4 5 
 95 58 164 119 95 88 154 
 105 250 831 1021 998 963 902 
 115 488 1152 1679 1892 1936 1458 
 125 719 1273 2012 2326 2413 1604 
 135 928 1320 2023 2487 2645 1469 
 145 1108 1362 1849 2281 2435 1141 
 155 1251 1397 1665 1914 2005 765 
 165 1355 1425 1530 1620 1677 434 
 175 1411 1433 1451 1474 1481 139 
 180 1437 1437 1437 1437 1437 

 ZONAL LUMEN SUMMARY 
 ZONE LUMENS %LAMP %FIXT 
 0- 30 385 3.8 4.2 
 0- 40 571 5.7 6.3 
 0- 60 853 8.5 9.4 
 0- 90 991 9.9 10.9 
 90-120 2513 25.1 27.7 
 90-130 4117 41.2 45.5 
 90-150 6727 67.3 74.3 
 90-180 8066 80.7 89.1 
 0-180 9058 90.6 100.0 

LUMINANCE DATA IN FOOTLAMBERTS
 ANGLE AVERAGE AVERAGE AVERAGE

TOTAL LUMINAIRE EFFICIENCY = 90.6 %
CIE TYPE - SEMI-INDIRECT

 IN DEG 0-DEG 45-DEG 90-DEG 
 45 3294. 2113. 1625. 
 55 2771. 1717. 1361. 
 65 2192. 1431. 1181. 
 75 1603. 1194. 1002. APPROVED BY: 
 85 990. 1080. 1035. 

BARE LAMP LUMEN VALUE IS RATED AT LAMP OPERATING TEMPERATURE INSIDE THE LUMINAIRE.
FOR DETAIL EXPLANATIONS, PLEASE SEE PEERLESS PUBLICATION # A62
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 FAR-FIELD PHOTOMETRY
  DATE: 4-6-2010
 REPORT NUMBER: 8535

CATALOG NUMBER: NRM9-3-54T5HO
LUMINAIRE: 4 1/2"W X 2 1/4"H MOSTLY INDIRECT LIGHT WITH SPECULAR
 REFLECTOR AND FROSTED ACRYLIC DIFFUSER
LAMP(S): 3-F54T5/835/HO RATED @ 5000 LUMENS
BALLAST: 2-QTP 2X54T5HO/UNV PSN
MOUNTING:
LUMEN TO CANDELA RATIO USED = 9.15
TOTAL INPUT WATTS =178.8 AT 120.0 VOLTS
THE 0 DEGREE PLANE IS PARALLEL WITH THE LAMPS.

CANDELA DISTRIBUTION   FLUX
  0.0 22.5 45.0 67.5 90.0  
  0 682 682 682 682 682  
  5 678 675 673 674 673 64 
 15 637 626 591 567 552 166 
 25 555 522 458 408 381 212 
 35 449 405 318 263 239 208 
 45 338 289 210 174 159 176 
 55 220 186 131 109 104 131 
 65 123 107 80 65 65 88 
 75 58 52 40 35 39 47 
 85 12 13 16 14 17 17 
 90 10 8 6 6 10  
 95 58 176 142 123 113 179 
  105 439 1078 1106 1014 979 1030 
  115 888 1784 2130 2212 2214 1906 
  125 1348 2314 2858 3133 3172 2347 
  135 1744 2565 3305 3586 3727 2359 
  145 2091 2697 3445 3855 3973 2035 
  155 2352 2694 3256 3657 3792 1468 
  165 2559 2673 2945 3171 3276 834 
  175 2658 2685 2710 2754 2767 261 
  180 2691 2691 2691 2691 2691  

 ZONAL LUMEN SUMMARY 
 ZONE  LUMENS %LAMP %FIXT 
  0- 30 442  2.9  3.3 
  0- 40 651  4.3  4.8 
  0- 60 958  6.4  7.1 
  0- 90  1111  7.4  8.2 
 90-120  3114 20.8 23.0 
 90-130  5462 36.4 40.4 
 90-150  9856 65.7 72.8 
 90-180 12419 82.8 91.8 
  0-180 13530 90.2 100.0 

LUMINANCE DATA IN FOOTLAMBERTS
 ANGLE AVERAGE AVERAGE AVERAGE

TOTAL LUMINAIRE EFFICIENCY = 90.2 %
CIE TYPE - INDIRECT

 IN DEG 0-DEG 45-DEG 90-DEG
 45 3754. 2333. 1770.
 55 3018. 1808. 1426.
 65 2290. 1482. 1212.
 75 1758. 1208. 1172 APPROVED BY:
 85 1070. 1391. 1498.

BARE LAMP LUMEN VALUE IS RATED AT LAMP OPERATING TEMPERATURE INSIDE THE LUMINAIRE.
FOR DETAIL EXPLANATIONS, PLEASE SEE PEERLESS PUBLICATION # A62

Type: ________________________ 

Project: ______________________ 
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18 LBS

27 LBS

Suspension spacing equals section length. Consult factory for stem mounting suspension spacing.

Mitered corner, “X” and “T” connectors available for suspended configurations.  
Reference Pattern Connector Guide for additional details.

© 2012 Acuity Brands Lighting, Inc. All Rights Reserved. “Peerless” is a registered trademark of Acuity Brands Lighting. 
Products in this document may be covered by one or more U.S. Patents and Patents Pending. Specifications subject to change without notice.

Determine the sensor type and network requirements and enter the code in the Options section of the fixture catalog number. Specify 0-10V dimming ballast for 
photosensor control. Photosensor disabled (occupancy sensor only) when specified with fixed-output ballast. Not available in 3-lamp cross section.

EXAMPLE:  POD1 

Sensor Type (choose one) Network Type (choose one)

POP PIR occupancy sensor and dimming photosensor 1 Sensor with Cat-5 and fixture-integrated power pack (nLight™ network 
ready)

POD Dual Tech (PIR and microphonics) occupancy sensor and dimming 
photosensor

2 Sensor with fixture-integrated power pack (standalone, no Cat-5 
required)

PPP Dimming photosensor only (no occupancy sensor) 3 Sensor with Cat-5 (no integrated power pack supplied — requires 
remote nLight power pack or nPANEL)

Reference the Integrated Sensor Guide on website for specifications and programming instructions.

Pendant Mount — 4 1⁄2” x 2 1⁄4” Rectangular NRM9

1-LAMP T5HO 
91.6% efficiency
4578 delivered lumens

84.6% up / 15.4% down

2-LAMP T5HO 
90.6% efficiency
9058 delivered lumens

89.1% up / 10.9% down

3-LAMP T5HO 
90.2% efficiency
13530 delivered lumens

91.8% up / 8.2% down

http://www.peerlesslighting.com/Home.aspx
http://www.peerlesslighting.com/Home.aspx
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