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\ Type:

Peerless Cove

Cove not included.
[ |sPECIFICATIONS Cove 7ECXMS5 / 9ECXMS5

CATALOG NUMBER

Examples: 7ECXM5 232 U4 120 GEB SCT LP835 — 7ECXMS5 217 U2 277 GEB10 SCT L/LP

AVAILABLE FIXTURES
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SPECIFICATIONS

Construction Finish
Housing one-piece cold rolled sheet steel with die- Baked white enamel.
formed end plate forming a 7 Va"x 3 %" (7ECXM5)
and 8 3" X 2 ¥/4" (QECXM5) rectangular channel. Electrical

Specify 120 volt, 277 volt or 347 volt. Pre-wired with
Reflectors prescribed circuits as specified. C-UL listed. Listed
Reflectors combine hammertone specular and labeled to comply with Canadian standards. For
aluminum and baked white enamel (nominal special circuiting, consult factory.

reflectance 86%). Optical system includes
micro-prismatic, 100% virgin acrylic specular/
diffusing optical lens.

ORDERING LOGIC
(" )

[ | [ | —_ | 1] 0D
Fixture . # of Lamps in  Lamp Type : Section ‘ Voltage ‘ Ballast Type  Emergency Type
7ECXM5 : Cross Section 132 4'32WT8 : Length 1120 : GEB  Generic Electronic Ballast : Blank
9ECXM5 1 25 3'25WT8 u2 2 277 GEB10 10% THD Ballast EL Emergency Battery Pack
) 217 2'1T7WT8 ‘U3 3: : 347o i  Dimming Ballasts Available : EC Emergency Circuit .
us 4 MvoLT 2W5  Lutron Tu-Wire (120v only) EN Em’f‘fgﬁ"?’ ﬁattery Pac
1us 8 - ADEZ? Advance Mark 10 (Powerline) w/Night Light
ECO10? Lutron (ECO-10)
: DMHL? Lutron Hi-Lume (FDB)
ADZT? Advance Mark 7 (0-10 volt)
: Reference Ballast Chart on website or consult :
factory for other options.
»h
Switching “ Lamp Color ~ Options
SCT  Single Circuit L/LP  No Lamp RIF2  Radio Interference Filter
DCT  Dual Circuit : LP730 3000k 70+ CRI i GLR  Fast Blow Fuse
LP735 3500k 70+ CRI GMF  Slow Blow Fuse
LP741 4100k 70+ CRI DU Dust Cover
: LP830 3000k 80+ CRI - DL Damp Location Label
LP835 3500k 80+ CRI NYC  New York City Code
LP841 4100k 80+ CRI
: Reference Lamp Chart on website or consult
factory for other options.
Notes:
1 Not for use when specifying battery pack.

( Not available in 347 volt. j
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[ |PHOTOMETRICS

1-LAMP T8 / 7ECXM5

Type:

Project:

2-LAMP T8 / 7ECXM5

FAR-FIELD PHOTOMETRY FAR-FIELD PHOTOMETRY
OATE: 10-25-1999 DATE: 10-25-1999
REPORT NUMBER: 1341 REFORT NUMBER: 1342
CATALOG NUMBER: ECX-010000-T8 CATALOG NUBER: ECX-020002-T8
LUNINARE: 7 (/4°W X 3 3/4°H RECTANGULAR SHEET METAL UPGHT WITH LUMINARE 7 1/8W X 3 3/4H RECTANGULAR SHEET METAL UPLIGHT WiH
LANP(S): FO32/31K RATED @ 2000 LUMENS EACH LAUP(S): 2-7032/3(K RATED @ 2600 LUNENS €ACH
A, SACe ROu P32 BALLAST: ADVANCE RCN-2P32
LUMEN TO CANDELA RATIO USED AT 29.25 FEET FROM LUMINAIRE: 9.15 LUMEN TO CANDELA RATIO USED AT 29.25 FEET FROM LUMINARE: 9.15
TOTAL INPUT WATTS = 31,3 AT 120.0 VOLI TOTAL INPUT WATTS = 55.0 AT 120.0 VOLTS
THE O DEGREE PLANE IS PERPENDICULAR TO THE LAWPS. THE O DEGREE PLANE IS PERPENDICULAR T0 THE LAMPS.
FAR FIELD TEST DISTANCE IS 29,25 FEET FAR FIELD TEST DISTANCE 1S 29.25 FEET
T CANDELA FLUX CANDELA DISTRIBUTION FLUX
0.0 45.0 90.0 136.0 180.0 0.0 45.0 90.0 35.0 180.
o 2 Tz T2 72 T2 o 2 2 2 772
5 0 5 1 2 1 2 1 0 5 1 2 1 2 o
1 2 1 2z 2 [ 512 T2 1
25 1 2 1 2 2 1 25t 1 T2 1
35 1 1 1 2 2 1 35 0 1 0 2 1
5 0o 1 o 2 2 1 5 0o 1 0 2 1
5 o 1 0 2 2 1 5 0 0 0 2 1
& o 1 0 z 1 1 & o 0 0 2 1
5 0o 1 0 2z i 1 s 1 2 0 2 1
85 0 1 o 1 1 1 85 0 1 0 1 1
% 0 2 2 1 0 0 20 20 o 1
o5 145 142 26 27 22 82 95 34 262 40 27 1
105 532 4 9% 76 B89 51 105 867 760 143 {32 14 419
(15 764 850 173 102 (12 544 15 1308 1020 263 {78 19 5
25 905 734 244 138 138 70 125 1363 1095 376 235 24 563
135 903 747 304 180 171 340 1352 1091 477 290 516
145 824 687 383 211 209 77 145 1250 1041 5 332 33 427
rm 55 712 608 388 248 230 99 1foa 934 6f8 388 37 313
ong 165 599 538 4i4 37 283 21 946 854 661 503 44 i
45 E— 75 484 465 428 390 378 41 176 775 746 684 625 607 65
Across 180 420 420 429 429 429 685 685 685 685
ZONAL LUMEN SUMMARY ZONAL LUMEN SUMMARY
5 0 O 20NE LUMENS HLAMP %EXT Z0NE oM KLAMP HEXT
0- 30 1 0.0 N 1000 9.0 0.0
0- 40 2 0.1 NI 90 o1
0- 60 4 D1 2 Q.1 0.
0- 90 7 0.2 3 0.1 0.2
90-120 676 233 33.3 1904 3571
Eﬁ 90-130 1046 361 5105 |§__ﬁ 2901 52.7
90-150 1663 57.3 81.9 a504 82,0
90-180 202 69.8 99.7 55.2 99.8
0-180 2031 70.0 100.0 55,4 100,0
TOTAL LUMINARE EFFICIENCY = 70,0 % 5504 %
CIE TYPE ~ INDIRECT
TESTED IN ACCORDANCE WITH IES PROCEDURES, TEST DISTANCE EXCEEDS 26.0 FEET TESTED IN ACCORDANCE WITH IES PROCEDURES, TEST DISTANCE EXCEEDS 25.0 FEET
FAR-FIELD PHOTOMETRY OATE: 10-25-1999
: FAR-FIELD PHOTOMETRY
REPORT NUMBER. 1344 OATE: 10-25- 1998
R B w3 ST RECTANGULAR SHEET METAL UPLIGHT Wi FEFORT Rt 19
LUMINAI W X 4"H ULAI METAL WITH
CATALOG NUMBER;, ECX-020003-T8
WHITE PAINTED REFLECTOR N
) rost ST RAED @ 2500 Louens. £xcn CLMINARE: 8 3/4W X 2 3/4°t RECTANGULAR SHEET METAL LPLGHT WiTH
3 A - P —F( 1K RATI 2900 LUM EACH
LUMEN TO CANDELA RATIO USED AT 29.25 FEET FROM LUMINARE: 9. 15 ) 2o/ Rarp ® LOvENS
TOTAL INPUT WATTS = 31,3 AT 120.0 VOLTS LUMEN TO CANDELA RATIO USED AT 20.25 FEET FROM LUMINARE: .15
THE 0 DEGREE PLANE IS PERPENDICULAR TO THE LAMPS, TOTAL INPUT WATTS = 55.0 AT 120.0 VOLTS
THE O DEGREE PLANE IS PERPENDICULAR TO THE LAWPS.
FAR FIELD TEST DISTANCE IS 29,25 FEET
FAR FIELD TEST DISTANCE IS 29,25 FEET
T CANDELA DISTRIBUTION FLUX
0.0 45.0 90,0 135.0 180.0 CANDELA DISTRIBUTION FLUX
[0} 2 2 2 2 2 0.0 45.0 90.0 135.0 180.0
5 1 2 1 2 1 0 o 2 2 2 2 2
15 1 2 1 2 0 2 H 2 H 2 2 9
25 1 2 1 2 1 7 2 1z 2 !
35 { 1 1 2 1 » o 1 o 2z 2 1
1 0 45 [ i Q 2 ! 45 0 1 0 2 2 1
2 ¢ 1 9 2 ! 55 0 o 0 2 2 1
H & o0 0o o 2 2 1
75 0 0 2 ! 75 1 2 0 2 2 1
8 0 ! 0 1 ! 8 0 i o 1 1 1
90 0 2 2 1 90 20 20 0 1 0
95 145 142 26 27 2 82 o5 324 262 40 21 3 1
105 532 454 9 76 8 51 105 867 760 143 132 {48  4l9
115 764 650 173 102 if 44 115 1308 1020 178 199 554
125 905 734 244 (38  13f 70 125 1363 1095 376 235 241 563
e oE oo o om oo FEE R R o
4 4
Al 155 712 608 383 248 23 99 i55 {108 954 6i8 388 370 313
ong 165 599 538 44 317 28, 21 165 9 854 BB1 503 444 192
0 45 I— 175 484 466 428 300 37 41 }75 75 145 o084 620 607 63
Across 180 420 429 420 429 42! 80 685 665 695 685 6eS
ZONAL LUMEN SUMMARY
ZONAL LUMEN SUMMARY
5 0 0 ZONE LUMENS ALAMP ZAXT 1000 5 e o
0- 30 0.0 -1 0- 40 2 0.0 ol
0- 40 2 o.f 1 o- 50 A 0.7 0
g- gg 7 g‘; § 00130 128 1ok B
— N - 4
90-120 676 233 333 90-130 1690 29.1 52.7
Be_ 90-130 1046 3601 5105 ) 50-150 2633 4514 820
90-150 1663 57.3 8f: 90-180 3203 55.2 998
90-180 2024 69.8 997 0-180 3211 55,4 100.0
0-180 2031 700 100.0
TOTAL LUMINARE EFFICIENCY = 55,4 %
TOTAL LUMINAIRE EFFICIENCY = 70.0 % CIE TYPE - INDRECT
CIE TYPE - INDIRECT
APPROVED BY:
TESTED IN ACCORDANCE WITH IES PROCEDURES, TEST DISTANCE EXCEEDS 25.0 FEET
TESTED IN ACCORDANCE WITH IES PROCEDURES, TEST DISTANCE EXCEEDS 25.0 FEET
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