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Lamm Series

Design Lucci & Orlandini

The Lamm series offers numerous fixed seating options that increase
classroom capacity up to 50% over standard lecture hall seating while
exceeding the design standards of existing classrooms.

03000

Efficient and innovative, the Q3000 is especially
compact allowing maximum seating capacity and
functional work surface for new or refurbished
environments.

* 20” and 23.6” Seat Spacing

* 18.5” to 22” Anti-Panic Flip-Up or Fixed Writing Surface
+ 31.5” Minimum Row Spacing

* Auto Uplift Seat in Natural Beech or Upholstery

* Straight Row Configurations Only

OPTIONS: Integrated Wire Management

™~ FINISHES: Woodgrain Laminate or Upholstered Seat;
Woodgrain Laminate Writing Surface; Perforated Steel,
Woodgrain Laminate or Upholstered Panel

FRAME: Anthracite or Aluminum

ST40

Designed for maximum comfort and capacity,
the ST40 features an anatomically shaped seat
and back with a continuous writing surface.

* 207, 21.5” and 23.6” Seat Spacing

* 35.5” Minimum Row Spacing

* Auto Uplift Seat

* Straight or Radius Row Configurations

OPTIONS: Integrated Wire Management

FINISHES: Natural Beech or Upholstered Seat;
Woodgrain Laminate Writing Surface

FRAME: Anthracite or Aluminum

Runner

This 2006 Neocon Silver Award winner is
characterized by a revolutionary design
that delivers maximum visual impact while
providing unlimited room flexibility.

* 20” Minimum Seat Spacing

* 31.5” Minimum Row Spacing

* Auto Uplift Seat

* Fixed or Anti-Panic Writing Surface

* Straight or Radius Row Configurations

OPTIONS: Integrated Wire Management

FINISHES: Natural Beech, Wenge or Upholstered
Seat; Woodgrain Laminate Writing Surface; Woodgrain
Laminate or Upholstered Panel

FRAME: Anodized Aluminum or Powder Coated Steel

E3000

The E3000 seating system, a modified version
of the popular Q3000 offers the same features
and benefits while meeting budget constraints.

* 20” and 23.6” Seat Spacing

* 18.5” to 22” Anti-Panic Flip-Up or Fixed Writing Surface
* 31.5” Minimum Row Spacing

* Auto Uplift Seat

* Straight or Radius Row Configurations

OPTIONS: Integrated Wire Management; Bolster

FINISHES: Woodgrain Laminate or Upholstered Seat;
Woodgrain Laminate Writing Surface; Woodgrain
Laminate or Upholstered Panel

FRAME: Anthracite or Aluminum
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