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HORNET RETROFIT

A retrofit as quick & easy as 1-2-3.
Take your retrofit to the next level with the added features and benefits of the Hornet LED 
Retrofit Kit. Designed to fit most existing 6” cans (with torsion springs), the Hornet LED Retrofit 
is a direct replacement for up to 75w PAR30 fixtures. Consuming only 15 watts, the Hornet 
Retrofit also offers up to 20º adjustable aiming with easy field changeable beam spreads 
from 15º to 45º. The Hornet LED Retrofit adds additional flexibility that did not exist in the 
downlight it is replacing. Triac dimming ensures compatibility with your existing dimming 
system. Experience these features and benefits as quickly as you can say L-E-D. 

Features: 
     Quick & easy installation 
     LED Downlight 
     Replaces 6” downlights 
     Lockable aiming 0º-20º tilt 
     358º rotation 
     2 field changeable distributions included  
     Triac dimming (std) 
     50,000 hours of life (at 70% light output) 
     For indoor use only

Specs: 
     15w 
     6,183 CBCP 
     2700K, 3000K 
     85CRI 
     120v input 
     �Delivers up to 830lm

Hornet Retrofit

Example

HORNET-RETRO-6A-15-LED-E-MB-120-2700

Ordering Guide

HORNET-RETRO-6A

Model Wattage

15 

Lamp 
Type

LED

Ballast

E - electronic

Finish

MB - matte black 
MW - matte white

Voltage

120

Color Temp

2700

3000

5

Screw into existing 
medium base 

120v socket

Quick connect

7 3/8

4 3/4

20º
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InstallationHornet RetroFit

Remove existing trim

Remove the socket from 
socket plate (if applicable)

Attach socket to 
mounting arm

Attach torsion spring to 
existing can

Installed RetroFit

Existing 6” � xture

Attach retro� t lead 
to socket

Hornet RetroFit 

50w PAR30

Lockable aiming

15w LED

California Pizza Kitchen, Cerritos, CA.
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