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PROJECT  PROJET

SPEC TYPE

NOTES

SPECIFICATION

LINEAR UNDER CABINET 8100

ACCESSORIES   � ACCESSOIRES

8127*8121C P-72-WH*

8121E-WH

8122-WH*

8122-06-WH*, 8122-24-WH, 8122-48-WH
*INCLUDED WITH BASE KIT (8100)

ORDERING SPECIFICATION   � SPÉCIFICATION DE COMMANDE CODE

MODEL   � MODÈLE 8100

8100 LINEAR UNDER CABINET

LUMINAIRE LENGTH   � LONGUEUR LUMINAIRE

11
14
24*
36*
48*
60*

11"
14"
24"
36"
48"
60"
*WITH SWITCH

LIGHT SOURCE   � SOURCE LUMINEUSE

(WATTAGE, LAMP TYPE, LAMP FORM, BASE TYPE, OTHER INFO)

8100-11
F.T5.6

8100-14
F.T5.8

8100-24
F.T5.14

8100-36
F.T5.21

8100-48
F.T5.28

8100-60
F.T5.35

6W, T5

8W, T5

14W, T5

21W, T5

28W, T5

35W, T5

VOLTAGE   � VOLTAGE 120V

120V 120 VOLT

STRUCTURE FINISH   � FINI STRUCTURE WH

WH WHITE

DIFFUSER FINISH   � FINI DIFFUSEUR CLR

CLR CLEAR

ACCESSORY   � ACCESSOIRE

8121C P-72-WH*
8122-WH*
8127*
8121E-WH
8122-06-WH*
8122-24-WH
8122-48-WH

POWER CORD 72"
JOINER
MOUNTING CLIP
BOX FOR DIRECT CONNECTION
6" JOINER CABLE
24" JOINER CABLE
48" JOINER CABLE
*INCLUDED WITH BASE KIT (8100)

PRODUCT CHARACTERISTICS   � CARACTÉRISTIQUES DU PRODUIT

DESIGN:	 Extremely compact linear fluorescent fixture designed to fit in small spaces. Supplied with 
mounting and connection accessories. Power unit (8121E-WH) and extension connection cords 
(8122-24-WH, 8122-48-WH) sold separately.

INSTALLATION:	 Fixture installs into spring steel mounting clips are installed onto surface. Plug and play wiring 
facilitate easy power connection.

STRUCTURE:	 Extruded aluminum housing with an integrated electronic ballast.
DIFFUSER:	 Extruded, ribbed acrylic snap-fit diffuser.
CERTIFIED:	 c-UL-us

CONCEPTION:	 Luminaire fluorescent ultra compact conçu pour être installé en espace restreint. Fourni avec 
un ensemble de pièces d’installation et de connexion. Boîte de connexion (8121E-WH) et câbles 
d’interconnexions (8122-24-WH, 8122-48-WH) vendus séparément.

INSTALLATION:	 Le luminaire s’installe directement sur des fixations ressorts (8127) préalablement visées  
au mur. Alimentation électrique facile avec système d’interconnexion.

STRUCTURE:	 Boîtier d’aluminium extrudé avec ballast électronique intégré.
DIFFUSEUR:	 Diffuseur nervuré en acrylique extrudé, fixé par encliquetage.
CERTIFIÉ:	 c-UL-us
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