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24.4 °C

VAC

A

W

0.590

60 Hz

Spacing Criterion: 0.37

0.0%N/A

100.0%

Summary of Results

Formed steel housing, machined aluminum heatsink, machined black enamel lower 

reflector above formed white enamel steel trim, no enclosure

90-180

0-180

Zonal Lumen Summary

Lumens

Power Factor:

Frequency:

5.070Power:

Catalog Number:

Lamp:

Mounting:

Test Conditions

191.4 N/A 90.6%

% of Lamp

120.0

0.07160

Voltage:

Current:

170.1 N/A 80.5%

Test Temperature:

LED.4.30.17 / 1814C-9.35.CC.350 / 1141A-H WH

Four white LEDs with frosted plastic optics

Recessed

Zone (Degrees)

0-30

Luminaire Description:

0

Lumens % of Luminaire

99.4%

0-40

0-60

0-90

Luminaire

211.2

210.0 N/A
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All Directions  Total Lumen Output:

CIE Type:

Luminaire Efficacy: Lumens/Watt

Direct

41.7

211.2

N/A211.2

100.0%N/A

Data was acquired using the calibrated photodetector method of absolute photometry.  A spectral mismatch correction factor was employed based on the 

spectral responsivity of the photodetector and the spectral power distribution of the test subject.

0 Horizontal

1.75”



0 22.5 45 67.5 90 112.5 135 157.5 180 202.5 225 247.5 270 292.5 315 337.5

0 840.9 840.9 840.9 840.9 840.9 840.9 840.9 840.9 840.9 840.9 840.9 840.9 840.9 840.9 840.9 840.9

5 724.6 724.6 724.6 724.6 724.6 724.6 724.6 724.6 724.6 724.6 724.6 724.6 724.6 724.6 724.6 724.6

10 461.5 461.5 461.5 461.5 461.5 461.5 461.5 461.5 461.5 461.5 461.5 461.5 461.5 461.5 461.5 461.5

15 250.8 250.8 250.8 250.8 250.8 250.8 250.8 250.8 250.8 250.8 250.8 250.8 250.8 250.8 250.8 250.8

20 138.3 138.3 138.3 138.3 138.3 138.3 138.3 138.3 138.3 138.3 138.3 138.3 138.3 138.3 138.3 138.3

25 82.1 82.1 82.1 82.1 82.1 82.1 82.1 82.1 82.1 82.1 82.1 82.1 82.1 82.1 82.1 82.1

30 51.0 51.0 51.0 51.0 51.0 51.0 51.0 51.0 51.0 51.0 51.0 51.0 51.0 51.0 51.0 51.0

35 33.4 33.4 33.4 33.4 33.4 33.4 33.4 33.4 33.4 33.4 33.4 33.4 33.4 33.4 33.4 33.4

40 22.8 22.8 22.8 22.8 22.8 22.8 22.8 22.8 22.8 22.8 22.8 22.8 22.8 22.8 22.8 22.8

45 15.7 15.7 15.7 15.7 15.7 15.7 15.7 15.7 15.7 15.7 15.7 15.7 15.7 15.7 15.7 15.7

50 10.7 10.7 10.7 10.7 10.7 10.7 10.7 10.7 10.7 10.7 10.7 10.7 10.7 10.7 10.7 10.7

55 6.8 6.8 6.8 6.8 6.8 6.8 6.8 6.8 6.8 6.8 6.8 6.8 6.8 6.8 6.8 6.8

60 4.2 4.2 4.2 4.2 4.2 4.2 4.2 4.2 4.2 4.2 4.2 4.2 4.2 4.2 4.2 4.2

65 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.6

70 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

75 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

80 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

85 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

90 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

95 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

100 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

105 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

110 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

115 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

120 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

125 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

130 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

135 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

140 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

145 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

150 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

155 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

160 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

165 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

170 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

175 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

180 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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60-65

65-70

150-155

155-160
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120-125

7.03

110-115

115-120

75-80

80-85

85-90

165-170

170-175

175-180

0

0

0

0

160-16570-75

9.21

40-45 0

Lumens

125-130

Zone (Degrees)

0-5

5-10

10-15

15-20

20-25

25-30

30-35

35-40

0

0

12.15

0

0

0

0

0130-135

22.31

16.36

30.57

Lumens

5.27

3.73

2.47

1.22

0.04

0

0

Lumens

Zonal Lumen Tabulation (5 degree zones)

0

Zone (Degrees) Zone (Degrees)

0

90-95

Zone (Degrees)

95-100

100-105 0

45-50

50-55

55-60

Lumens

18.76

41.72

0

135-140

140-145

145-150

0

0

105-110

40.38

0

0



257.6 257.6 257.6 257.6 251.4 251.4 251.4 251.4 245.6 245.6 245.6 245.6

246.7 240.9 235.7 231.1 241.3 236.2 231.5 227.3 236.2 231.6 227.5 223.7

236.1 226.0 217.8 210.9 231.3 222.3 214.8 208.6 226.8 218.7 212.0 206.3

226.0 213.0 203.1 195.3 221.8 210.0 200.9 193.7 217.8 207.2 198.9 192.1

216.6 201.6 190.7 182.6 212.8 199.2 189.1 181.5 209.3 196.8 187.6 180.4

207.8 191.5 180.2 172.0 204.5 189.5 179.0 171.3 201.3 187.6 177.8 170.5

199.7 182.5 171.1 163.1 196.7 180.9 170.2 162.5 193.9 179.3 169.3 162.0

192.2 174.5 163.2 155.4 189.5 173.1 162.5 155.0 187.0 171.8 161.7 154.6

185.3 167.3 156.2 148.7 182.9 166.1 155.6 148.4 180.6 165.0 155.0 148.1

178.9 160.8 149.9 142.7 176.7 159.8 149.5 142.5 174.7 158.9 149.0 142.2

172.9 154.9 144.3 137.4 171.0 154.1 143.9 137.2 169.1 153.2 143.5 137.0

234.7 234.7 234.7 234.7 224.7 224.7 224.7 215.5 215.5 215.5 211.2

226.7 223.2 219.9 216.9 215.4 212.8 210.4 208.2 206.2 204.4 200.7

218.5 212.0 206.5 201.8 205.9 201.4 197.5 200.2 196.6 193.4 190.2

210.4 201.8 194.9 189.1 196.8 191.1 186.2 192.2 187.5 183.4 180.4

202.8 192.5 184.6 178.3 188.4 181.7 176.3 184.7 179.0 174.4 171.5

195.5 184.0 175.5 169.1 180.7 173.4 167.6 177.6 171.3 166.2 163.5

188.7 176.3 167.5 161.0 173.5 165.8 159.9 170.9 164.2 158.9 156.3

182.4 169.3 160.3 153.8 167.0 159.0 153.1 164.8 157.7 152.3 149.8

176.4 162.9 153.9 147.5 160.9 152.8 146.9 159.0 151.8 146.3 143.9

170.9 157.0 148.1 141.8 155.3 147.2 141.4 153.7 146.3 140.9 138.6

165.7 151.7 142.8 136.7 150.2 142.1 136.3 148.8 141.4 136.0 133.7

0
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0 45 90
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0

Average Luminance Table (cd/m²)
Horizontal Angle (Degrees)
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Room Cavity Ratio 

(RCR)
** Values are expressed as Lumens delivered to the task surface **
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This test was conduted using photometry techniques according to standard IES procedures.  The user must therefore use caution in the following 

situations: 1) This test was performed using a specific ballast/lamp combination.  Extrapolation of this data for other ballast/lamp combinations may 

produce erroneous results. 2) This test was conducted in a controlled laboratory environment where the ambient temperature was held at 25⁰C ±1⁰C.  

Field performance may differ particularly in regards to change in luminous output as a result of difference in ambient temperature and method of mounting 

the luminaire.
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7090 80

** Values are expressed as Lumens delivered to the task surface **

Ceiling Cavity 

Reflectance

Wall 

Reflectance

Room Cavity 

Ratio (RCR)

0

1

2

3

4

5

50 30

Effective Floor Cavity Reflectance 20%

Utilization of Lumens - Zonal Cavity Method

1

2

5070Wall Reflectance

Ceiling Cavity 

Reflectance
10 0

0

70
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Polar Plot (Candela)
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