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Job Information Type:

Job Name: 

Cat. No.: 

Lamp(s):

Notes:

® ® Open Downlight 4X4
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Features
1. Reflector Trim:

2. Upper Reflector:

3. Housing: 22 ga. galvanized formed steel. Centerline notches and holes 

4. Ballast Assembly:

5. Torsiontite Springs:

against ceiling.

6. J-Box:

7. Mounting Brackets:

Options & Accessories
Chicago Plenum with Fuse (slow blow):

Mounting Bars / T-Bar Anchor Clips:

Electrical

Note:

Ballast

General

Ceiling Cutout: 5 1/8" L X 5 1/8" W

Trim Kits Frame-In Kits

Reflector 

Trims
Finish / Flange Frame-In Kits Type Ballast

Input

Voltage

Triple Tube 

Wattage
Length Width Height

4X4CLW 4X4132HU Non-IC Electronic 120/277V 26/32W 10" 9 1/2" 5 3/4"

4X4CLP 4X4132HUEM4E Non-IC Electronic - Emergency 120/277V 26/32W 10" 11" 5 3/4"

4X4CCLW 4X4132HCU3 Non-IC PowerSpec® HDF Dimming 120/277V 26/32W 10" 9" 5 3/4"

4X4CCLP 4X4132HJUM7 Non-IC Mark 7® Dimming 120/277V 26/32W 10" 9 1/4" 5 3/4"

4X4CCDW 4X4132HJ1MX Non-IC Mark 10® Dimming 120V 26/32W 10" 9 1/4" 5 3/4"

4X4CCDP 4X4132HJ2MX Non-IC Mark 10® Dimming 277V 26/32W 10" 9 1/4" 5 3/4"

4X4CCGP

4X4WHW
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® ® Open Downlight 4X4

Job Information Type:

32W Triple Tube, Specular Clear Reflector Trim

0 712 712 712 712 712

70 1 1 1 1 1

EFFICIENCY = 54.7%  Spacing Criterion: Along = 1.1 Across = 1.5

26W Triple Tube, Specular Clear Reflector Trim

70 0 0 0 0 0

EFFICIENCY = 54.5%  Spacing Criterion: Along = 1.1 Across = 1.4


