Koroseal®
9375 Enbusy Pk was AttaChe’ 15 0Z.

Fairlawn, OH 44333
FACT SHEET

(800) 828-4556 www.koroseal.com

Attache’ is a collection of lightweight vinyl wallcoverings.

US UNITS METRIC UNITS
Total Weight 15.00z PLY 465 g PLM
10.0 0z PSY 339 g PSM
Roll Width 52/54 in. 132/137 cm
Gauge 0.016-0.022” 0.40-0.55 mm
Fabric Scrim
Tensile (Minimum) 40 x 30 Ibs 178 x 133 N
Tear (Minimum) 14 x 12 by
Federal Spec CCC-W-408A, Type L
WA Spec WA-101, Type I
Fire Testing NFPA 101" Life Safety Code®™
NFPA 255 (UL723, CAN S102M) Tunnel Test'
Class A Rating

NEPA 286 Corner Burn Test’
Meets requirements for Flame Spread, Smoke Developed and

Flashover

Repeat Vertical N/A

Horizontal N/A

Match Information Random Match, Reverse Hang
| When applied to GRC Board with A-848-B adhesive 2 When applied to 5/8” type-X gypsum board with A-848-B adhesive
Available in 62 Colorways
BR15-23 C515-97 M215-16 6215-37 6314-17 6514-40
B315-12 C515-99 M215-25 6215-43 6315-00 6514-43
B315-27 H215-05 M215-91 6215-47 6315-04 6514-47
CI15-22 H215-22 QU15-22 6215-48 6315-98 6514-49
C215-28 H215-38 5115-20 6215-49 6514-10 6514-58
C215-35 H215-43 6214-01 6215-50 6514-12 6514-72
C215-91 H215-47 6214-02 6215-53 6514-16 6514-87
C215-97 H215-90 6214-03 6215-54 6514-18
C515-14 M215-00 6214-06 6215-55 6514-19
C515-19 M215-03 6214-08 6215-79 6514-21
C515-26 M215-10 6214-28 6314-15 6514-38

Koroseal® is a registered trademark of Koroseal Interior Products, LLC
NFPA 101* and Life Safety Code™ are registered trademarks of National Fire Prevention Association  2-2012



Koroseal®

3875 Embassy Parkway AttaChe . 1 8 OZ.

Fairlawn, OH 44333
FACT SHEET

(800) 828-4556 www.koroseal.com

Attache’ is a collection of lightweight vinyl wallcoverings.

US UNITS METRIC UNITS
Total Weight 18.0 0z PLY 558 g PLM
12.0 0z PSY 407 g PSM
Roll Width 52/54 in. 132/137 cm
Gauge 0.016-0.022" 0.40-0.55 mm
Fabric Scrim
Tensile (Minimum) 40 x 30 1bs 178 x 133 N
Tear (Minimum) 14 x 12 lby
Federal Spec CCC-W-408A, Type L
WA Spec WA-101, Type I
Fire Testing NFPA 101" Life Safety Code®™
NFPA255 (UL723, CAN S102M) Tunnel Test'
Class A Rating

NFPA 286 Corner Burn Test
Meets requirements for Flame Spread, Smoke Developed and

Flashover
Repeat Vertical N/A
Horizontal N/A
Match Information Random Match, Reverse Hang
1 When applied to GRC Board with A-848-B adhesive 2 When applied to 5/8” type-X gypsum board with A-848-B adhesive

Available in 5 Colorways

N218-07
N218-11
N218-38
N218-80
N218-95

Koroseal® is a registered trademark of Koroseal Interior Products, LLC
NFPA 101 and Life Safety Code™ are registered trademarks of National Fire Prevention Association  2-2012



