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1.  Unpack fi xture from box. 2.  Do not remove lenses during installation to help protect LED modules.  

Hold fi xture on edges as shown to avoid damage.

3.  Carefully angle fi xture into grid.  4.  Bend out tabs to securing to grid frame, use holes in tabs to tie fi xture 

back to structure at all four corners or per local code.

5.  Make appropriate wire connections.  6.  Ensure center and side lenses are properly and securely seated to 

endcaps.  

Corelite 4675 Holly St, Denver CO 80216 Ph. (303) 393-1522 Fax (303) 393-1477

ADE111694 rev A

WARNINGS

1). WARNING! – Risk of Fire/Electric Shock. Disconnect power at fuse or circuit breaker before installing or servicing.

2). WARNING! – Risk of Fire/Electric Shock. If not qualifi ed, consult an electrician.

3). WARNING! – Risk of Fire/Electric Shock. Luminaires wiring, ballasts, or other electrical parts may be damaged when drilling for installation of refl ector kit hardware. Check for 

enclosed wiring and components.

4). WARNING! – Avoid contact with LED modules. 

NOTES

1). NOTE! – This product must be installed in accordance with local/ national electrical codes.  

2). NOTE! – Only those open holes indicated in the photographs and/or drawings may be made or altered as a result of kit installation. Do not leave any other open holes in an 

enclosure of wiring or electrical components.

3). NOTE! – To prevent wiring damage or abrasion, do not expose wiring to edges of sheet metal or any sharp objects.

4). NOTE! – Disconnect all power before proceeding.


