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CAT. NO.:

PROJECT: TYPE:Dimensions shown are nominal. Spectrum Lighting  
is continually improving products and reserves the  
right to make changes that will not alter performance  
or appearance with or without written notice.
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1501

CN1812 - INTERIOR/EXTERIOR WET LOCATION OPTION
APPLICATION

The Concordia is one of our exclusive RLM styles featuring four decorative 

aluminum rings.

FEATURES

Spectrum Lighting's RLM Series are interpretations of classic lighting fixtures 

reimagined with modern CF, MH and INC light sources and materials. The  

wide range of combinations for illumination, mounting, enclosures, guards  

and finishes allows for creative fixture specification and design. A variety of 

lamp enclosures are available as well as guards and light shields. Fixtures  

may be wall or pendant mounted with standard or custom wall arm.

FINISH

Multi-stage polyester powder-coat process applied on our dedicated paint 

lines. A wide variety of standard and custom finishes are available. All exposed 

materials are chromate pretreated to resist corrosion.

ELECTRONICS

Choose from compact fluorescent, incandescent or metal halide lamping 

options. See mounting options section for maximum CF / MH lengths. 

CONSTRUCTION

Fixture shades are spun in our factory from 0.063 high purity aluminum. Wall 

enclosures and fittings are die-cast aluminum with stainless steel hardware. Wall 

arms are formed 3/4 NPT aluminum pipe. Gaskets are machine cut neoprene.

LABELS 

ETL/UL/CSA listed for damp locations. Optional Wet location. Manufactured and 

tested to UL standard No. 1598.

CONCORDIA
CF / MH / INC

SERIES WATTS BALLAST LAMP ENCLOSURE MOUNTING FINISH

CN1812CF

CN1812MH

CN1812INC

13/18/26/32/42

50/70/100

200W

EX

EMRM

EX

REB

 -Electronic, 120v/277v 
18W/26W/32W/42W

 -CF Remote Emergency 
Battery Pack 

 -Electronic, 120v/277v 
50W/70W/100W

 -MH Remote  
Electronic Ballast

CF42, MH100, INC200 WATT MAX WM**
CD*

CDCC*
CM*
HM*

HMAT*

PM*
CP13

 -Wall Mount (standard)
 -Cord and Cable Mount (No WL)
 -Coil Cord and Cable Mount (No WL)
 -Cord Mount
 -Hang Straight Pendant
 -Adjustable Length Hang  
Straight Pendant
 -Pendant/Straight Mount
 -Ceiling Ballast Enclosure/ 
Canopy (CF/MH)

MW
MB
GW
GB
BZ

OB
PT
SI

GA
CH
GH
AM
SN
EG
VE
BL
RD
OR
CO

 -Matte White
 -Matte Black
 -Gloss White
 -Gloss Black
 -Bronze
 -Oil Rubbed Bronze
 -Platinum
 -Silver
 -Galvanized
 -Charcoal
 -Graphite
 -Anodic Malachite
 -Sun Gold
 -Evergreen
 -Verde Green
 -Blue Streak
 -Red Baron
 -Orange
 -Copper Metallic

FJ2
GJ2
WJ2

WL

 -Frosted Glass Enclosure
 -Glass Lamp Enclosure
 -Wire Guard
 -Wet Location 
No Cable Mounting

EXAMPLE: CN1812CF42WEX/GJ2WLWMBZ

**Wall Plate Size May Change with  
Specialized Ballast

B

C

A

Spun .063  
1100-0 Aluminum 

Housing and 
Decorative Rings

Air Craft Cable

A B C
18.0

457.2 mm
15.5

393.7 mm
20.9

530.9 mm

Consult Factory for Custom
or Metal Finishes

*Specify Length in Inches


