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Introduction
The following document details out the workflow for the Tandus | Centiva Flooring Revit project,
providing simple End User instructions on how to setup and use the Tandus Material Libraries.
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Browse to Tandus.com

In your internet browser go to http://www.tandus.com/

Erocw Decaln

Note: The Tandus Zip file contains: Tandus.adsklib, Tandus material IMAGE and BUMP Folders, and a
Tandus Project Template
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Unzip the Tandus Material Library and Project

(May also be set to another network location):
C:\Program Files (x86)\Common Files\Autodesk Shared\Materials\Textures

-

%
Dptions |__2§_|
General Additional Render Appearance Paths
Ch\Program Files (B6)\Common Files\Autodesk Share...\Mats
User Interface tE - :
C\Program Files (x86)\Common Files\Autodesk Shared' Mater
Graphics #E
-
File Locations s & Browse For Folder I
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...... ] Lookin: | | -
Check Spelling 1 ’Desktop
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Archision s
SteeringWheels B ! 18 Computer
@) Netw &, Rs_win7 (C:)
ViewCube Addre |, Program Files (x88)
|, Common Files
Macros 1274 |, Autodesk Shared
| Local = j_r Materials
Execut] dt TE}CIJJFES
R |, Tandus
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Set the Tandus Rendering Path

Under Revit Options, select Rendering, select the plus sign under Additional Render Appearance
Paths, copy and paste the following (the last 5 digits represent the ‘Tandus Style’ number):
C:\Program Files (x86)\Common Files\Autodesk Shared\Materials\Textures\Tandus\03747\

agram Files (x86) » Common Files » Autodesk Shared » Materials » Textures » Tandus » 03747 »

lude in library = Share with = Slide show Burn Mew folder

rl

Marme Date Type Size

L BUMP 1/8/2014 11:50 AM File folder

L. IMAGE 1/7/2014 3:44 PM File folder
Tandus Project Templatenvt  1/24/2014 8:54 AM Revit Project 1,248 KB
,j Tandus_03747 adsklib 1/22/2014 12:38 PM ADSKLIE File 8,085 KB
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Open the Tandus Material Library
In Revit Material browser, “Open Existing Library”, then browse to the location of Tandus.adsklib
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Transfer Project Parameters

From the Manage Menu select ‘Transfer Project Standards’, check none, select ‘Materials’, select
OK. As a result a new ‘Custom Parameters’ button will appear at the bottom left side of the Material
Bowser.

anage

Transfer Purge Structural MEP _ Panel Schedule  Additi

rs |Project Sta
Settings Transfer Project Standards
Copies selected project settings frorm another open project to the
current project, g ————
Select Items To Copy M

Press F1 for more help
Copy from: [deuspmjed Template.rvt "]
[|Level Types - Chedk Al

[ |Line Patterns
e
[[ILine Weights
[ILoad Types
[¥]Materials
["|Model Text Types

=
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What Custom SPie Parameters are Transferred?

AccessibilityPerformance
Accessories
AcousticRating
AcquisitionDate
Adhesives
Application
ApplicationNote
Assetldentifier
AssetType
BarCode
BiobasedContent
BiobasedMaterial
Category
CertificationType
CertifiedContent
CodePerformance
Color
Combustible
Constituents
Description
Description
Directory
Documentation
DocumentReference
DurationUnit
Emissions
ExpectedLife
Features

File

Finish

FireRating
FlammabilityRating
FragilityRating

Grade
HasAntiStaticSurface
HasNonSkidSurface
InstallationDate
InstallationMethod
InstallationStandards
ManufactureLocation
Manufacturer
Manufacturers

Material
MaterialsBacking
MaterialsNote
MaterialsYarn
MethodOfMeasurement
ModelNumber
ModelReference
NominalHeight
NominalLength
NominalWidth
PartNumber
PostConsumerRecoveredContent
Process
RawMaterialLocation
Reference
ReferenceStandard
RegionalMaterialContent
RenewableContent

RenewableMaterial
ReplacementCost
SerialNumber
SetNumber

Shape

Size

SNAP

Suppliers
SurfaceSpreadOfFlame
Sustainability
SustainabilityPerformance
Tag

TagNumber

TANDUS approved COBie-Spie
parameters
ThermalResistance
ThermalTransmittance
TotalRecoveredContent
VaporPermeability
WarrantyDescription
WarrantyDurationLabor
WarrantyDurationParts
WarrantyDurationUnit
WarrantyGuarantorLabor
WarrantyGuarantorParts
WarrantyStartDate

Width & Length
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rMateriaI Parameters
Pararneter
Materials and Finishes
Combustible Passes CPSC FF1-70 (ASTM D-2859)
Constituents nfa
Directory nfa
DurationUnit nfa
ExpectedLife nfa
Features nfa
File http://tandus.scened .com/is/image/Tandus/03747_10802_1
Finish Stratatec® Patterned Loop
FireRating Passes CPSC FF1-70 (ASTM D-2859)

I FlarnmakilityRating Passes CPSC FF1-70 (ASTM D-2859)
HasAntiStaticSurface 1.9 kV (AATCC 134); Permanent Conductive Fiber
HasMonSkidSurface Yes
InstallationDate nfa
Manufacturelocation 314 Smith Industrial Bivd, Dalton, GA 30722
Material Dynex SDE Mylon _ .
MedelMumber Changel Eq @' %
PartMumber Golden Backdrop #10802
ReplacementCost n'a

Custom Parameters... —
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Material Assets (Identity, Graphics, Appearance)
The project materials assets will populate the Identity, Graphics and Appearance tabs from the
(.adsklib) and associated IMAGE and BUMP folders.
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Recommended Image and Bump files Paths
Recommended Rendering Path
= C:\Program Files (x86)\Common Files\Autodesk Shared\Materials\Textures\Tandus\03747\
Recommended IMAGE folder material image assets path:
=  C:\Program Files (x86)\Common Files\Autodesk Shared\Materials\Textures\Tandus\03747\IMAGE
Recommended BUMP folder material image assets path:
= C:\Program Files (x86)\Common Files\Autodesk Shared\Materials\Textures\Tandus\03747\BUMP
k Shared » Materials » Textures » Tandus » 03747 » IMAGE kShared » Materials » Textures » Tandus » 03747 » BUMP
are with Slide show Burn Mew folder arewith = Slide show Bumn Mew folder
MName . Date Type Name Date Type
@] Tandus_03747_10801.,jpg 11/22/2011 837 AM PG File @1] Tandus 03747 10801 01 B.jpg 12/17/20139:33 AM JPG File
N Tandus 03747 10801 01jpg  1/7/2014 3:45 PIM JPG File (] Tandus_03747_10801 02 B.jpg 12/17/2013 9:33 AM JPGFile
[&}] Tandus_03747_10801_02,jpg  1/7/2014 3:45 PM JPG File 3] Tandus 03747 10801 03 Bjpg 12/17/2013 9:33 AM JPG File
@ﬂ TEﬂdUS_UB?q-?_lUSUl_UB.Jpg 1.7.‘2014 2:45 PM JPG File @j Tandus_03?4?_10801_04_B.Jpg 12-"1?-"2013 9:33 AM JPG File
@ﬂ TEﬂdUS_OB?q-?_lUSUl_Oq-.JFIg 1.7.‘2014 2:45 PM IPG File @1] TEI"IdU5_03?4?_10802_01_B.JF|g 12-“1?-‘2013 9:33 AM JPG File
) Tandus 03747 10801 07.jpg  1/7/2014 3:45 PM PG File &) Tandus_03747_10802_02 B.jpg  12/17/2013 8:33 Al JPG File
) Tandus 03747 10801 08pg  1/7/2014 3:45 PM PG File G| Tandus_03747_10802_03_B.jpg 12/17/2013 9:33 AN JPG File
G Tandus_03747 10801 09, pg  1/7/2014 3:45 PM JPG File &} Tandus_03747_10802_04 Bjpg  12/17/2013 9:33 AN JPG File
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