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Values based on 2

f DATE :

foot mounting height.
REPORT NUMBER:

09/05/08

PREPARED FOR: B-K LIGHTING,

CATALOG NUMBER: CHL-LV-287-XXX-C-XXX

LUMINAIRE: FABRICATED DIFFUSE METAL
MOUNTING STEM AND SOCKET MOUNTING
BASE, CLEAR PLASTIC LENS WITH

14 1/4 TEXTURED PERIMETER, CAST TAN PAINTED
LENS MOUNTING COLLAR, SPUN COPPER
PAINTED TOP HOUSING/REFLECTOR WITH
WHITE PAINTED INTERIOR.

LAMP: ONE 10-WATT CLEAR T-3 TUNGSTEN
HALOGEN INCANDESCENT, XELOGEN
G4F1210X, VERTICAL BASE-DOWN
POSITION.

BALLAST: LIGHTECH LRT-60 TRANSFORMER

ITL60922A

Street Side 4—’—> House Side

q .05\ .02 .01 .005 .002| NOTE: THIS RELATIVE PHOTOMETRIC TEST

\ WAS PERFORMED AT RATED INPUT VOLTAGE
2 (120VAC) TO THE TRANSFORMER. UPPER

HEMISPHERE LIGHT NOT MEASURED AT

-5 CLIENT'S REQUEST.

\\ IES Classification: Type V, Cutoff
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Longitudinal Distance in Units of Mounting Heights

THIS REPORT IS BASED ON PUBLISHED INDUSTRY PROCEDURES. FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE.



