
Linear Fluorescent Lamp

ELECTRONIC - UNIVERSAL -
PL - BALLASTS

ENERGY EFFICIENT LIGHTING PRODUCTS

PRODUCT FOCUS

• Industry leading less than 500 parts per million failure rate   

• Instant Start/ Programable

• Nominal/ High/ Low Output

• 2 Lamp/ 3 Lamp/ 4 Lamp

• PL Replacement Ballasts

>> INDUSTRIAL LIGHTING
>> COMMERCIAL LIGHTING

FOR

MaxLite™    1-800-555-5629    Fax: 973-244-7333    info@maxlite.com    www.maxlite.com 
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ENERGY EFFICIENT LIGHTING PRODUCTS

T8 Electronic Ballast
THD:<10%, PF>.99, 50/60Hz, Parallel Wired

INSTANT START / PROGRAMMABLE 120V/277V - NORMAL/HIGH/LOW LIGHT OUTPUT

Lamp Lamp # of Order Description Line Input Input Ballast Case Start Wiring Foot Weight
Type Wattage Lamps Code Volts (V) Wattage Current Factor Pack Diagram Print (LBS)

F32T8 32W 2 50001 SKE1322 120 59 0.49 0.88 20 Instant 2A P 1.06 ukm

2 50002 SKE2322 277 58 0.21 0.87 20 Instant 2A P 1.06 ukm

3 50003 SKE1323 120 87 0.73 0.89 15 Instant 3A P 1.50 ukm

4 50005 SKE1324 120 114 0.95 0.88 15 Instant 4A P 1.50  ukm

HIGH Ballast Factor 2 50021 SKE1322H 120 81 0.68 1.2 15 Instant 2A P 1.06 ukm

F32T8 32W 3 50023 SKE1323H 120 116 0.97 1.2 15 Instant 3A P 1.50 ukm

4 50025 SKE1324H 120 157 1.31 1.2 10 Instant 4A B 1.76 ukm

LOW Ballast Factor 2 50011 SKE1322L 120 51 0.43 0.77 15 Instant 2A P 1.06 ukm

F32T8 32W 2 50012 SKE2322L 277 51 0.18 0.77 15 Instant 2A P 1.06 ukm

3 50013 SKE1323L 120 75 0.63 0.77 15 Instant 3A P 1.50 ukm

4 50015 SKE1324L 120 102 0.85 0.77 15 Instant 4A P 1.50 ukm

F96T8 96W 2 50041 SKE1962 120 112 0.93 0.88 15 Instant 2B P 1.50 uk

F40T10 40W 2 50501 SKE1402 120 76 0.63 0.93 15 Programmable 2C P 1.06 uk

2 50502 SKE2402 277 76 0.28 0.90 15 Programmable 2C P 1.06 uk
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T8 Universal Voltage Ballast

INSTANT START (120-277V) - NORMAL/HIGH/LOW LIGHT OUTPUT

THD:<10%, PF>.99, 50/60Hz, Parallel Wired

u Ballasts are “A” sound rated   k Ballasts start at zero temperature (°F)   m Ballast also operates U tube version of this lamp

Lamp Lamp # of Order Description Line Input Input Ballast Case Start Wiring Foot Weight
Type Wattage Lamps Code Volts (V) Wattage Current Ballast Pack Diagram Print (LBS)

F32T8 32W 2 50037 SKEU322 120-277 59/58 0.49/0.21 0.87 15 Instant 2A P 1.06 ukm

3 50039 SKEU323 120-277 92/94 0.77/0.34 0.88 15 Instant 3A P 1.50 ukm

4 50038 SKEU324 120-277 120 1.01/0.43 0.88 15 Instant 4A P 1.50 ukm

HIGH Ballast Factor 2 50035 SKEU322H 120-277 81/79 0.68/0.29 1.2 15 Instant 2A P 1.50 ukm

F32T8 32W 3 50036 SKEU323H 120-277 116/115 0.97/0.42 1.2 15 Instant 3A P 1.50 ukm

4 50052 SKEU324H 120-277 160/158 1.31/0.57 1.2 10 Instant 4A B 1.76 ukm

LOW Ballast Factor 2 50034 SKEU322L 120-277 51/50 0.43/0.18 0.77 15 Instant 2A P 1.06 ukm

F32T8 32W 3 50051 SKEU323L 120-277 75/74 0.63/0.27 0.77 15 Instant 3A P 1.50 ukm

4 50053 SKEU324L 120-277 102/101 0.85/0.37 0.77 15 Instant 4A P 1.50 ukm

F96T8 96W 2 50043 SKEU962 120-277 112/120 0.93/0.43 0.88 10 Instant 2B P 1.50 uk
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Lamp Lamp # of Order Description Line Input Input Ballast Case Start Wiring Foot Weight
Type Wattage Lamps Code Volts (V) Wattage Current Factor Pack Diagram Print (LBS)

F28T5 28W 2 50205 SKEU282P 120-277 68 0.57/0.25 1 30 Programmable 2G J 0.75 uk

F54T5HO 54W 2 50061 SKEU542HOP 120-277 115 1.00/0.43 1 30 Programmable 2G J 0.75 uk

THD:<10%, PF>.99, 50/60Hz, Parallel Wired

UNIVERSAL VOLTAGE (120-277V) - NORMAL LIGHT OUTPUT

T5 Universal Voltage Ballast

Lamp Lamp # of Order Description Line Input Input Ballast Case Start Wiring Foot Weight
Type Wattage Lamps Code Volts (V) Wattage Current Factor Pack Diagram Print (LBS)

4 PIN 13W 1 11217 MX118 NPF 120 18 0.22 0.90 20 Instant 1H K 0.66 uk

TUBE 18W 1 11219 MX118H HPF 120 18 0.22 0.90 20 Instant 1H K 0.66 uk

26W 2 11218 MX218 NPF 120 36 0.22 0.90 20 Instant 2H L 0.88 uk

2 11220 MX218H HPF 120 36 0.22 0.90 20 Instant 2H L 0.88 uk

PL Replacement Ballasts
PF>.50, 50/60Hz, Parallel Wired

INSTANT START 120V - NORMAL/HIGH LIGHT OUTPUT
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FOOT LENGTH WIDTH HEIGHT BODY SCREW HOLES
PRINT (L) (W) (H) (B) (A)

B: 9.45/24.0 2.35/5.98 1.57/4.00 8.86/22.5 1.72/4.38

K: 3.31/8.40 1.97/5.00 0.79/2.00 - -

L: 5.11/13.0 2.28/5.80 0.79/2.00 - -

P: 9.45/24.0 1.69/4.29 1.18/3.00 8.86/22.5 1.22/3.10

J: 14.13/35.9 1.10/2.8 0.94/2.38 13.48/34.24 0.19/0.50
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BENEFITS

• Low mercury, high lumen lamps
• TCLP compliant
• XL lamps fully compatible with dimmers 
• Ballasts warranted for 5 years
• Industry leading less than 500 parts 

per million failure rate

SPECIFICATIONS

• Ballast Type >> Universal
• Starting Method >> Instant Start
• Input Line Voltage >> 120-277VAC
• Input Line Frequency >> 50/60HZ
• Minimum Starting Temp. >> 0°F
• Max. Operating Temp. >> 100°F
• Color Rendering Index >> 85

APPLICATIONS

• Industrial Lighting
• Commercial Lighting

SPECIAL NOTES
>> s�24,000 Hours on a 3 hr cycle; 30,000 Hours on a 12 hr cycle.

>> To maintain ballast warranty case temperature must not exceed 70˚c.

LOCATIONS

• Office • Warehouse
• Hotel/Motel • Factory
• Schools/Hospital
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