
Technica l  Spec i f icat ions
DataL ink ® Mul t ipurpose Tab le

Apr i l  2011

DataLink Multipurpose Pedestal Base Table
This system employs heavy-gauge steel, cast and extruded aluminum components in fixed, folding, or flip-top models.  
DataLink Multipurpose Pedestal Table includes T, TT and X base configurations. Fixed table has  3/16" solid steel spider 
plate and cast foot bolted to column with four  3/8" x 2.5" and 5" long bolts. Fixed base shipped KD; folding base shipped 
assembled.

Bases
Built of cast aluminum feet with heavy wall extruded aluminum columns (T and TT) or 2 1/2" diameter 14-gauge steel leg 
column; highly durable, smooth powder-coated finish. Adjustable nylon glides are secured to the legs.

DataLink Multipurpose Plus Table Ganging Mechanism
Built of 11-gauge, black zinc finish steel, the lightweight folding mechanism easily releases and folds leg tightly to table 
bottom and securely locks with two polypropylene clips.  When opened, legs engage into place for a tight, rigid fit between 
leg and mechanism. Built-in rubber bumpers keep tables separated to prevent marring when tables are stacked. Available 
for both the T and TT bases. 

Note: Gangers cannot be retrofitted to earlier purchased tables.

DataLink Multipurpose Table Folding Mechanism
Built of 11-gauge, black zinc finish steel, the lightweight folding mechanism easily releases, folds leg tightly to table 
bottom, and securely locks with two polypropylene clips. When opened, legs engage into place for a tight, rigid fit between 
leg and mechanism. Built-in rubber bumpers keep tables separated to prevent marring when tables are stacked. Available 
for both the T and TT bases.
  
Table Surface
1 1/8" thick high-density particleboard core with high-pressure laminate top and phenolic backing sheet. Tops are 
pre-drilled. 

Flip-Top
Standard flip-top table does not have a detachable top.

Powder-Coated Finish
30 sheen epoxy powder-coating is electrostatically applied. The dry coating is then fused and cured in a baking oven to 
form a smooth, continuous film. Finish is chemical-resistant, hard, tough and mar-resistant.

Folding Modesty Panels
.685 thick particleboard faced on both sides with laminate that matches table top laminate. Modesty panels are 1 1/4" high 
by length of table. Mounting brackets are black and packed with the base. Table top and panel are pre-drilled. Lower edge 
of panel extends 8 1/4" from underside of table. Modesty panel is shipped KD. 

Quick-Release Modesty Panels
.685” thick particleboard faced on both sides with laminate that matches table top laminate. Lower edge of modesty panel 
extends 7 1/4" from underside of table. Panel is easily removed from the table without tools. It locks into two 11-gauge steel 
retaining brackets and is removed by pulling down on vinyl-coated stainless steel release levers.  Modesty panel is shipped 
KD. 

DataLink Multipurpose Lightweight Table
Top is 5-ply construction consisting of .050" thick laminate, 5.2mm 3-ply plywood, .75" thick high-density particleboard 
frame with honeycomb core, 5.2mm 3-ply plywood and .040 HPL backer.

DataLink Multipurpose Table Truck
Black powder-coated finish. Two swivel and two rigid 6" diameter casters with heavy-duty roller bearings. Rectangular or 
square/round table storage.  Truck measures  
60" long by 30" wide by 54" high. Felt is standard on top edges. 6-table capacity; with short-fold bases, 4-table capacity.
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DataLink® Multipurpose Table
Technical Specifications

DataLink Multipurpose with PowerUp®

Tables are available with one or two power/data modules, PowerUp, centrally located 4 1/4" from the front edge of table top. 

PowerUp is a UL Listed, relocatable power tap, which mounts flush into the tabletop. When flipped up, cover open, on (1) duplex receptacle and two (2) data ports are 
exposed. The underside of the table is provided with a hinged plastic channel (cord management rough) which covers the bottom of the module. This channel, furnished 
with metal dividers, is provided for the routing of the power supply cords and data lines.  

The PowerUp module is 7" long by 3" wide by 2 1/2" high when opened. It is provided with a 9 ft. or 15 ft., 3-conductor cord and is rated 120V A/C, 15A. The cover snaps 
into the upright position to allow cords to be unplugged without the cover closing. The data ports are molded to accept AT&T “M” Series, RJ45 jacks. The module can be 
modified to accept various brand jacks. Cords are further managed by the vertical leg wire manager which comes standard with PowerUp. 

Warranty
See “Terms” for general information.


