INSIGHT

WIRING LAYOUTS

DECOLED INTEGRAL

WHITE LIGHT & 0-10V
WIRING DIMMING

INON DIMMING |

120-277V AC INPUT
LINE (BY OTHERS)

| 0-10V DIMMING |

120-277V AC INPUT
LINE (BY OTHERS)
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\ 0-10V DIMMING SOURCE,
REQUIRED FOR 0-10V
DIMMING (BY OTHERS)

MAXIMUM FIXTURE TABLE

60 W/FXT (120 W/FXT | 300 W/FXT
120 VAC 20 AMP Circuit | 32 FXT 16 FXT 6 FXT
277 VAC 20 AMP Circuit | 74 FXT 36 FXT 14 FXT
347 VAC 20 AMP Circuit | 92 FXT 46 FXT 18 FXT
480 VAC 20 AMP Circuit -- -- 25 FXT

12 INCH LEAD
PROVIDED (TYP.)

OTHERS) (TYP.) \

SECONDARY CONNECTIONS
J-BOX (BY SHALL BE MADE IN ACCORDANCE

OTHERS) (TYP.) \ WITH NEC ARTICLE 725.

J-BOX (BY

12 INCH LEAD
PROVIDED (TYP.)

NON DIMMING

To Luminaire

Line Black
Ground Green
Neutral White

0-10V DIMMING

To Luminaire

Line Black
Ground Green
Neutral White

Data + Yellow/Purple
Data - Blue/Gray

BLACK | WHITE | GREEN | BLUE/ [YELLOW/
GRAY | PURPLE

B <]

LINE NUETRAL | GROUND | DATA - DATA +
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*Insight Lighting reserves the right to make changes to this product and related installation instructions at any time without prior notice.
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