
 

IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-50.IES

DESCRIPTIVE INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST]LED-8875
[TESTLAB]LSI INDUSTRIES, INC
[ISSUEDATE]05/08/17
[TESTDATE]05/08/17
[MANUFAC]LSI INDUSTRIES, INC
[LUMCAT]PFL-LED-100W-WF-50
[_ABSOLUTE]NOTE: DATA SHOWN IS ABSOLUTE FOR THE SAMPLE PROVIDED.
[OTHER]TEST PROCEDURE: IESNA LM-79-08
[_SEARCH_SOURCETYPE] LED
[_SEARCH_APPLICATION] Outdoor

Note: Candela values converted from Type-C to Type-B

CHARACTERISTICS

NEMA Type 7 H x 7 V
Maximum Candela 3537
Maximum Candela Angle -5H  0V
Horizontal Beam Angle (50%) 125.8
Vertical Beam Angle (50%) 95.0
Horizontal Field Angle (10%) 171.9
Vertical Field Angle (10%) 169.3
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Beam Lumens 8820
Beam Efficiency N.A.
Field Lumens 11132
Field Efficiency N.A.
Spill Lumens 130
Luminaire Lumens 11262
Total Efficiency N.A.
Total Luminaire Watts 103
Ballast Factor 1.00
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-50.IES

AXIAL CANDELA

DEG. HOR. DEG. VERT.

90 1 90 1
85 434 85 341
75 525 75 701
65 1475 65 883
55 2864 55 1232
47.5 3172 47.5 1738
42.5 3229 42.5 2144
37.5 3335 37.5 2523
33 3365 33 2730
29 3349 29 2829
25.5 3323 25.5 2900
22.5 3332 22.5 2971
19.5 3377 19.5 3057
17 3422 17 3130
15 3457 15 3192
13 3487 13 3258
11 3511 11 3320
9 3527 9 3377
7 3535 7 3423
5 3537 5 3457
3 3537 3 3479
1 3515 1 3494
0 3501 0 3501
-1 3515 -1 3494
-3 3537 -3 3479
-5 3537 -5 3457
-7 3535 -7 3423
-9 3527 -9 3377
-11 3511 -11 3320
-13 3487 -13 3258
-15 3457 -15 3192
-17 3422 -17 3130
-19.5 3377 -19.5 3057
-22.5 3332 -22.5 2971
-25.5 3323 -25.5 2900
-29 3349 -29 2829
-33 3365 -33 2730
-37.5 3335 -37.5 2523
-42.5 3229 -42.5 2144
-47.5 3172 -47.5 1738
-55 2864 -55 1232
-65 1475 -65 883
-75 525 -75 701
-85 434 -85 341
-90 1 -90 1
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-50.IES

CANDELA TABULATION
Maximum Candela = 3537
Beam Edge = 1768.5 Cd (50% of Max.)
Field Edge = 353.7 Cd (10% of Max.)
* Indicates Values Inside Field Edge

Vert. Horizontal Angles
Angles

 -90.0  -85.0  -75.0  -65.0  -55.0  -47.5  -42.5  -37.5  -33.0  -29.0
90.0 0 0 0 0 0 0 0 0 0 1
85.0 0 49 172 231 173 165 168 178 194 220
75.0 0 146 381 * 349 353 431 * 495 * 516 * 527 * 557 *
65.0 0 238 448 * 414 * 646 * 952 * 1123 * 1178 * 1187 * 1177 *
55.0 1 304 474 * 529 * 1131 * 1703 * 1919 * 2042 * 2020 * 1940 *
47.5 1 336 479 * 659 * 1571 * 2242 * 2476 * 2610 * 2519 * 2371 *
42.5 1 356 * 484 * 765 * 1872 * 2528 * 2760 * 2823 * 2780 * 2640 *
37.5 1 373 * 487 * 885 * 2127 * 2776 * 2953 * 2973 * 2956 * 2875 *
33.0 1 387 * 489 * 1008 * 2320 * 2931 * 3037 * 3074 * 3052 * 3012 *
29.0 1 398 * 499 * 1119 * 2470 * 3017 * 3072 * 3114 * 3112 * 3055 *
25.5 1 407 * 507 * 1212 * 2576 * 3077 * 3093 * 3145 * 3146 * 3090 *
22.5 1 413 * 512 * 1269 * 2663 * 3102 * 3119 * 3178 * 3177 * 3129 *
19.5 1 419 * 515 * 1327 * 2727 * 3131 * 3148 * 3213 * 3218 * 3174 *
17.0 1 423 * 518 * 1366 * 2761 * 3153 * 3168 * 3244 * 3255 * 3219 *
15.0 1 426 * 519 * 1392 * 2786 * 3154 * 3186 * 3271 * 3282 * 3260 *
13.0 1 428 * 521 * 1412 * 2806 * 3156 * 3201 * 3296 * 3309 * 3285 *
11.0 1 436 * 522 * 1428 * 2823 * 3158 * 3210 * 3314 * 3336 * 3311 *
9.0 1 436 * 523 * 1446 * 2836 * 3162 * 3217 * 3321 * 3351 * 3336 *
7.0 1 435 * 524 * 1461 * 2845 * 3165 * 3222 * 3327 * 3355 * 3343 *
5.0 1 435 * 525 * 1472 * 2857 * 3169 * 3225 * 3332 * 3359 * 3345 *
3.0 1 435 * 525 * 1483 * 2869 * 3170 * 3229 * 3335 * 3363 * 3347 *
1.0 1 434 * 525 * 1478 * 2866 * 3171 * 3229 * 3336 * 3364 * 3348 *
0.0 1 434 * 525 * 1475 * 2864 * 3172 * 3229 * 3335 * 3365 * 3349 *
-1.0 1 434 * 525 * 1478 * 2866 * 3171 * 3229 * 3336 * 3364 * 3348 *
-3.0 1 435 * 525 * 1483 * 2869 * 3170 * 3229 * 3335 * 3363 * 3347 *
-5.0 1 435 * 525 * 1472 * 2857 * 3169 * 3225 * 3332 * 3359 * 3345 *
-7.0 1 435 * 524 * 1461 * 2845 * 3165 * 3222 * 3327 * 3355 * 3343 *
-9.0 1 436 * 523 * 1446 * 2836 * 3162 * 3217 * 3321 * 3351 * 3336 *
-11.0 1 436 * 522 * 1428 * 2823 * 3158 * 3210 * 3314 * 3336 * 3311 *
-13.0 1 428 * 521 * 1412 * 2806 * 3156 * 3201 * 3296 * 3309 * 3285 *
-15.0 1 426 * 519 * 1392 * 2786 * 3154 * 3186 * 3271 * 3282 * 3260 *
-17.0 1 423 * 518 * 1366 * 2761 * 3153 * 3168 * 3244 * 3255 * 3219 *
-19.5 1 419 * 515 * 1327 * 2727 * 3131 * 3148 * 3213 * 3218 * 3174 *
-22.5 1 413 * 512 * 1269 * 2663 * 3102 * 3119 * 3178 * 3177 * 3129 *
-25.5 1 407 * 507 * 1212 * 2576 * 3077 * 3093 * 3145 * 3146 * 3090 *
-29.0 1 398 * 499 * 1119 * 2470 * 3017 * 3072 * 3114 * 3112 * 3055 *
-33.0 1 387 * 489 * 1008 * 2320 * 2931 * 3037 * 3074 * 3052 * 3012 *
-37.5 1 373 * 487 * 885 * 2127 * 2776 * 2953 * 2973 * 2956 * 2875 *
-42.5 1 356 * 484 * 765 * 1872 * 2528 * 2760 * 2823 * 2780 * 2640 *
-47.5 1 336 479 * 659 * 1571 * 2242 * 2476 * 2610 * 2519 * 2371 *
-55.0 1 304 474 * 529 * 1131 * 1703 * 1919 * 2042 * 2020 * 1940 *
-65.0 0 238 448 * 414 * 646 * 952 * 1123 * 1178 * 1187 * 1177 *
-75.0 0 146 381 * 349 353 431 * 495 * 516 * 527 * 557 *
-85.0 0 49 172 231 173 165 168 178 194 220
-90.0 0 0 0 0 0 0 0 0 0 1
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-50.IES

CANDELA TABULATION - (Cont.)

Vert. Horizontal Angles
Angles

 -25.5  -22.5  -19.5  -17.0  -15.0  -13.0  -11.0  -9.0  -7.0  -5.0
90.0 1 1 1 1 1 1 1 1 1 1
85.0 244 264 285 303 317 322 333 336 338 341
75.0 573 * 593 * 619 * 637 * 651 * 661 * 671 * 679 * 687 * 697 *
65.0 1148 * 1099 * 1067 * 1031 * 997 * 967 * 952 * 935 * 916 * 896 *
55.0 1809 * 1681 * 1570 * 1500 * 1441 * 1378 * 1343 * 1318 * 1290 * 1259 *
47.5 2239 * 2133 * 2026 * 1964 * 1919 * 1872 * 1825 * 1810 * 1791 * 1768 *
42.5 2526 * 2439 * 2355 * 2293 * 2265 * 2235 * 2204 * 2188 * 2178 * 2164 *
37.5 2777 * 2702 * 2635 * 2591 * 2571 * 2556 * 2543 * 2533 * 2534 * 2533 *
33.0 2918 * 2846 * 2790 * 2760 * 2742 * 2736 * 2733 * 2730 * 2731 * 2733 *
29.0 2983 * 2915 * 2862 * 2838 * 2828 * 2820 * 2820 * 2821 * 2823 * 2826 *
25.5 3020 * 2960 * 2918 * 2893 * 2888 * 2885 * 2882 * 2887 * 2888 * 2893 *
22.5 3064 * 3008 * 2969 * 2953 * 2945 * 2947 * 2947 * 2951 * 2956 * 2960 *
19.5 3116 * 3066 * 3029 * 3018 * 3018 * 3019 * 3025 * 3028 * 3036 * 3040 *
17.0 3165 * 3116 * 3090 * 3083 * 3087 * 3094 * 3098 * 3105 * 3110 * 3116 *
15.0 3207 * 3162 * 3140 * 3140 * 3149 * 3158 * 3165 * 3171 * 3172 * 3179 *
13.0 3249 * 3205 * 3191 * 3200 * 3212 * 3226 * 3234 * 3236 * 3240 * 3243 *
11.0 3273 * 3244 * 3239 * 3255 * 3273 * 3289 * 3297 * 3301 * 3302 * 3304 *
9.0 3296 * 3273 * 3285 * 3308 * 3330 * 3347 * 3356 * 3360 * 3362 * 3365 *
7.0 3314 * 3301 * 3321 * 3354 * 3381 * 3402 * 3411 * 3415 * 3417 * 3416 *
5.0 3316 * 3315 * 3350 * 3392 * 3421 * 3445 * 3462 * 3466 * 3468 * 3465 *
3.0 3319 * 3324 * 3365 * 3410 * 3445 * 3473 * 3495 * 3506 * 3513 * 3507 *
1.0 3322 * 3330 * 3375 * 3420 * 3454 * 3481 * 3503 * 3519 * 3529 * 3534 *
0.0 3323 * 3332 * 3377 * 3422 * 3457 * 3487 * 3511 * 3527 * 3535 * 3537 *
-1.0 3322 * 3330 * 3375 * 3420 * 3454 * 3481 * 3503 * 3519 * 3529 * 3534 *
-3.0 3319 * 3324 * 3365 * 3410 * 3445 * 3473 * 3495 * 3506 * 3513 * 3507 *
-5.0 3316 * 3315 * 3350 * 3392 * 3421 * 3445 * 3462 * 3466 * 3468 * 3465 *
-7.0 3314 * 3301 * 3321 * 3354 * 3381 * 3402 * 3411 * 3415 * 3417 * 3416 *
-9.0 3296 * 3273 * 3285 * 3308 * 3330 * 3347 * 3356 * 3360 * 3362 * 3365 *
-11.0 3273 * 3244 * 3239 * 3255 * 3273 * 3289 * 3297 * 3301 * 3302 * 3304 *
-13.0 3249 * 3205 * 3191 * 3200 * 3212 * 3226 * 3234 * 3236 * 3240 * 3243 *
-15.0 3207 * 3162 * 3140 * 3140 * 3149 * 3158 * 3165 * 3171 * 3172 * 3179 *
-17.0 3165 * 3116 * 3090 * 3083 * 3087 * 3094 * 3098 * 3105 * 3110 * 3116 *
-19.5 3116 * 3066 * 3029 * 3018 * 3018 * 3019 * 3025 * 3028 * 3036 * 3040 *
-22.5 3064 * 3008 * 2969 * 2953 * 2945 * 2947 * 2947 * 2951 * 2956 * 2960 *
-25.5 3020 * 2960 * 2918 * 2893 * 2888 * 2885 * 2882 * 2887 * 2888 * 2893 *
-29.0 2983 * 2915 * 2862 * 2838 * 2828 * 2820 * 2820 * 2821 * 2823 * 2826 *
-33.0 2918 * 2846 * 2790 * 2760 * 2742 * 2736 * 2733 * 2730 * 2731 * 2733 *
-37.5 2777 * 2702 * 2635 * 2591 * 2571 * 2556 * 2543 * 2533 * 2534 * 2533 *
-42.5 2526 * 2439 * 2355 * 2293 * 2265 * 2235 * 2204 * 2188 * 2178 * 2164 *
-47.5 2239 * 2133 * 2026 * 1964 * 1919 * 1872 * 1825 * 1810 * 1791 * 1768 *
-55.0 1809 * 1681 * 1570 * 1500 * 1441 * 1378 * 1343 * 1318 * 1290 * 1259 *
-65.0 1148 * 1099 * 1067 * 1031 * 997 * 967 * 952 * 935 * 916 * 896 *
-75.0 573 * 593 * 619 * 637 * 651 * 661 * 671 * 679 * 687 * 697 *
-85.0 244 264 285 303 317 322 333 336 338 341
-90.0 1 1 1 1 1 1 1 1 1 1

Vert. Horizontal Angles
Angles

 -3.0  -1.0  0.0  1.0  3.0  5.0  7.0  9.0  11.0  13.0
90.0 1 1 1 1 1 1 1 1 1 1
85.0 341 341 341 341 341 341 338 336 333 322
75.0 699 * 700 * 701 * 700 * 699 * 697 * 687 * 679 * 671 * 661 *
65.0 889 * 885 * 883 * 885 * 889 * 896 * 916 * 935 * 952 * 967 *
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-50.IES

CANDELA TABULATION - (Cont.)

55.0 1245 * 1236 * 1232 * 1236 * 1245 * 1259 * 1290 * 1318 * 1343 * 1378 *
47.5 1755 * 1744 * 1738 * 1744 * 1755 * 1768 * 1791 * 1810 * 1825 * 1872 *
42.5 2156 * 2148 * 2144 * 2148 * 2156 * 2164 * 2178 * 2188 * 2204 * 2235 *
37.5 2528 * 2527 * 2523 * 2527 * 2528 * 2533 * 2534 * 2533 * 2543 * 2556 *
33.0 2733 * 2732 * 2730 * 2732 * 2733 * 2733 * 2731 * 2730 * 2733 * 2736 *
29.0 2828 * 2829 * 2829 * 2829 * 2828 * 2826 * 2823 * 2821 * 2820 * 2820 *
25.5 2896 * 2899 * 2900 * 2899 * 2896 * 2893 * 2888 * 2887 * 2882 * 2885 *
22.5 2966 * 2970 * 2971 * 2970 * 2966 * 2960 * 2956 * 2951 * 2947 * 2947 *
19.5 3050 * 3055 * 3057 * 3055 * 3050 * 3040 * 3036 * 3028 * 3025 * 3019 *
17.0 3124 * 3130 * 3130 * 3130 * 3124 * 3116 * 3110 * 3105 * 3098 * 3094 *
15.0 3186 * 3192 * 3192 * 3192 * 3186 * 3179 * 3172 * 3171 * 3165 * 3158 *
13.0 3249 * 3256 * 3258 * 3256 * 3249 * 3243 * 3240 * 3236 * 3234 * 3226 *
11.0 3311 * 3318 * 3320 * 3318 * 3311 * 3304 * 3302 * 3301 * 3297 * 3289 *
9.0 3370 * 3376 * 3377 * 3376 * 3370 * 3365 * 3362 * 3360 * 3356 * 3347 *
7.0 3418 * 3422 * 3423 * 3422 * 3418 * 3416 * 3417 * 3415 * 3411 * 3402 *
5.0 3456 * 3456 * 3457 * 3456 * 3456 * 3465 * 3468 * 3466 * 3462 * 3445 *
3.0 3493 * 3475 * 3479 * 3475 * 3493 * 3507 * 3513 * 3506 * 3495 * 3473 *
1.0 3533 * 3502 * 3494 * 3502 * 3533 * 3534 * 3529 * 3519 * 3503 * 3481 *
0.0 3537 * 3515 * 3501 * 3515 * 3537 * 3537 * 3535 * 3527 * 3511 * 3487 *
-1.0 3533 * 3502 * 3494 * 3502 * 3533 * 3534 * 3529 * 3519 * 3503 * 3481 *
-3.0 3493 * 3475 * 3479 * 3475 * 3493 * 3507 * 3513 * 3506 * 3495 * 3473 *
-5.0 3456 * 3456 * 3457 * 3456 * 3456 * 3465 * 3468 * 3466 * 3462 * 3445 *
-7.0 3418 * 3422 * 3423 * 3422 * 3418 * 3416 * 3417 * 3415 * 3411 * 3402 *
-9.0 3370 * 3376 * 3377 * 3376 * 3370 * 3365 * 3362 * 3360 * 3356 * 3347 *
-11.0 3311 * 3318 * 3320 * 3318 * 3311 * 3304 * 3302 * 3301 * 3297 * 3289 *
-13.0 3249 * 3256 * 3258 * 3256 * 3249 * 3243 * 3240 * 3236 * 3234 * 3226 *
-15.0 3186 * 3192 * 3192 * 3192 * 3186 * 3179 * 3172 * 3171 * 3165 * 3158 *
-17.0 3124 * 3130 * 3130 * 3130 * 3124 * 3116 * 3110 * 3105 * 3098 * 3094 *
-19.5 3050 * 3055 * 3057 * 3055 * 3050 * 3040 * 3036 * 3028 * 3025 * 3019 *
-22.5 2966 * 2970 * 2971 * 2970 * 2966 * 2960 * 2956 * 2951 * 2947 * 2947 *
-25.5 2896 * 2899 * 2900 * 2899 * 2896 * 2893 * 2888 * 2887 * 2882 * 2885 *
-29.0 2828 * 2829 * 2829 * 2829 * 2828 * 2826 * 2823 * 2821 * 2820 * 2820 *
-33.0 2733 * 2732 * 2730 * 2732 * 2733 * 2733 * 2731 * 2730 * 2733 * 2736 *
-37.5 2528 * 2527 * 2523 * 2527 * 2528 * 2533 * 2534 * 2533 * 2543 * 2556 *
-42.5 2156 * 2148 * 2144 * 2148 * 2156 * 2164 * 2178 * 2188 * 2204 * 2235 *
-47.5 1755 * 1744 * 1738 * 1744 * 1755 * 1768 * 1791 * 1810 * 1825 * 1872 *
-55.0 1245 * 1236 * 1232 * 1236 * 1245 * 1259 * 1290 * 1318 * 1343 * 1378 *
-65.0 889 * 885 * 883 * 885 * 889 * 896 * 916 * 935 * 952 * 967 *
-75.0 699 * 700 * 701 * 700 * 699 * 697 * 687 * 679 * 671 * 661 *
-85.0 341 341 341 341 341 341 338 336 333 322
-90.0 1 1 1 1 1 1 1 1 1 1

Vert. Horizontal Angles
Angles

 15.0  17.0  19.5  22.5  25.5  29.0  33.0  37.5  42.5  47.5
90.0 1 1 1 1 1 1 0 0 0 0
85.0 317 303 285 264 244 220 194 178 168 165
75.0 651 * 637 * 619 * 593 * 573 * 557 * 527 * 516 * 495 * 431 *
65.0 997 * 1031 * 1067 * 1099 * 1148 * 1177 * 1187 * 1178 * 1123 * 952 *
55.0 1441 * 1500 * 1570 * 1681 * 1809 * 1940 * 2020 * 2042 * 1919 * 1703 *
47.5 1919 * 1964 * 2026 * 2133 * 2239 * 2371 * 2519 * 2610 * 2476 * 2242 *
42.5 2265 * 2293 * 2355 * 2439 * 2526 * 2640 * 2780 * 2823 * 2760 * 2528 *
37.5 2571 * 2591 * 2635 * 2702 * 2777 * 2875 * 2956 * 2973 * 2953 * 2776 *
33.0 2742 * 2760 * 2790 * 2846 * 2918 * 3012 * 3052 * 3074 * 3037 * 2931 *
29.0 2828 * 2838 * 2862 * 2915 * 2983 * 3055 * 3112 * 3114 * 3072 * 3017 *
25.5 2888 * 2893 * 2918 * 2960 * 3020 * 3090 * 3146 * 3145 * 3093 * 3077 *
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-50.IES

CANDELA TABULATION - (Cont.)

22.5 2945 * 2953 * 2969 * 3008 * 3064 * 3129 * 3177 * 3178 * 3119 * 3102 *
19.5 3018 * 3018 * 3029 * 3066 * 3116 * 3174 * 3218 * 3213 * 3148 * 3131 *
17.0 3087 * 3083 * 3090 * 3116 * 3165 * 3219 * 3255 * 3244 * 3168 * 3153 *
15.0 3149 * 3140 * 3140 * 3162 * 3207 * 3260 * 3282 * 3271 * 3186 * 3154 *
13.0 3212 * 3200 * 3191 * 3205 * 3249 * 3285 * 3309 * 3296 * 3201 * 3156 *
11.0 3273 * 3255 * 3239 * 3244 * 3273 * 3311 * 3336 * 3314 * 3210 * 3158 *
9.0 3330 * 3308 * 3285 * 3273 * 3296 * 3336 * 3351 * 3321 * 3217 * 3162 *
7.0 3381 * 3354 * 3321 * 3301 * 3314 * 3343 * 3355 * 3327 * 3222 * 3165 *
5.0 3421 * 3392 * 3350 * 3315 * 3316 * 3345 * 3359 * 3332 * 3225 * 3169 *
3.0 3445 * 3410 * 3365 * 3324 * 3319 * 3347 * 3363 * 3335 * 3229 * 3170 *
1.0 3454 * 3420 * 3375 * 3330 * 3322 * 3348 * 3364 * 3336 * 3229 * 3171 *
0.0 3457 * 3422 * 3377 * 3332 * 3323 * 3349 * 3365 * 3335 * 3229 * 3172 *
-1.0 3454 * 3420 * 3375 * 3330 * 3322 * 3348 * 3364 * 3336 * 3229 * 3171 *
-3.0 3445 * 3410 * 3365 * 3324 * 3319 * 3347 * 3363 * 3335 * 3229 * 3170 *
-5.0 3421 * 3392 * 3350 * 3315 * 3316 * 3345 * 3359 * 3332 * 3225 * 3169 *
-7.0 3381 * 3354 * 3321 * 3301 * 3314 * 3343 * 3355 * 3327 * 3222 * 3165 *
-9.0 3330 * 3308 * 3285 * 3273 * 3296 * 3336 * 3351 * 3321 * 3217 * 3162 *
-11.0 3273 * 3255 * 3239 * 3244 * 3273 * 3311 * 3336 * 3314 * 3210 * 3158 *
-13.0 3212 * 3200 * 3191 * 3205 * 3249 * 3285 * 3309 * 3296 * 3201 * 3156 *
-15.0 3149 * 3140 * 3140 * 3162 * 3207 * 3260 * 3282 * 3271 * 3186 * 3154 *
-17.0 3087 * 3083 * 3090 * 3116 * 3165 * 3219 * 3255 * 3244 * 3168 * 3153 *
-19.5 3018 * 3018 * 3029 * 3066 * 3116 * 3174 * 3218 * 3213 * 3148 * 3131 *
-22.5 2945 * 2953 * 2969 * 3008 * 3064 * 3129 * 3177 * 3178 * 3119 * 3102 *
-25.5 2888 * 2893 * 2918 * 2960 * 3020 * 3090 * 3146 * 3145 * 3093 * 3077 *
-29.0 2828 * 2838 * 2862 * 2915 * 2983 * 3055 * 3112 * 3114 * 3072 * 3017 *
-33.0 2742 * 2760 * 2790 * 2846 * 2918 * 3012 * 3052 * 3074 * 3037 * 2931 *
-37.5 2571 * 2591 * 2635 * 2702 * 2777 * 2875 * 2956 * 2973 * 2953 * 2776 *
-42.5 2265 * 2293 * 2355 * 2439 * 2526 * 2640 * 2780 * 2823 * 2760 * 2528 *
-47.5 1919 * 1964 * 2026 * 2133 * 2239 * 2371 * 2519 * 2610 * 2476 * 2242 *
-55.0 1441 * 1500 * 1570 * 1681 * 1809 * 1940 * 2020 * 2042 * 1919 * 1703 *
-65.0 997 * 1031 * 1067 * 1099 * 1148 * 1177 * 1187 * 1178 * 1123 * 952 *
-75.0 651 * 637 * 619 * 593 * 573 * 557 * 527 * 516 * 495 * 431 *
-85.0 317 303 285 264 244 220 194 178 168 165
-90.0 1 1 1 1 1 1 0 0 0 0

Vert. Horizontal Angles
Angles

 55.0  65.0  75.0  85.0  90.0
90.0 0 0 0 0 0
85.0 173 231 172 49 0
75.0 353 349 381 * 146 0
65.0 646 * 414 * 448 * 238 0
55.0 1131 * 529 * 474 * 304 1
47.5 1571 * 659 * 479 * 336 1
42.5 1872 * 765 * 484 * 356 * 1
37.5 2127 * 885 * 487 * 373 * 1
33.0 2320 * 1008 * 489 * 387 * 1
29.0 2470 * 1119 * 499 * 398 * 1
25.5 2576 * 1212 * 507 * 407 * 1
22.5 2663 * 1269 * 512 * 413 * 1
19.5 2727 * 1327 * 515 * 419 * 1
17.0 2761 * 1366 * 518 * 423 * 1
15.0 2786 * 1392 * 519 * 426 * 1
13.0 2806 * 1412 * 521 * 428 * 1
11.0 2823 * 1428 * 522 * 436 * 1
9.0 2836 * 1446 * 523 * 436 * 1
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-50.IES

CANDELA TABULATION - (Cont.)

7.0 2845 * 1461 * 524 * 435 * 1
5.0 2857 * 1472 * 525 * 435 * 1
3.0 2869 * 1483 * 525 * 435 * 1
1.0 2866 * 1478 * 525 * 434 * 1
0.0 2864 * 1475 * 525 * 434 * 1
-1.0 2866 * 1478 * 525 * 434 * 1
-3.0 2869 * 1483 * 525 * 435 * 1
-5.0 2857 * 1472 * 525 * 435 * 1
-7.0 2845 * 1461 * 524 * 435 * 1
-9.0 2836 * 1446 * 523 * 436 * 1
-11.0 2823 * 1428 * 522 * 436 * 1
-13.0 2806 * 1412 * 521 * 428 * 1
-15.0 2786 * 1392 * 519 * 426 * 1
-17.0 2761 * 1366 * 518 * 423 * 1
-19.5 2727 * 1327 * 515 * 419 * 1
-22.5 2663 * 1269 * 512 * 413 * 1
-25.5 2576 * 1212 * 507 * 407 * 1
-29.0 2470 * 1119 * 499 * 398 * 1
-33.0 2320 * 1008 * 489 * 387 * 1
-37.5 2127 * 885 * 487 * 373 * 1
-42.5 1872 * 765 * 484 * 356 * 1
-47.5 1571 * 659 * 479 * 336 1
-55.0 1131 * 529 * 474 * 304 1
-65.0 646 * 414 * 448 * 238 0
-75.0 353 349 381 * 146 0
-85.0 173 231 172 49 0
-90.0 0 0 0 0 0
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-50.IES

LUMEN TABULATION
Average Of Right And Left Sides
Total Luminaire Lumens (one side of beam only) = 5631.05
Total Field Lumens (one side of beam only) = 5566.02
* Indicates Values Inside Field Edge

Vert. Horizontal Angles
Angles

 0  1  3  5  7  9  11  13  15  17
90

0.26 0.52 0.52 0.52 0.51 0.50 0.49 0.47 0.46 0.53
85

1.59 * 3.17 * 3.16 * 3.12 * 3.08 * 3.03 * 2.96 * 2.88 * 2.79 * 3.33 *
75

2.41 * 4.83 * 4.83 * 4.84 * 4.85 * 4.86 * 4.84 * 4.84 * 4.85 * 6.06 *
65

3.23 * 6.48 * 6.52 * 6.61 * 6.73 * 6.82 * 6.91 * 7.07 * 7.27 * 9.34 *
55

3.40 * 6.83 * 6.87 * 6.94 * 7.02 * 7.08 * 7.17 * 7.33 * 7.49 * 9.57 *
47.5

2.96 * 5.94 * 5.96 * 5.98 * 6.01 * 6.02 * 6.06 * 6.13 * 6.18 * 7.81 *
42.5

3.56 * 7.12 * 7.13 * 7.13 * 7.11 * 7.10 * 7.10 * 7.11 * 7.12 * 8.93 *
37.5

3.60 * 7.21 * 7.20 * 7.18 * 7.15 * 7.11 * 7.08 * 7.05 * 7.03 * 8.77 *
33

3.39 * 6.77 * 6.76 * 6.73 * 6.70 * 6.66 * 6.62 * 6.58 * 6.54 * 8.14 *
29

3.05 * 6.10 * 6.08 * 6.06 * 6.03 * 5.99 * 5.95 * 5.91 * 5.87 * 7.28 *
25.5

2.68 * 5.36 * 5.34 * 5.32 * 5.29 * 5.25 * 5.21 * 5.17 * 5.13 * 6.36 *
22.5

2.75 * 5.50 * 5.48 * 5.45 * 5.42 * 5.38 * 5.34 * 5.29 * 5.24 * 6.49 *
19.5

2.36 * 4.70 * 4.68 * 4.66 * 4.63 * 4.60 * 4.56 * 4.51 * 4.47 * 5.52 *
17

1.93 * 3.85 * 3.83 * 3.81 * 3.79 * 3.76 * 3.73 * 3.69 * 3.65 * 4.50 *
15

1.96 * 3.92 * 3.91 * 3.89 * 3.87 * 3.84 * 3.81 * 3.77 * 3.72 * 4.58 *
13

2.00 * 4.00 * 3.98 * 3.97 * 3.95 * 3.92 * 3.89 * 3.84 * 3.79 * 4.66 *
11

2.04 * 4.07 * 4.06 * 4.04 * 4.02 * 3.99 * 3.96 * 3.91 * 3.86 * 4.73 *
9

2.07 * 4.14 * 4.12 * 4.11 * 4.09 * 4.06 * 4.03 * 3.98 * 3.92 * 4.80 *
7

2.10 * 4.19 * 4.18 * 4.17 * 4.15 * 4.13 * 4.09 * 4.03 * 3.97 * 4.85 *
5

2.11 * 4.23 * 4.23 * 4.23 * 4.21 * 4.18 * 4.13 * 4.07 * 4.00 * 4.89 *
3

2.12 * 4.26 * 4.27 * 4.27 * 4.24 * 4.21 * 4.16 * 4.09 * 4.02 * 4.91 *
1

1.07 * 2.14 * 2.15 * 2.14 * 2.13 * 2.11 * 2.08 * 2.05 * 2.01 * 2.46 *
0

1.07 * 2.14 * 2.15 * 2.14 * 2.13 * 2.11 * 2.08 * 2.05 * 2.01 * 2.46 *
-1

2.12 * 4.26 * 4.27 * 4.27 * 4.24 * 4.21 * 4.16 * 4.09 * 4.02 * 4.91 *

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-50.IES

LUMENS TABULATION - (Cont.)

-3
2.11 * 4.23 * 4.23 * 4.23 * 4.21 * 4.18 * 4.13 * 4.07 * 4.00 * 4.89 *

-5
2.10 * 4.19 * 4.18 * 4.17 * 4.15 * 4.13 * 4.09 * 4.03 * 3.97 * 4.85 *

-7
2.07 * 4.14 * 4.12 * 4.11 * 4.09 * 4.06 * 4.03 * 3.98 * 3.92 * 4.80 *

-9
2.04 * 4.07 * 4.06 * 4.04 * 4.02 * 3.99 * 3.96 * 3.91 * 3.86 * 4.73 *

-11
2.00 * 4.00 * 3.98 * 3.97 * 3.95 * 3.92 * 3.89 * 3.84 * 3.79 * 4.66 *

-13
1.96 * 3.92 * 3.91 * 3.89 * 3.87 * 3.84 * 3.81 * 3.77 * 3.72 * 4.58 *

-15
1.93 * 3.85 * 3.83 * 3.81 * 3.79 * 3.76 * 3.73 * 3.69 * 3.65 * 4.50 *

-17
2.36 * 4.70 * 4.68 * 4.66 * 4.63 * 4.60 * 4.56 * 4.51 * 4.47 * 5.52 *

-19.5
2.75 * 5.50 * 5.48 * 5.45 * 5.42 * 5.38 * 5.34 * 5.29 * 5.24 * 6.49 *

-22.5
2.68 * 5.36 * 5.34 * 5.32 * 5.29 * 5.25 * 5.21 * 5.17 * 5.13 * 6.36 *

-25.5
3.05 * 6.10 * 6.08 * 6.06 * 6.03 * 5.99 * 5.95 * 5.91 * 5.87 * 7.28 *

-29
3.39 * 6.77 * 6.76 * 6.73 * 6.70 * 6.66 * 6.62 * 6.58 * 6.54 * 8.14 *

-33
3.60 * 7.21 * 7.20 * 7.18 * 7.15 * 7.11 * 7.08 * 7.05 * 7.03 * 8.77 *

-37.5
3.56 * 7.12 * 7.13 * 7.13 * 7.11 * 7.10 * 7.10 * 7.11 * 7.12 * 8.93 *

-42.5
2.96 * 5.94 * 5.96 * 5.98 * 6.01 * 6.02 * 6.06 * 6.13 * 6.18 * 7.81 *

-47.5
3.40 * 6.83 * 6.87 * 6.94 * 7.02 * 7.08 * 7.17 * 7.33 * 7.49 * 9.57 *

-55
3.23 * 6.48 * 6.52 * 6.61 * 6.73 * 6.82 * 6.91 * 7.07 * 7.27 * 9.34 *

-65
2.41 * 4.83 * 4.83 * 4.84 * 4.85 * 4.86 * 4.84 * 4.84 * 4.85 * 6.06 *

-75
1.59 * 3.17 * 3.16 * 3.12 * 3.08 * 3.03 * 2.96 * 2.88 * 2.79 * 3.33 *

-85
0.26 0.52 0.52 0.52 0.51 0.50 0.49 0.47 0.46 0.53

-90
Total 105.27 210.62 210.50 210.28 209.90 209.19 208.34 207.57 206.73 257.05

Vert. Horizontal Angles
Angles

 19.5  22.5  25.5  29  33  37.5  42.5  47.5  55  65
90

0.59 0.53 0.55 0.54 0.52 0.50 0.45 0.60 0.77 0.52
85

3.76 * 3.49 * 3.78 * 3.91 * 3.96 * 3.96 3.39 4.01 4.21 2.95
75

7.20 * 7.12 * 8.19 * 9.00 * 9.54 * 9.66 * 8.08 * 8.51 * 6.70 * 4.14 *
65

11.55 * 11.97 * 14.39 * 16.51 * 17.98 * 18.26 * 15.33 * 15.83 * 10.34 * 4.85 *
55

11.85 * 12.31 * 14.85 * 17.33 * 19.29 * 19.79 * 16.84 * 17.81 * 11.09 * 4.18 *

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-50.IES

LUMENS TABULATION - (Cont.)

47.5
9.55 * 9.74 * 11.58 * 13.46 * 15.01 * 15.56 * 13.47 * 14.67 * 9.25 * 3.10 *

42.5
10.80 * 10.90 * 12.82 * 14.69 * 16.13 * 16.78 * 14.83 * 16.62 * 10.74 * 3.41 *

37.5
10.53 * 10.56 * 12.35 * 13.97 * 15.18 * 15.79 * 14.17 * 16.32 * 10.85 * 3.36 *

33
9.74 * 9.73 * 11.34 * 12.77 * 13.82 * 14.34 * 12.98 * 15.34 * 10.52 * 3.24 *

29
8.70 * 8.68 * 10.07 * 11.33 * 12.26 * 12.68 * 11.55 * 13.93 * 9.82 * 3.04 *

25.5
7.58 * 7.55 * 8.74 * 9.82 * 10.61 * 10.97 * 10.01 * 12.24 * 8.81 * 2.73 *

22.5
7.72 * 7.67 * 8.87 * 9.94 * 10.73 * 11.07 * 10.09 * 12.46 * 9.11 * 2.83 *

19.5
6.56 * 6.50 * 7.51 * 8.40 * 9.04 * 9.31 * 8.48 * 10.51 * 7.78 * 2.42 *

17
5.34 * 5.28 * 6.09 * 6.80 * 7.30 * 7.51 * 6.82 * 8.47 * 6.32 * 1.97 *

15
5.42 * 5.35 * 6.16 * 6.86 * 7.36 * 7.55 * 6.84 * 8.50 * 6.39 * 2.00 *

13
5.49 * 5.41 * 6.22 * 6.91 * 7.42 * 7.59 * 6.85 * 8.53 * 6.44 * 2.02 *

11
5.56 * 5.46 * 6.26 * 6.96 * 7.45 * 7.62 * 6.86 * 8.56 * 6.49 * 2.04 *

9
5.62 * 5.50 * 6.30 * 6.99 * 7.47 * 7.63 * 6.87 * 8.58 * 6.53 * 2.06 *

7
5.67 * 5.53 * 6.31 * 7.00 * 7.48 * 7.64 * 6.88 * 8.60 * 6.57 * 2.07 *

5
5.70 * 5.54 * 6.31 * 7.00 * 7.49 * 7.65 * 6.89 * 8.62 * 6.60 * 2.08 *

3
5.71 * 5.55 * 6.32 * 7.01 * 7.50 * 7.66 * 6.89 * 8.63 * 6.61 * 2.09 *

1
2.86 * 2.78 * 3.16 * 3.50 * 3.75 * 3.83 * 3.45 * 4.31 * 3.30 * 1.04 *

0
2.86 * 2.78 * 3.16 * 3.50 * 3.75 * 3.83 * 3.45 * 4.31 * 3.30 * 1.04 *

-1
5.71 * 5.55 * 6.32 * 7.01 * 7.50 * 7.66 * 6.89 * 8.63 * 6.61 * 2.09 *

-3
5.70 * 5.54 * 6.31 * 7.00 * 7.49 * 7.65 * 6.89 * 8.62 * 6.60 * 2.08 *

-5
5.67 * 5.53 * 6.31 * 7.00 * 7.48 * 7.64 * 6.88 * 8.60 * 6.57 * 2.07 *

-7
5.62 * 5.50 * 6.30 * 6.99 * 7.47 * 7.63 * 6.87 * 8.58 * 6.53 * 2.06 *

-9
5.56 * 5.46 * 6.26 * 6.96 * 7.45 * 7.62 * 6.86 * 8.56 * 6.49 * 2.04 *

-11
5.49 * 5.41 * 6.22 * 6.91 * 7.42 * 7.59 * 6.85 * 8.53 * 6.44 * 2.02 *

-13
5.42 * 5.35 * 6.16 * 6.86 * 7.36 * 7.55 * 6.84 * 8.50 * 6.39 * 2.00 *

-15
5.34 * 5.28 * 6.09 * 6.80 * 7.30 * 7.51 * 6.82 * 8.47 * 6.32 * 1.97 *

-17
6.56 * 6.50 * 7.51 * 8.40 * 9.04 * 9.31 * 8.48 * 10.51 * 7.78 * 2.42 *

-19.5
7.72 * 7.67 * 8.87 * 9.94 * 10.73 * 11.07 * 10.09 * 12.46 * 9.11 * 2.83 *

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-50.IES

LUMENS TABULATION - (Cont.)

-22.5
7.58 * 7.55 * 8.74 * 9.82 * 10.61 * 10.97 * 10.01 * 12.24 * 8.81 * 2.73 *

-25.5
8.70 * 8.68 * 10.07 * 11.33 * 12.26 * 12.68 * 11.55 * 13.93 * 9.82 * 3.04 *

-29
9.74 * 9.73 * 11.34 * 12.77 * 13.82 * 14.34 * 12.98 * 15.34 * 10.52 * 3.24 *

-33
10.53 * 10.56 * 12.35 * 13.97 * 15.18 * 15.79 * 14.17 * 16.32 * 10.85 * 3.36 *

-37.5
10.80 * 10.90 * 12.82 * 14.69 * 16.13 * 16.78 * 14.83 * 16.62 * 10.74 * 3.41 *

-42.5
9.55 * 9.74 * 11.58 * 13.46 * 15.01 * 15.56 * 13.47 * 14.67 * 9.25 * 3.10 *

-47.5
11.85 * 12.31 * 14.85 * 17.33 * 19.29 * 19.79 * 16.84 * 17.81 * 11.09 * 4.18 *

-55
11.55 * 11.97 * 14.39 * 16.51 * 17.98 * 18.26 * 15.33 * 15.83 * 10.34 * 4.85 *

-65
7.20 * 7.12 * 8.19 * 9.00 * 9.54 * 9.66 * 8.08 * 8.51 * 6.70 * 4.14 *

-75
3.76 * 3.49 * 3.78 * 3.91 * 3.96 * 3.96 3.39 4.01 4.21 2.95

-85
0.59 0.53 0.55 0.54 0.52 0.50 0.45 0.60 0.77 0.52

-90
Total 307.00 306.32 356.34 401.41 434.62 446.70 395.98 463.33 330.50 116.30

Vert. Horizontal Angles
Angles

 75  85  90  Total
90

0.15 0.00 10.51
85

0.99 0.03 67.53
75

1.60 0.06 127.03
65

1.93 * 0.09 206.02
55

1.58 * 0.08 216.69
47.5

1.09 * 0.06 175.58
42.5

1.12 * 0.06 198.30
37.5

1.03 * 0.06 193.54
33

0.94 * 0.05 179.71
29

0.84 * 0.05 161.26
25.5

0.73 * 0.04 140.93
22.5

0.74 * 0.04 143.61
19.5

0.62 * 0.04 121.85
17

0.50 * 0.03 98.94

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-50.IES

LUMENS TABULATION - (Cont.)

15
0.50 * 0.03 100.22

13
0.50 * 0.03 101.42

11
0.51 * 0.03 102.48

9
0.51 * 0.03 103.40

7
0.51 * 0.03 104.14

5
0.51 * 0.03 104.71

3
0.51 * 0.03 105.05

1
0.25 * 0.01 52.59

0
0.25 * 0.01 52.59

-1
0.51 * 0.03 105.05

-3
0.51 * 0.03 104.71

-5
0.51 * 0.03 104.14

-7
0.51 * 0.03 103.40

-9
0.51 * 0.03 102.48

-11
0.50 * 0.03 101.42

-13
0.50 * 0.03 100.22

-15
0.50 * 0.03 98.94

-17
0.62 * 0.04 121.85

-19.5
0.74 * 0.04 143.61

-22.5
0.73 * 0.04 140.93

-25.5
0.84 * 0.05 161.26

-29
0.94 * 0.05 179.71

-33
1.03 * 0.06 193.54

-37.5
1.12 * 0.06 198.30

-42.5
1.09 * 0.06 175.58

-47.5
1.58 * 0.08 216.69

-55
1.93 * 0.09 206.02

-65
1.60 0.06 127.03

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-50.IES

LUMENS TABULATION - (Cont.)

-75
0.99 0.03 67.53

-85
0.15 0.00 10.51

-90
Total 35.28 1.81 5631.05

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-50.IES

AXIAL CANDELA DISPLAY
 

884

1769

2653

3537

H

V

Maximum Candela = 3537   Located At Horizontal Angle =-5, Vertical Angle = 0
H - Horizontal Axial Candela
V - Vertical Axial Candela

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-50.IES

ISOCANDELA CURVES
 

0 30 60 90

Horizontal Angles

-90

-60

-30

0

30

60

90

Vertical

Angles

353.7

1768.5

Maximum Candela = 3537   Located At Horizontal Angle =-5, Vertical Angle = 0
50% Maximum Candela = 1768.5
10% Maximum Candela = 353.7
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