
 

IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-40.IES

DESCRIPTIVE INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST]LED-8876
[TESTLAB]LSI INDUSTRIES, INC
[ISSUEDATE]05/09/17
[TESTDATE]05/09/17
[MANUFAC]LSI INDUSTRIES, INC
[LUMCAT]PFL-LED-100W-WF-40
[_ABSOLUTE]NOTE: DATA SHOWN IS ABSOLUTE FOR THE SAMPLE PROVIDED.
[_SEARCH_SOURCETYPE] LED
[_SEARCH_APPLICATION] Outdoor

Note: Candela values converted from Type-C to Type-B

CHARACTERISTICS

NEMA Type 7 H x 7 V
Maximum Candela 3463
Maximum Candela Angle -7H -1V
Horizontal Beam Angle (50%) 126.6
Vertical Beam Angle (50%) 96.8
Horizontal Field Angle (10%) 171.2
Vertical Field Angle (10%) 169.6
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Beam Lumens 8761
Beam Efficiency N.A.
Field Lumens 11006
Field Efficiency N.A.
Spill Lumens 116
Luminaire Lumens 11123
Total Efficiency N.A.
Total Luminaire Watts 101.9
Ballast Factor 1.00
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-40.IES

AXIAL CANDELA

DEG. HOR. DEG. VERT.

90 1 90 1
85 392 85 340
75 506 75 687
65 1508 65 856
55 2810 55 1220
47.5 3047 47.5 1735
42.5 3125 42.5 2132
37.5 3245 37.5 2498
33 3285 33 2697
29 3280 29 2785
25.5 3269 25.5 2842
22.5 3287 22.5 2907
19.5 3327 19.5 2988
17 3364 17 3061
15 3392 15 3122
13 3414 13 3180
11 3438 11 3239
9 3455 9 3293
7 3463 7 3337
5 3462 5 3368
3 3460 3 3388
1 3438 1 3412
0 3424 0 3424
-1 3438 -1 3412
-3 3460 -3 3388
-5 3462 -5 3368
-7 3463 -7 3337
-9 3455 -9 3293
-11 3438 -11 3239
-13 3414 -13 3180
-15 3392 -15 3122
-17 3364 -17 3061
-19.5 3327 -19.5 2988
-22.5 3287 -22.5 2907
-25.5 3269 -25.5 2842
-29 3280 -29 2785
-33 3285 -33 2697
-37.5 3245 -37.5 2498
-42.5 3125 -42.5 2132
-47.5 3047 -47.5 1735
-55 2810 -55 1220
-65 1508 -65 856
-75 506 -75 687
-85 392 -85 340
-90 1 -90 1
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-40.IES

CANDELA TABULATION
Maximum Candela = 3463
Beam Edge = 1731.5 Cd (50% of Max.)
Field Edge = 346.3 Cd (10% of Max.)
* Indicates Values Inside Field Edge

Vert. Horizontal Angles
Angles

 -90.0  -85.0  -75.0  -65.0  -55.0  -47.5  -42.5  -37.5  -33.0  -29.0
90.0 0 0 0 0 0 0 0 0 0 1
85.0 0 47 165 203 156 159 166 176 192 217
75.0 0 140 348 * 306 346 441 * 511 * 536 * 551 * 576 *
65.0 0 228 387 * 387 * 675 * 991 * 1156 * 1210 * 1217 * 1194 *
55.0 1 288 406 * 537 * 1189 * 1745 * 1945 * 2040 * 1989 * 1890 *
47.5 1 314 416 * 694 * 1625 * 2254 * 2456 * 2554 * 2457 * 2323 *
42.5 1 330 431 * 818 * 1910 * 2517 * 2708 * 2748 * 2720 * 2596 *
37.5 1 344 442 * 953 * 2157 * 2742 * 2869 * 2892 * 2895 * 2828 *
33.0 1 355 * 450 * 1082 * 2342 * 2864 * 2940 * 2988 * 2983 * 2956 *
29.0 1 364 * 465 * 1191 * 2489 * 2930 * 2972 * 3028 * 3034 * 2990 *
25.5 1 371 * 476 * 1282 * 2588 * 2980 * 2997 * 3060 * 3068 * 3024 *
22.5 1 376 * 483 * 1336 * 2668 * 3004 * 3027 * 3093 * 3100 * 3060 *
19.5 1 381 * 489 * 1392 * 2722 * 3029 * 3057 * 3128 * 3143 * 3107 *
17.0 1 384 * 494 * 1430 * 2749 * 3047 * 3078 * 3158 * 3181 * 3155 *
15.0 1 386 * 497 * 1455 * 2768 * 3049 * 3096 * 3184 * 3207 * 3196 *
13.0 1 388 * 499 * 1475 * 2784 * 3051 * 3110 * 3209 * 3234 * 3220 *
11.0 1 395 * 502 * 1490 * 2797 * 3053 * 3119 * 3228 * 3260 * 3243 *
9.0 1 394 * 503 * 1505 * 2807 * 3055 * 3127 * 3236 * 3275 * 3268 *
7.0 1 394 * 505 * 1515 * 2814 * 3057 * 3132 * 3244 * 3280 * 3277 *
5.0 1 393 * 507 * 1519 * 2818 * 3057 * 3135 * 3250 * 3286 * 3281 *
3.0 1 393 * 506 * 1524 * 2823 * 3054 * 3135 * 3251 * 3291 * 3286 *
1.0 1 392 * 506 * 1513 * 2814 * 3049 * 3128 * 3248 * 3287 * 3282 *
0.0 1 392 * 506 * 1508 * 2810 * 3047 * 3125 * 3245 * 3285 * 3280 *
-1.0 1 392 * 506 * 1513 * 2814 * 3049 * 3128 * 3248 * 3287 * 3282 *
-3.0 1 393 * 506 * 1524 * 2823 * 3054 * 3135 * 3251 * 3291 * 3286 *
-5.0 1 393 * 507 * 1519 * 2818 * 3057 * 3135 * 3250 * 3286 * 3281 *
-7.0 1 394 * 505 * 1515 * 2814 * 3057 * 3132 * 3244 * 3280 * 3277 *
-9.0 1 394 * 503 * 1505 * 2807 * 3055 * 3127 * 3236 * 3275 * 3268 *
-11.0 1 395 * 502 * 1490 * 2797 * 3053 * 3119 * 3228 * 3260 * 3243 *
-13.0 1 388 * 499 * 1475 * 2784 * 3051 * 3110 * 3209 * 3234 * 3220 *
-15.0 1 386 * 497 * 1455 * 2768 * 3049 * 3096 * 3184 * 3207 * 3196 *
-17.0 1 384 * 494 * 1430 * 2749 * 3047 * 3078 * 3158 * 3181 * 3155 *
-19.5 1 381 * 489 * 1392 * 2722 * 3029 * 3057 * 3128 * 3143 * 3107 *
-22.5 1 376 * 483 * 1336 * 2668 * 3004 * 3027 * 3093 * 3100 * 3060 *
-25.5 1 371 * 476 * 1282 * 2588 * 2980 * 2997 * 3060 * 3068 * 3024 *
-29.0 1 364 * 465 * 1191 * 2489 * 2930 * 2972 * 3028 * 3034 * 2990 *
-33.0 1 355 * 450 * 1082 * 2342 * 2864 * 2940 * 2988 * 2983 * 2956 *
-37.5 1 344 442 * 953 * 2157 * 2742 * 2869 * 2892 * 2895 * 2828 *
-42.5 1 330 431 * 818 * 1910 * 2517 * 2708 * 2748 * 2720 * 2596 *
-47.5 1 314 416 * 694 * 1625 * 2254 * 2456 * 2554 * 2457 * 2323 *
-55.0 1 288 406 * 537 * 1189 * 1745 * 1945 * 2040 * 1989 * 1890 *
-65.0 0 228 387 * 387 * 675 * 991 * 1156 * 1210 * 1217 * 1194 *
-75.0 0 140 348 * 306 346 441 * 511 * 536 * 551 * 576 *
-85.0 0 47 165 203 156 159 166 176 192 217
-90.0 0 0 0 0 0 0 0 0 0 1
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-40.IES

CANDELA TABULATION - (Cont.)

Vert. Horizontal Angles
Angles

 -25.5  -22.5  -19.5  -17.0  -15.0  -13.0  -11.0  -9.0  -7.0  -5.0
90.0 1 1 1 1 1 1 1 1 1 1
85.0 241 262 284 303 318 323 334 337 339 341
75.0 587 * 603 * 625 * 640 * 650 * 658 * 666 * 673 * 680 * 688 *
65.0 1152 * 1094 * 1058 * 1019 * 982 * 950 * 933 * 914 * 894 * 872 *
55.0 1764 * 1646 * 1545 * 1482 * 1428 * 1371 * 1338 * 1313 * 1286 * 1256 *
47.5 2205 * 2105 * 2005 * 1950 * 1911 * 1871 * 1831 * 1814 * 1794 * 1768 *
42.5 2494 * 2415 * 2337 * 2281 * 2256 * 2229 * 2200 * 2184 * 2173 * 2157 *
37.5 2740 * 2677 * 2617 * 2578 * 2560 * 2547 * 2536 * 2527 * 2524 * 2517 *
33.0 2873 * 2814 * 2769 * 2740 * 2724 * 2720 * 2719 * 2718 * 2717 * 2714 *
29.0 2933 * 2877 * 2832 * 2811 * 2804 * 2798 * 2799 * 2802 * 2804 * 2801 *
25.5 2966 * 2917 * 2881 * 2854 * 2852 * 2850 * 2848 * 2854 * 2857 * 2856 *
22.5 3009 * 2963 * 2928 * 2911 * 2901 * 2904 * 2904 * 2910 * 2915 * 2917 *
19.5 3061 * 3020 * 2987 * 2976 * 2973 * 2971 * 2978 * 2983 * 2992 * 2997 *
17.0 3111 * 3069 * 3046 * 3039 * 3040 * 3046 * 3051 * 3057 * 3062 * 3071 *
15.0 3152 * 3114 * 3094 * 3093 * 3101 * 3109 * 3114 * 3119 * 3122 * 3132 *
13.0 3195 * 3157 * 3143 * 3150 * 3160 * 3172 * 3178 * 3179 * 3186 * 3192 *
11.0 3218 * 3195 * 3189 * 3202 * 3216 * 3229 * 3237 * 3239 * 3241 * 3248 *
9.0 3240 * 3224 * 3234 * 3253 * 3270 * 3281 * 3288 * 3292 * 3294 * 3301 *
7.0 3260 * 3252 * 3269 * 3296 * 3319 * 3334 * 3338 * 3341 * 3347 * 3346 *
5.0 3265 * 3269 * 3298 * 3333 * 3357 * 3376 * 3389 * 3392 * 3392 * 3394 *
3.0 3271 * 3282 * 3317 * 3354 * 3382 * 3405 * 3422 * 3432 * 3440 * 3431 *
1.0 3270 * 3288 * 3327 * 3366 * 3394 * 3419 * 3440 * 3455 * 3463 * 3462 *
0.0 3269 * 3287 * 3327 * 3364 * 3392 * 3414 * 3438 * 3455 * 3463 * 3462 *
-1.0 3270 * 3288 * 3327 * 3366 * 3394 * 3419 * 3440 * 3455 * 3463 * 3462 *
-3.0 3271 * 3282 * 3317 * 3354 * 3382 * 3405 * 3422 * 3432 * 3440 * 3431 *
-5.0 3265 * 3269 * 3298 * 3333 * 3357 * 3376 * 3389 * 3392 * 3392 * 3394 *
-7.0 3260 * 3252 * 3269 * 3296 * 3319 * 3334 * 3338 * 3341 * 3347 * 3346 *
-9.0 3240 * 3224 * 3234 * 3253 * 3270 * 3281 * 3288 * 3292 * 3294 * 3301 *
-11.0 3218 * 3195 * 3189 * 3202 * 3216 * 3229 * 3237 * 3239 * 3241 * 3248 *
-13.0 3195 * 3157 * 3143 * 3150 * 3160 * 3172 * 3178 * 3179 * 3186 * 3192 *
-15.0 3152 * 3114 * 3094 * 3093 * 3101 * 3109 * 3114 * 3119 * 3122 * 3132 *
-17.0 3111 * 3069 * 3046 * 3039 * 3040 * 3046 * 3051 * 3057 * 3062 * 3071 *
-19.5 3061 * 3020 * 2987 * 2976 * 2973 * 2971 * 2978 * 2983 * 2992 * 2997 *
-22.5 3009 * 2963 * 2928 * 2911 * 2901 * 2904 * 2904 * 2910 * 2915 * 2917 *
-25.5 2966 * 2917 * 2881 * 2854 * 2852 * 2850 * 2848 * 2854 * 2857 * 2856 *
-29.0 2933 * 2877 * 2832 * 2811 * 2804 * 2798 * 2799 * 2802 * 2804 * 2801 *
-33.0 2873 * 2814 * 2769 * 2740 * 2724 * 2720 * 2719 * 2718 * 2717 * 2714 *
-37.5 2740 * 2677 * 2617 * 2578 * 2560 * 2547 * 2536 * 2527 * 2524 * 2517 *
-42.5 2494 * 2415 * 2337 * 2281 * 2256 * 2229 * 2200 * 2184 * 2173 * 2157 *
-47.5 2205 * 2105 * 2005 * 1950 * 1911 * 1871 * 1831 * 1814 * 1794 * 1768 *
-55.0 1764 * 1646 * 1545 * 1482 * 1428 * 1371 * 1338 * 1313 * 1286 * 1256 *
-65.0 1152 * 1094 * 1058 * 1019 * 982 * 950 * 933 * 914 * 894 * 872 *
-75.0 587 * 603 * 625 * 640 * 650 * 658 * 666 * 673 * 680 * 688 *
-85.0 241 262 284 303 318 323 334 337 339 341
-90.0 1 1 1 1 1 1 1 1 1 1

Vert. Horizontal Angles
Angles

 -3.0  -1.0  0.0  1.0  3.0  5.0  7.0  9.0  11.0  13.0
90.0 1 1 1 1 1 1 1 1 1 1
85.0 341 340 340 340 341 341 339 337 334 323
75.0 688 * 687 * 687 * 687 * 688 * 688 * 680 * 673 * 666 * 658 *
65.0 864 * 859 * 856 * 859 * 864 * 872 * 894 * 914 * 933 * 950 *
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-40.IES

CANDELA TABULATION - (Cont.)

55.0 1240 * 1227 * 1220 * 1227 * 1240 * 1256 * 1286 * 1313 * 1338 * 1371 *
47.5 1753 * 1741 * 1735 * 1741 * 1753 * 1768 * 1794 * 1814 * 1831 * 1871 *
42.5 2148 * 2137 * 2132 * 2137 * 2148 * 2157 * 2173 * 2184 * 2200 * 2229 *
37.5 2506 * 2503 * 2498 * 2503 * 2506 * 2517 * 2524 * 2527 * 2536 * 2547 *
33.0 2709 * 2702 * 2697 * 2702 * 2709 * 2714 * 2717 * 2718 * 2719 * 2720 *
29.0 2797 * 2789 * 2785 * 2789 * 2797 * 2801 * 2804 * 2802 * 2799 * 2798 *
25.5 2852 * 2846 * 2842 * 2846 * 2852 * 2856 * 2857 * 2854 * 2848 * 2850 *
22.5 2916 * 2911 * 2907 * 2911 * 2916 * 2917 * 2915 * 2910 * 2904 * 2904 *
19.5 2997 * 2992 * 2988 * 2992 * 2997 * 2997 * 2992 * 2983 * 2978 * 2971 *
17.0 3071 * 3065 * 3061 * 3065 * 3071 * 3071 * 3062 * 3057 * 3051 * 3046 *
15.0 3134 * 3127 * 3122 * 3127 * 3134 * 3132 * 3122 * 3119 * 3114 * 3109 *
13.0 3195 * 3187 * 3180 * 3187 * 3195 * 3192 * 3186 * 3179 * 3178 * 3172 *
11.0 3255 * 3246 * 3239 * 3246 * 3255 * 3248 * 3241 * 3239 * 3237 * 3229 *
9.0 3309 * 3300 * 3293 * 3300 * 3309 * 3301 * 3294 * 3292 * 3288 * 3281 *
7.0 3352 * 3348 * 3337 * 3348 * 3352 * 3346 * 3347 * 3341 * 3338 * 3334 *
5.0 3385 * 3384 * 3368 * 3384 * 3385 * 3394 * 3392 * 3392 * 3389 * 3376 *
3.0 3419 * 3407 * 3388 * 3407 * 3419 * 3431 * 3440 * 3432 * 3422 * 3405 *
1.0 3456 * 3426 * 3412 * 3426 * 3456 * 3462 * 3463 * 3455 * 3440 * 3419 *
0.0 3460 * 3438 * 3424 * 3438 * 3460 * 3462 * 3463 * 3455 * 3438 * 3414 *
-1.0 3456 * 3426 * 3412 * 3426 * 3456 * 3462 * 3463 * 3455 * 3440 * 3419 *
-3.0 3419 * 3407 * 3388 * 3407 * 3419 * 3431 * 3440 * 3432 * 3422 * 3405 *
-5.0 3385 * 3384 * 3368 * 3384 * 3385 * 3394 * 3392 * 3392 * 3389 * 3376 *
-7.0 3352 * 3348 * 3337 * 3348 * 3352 * 3346 * 3347 * 3341 * 3338 * 3334 *
-9.0 3309 * 3300 * 3293 * 3300 * 3309 * 3301 * 3294 * 3292 * 3288 * 3281 *
-11.0 3255 * 3246 * 3239 * 3246 * 3255 * 3248 * 3241 * 3239 * 3237 * 3229 *
-13.0 3195 * 3187 * 3180 * 3187 * 3195 * 3192 * 3186 * 3179 * 3178 * 3172 *
-15.0 3134 * 3127 * 3122 * 3127 * 3134 * 3132 * 3122 * 3119 * 3114 * 3109 *
-17.0 3071 * 3065 * 3061 * 3065 * 3071 * 3071 * 3062 * 3057 * 3051 * 3046 *
-19.5 2997 * 2992 * 2988 * 2992 * 2997 * 2997 * 2992 * 2983 * 2978 * 2971 *
-22.5 2916 * 2911 * 2907 * 2911 * 2916 * 2917 * 2915 * 2910 * 2904 * 2904 *
-25.5 2852 * 2846 * 2842 * 2846 * 2852 * 2856 * 2857 * 2854 * 2848 * 2850 *
-29.0 2797 * 2789 * 2785 * 2789 * 2797 * 2801 * 2804 * 2802 * 2799 * 2798 *
-33.0 2709 * 2702 * 2697 * 2702 * 2709 * 2714 * 2717 * 2718 * 2719 * 2720 *
-37.5 2506 * 2503 * 2498 * 2503 * 2506 * 2517 * 2524 * 2527 * 2536 * 2547 *
-42.5 2148 * 2137 * 2132 * 2137 * 2148 * 2157 * 2173 * 2184 * 2200 * 2229 *
-47.5 1753 * 1741 * 1735 * 1741 * 1753 * 1768 * 1794 * 1814 * 1831 * 1871 *
-55.0 1240 * 1227 * 1220 * 1227 * 1240 * 1256 * 1286 * 1313 * 1338 * 1371 *
-65.0 864 * 859 * 856 * 859 * 864 * 872 * 894 * 914 * 933 * 950 *
-75.0 688 * 687 * 687 * 687 * 688 * 688 * 680 * 673 * 666 * 658 *
-85.0 341 340 340 340 341 341 339 337 334 323
-90.0 1 1 1 1 1 1 1 1 1 1

Vert. Horizontal Angles
Angles

 15.0  17.0  19.5  22.5  25.5  29.0  33.0  37.5  42.5  47.5
90.0 1 1 1 1 1 1 0 0 0 0
85.0 318 303 284 262 241 217 192 176 166 159
75.0 650 * 640 * 625 * 603 * 587 * 576 * 551 * 536 * 511 * 441 *
65.0 982 * 1019 * 1058 * 1094 * 1152 * 1194 * 1217 * 1210 * 1156 * 991 *
55.0 1428 * 1482 * 1545 * 1646 * 1764 * 1890 * 1989 * 2040 * 1945 * 1745 *
47.5 1911 * 1950 * 2005 * 2105 * 2205 * 2323 * 2457 * 2554 * 2456 * 2254 *
42.5 2256 * 2281 * 2337 * 2415 * 2494 * 2596 * 2720 * 2748 * 2708 * 2517 *
37.5 2560 * 2578 * 2617 * 2677 * 2740 * 2828 * 2895 * 2892 * 2869 * 2742 *
33.0 2724 * 2740 * 2769 * 2814 * 2873 * 2956 * 2983 * 2988 * 2940 * 2864 *
29.0 2804 * 2811 * 2832 * 2877 * 2933 * 2990 * 3034 * 3028 * 2972 * 2930 *
25.5 2852 * 2854 * 2881 * 2917 * 2966 * 3024 * 3068 * 3060 * 2997 * 2980 *
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-40.IES

CANDELA TABULATION - (Cont.)

22.5 2901 * 2911 * 2928 * 2963 * 3009 * 3060 * 3100 * 3093 * 3027 * 3004 *
19.5 2973 * 2976 * 2987 * 3020 * 3061 * 3107 * 3143 * 3128 * 3057 * 3029 *
17.0 3040 * 3039 * 3046 * 3069 * 3111 * 3155 * 3181 * 3158 * 3078 * 3047 *
15.0 3101 * 3093 * 3094 * 3114 * 3152 * 3196 * 3207 * 3184 * 3096 * 3049 *
13.0 3160 * 3150 * 3143 * 3157 * 3195 * 3220 * 3234 * 3209 * 3110 * 3051 *
11.0 3216 * 3202 * 3189 * 3195 * 3218 * 3243 * 3260 * 3228 * 3119 * 3053 *
9.0 3270 * 3253 * 3234 * 3224 * 3240 * 3268 * 3275 * 3236 * 3127 * 3055 *
7.0 3319 * 3296 * 3269 * 3252 * 3260 * 3277 * 3280 * 3244 * 3132 * 3057 *
5.0 3357 * 3333 * 3298 * 3269 * 3265 * 3281 * 3286 * 3250 * 3135 * 3057 *
3.0 3382 * 3354 * 3317 * 3282 * 3271 * 3286 * 3291 * 3251 * 3135 * 3054 *
1.0 3394 * 3366 * 3327 * 3288 * 3270 * 3282 * 3287 * 3248 * 3128 * 3049 *
0.0 3392 * 3364 * 3327 * 3287 * 3269 * 3280 * 3285 * 3245 * 3125 * 3047 *
-1.0 3394 * 3366 * 3327 * 3288 * 3270 * 3282 * 3287 * 3248 * 3128 * 3049 *
-3.0 3382 * 3354 * 3317 * 3282 * 3271 * 3286 * 3291 * 3251 * 3135 * 3054 *
-5.0 3357 * 3333 * 3298 * 3269 * 3265 * 3281 * 3286 * 3250 * 3135 * 3057 *
-7.0 3319 * 3296 * 3269 * 3252 * 3260 * 3277 * 3280 * 3244 * 3132 * 3057 *
-9.0 3270 * 3253 * 3234 * 3224 * 3240 * 3268 * 3275 * 3236 * 3127 * 3055 *
-11.0 3216 * 3202 * 3189 * 3195 * 3218 * 3243 * 3260 * 3228 * 3119 * 3053 *
-13.0 3160 * 3150 * 3143 * 3157 * 3195 * 3220 * 3234 * 3209 * 3110 * 3051 *
-15.0 3101 * 3093 * 3094 * 3114 * 3152 * 3196 * 3207 * 3184 * 3096 * 3049 *
-17.0 3040 * 3039 * 3046 * 3069 * 3111 * 3155 * 3181 * 3158 * 3078 * 3047 *
-19.5 2973 * 2976 * 2987 * 3020 * 3061 * 3107 * 3143 * 3128 * 3057 * 3029 *
-22.5 2901 * 2911 * 2928 * 2963 * 3009 * 3060 * 3100 * 3093 * 3027 * 3004 *
-25.5 2852 * 2854 * 2881 * 2917 * 2966 * 3024 * 3068 * 3060 * 2997 * 2980 *
-29.0 2804 * 2811 * 2832 * 2877 * 2933 * 2990 * 3034 * 3028 * 2972 * 2930 *
-33.0 2724 * 2740 * 2769 * 2814 * 2873 * 2956 * 2983 * 2988 * 2940 * 2864 *
-37.5 2560 * 2578 * 2617 * 2677 * 2740 * 2828 * 2895 * 2892 * 2869 * 2742 *
-42.5 2256 * 2281 * 2337 * 2415 * 2494 * 2596 * 2720 * 2748 * 2708 * 2517 *
-47.5 1911 * 1950 * 2005 * 2105 * 2205 * 2323 * 2457 * 2554 * 2456 * 2254 *
-55.0 1428 * 1482 * 1545 * 1646 * 1764 * 1890 * 1989 * 2040 * 1945 * 1745 *
-65.0 982 * 1019 * 1058 * 1094 * 1152 * 1194 * 1217 * 1210 * 1156 * 991 *
-75.0 650 * 640 * 625 * 603 * 587 * 576 * 551 * 536 * 511 * 441 *
-85.0 318 303 284 262 241 217 192 176 166 159
-90.0 1 1 1 1 1 1 0 0 0 0

Vert. Horizontal Angles
Angles

 55.0  65.0  75.0  85.0  90.0
90.0 0 0 0 0 0
85.0 156 203 165 47 0
75.0 346 306 348 * 140 0
65.0 675 * 387 * 387 * 228 0
55.0 1189 * 537 * 406 * 288 1
47.5 1625 * 694 * 416 * 314 1
42.5 1910 * 818 * 431 * 330 1
37.5 2157 * 953 * 442 * 344 1
33.0 2342 * 1082 * 450 * 355 * 1
29.0 2489 * 1191 * 465 * 364 * 1
25.5 2588 * 1282 * 476 * 371 * 1
22.5 2668 * 1336 * 483 * 376 * 1
19.5 2722 * 1392 * 489 * 381 * 1
17.0 2749 * 1430 * 494 * 384 * 1
15.0 2768 * 1455 * 497 * 386 * 1
13.0 2784 * 1475 * 499 * 388 * 1
11.0 2797 * 1490 * 502 * 395 * 1
9.0 2807 * 1505 * 503 * 394 * 1
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-40.IES

CANDELA TABULATION - (Cont.)

7.0 2814 * 1515 * 505 * 394 * 1
5.0 2818 * 1519 * 507 * 393 * 1
3.0 2823 * 1524 * 506 * 393 * 1
1.0 2814 * 1513 * 506 * 392 * 1
0.0 2810 * 1508 * 506 * 392 * 1
-1.0 2814 * 1513 * 506 * 392 * 1
-3.0 2823 * 1524 * 506 * 393 * 1
-5.0 2818 * 1519 * 507 * 393 * 1
-7.0 2814 * 1515 * 505 * 394 * 1
-9.0 2807 * 1505 * 503 * 394 * 1
-11.0 2797 * 1490 * 502 * 395 * 1
-13.0 2784 * 1475 * 499 * 388 * 1
-15.0 2768 * 1455 * 497 * 386 * 1
-17.0 2749 * 1430 * 494 * 384 * 1
-19.5 2722 * 1392 * 489 * 381 * 1
-22.5 2668 * 1336 * 483 * 376 * 1
-25.5 2588 * 1282 * 476 * 371 * 1
-29.0 2489 * 1191 * 465 * 364 * 1
-33.0 2342 * 1082 * 450 * 355 * 1
-37.5 2157 * 953 * 442 * 344 1
-42.5 1910 * 818 * 431 * 330 1
-47.5 1625 * 694 * 416 * 314 1
-55.0 1189 * 537 * 406 * 288 1
-65.0 675 * 387 * 387 * 228 0
-75.0 346 306 348 * 140 0
-85.0 156 203 165 47 0
-90.0 0 0 0 0 0
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-40.IES

LUMEN TABULATION
Average Of Right And Left Sides
Total Luminaire Lumens (one side of beam only) = 5561.39
Total Field Lumens (one side of beam only) = 5503.15
* Indicates Values Inside Field Edge

Vert. Horizontal Angles
Angles

 0  1  3  5  7  9  11  13  15  17
90

0.26 0.52 0.52 0.52 0.51 0.50 0.49 0.48 0.46 0.53
85

1.56 * 3.13 * 3.13 * 3.10 * 3.06 * 3.01 * 2.95 * 2.88 * 2.80 * 3.35 *
75

2.35 * 4.72 * 4.73 * 4.75 * 4.77 * 4.78 * 4.78 * 4.79 * 4.82 * 6.04 *
65

3.17 * 6.38 * 6.43 * 6.53 * 6.65 * 6.75 * 6.84 * 6.99 * 7.19 * 9.23 *
55

3.38 * 6.80 * 6.86 * 6.93 * 7.02 * 7.08 * 7.16 * 7.29 * 7.43 * 9.47 *
47.5

2.95 * 5.92 * 5.95 * 5.98 * 6.01 * 6.02 * 6.06 * 6.11 * 6.15 * 7.75 *
42.5

3.53 * 7.07 * 7.09 * 7.10 * 7.09 * 7.08 * 7.09 * 7.09 * 7.08 * 8.87 *
37.5

3.56 * 7.14 * 7.14 * 7.14 * 7.12 * 7.09 * 7.05 * 7.02 * 6.98 * 8.71 *
33

3.34 * 6.70 * 6.70 * 6.69 * 6.66 * 6.62 * 6.58 * 6.53 * 6.49 * 8.06 *
29

3.00 * 6.01 * 6.01 * 6.00 * 5.97 * 5.93 * 5.89 * 5.85 * 5.80 * 7.20 *
25.5

2.63 * 5.26 * 5.26 * 5.25 * 5.22 * 5.18 * 5.14 * 5.10 * 5.06 * 6.28 *
22.5

2.70 * 5.40 * 5.39 * 5.37 * 5.34 * 5.30 * 5.25 * 5.21 * 5.17 * 6.40 *
19.5

2.30 * 4.61 * 4.61 * 4.59 * 4.56 * 4.53 * 4.49 * 4.44 * 4.40 * 5.45 *
17

1.88 * 3.77 * 3.77 * 3.75 * 3.73 * 3.70 * 3.67 * 3.63 * 3.59 * 4.44 *
15

1.92 * 3.85 * 3.84 * 3.83 * 3.80 * 3.78 * 3.75 * 3.71 * 3.66 * 4.51 *
13

1.96 * 3.92 * 3.92 * 3.90 * 3.87 * 3.85 * 3.82 * 3.78 * 3.73 * 4.59 *
11

1.99 * 3.99 * 3.98 * 3.96 * 3.94 * 3.92 * 3.88 * 3.84 * 3.79 * 4.66 *
9

2.02 * 4.05 * 4.04 * 4.03 * 4.00 * 3.98 * 3.95 * 3.90 * 3.85 * 4.72 *
7

2.05 * 4.10 * 4.10 * 4.08 * 4.06 * 4.04 * 4.00 * 3.96 * 3.90 * 4.77 *
5

2.06 * 4.14 * 4.14 * 4.14 * 4.12 * 4.09 * 4.05 * 4.00 * 3.93 * 4.81 *
3

2.08 * 4.17 * 4.18 * 4.18 * 4.16 * 4.12 * 4.08 * 4.02 * 3.95 * 4.83 *
1

1.04 * 2.10 * 2.10 * 2.10 * 2.09 * 2.07 * 2.04 * 2.01 * 1.98 * 2.42 *
0

1.04 * 2.10 * 2.10 * 2.10 * 2.09 * 2.07 * 2.04 * 2.01 * 1.98 * 2.42 *
-1

2.08 * 4.17 * 4.18 * 4.18 * 4.16 * 4.12 * 4.08 * 4.02 * 3.95 * 4.83 *

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-40.IES

LUMENS TABULATION - (Cont.)

-3
2.06 * 4.14 * 4.14 * 4.14 * 4.12 * 4.09 * 4.05 * 4.00 * 3.93 * 4.81 *

-5
2.05 * 4.10 * 4.10 * 4.08 * 4.06 * 4.04 * 4.00 * 3.96 * 3.90 * 4.77 *

-7
2.02 * 4.05 * 4.04 * 4.03 * 4.00 * 3.98 * 3.95 * 3.90 * 3.85 * 4.72 *

-9
1.99 * 3.99 * 3.98 * 3.96 * 3.94 * 3.92 * 3.88 * 3.84 * 3.79 * 4.66 *

-11
1.96 * 3.92 * 3.92 * 3.90 * 3.87 * 3.85 * 3.82 * 3.78 * 3.73 * 4.59 *

-13
1.92 * 3.85 * 3.84 * 3.83 * 3.80 * 3.78 * 3.75 * 3.71 * 3.66 * 4.51 *

-15
1.88 * 3.77 * 3.77 * 3.75 * 3.73 * 3.70 * 3.67 * 3.63 * 3.59 * 4.44 *

-17
2.30 * 4.61 * 4.61 * 4.59 * 4.56 * 4.53 * 4.49 * 4.44 * 4.40 * 5.45 *

-19.5
2.70 * 5.40 * 5.39 * 5.37 * 5.34 * 5.30 * 5.25 * 5.21 * 5.17 * 6.40 *

-22.5
2.63 * 5.26 * 5.26 * 5.25 * 5.22 * 5.18 * 5.14 * 5.10 * 5.06 * 6.28 *

-25.5
3.00 * 6.01 * 6.01 * 6.00 * 5.97 * 5.93 * 5.89 * 5.85 * 5.80 * 7.20 *

-29
3.34 * 6.70 * 6.70 * 6.69 * 6.66 * 6.62 * 6.58 * 6.53 * 6.49 * 8.06 *

-33
3.56 * 7.14 * 7.14 * 7.14 * 7.12 * 7.09 * 7.05 * 7.02 * 6.98 * 8.71 *

-37.5
3.53 * 7.07 * 7.09 * 7.10 * 7.09 * 7.08 * 7.09 * 7.09 * 7.08 * 8.87 *

-42.5
2.95 * 5.92 * 5.95 * 5.98 * 6.01 * 6.02 * 6.06 * 6.11 * 6.15 * 7.75 *

-47.5
3.38 * 6.80 * 6.86 * 6.93 * 7.02 * 7.08 * 7.16 * 7.29 * 7.43 * 9.47 *

-55
3.17 * 6.38 * 6.43 * 6.53 * 6.65 * 6.75 * 6.84 * 6.99 * 7.19 * 9.23 *

-65
2.35 * 4.72 * 4.73 * 4.75 * 4.77 * 4.78 * 4.78 * 4.79 * 4.82 * 6.04 *

-75
1.56 * 3.13 * 3.13 * 3.10 * 3.06 * 3.01 * 2.95 * 2.88 * 2.80 * 3.35 *

-85
0.26 0.52 0.52 0.52 0.51 0.50 0.49 0.48 0.46 0.53

-90
Total 103.50 207.50 207.77 207.79 207.51 206.85 206.01 205.23 204.40 254.16

Vert. Horizontal Angles
Angles

 19.5  22.5  25.5  29  33  37.5  42.5  47.5  55  65
90

0.58 0.53 0.54 0.54 0.51 0.50 0.44 0.56 0.68 0.48
85

3.78 * 3.53 * 3.84 * 4.01 * 4.07 * 4.05 * 3.44 3.94 3.84 2.66
75

7.21 * 7.17 * 8.31 * 9.24 * 9.83 * 9.95 * 8.34 * 8.76 * 6.52 * 3.71 *
65

11.39 * 11.80 * 14.22 * 16.42 * 18.06 * 18.52 * 15.71 * 16.43 * 10.60 * 4.47 *
55

11.68 * 12.08 * 14.54 * 16.95 * 18.97 * 19.67 * 16.96 * 18.25 * 11.54 * 4.01 *

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-40.IES

LUMENS TABULATION - (Cont.)

47.5
9.45 * 9.62 * 11.39 * 13.18 * 14.66 * 15.26 * 13.37 * 14.84 * 9.60 * 3.07 *

42.5
10.71 * 10.77 * 12.63 * 14.41 * 15.74 * 16.35 * 14.58 * 16.66 * 11.10 * 3.44 *

37.5
10.44 * 10.43 * 12.15 * 13.70 * 14.80 * 15.34 * 13.83 * 16.24 * 11.18 * 3.43 *

33
9.63 * 9.60 * 11.14 * 12.49 * 13.47 * 13.91 * 12.60 * 15.18 * 10.81 * 3.32 *

29
8.59 * 8.54 * 9.88 * 11.07 * 11.94 * 12.31 * 11.19 * 13.74 * 10.05 * 3.11 *

25.5
7.48 * 7.42 * 8.57 * 9.60 * 10.34 * 10.65 * 9.70 * 12.05 * 8.98 * 2.79 *

22.5
7.61 * 7.55 * 8.70 * 9.72 * 10.46 * 10.76 * 9.78 * 12.24 * 9.26 * 2.89 *

19.5
6.46 * 6.40 * 7.36 * 8.21 * 8.82 * 9.05 * 8.22 * 10.31 * 7.88 * 2.47 *

17
5.26 * 5.19 * 5.98 * 6.65 * 7.12 * 7.30 * 6.61 * 8.30 * 6.39 * 2.02 *

15
5.34 * 5.27 * 6.05 * 6.71 * 7.18 * 7.35 * 6.62 * 8.33 * 6.45 * 2.04 *

13
5.41 * 5.33 * 6.10 * 6.76 * 7.24 * 7.39 * 6.64 * 8.35 * 6.50 * 2.06 *

11
5.48 * 5.37 * 6.15 * 6.81 * 7.27 * 7.41 * 6.65 * 8.37 * 6.54 * 2.08 *

9
5.54 * 5.42 * 6.18 * 6.84 * 7.29 * 7.43 * 6.66 * 8.38 * 6.57 * 2.10 *

7
5.58 * 5.45 * 6.20 * 6.85 * 7.31 * 7.44 * 6.66 * 8.39 * 6.59 * 2.10 *

5
5.62 * 5.46 * 6.21 * 6.86 * 7.32 * 7.45 * 6.66 * 8.40 * 6.60 * 2.11 *

3
5.64 * 5.47 * 6.21 * 6.86 * 7.32 * 7.44 * 6.66 * 8.39 * 6.60 * 2.11 *

1
2.82 * 2.74 * 3.10 * 3.43 * 3.66 * 3.72 * 3.32 * 4.19 * 3.29 * 1.05 *

0
2.82 * 2.74 * 3.10 * 3.43 * 3.66 * 3.72 * 3.32 * 4.19 * 3.29 * 1.05 *

-1
5.64 * 5.47 * 6.21 * 6.86 * 7.32 * 7.44 * 6.66 * 8.39 * 6.60 * 2.11 *

-3
5.62 * 5.46 * 6.21 * 6.86 * 7.32 * 7.45 * 6.66 * 8.40 * 6.60 * 2.11 *

-5
5.58 * 5.45 * 6.20 * 6.85 * 7.31 * 7.44 * 6.66 * 8.39 * 6.59 * 2.10 *

-7
5.54 * 5.42 * 6.18 * 6.84 * 7.29 * 7.43 * 6.66 * 8.38 * 6.57 * 2.10 *

-9
5.48 * 5.37 * 6.15 * 6.81 * 7.27 * 7.41 * 6.65 * 8.37 * 6.54 * 2.08 *

-11
5.41 * 5.33 * 6.10 * 6.76 * 7.24 * 7.39 * 6.64 * 8.35 * 6.50 * 2.06 *

-13
5.34 * 5.27 * 6.05 * 6.71 * 7.18 * 7.35 * 6.62 * 8.33 * 6.45 * 2.04 *

-15
5.26 * 5.19 * 5.98 * 6.65 * 7.12 * 7.30 * 6.61 * 8.30 * 6.39 * 2.02 *

-17
6.46 * 6.40 * 7.36 * 8.21 * 8.82 * 9.05 * 8.22 * 10.31 * 7.88 * 2.47 *

-19.5
7.61 * 7.55 * 8.70 * 9.72 * 10.46 * 10.76 * 9.78 * 12.24 * 9.26 * 2.89 *

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-40.IES

LUMENS TABULATION - (Cont.)

-22.5
7.48 * 7.42 * 8.57 * 9.60 * 10.34 * 10.65 * 9.70 * 12.05 * 8.98 * 2.79 *

-25.5
8.59 * 8.54 * 9.88 * 11.07 * 11.94 * 12.31 * 11.19 * 13.74 * 10.05 * 3.11 *

-29
9.63 * 9.60 * 11.14 * 12.49 * 13.47 * 13.91 * 12.60 * 15.18 * 10.81 * 3.32 *

-33
10.44 * 10.43 * 12.15 * 13.70 * 14.80 * 15.34 * 13.83 * 16.24 * 11.18 * 3.43 *

-37.5
10.71 * 10.77 * 12.63 * 14.41 * 15.74 * 16.35 * 14.58 * 16.66 * 11.10 * 3.44 *

-42.5
9.45 * 9.62 * 11.39 * 13.18 * 14.66 * 15.26 * 13.37 * 14.84 * 9.60 * 3.07 *

-47.5
11.68 * 12.08 * 14.54 * 16.95 * 18.97 * 19.67 * 16.96 * 18.25 * 11.54 * 4.01 *

-55
11.39 * 11.80 * 14.22 * 16.42 * 18.06 * 18.52 * 15.71 * 16.43 * 10.60 * 4.47 *

-65
7.21 * 7.17 * 8.31 * 9.24 * 9.83 * 9.95 * 8.34 * 8.76 * 6.52 * 3.71 *

-75
3.78 * 3.53 * 3.84 * 4.01 * 4.07 * 4.05 * 3.44 3.94 3.84 2.66

-85
0.58 0.53 0.54 0.54 0.51 0.50 0.44 0.56 0.68 0.48

-90
Total 303.39 302.27 350.90 394.64 426.79 438.51 389.29 460.60 335.17 115.01

Vert. Horizontal Angles
Angles

 75  85  90  Total
90

0.14 0.00 10.30
85

0.92 0.03 67.10
75

1.46 0.06 127.08
65

1.73 0.09 205.59
55

1.41 * 0.08 215.57
47.5

0.98 * 0.05 174.35
42.5

1.02 * 0.06 196.57
37.5

0.95 * 0.05 191.48
33

0.86 * 0.05 177.42
29

0.77 * 0.04 158.89
25.5

0.68 * 0.04 138.67
22.5

0.69 * 0.04 141.22
19.5

0.58 * 0.03 119.79
17

0.47 * 0.03 97.25

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-40.IES

LUMENS TABULATION - (Cont.)

15
0.47 * 0.03 98.48

13
0.47 * 0.03 99.60

11
0.47 * 0.03 100.59

9
0.47 * 0.03 101.45

7
0.48 * 0.03 102.14

5
0.48 * 0.03 102.67

3
0.47 * 0.03 102.97

1
0.24 * 0.01 51.51

0
0.24 * 0.01 51.51

-1
0.47 * 0.03 102.97

-3
0.48 * 0.03 102.67

-5
0.48 * 0.03 102.14

-7
0.47 * 0.03 101.45

-9
0.47 * 0.03 100.59

-11
0.47 * 0.03 99.60

-13
0.47 * 0.03 98.48

-15
0.47 * 0.03 97.25

-17
0.58 * 0.03 119.79

-19.5
0.69 * 0.04 141.22

-22.5
0.68 * 0.04 138.67

-25.5
0.77 * 0.04 158.89

-29
0.86 * 0.05 177.42

-33
0.95 * 0.05 191.48

-37.5
1.02 * 0.06 196.57

-42.5
0.98 * 0.05 174.35

-47.5
1.41 * 0.08 215.57

-55
1.73 0.09 205.59

-65
1.46 0.06 127.08

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-40.IES

LUMENS TABULATION - (Cont.)

-75
0.92 0.03 67.10

-85
0.14 0.00 10.30

-90
Total 32.41 1.68 5561.38

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-40.IES

AXIAL CANDELA DISPLAY
 

866

1732

2597

3463

H

V

Maximum Candela = 3463   Located At Horizontal Angle =-7, Vertical Angle =-1
H - Horizontal Axial Candela
V - Vertical Axial Candela

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-100W-WF-40.IES

ISOCANDELA CURVES
 

0 30 60 90

Horizontal Angles

-90

-60

-30

0

30

60

90

Vertical

Angles

346.3

1731.5

Maximum Candela = 3463   Located At Horizontal Angle =-7, Vertical Angle =-1
50% Maximum Candela = 1731.5
10% Maximum Candela = 346.3

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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