
 

IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-300W-WF-50.IES

DESCRIPTIVE INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST]LED-8725
[TESTLAB]LSI INDUSTRIES, INC
[ISSUEDATE]03/23/17
[TESTDATE]03/23/17
[MANUFAC]LSI INDUSTRIES, INC
[LUMCAT]PFL-LED-300W-WF-50
[_ABSOLUTE]NOTE: DATA SHOWN IS ABSOLUTE FOR THE SAMPLE PROVIDED.
[OTHER]TEST PROCEDURE: IESNA LM-79-08
[_SEARCH_SOURCETYPE] LED
[_SEARCH_APPLICATION] Outdoor

Note: Candela values converted from Type-C to Type-B

CHARACTERISTICS

NEMA Type 7 H x 7 V
Maximum Candela 9718
Maximum Candela Angle 0H -3V
Horizontal Beam Angle (50%) 131.4
Vertical Beam Angle (50%) 95.8
Horizontal Field Angle (10%) 163.1
Vertical Field Angle (10%) 171.3
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Beam Lumens 24903
Beam Efficiency N.A.
Field Lumens 31337
Field Efficiency N.A.
Spill Lumens 349
Luminaire Lumens 31686
Total Efficiency N.A.
Total Luminaire Watts 297.6
Ballast Factor 1.00
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-300W-WF-50.IES

AXIAL CANDELA

DEG. HOR. DEG. VERT.

90 1 90 3
85 591 85 1113
75 1691 75 2003
65 5085 65 2595
55 7560 55 3591
47.5 8091 47.5 4927
42.5 8520 42.5 5999
37.5 8885 37.5 7050
33 9082 33 7677
29 9161 29 8004
25.5 9223 25.5 8227
22.5 9338 22.5 8441
19.5 9473 19.5 8690
17 9559 17 8896
15 9609 15 9053
13 9642 13 9199
11 9662 11 9342
9 9677 9 9477
7 9687 7 9594
5 9686 5 9685
3 9676 3 9718
1 9677 1 9698
0 9679 0 9679
-1 9677 -1 9698
-3 9676 -3 9718
-5 9686 -5 9685
-7 9687 -7 9594
-9 9677 -9 9477
-11 9662 -11 9342
-13 9642 -13 9199
-15 9609 -15 9053
-17 9559 -17 8896
-19.5 9473 -19.5 8690
-22.5 9338 -22.5 8441
-25.5 9223 -25.5 8227
-29 9161 -29 8004
-33 9082 -33 7677
-37.5 8885 -37.5 7050
-42.5 8520 -42.5 5999
-47.5 8091 -47.5 4927
-55 7560 -55 3591
-65 5085 -65 2595
-75 1691 -75 2003
-85 591 -85 1113
-90 1 -90 3
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-300W-WF-50.IES

CANDELA TABULATION
Maximum Candela = 9718
Beam Edge = 4859 Cd (50% of Max.)
Field Edge = 971.8 Cd (10% of Max.)
* Indicates Values Inside Field Edge

Vert. Horizontal Angles
Angles

 -90.0  -85.0  -75.0  -65.0  -55.0  -47.5  -42.5  -37.5  -33.0  -29.0
90.0 0 0 0 1 1 1 1 1 2 2
85.0 0 58 230 340 418 533 595 637 689 754
75.0 0 172 539 717 1217 * 1613 * 1823 * 1887 * 1912 * 1941 *
65.0 1 279 703 1230 * 2503 * 3311 * 3644 * 3709 * 3652 * 3516 *
55.0 1 367 877 2011 * 4017 * 5180 * 5566 * 5668 * 5413 * 5098 *
47.5 1 420 1016 * 2698 * 5083 * 6375 * 6736 * 6850 * 6607 * 6312 *
42.5 1 452 1143 * 3158 * 5728 * 6960 * 7330 * 7395 * 7382 * 7135 *
37.5 1 481 1249 * 3617 * 6260 * 7414 * 7721 * 7855 * 7940 * 7828 *
33.0 1 505 1329 * 3976 * 6645 * 7654 * 7922 * 8185 * 8248 * 8233 *
29.0 1 524 1422 * 4250 * 6945 * 7800 * 8053 * 8337 * 8446 * 8399 *
25.5 1 539 1488 * 4486 * 7135 * 7895 * 8156 * 8445 * 8565 * 8520 *
22.5 1 550 1534 * 4603 * 7292 * 7953 * 8233 * 8538 * 8647 * 8628 *
19.5 1 560 1570 * 4724 * 7390 * 7998 * 8303 * 8618 * 8742 * 8725 *
17.0 1 568 1602 * 4808 * 7434 * 8030 * 8353 * 8674 * 8816 * 8811 *
15.0 1 573 1626 * 4864 * 7465 * 8049 * 8388 * 8720 * 8858 * 8883 *
13.0 1 577 1646 * 4910 * 7491 * 8065 * 8420 * 8758 * 8904 * 8931 *
11.0 1 592 1663 * 4945 * 7513 * 8077 * 8446 * 8792 * 8948 * 8981 *
9.0 1 592 1676 * 4991 * 7529 * 8086 * 8467 * 8818 * 8983 * 9034 *
7.0 1 591 1685 * 5031 * 7540 * 8091 * 8483 * 8841 * 9011 * 9074 *
5.0 1 591 1702 * 5060 * 7556 * 8094 * 8493 * 8861 * 9040 * 9109 *
3.0 1 591 1697 * 5092 * 7573 * 8100 * 8515 * 8875 * 9065 * 9143 *
1.0 1 591 1693 * 5087 * 7564 * 8094 * 8518 * 8884 * 9077 * 9156 *
0.0 1 591 1691 * 5085 * 7560 * 8091 * 8520 * 8885 * 9082 * 9161 *
-1.0 1 591 1693 * 5087 * 7564 * 8094 * 8518 * 8884 * 9077 * 9156 *
-3.0 1 591 1697 * 5092 * 7573 * 8100 * 8515 * 8875 * 9065 * 9143 *
-5.0 1 591 1702 * 5060 * 7556 * 8094 * 8493 * 8861 * 9040 * 9109 *
-7.0 1 591 1685 * 5031 * 7540 * 8091 * 8483 * 8841 * 9011 * 9074 *
-9.0 1 592 1676 * 4991 * 7529 * 8086 * 8467 * 8818 * 8983 * 9034 *
-11.0 1 592 1663 * 4945 * 7513 * 8077 * 8446 * 8792 * 8948 * 8981 *
-13.0 1 577 1646 * 4910 * 7491 * 8065 * 8420 * 8758 * 8904 * 8931 *
-15.0 1 573 1626 * 4864 * 7465 * 8049 * 8388 * 8720 * 8858 * 8883 *
-17.0 1 568 1602 * 4808 * 7434 * 8030 * 8353 * 8674 * 8816 * 8811 *
-19.5 1 560 1570 * 4724 * 7390 * 7998 * 8303 * 8618 * 8742 * 8725 *
-22.5 1 550 1534 * 4603 * 7292 * 7953 * 8233 * 8538 * 8647 * 8628 *
-25.5 1 539 1488 * 4486 * 7135 * 7895 * 8156 * 8445 * 8565 * 8520 *
-29.0 1 524 1422 * 4250 * 6945 * 7800 * 8053 * 8337 * 8446 * 8399 *
-33.0 1 505 1329 * 3976 * 6645 * 7654 * 7922 * 8185 * 8248 * 8233 *
-37.5 1 481 1249 * 3617 * 6260 * 7414 * 7721 * 7855 * 7940 * 7828 *
-42.5 1 452 1143 * 3158 * 5728 * 6960 * 7330 * 7395 * 7382 * 7135 *
-47.5 1 420 1016 * 2698 * 5083 * 6375 * 6736 * 6850 * 6607 * 6312 *
-55.0 1 367 877 2011 * 4017 * 5180 * 5566 * 5668 * 5413 * 5098 *
-65.0 1 279 703 1230 * 2503 * 3311 * 3644 * 3709 * 3652 * 3516 *
-75.0 0 172 539 717 1217 * 1613 * 1823 * 1887 * 1912 * 1941 *
-85.0 0 58 230 340 418 533 595 637 689 754
-90.0 0 0 0 1 1 1 1 1 2 2
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-300W-WF-50.IES

CANDELA TABULATION - (Cont.)

Vert. Horizontal Angles
Angles

 -25.5  -22.5  -19.5  -17.0  -15.0  -13.0  -11.0  -9.0  -7.0  -5.0
90.0 2 2 2 2 3 3 3 3 3 3
85.0 808 858 909 952 987 * 1010 * 1047 * 1065 * 1082 * 1100 *
75.0 1938 * 1940 * 1945 * 1940 * 1931 * 1940 * 1953 * 1963 * 1972 * 1983 *
65.0 3340 * 3138 * 3031 * 2926 * 2832 * 2757 * 2728 * 2695 * 2658 * 2618 *
55.0 4802 * 4524 * 4295 * 4155 * 4032 * 3900 * 3825 * 3770 * 3707 * 3636 *
47.5 6051 * 5824 * 5580 * 5445 * 5346 * 5239 * 5132 * 5098 * 5053 * 4997 *
42.5 6920 * 6729 * 6536 * 6394 * 6328 * 6255 * 6174 * 6132 * 6105 * 6064 *
37.5 7655 * 7522 * 7374 * 7278 * 7233 * 7192 * 7155 * 7122 * 7114 * 7095 *
33.0 8076 * 7956 * 7855 * 7787 * 7745 * 7731 * 7720 * 7705 * 7701 * 7698 *
29.0 8305 * 8191 * 8106 * 8062 * 8041 * 8018 * 8016 * 8016 * 8014 * 8014 *
25.5 8430 * 8346 * 8284 * 8244 * 8234 * 8226 * 8217 * 8226 * 8228 * 8233 *
22.5 8549 * 8480 * 8435 * 8417 * 8408 * 8415 * 8414 * 8425 * 8436 * 8443 *
19.5 8680 * 8630 * 8602 * 8608 * 8616 * 8625 * 8641 * 8653 * 8673 * 8681 *
17.0 8775 * 8756 * 8756 * 8774 * 8795 * 8815 * 8836 * 8856 * 8874 * 8892 *
15.0 8851 * 8846 * 8874 * 8905 * 8932 * 8960 * 8983 * 9008 * 9025 * 9047 *
13.0 8924 * 8935 * 8982 * 9027 * 9061 * 9090 * 9120 * 9147 * 9174 * 9193 *
11.0 8981 * 9016 * 9084 * 9141 * 9180 * 9216 * 9246 * 9281 * 9313 * 9331 *
9.0 9043 * 9096 * 9184 * 9250 * 9294 * 9332 * 9367 * 9399 * 9436 * 9465 *
7.0 9100 * 9173 * 9278 * 9350 * 9396 * 9437 * 9473 * 9504 * 9537 * 9566 *
5.0 9146 * 9238 * 9364 * 9442 * 9486 * 9525 * 9562 * 9590 * 9610 * 9636 *
3.0 9190 * 9294 * 9426 * 9507 * 9554 * 9591 * 9620 * 9641 * 9660 * 9670 *
1.0 9215 * 9330 * 9467 * 9551 * 9601 * 9630 * 9651 * 9665 * 9674 * 9674 *
0.0 9223 * 9338 * 9473 * 9559 * 9609 * 9642 * 9662 * 9677 * 9687 * 9686 *
-1.0 9215 * 9330 * 9467 * 9551 * 9601 * 9630 * 9651 * 9665 * 9674 * 9674 *
-3.0 9190 * 9294 * 9426 * 9507 * 9554 * 9591 * 9620 * 9641 * 9660 * 9670 *
-5.0 9146 * 9238 * 9364 * 9442 * 9486 * 9525 * 9562 * 9590 * 9610 * 9636 *
-7.0 9100 * 9173 * 9278 * 9350 * 9396 * 9437 * 9473 * 9504 * 9537 * 9566 *
-9.0 9043 * 9096 * 9184 * 9250 * 9294 * 9332 * 9367 * 9399 * 9436 * 9465 *
-11.0 8981 * 9016 * 9084 * 9141 * 9180 * 9216 * 9246 * 9281 * 9313 * 9331 *
-13.0 8924 * 8935 * 8982 * 9027 * 9061 * 9090 * 9120 * 9147 * 9174 * 9193 *
-15.0 8851 * 8846 * 8874 * 8905 * 8932 * 8960 * 8983 * 9008 * 9025 * 9047 *
-17.0 8775 * 8756 * 8756 * 8774 * 8795 * 8815 * 8836 * 8856 * 8874 * 8892 *
-19.5 8680 * 8630 * 8602 * 8608 * 8616 * 8625 * 8641 * 8653 * 8673 * 8681 *
-22.5 8549 * 8480 * 8435 * 8417 * 8408 * 8415 * 8414 * 8425 * 8436 * 8443 *
-25.5 8430 * 8346 * 8284 * 8244 * 8234 * 8226 * 8217 * 8226 * 8228 * 8233 *
-29.0 8305 * 8191 * 8106 * 8062 * 8041 * 8018 * 8016 * 8016 * 8014 * 8014 *
-33.0 8076 * 7956 * 7855 * 7787 * 7745 * 7731 * 7720 * 7705 * 7701 * 7698 *
-37.5 7655 * 7522 * 7374 * 7278 * 7233 * 7192 * 7155 * 7122 * 7114 * 7095 *
-42.5 6920 * 6729 * 6536 * 6394 * 6328 * 6255 * 6174 * 6132 * 6105 * 6064 *
-47.5 6051 * 5824 * 5580 * 5445 * 5346 * 5239 * 5132 * 5098 * 5053 * 4997 *
-55.0 4802 * 4524 * 4295 * 4155 * 4032 * 3900 * 3825 * 3770 * 3707 * 3636 *
-65.0 3340 * 3138 * 3031 * 2926 * 2832 * 2757 * 2728 * 2695 * 2658 * 2618 *
-75.0 1938 * 1940 * 1945 * 1940 * 1931 * 1940 * 1953 * 1963 * 1972 * 1983 *
-85.0 808 858 909 952 987 * 1010 * 1047 * 1065 * 1082 * 1100 *
-90.0 2 2 2 2 3 3 3 3 3 3

Vert. Horizontal Angles
Angles

 -3.0  -1.0  0.0  1.0  3.0  5.0  7.0  9.0  11.0  13.0
90.0 3 3 3 3 3 3 3 3 3 3
85.0 1121 * 1118 * 1113 * 1118 * 1121 * 1100 * 1082 * 1065 * 1047 * 1010 *
75.0 2092 * 2054 * 2003 * 2054 * 2092 * 1983 * 1972 * 1963 * 1953 * 1940 *
65.0 2769 * 2704 * 2595 * 2704 * 2769 * 2618 * 2658 * 2695 * 2728 * 2757 *
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-300W-WF-50.IES

CANDELA TABULATION - (Cont.)

55.0 3710 * 3689 * 3591 * 3689 * 3710 * 3636 * 3707 * 3770 * 3825 * 3900 *
47.5 5070 * 5091 * 4927 * 5091 * 5070 * 4997 * 5053 * 5098 * 5132 * 5239 *
42.5 6103 * 6183 * 5999 * 6183 * 6103 * 6064 * 6105 * 6132 * 6174 * 6255 *
37.5 7073 * 7248 * 7050 * 7248 * 7073 * 7095 * 7114 * 7122 * 7155 * 7192 *
33.0 7687 * 7826 * 7677 * 7826 * 7687 * 7698 * 7701 * 7705 * 7720 * 7731 *
29.0 8008 * 8117 * 8004 * 8117 * 8008 * 8014 * 8014 * 8016 * 8016 * 8018 *
25.5 8232 * 8334 * 8227 * 8334 * 8232 * 8233 * 8228 * 8226 * 8217 * 8226 *
22.5 8449 * 8549 * 8441 * 8549 * 8449 * 8443 * 8436 * 8425 * 8414 * 8415 *
19.5 8695 * 8779 * 8690 * 8779 * 8695 * 8681 * 8673 * 8653 * 8641 * 8625 *
17.0 8903 * 8966 * 8896 * 8966 * 8903 * 8892 * 8874 * 8856 * 8836 * 8815 *
15.0 9059 * 9103 * 9053 * 9103 * 9059 * 9047 * 9025 * 9008 * 8983 * 8960 *
13.0 9204 * 9225 * 9199 * 9225 * 9204 * 9193 * 9174 * 9147 * 9120 * 9090 *
11.0 9348 * 9350 * 9342 * 9350 * 9348 * 9331 * 9313 * 9281 * 9246 * 9216 *
9.0 9483 * 9485 * 9477 * 9485 * 9483 * 9465 * 9436 * 9399 * 9367 * 9332 *
7.0 9591 * 9603 * 9594 * 9603 * 9591 * 9566 * 9537 * 9504 * 9473 * 9437 *
5.0 9662 * 9697 * 9685 * 9697 * 9662 * 9636 * 9610 * 9590 * 9562 * 9525 *
3.0 9683 * 9716 * 9718 * 9716 * 9683 * 9670 * 9660 * 9641 * 9620 * 9591 *
1.0 9669 * 9685 * 9698 * 9685 * 9669 * 9674 * 9674 * 9665 * 9651 * 9630 *
0.0 9676 * 9677 * 9679 * 9677 * 9676 * 9686 * 9687 * 9677 * 9662 * 9642 *
-1.0 9669 * 9685 * 9698 * 9685 * 9669 * 9674 * 9674 * 9665 * 9651 * 9630 *
-3.0 9683 * 9716 * 9718 * 9716 * 9683 * 9670 * 9660 * 9641 * 9620 * 9591 *
-5.0 9662 * 9697 * 9685 * 9697 * 9662 * 9636 * 9610 * 9590 * 9562 * 9525 *
-7.0 9591 * 9603 * 9594 * 9603 * 9591 * 9566 * 9537 * 9504 * 9473 * 9437 *
-9.0 9483 * 9485 * 9477 * 9485 * 9483 * 9465 * 9436 * 9399 * 9367 * 9332 *
-11.0 9348 * 9350 * 9342 * 9350 * 9348 * 9331 * 9313 * 9281 * 9246 * 9216 *
-13.0 9204 * 9225 * 9199 * 9225 * 9204 * 9193 * 9174 * 9147 * 9120 * 9090 *
-15.0 9059 * 9103 * 9053 * 9103 * 9059 * 9047 * 9025 * 9008 * 8983 * 8960 *
-17.0 8903 * 8966 * 8896 * 8966 * 8903 * 8892 * 8874 * 8856 * 8836 * 8815 *
-19.5 8695 * 8779 * 8690 * 8779 * 8695 * 8681 * 8673 * 8653 * 8641 * 8625 *
-22.5 8449 * 8549 * 8441 * 8549 * 8449 * 8443 * 8436 * 8425 * 8414 * 8415 *
-25.5 8232 * 8334 * 8227 * 8334 * 8232 * 8233 * 8228 * 8226 * 8217 * 8226 *
-29.0 8008 * 8117 * 8004 * 8117 * 8008 * 8014 * 8014 * 8016 * 8016 * 8018 *
-33.0 7687 * 7826 * 7677 * 7826 * 7687 * 7698 * 7701 * 7705 * 7720 * 7731 *
-37.5 7073 * 7248 * 7050 * 7248 * 7073 * 7095 * 7114 * 7122 * 7155 * 7192 *
-42.5 6103 * 6183 * 5999 * 6183 * 6103 * 6064 * 6105 * 6132 * 6174 * 6255 *
-47.5 5070 * 5091 * 4927 * 5091 * 5070 * 4997 * 5053 * 5098 * 5132 * 5239 *
-55.0 3710 * 3689 * 3591 * 3689 * 3710 * 3636 * 3707 * 3770 * 3825 * 3900 *
-65.0 2769 * 2704 * 2595 * 2704 * 2769 * 2618 * 2658 * 2695 * 2728 * 2757 *
-75.0 2092 * 2054 * 2003 * 2054 * 2092 * 1983 * 1972 * 1963 * 1953 * 1940 *
-85.0 1121 * 1118 * 1113 * 1118 * 1121 * 1100 * 1082 * 1065 * 1047 * 1010 *
-90.0 3 3 3 3 3 3 3 3 3 3

Vert. Horizontal Angles
Angles

 15.0  17.0  19.5  22.5  25.5  29.0  33.0  37.5  42.5  47.5
90.0 3 2 2 2 2 2 2 1 1 1
85.0 987 * 952 909 858 808 754 689 637 595 533
75.0 1931 * 1940 * 1945 * 1940 * 1938 * 1941 * 1912 * 1887 * 1823 * 1613 *
65.0 2832 * 2926 * 3031 * 3138 * 3340 * 3516 * 3652 * 3709 * 3644 * 3311 *
55.0 4032 * 4155 * 4295 * 4524 * 4802 * 5098 * 5413 * 5668 * 5566 * 5180 *
47.5 5346 * 5445 * 5580 * 5824 * 6051 * 6312 * 6607 * 6850 * 6736 * 6375 *
42.5 6328 * 6394 * 6536 * 6729 * 6920 * 7135 * 7382 * 7395 * 7330 * 6960 *
37.5 7233 * 7278 * 7374 * 7522 * 7655 * 7828 * 7940 * 7855 * 7721 * 7414 *
33.0 7745 * 7787 * 7855 * 7956 * 8076 * 8233 * 8248 * 8185 * 7922 * 7654 *
29.0 8041 * 8062 * 8106 * 8191 * 8305 * 8399 * 8446 * 8337 * 8053 * 7800 *
25.5 8234 * 8244 * 8284 * 8346 * 8430 * 8520 * 8565 * 8445 * 8156 * 7895 *
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-300W-WF-50.IES

CANDELA TABULATION - (Cont.)

22.5 8408 * 8417 * 8435 * 8480 * 8549 * 8628 * 8647 * 8538 * 8233 * 7953 *
19.5 8616 * 8608 * 8602 * 8630 * 8680 * 8725 * 8742 * 8618 * 8303 * 7998 *
17.0 8795 * 8774 * 8756 * 8756 * 8775 * 8811 * 8816 * 8674 * 8353 * 8030 *
15.0 8932 * 8905 * 8874 * 8846 * 8851 * 8883 * 8858 * 8720 * 8388 * 8049 *
13.0 9061 * 9027 * 8982 * 8935 * 8924 * 8931 * 8904 * 8758 * 8420 * 8065 *
11.0 9180 * 9141 * 9084 * 9016 * 8981 * 8981 * 8948 * 8792 * 8446 * 8077 *
9.0 9294 * 9250 * 9184 * 9096 * 9043 * 9034 * 8983 * 8818 * 8467 * 8086 *
7.0 9396 * 9350 * 9278 * 9173 * 9100 * 9074 * 9011 * 8841 * 8483 * 8091 *
5.0 9486 * 9442 * 9364 * 9238 * 9146 * 9109 * 9040 * 8861 * 8493 * 8094 *
3.0 9554 * 9507 * 9426 * 9294 * 9190 * 9143 * 9065 * 8875 * 8515 * 8100 *
1.0 9601 * 9551 * 9467 * 9330 * 9215 * 9156 * 9077 * 8884 * 8518 * 8094 *
0.0 9609 * 9559 * 9473 * 9338 * 9223 * 9161 * 9082 * 8885 * 8520 * 8091 *
-1.0 9601 * 9551 * 9467 * 9330 * 9215 * 9156 * 9077 * 8884 * 8518 * 8094 *
-3.0 9554 * 9507 * 9426 * 9294 * 9190 * 9143 * 9065 * 8875 * 8515 * 8100 *
-5.0 9486 * 9442 * 9364 * 9238 * 9146 * 9109 * 9040 * 8861 * 8493 * 8094 *
-7.0 9396 * 9350 * 9278 * 9173 * 9100 * 9074 * 9011 * 8841 * 8483 * 8091 *
-9.0 9294 * 9250 * 9184 * 9096 * 9043 * 9034 * 8983 * 8818 * 8467 * 8086 *
-11.0 9180 * 9141 * 9084 * 9016 * 8981 * 8981 * 8948 * 8792 * 8446 * 8077 *
-13.0 9061 * 9027 * 8982 * 8935 * 8924 * 8931 * 8904 * 8758 * 8420 * 8065 *
-15.0 8932 * 8905 * 8874 * 8846 * 8851 * 8883 * 8858 * 8720 * 8388 * 8049 *
-17.0 8795 * 8774 * 8756 * 8756 * 8775 * 8811 * 8816 * 8674 * 8353 * 8030 *
-19.5 8616 * 8608 * 8602 * 8630 * 8680 * 8725 * 8742 * 8618 * 8303 * 7998 *
-22.5 8408 * 8417 * 8435 * 8480 * 8549 * 8628 * 8647 * 8538 * 8233 * 7953 *
-25.5 8234 * 8244 * 8284 * 8346 * 8430 * 8520 * 8565 * 8445 * 8156 * 7895 *
-29.0 8041 * 8062 * 8106 * 8191 * 8305 * 8399 * 8446 * 8337 * 8053 * 7800 *
-33.0 7745 * 7787 * 7855 * 7956 * 8076 * 8233 * 8248 * 8185 * 7922 * 7654 *
-37.5 7233 * 7278 * 7374 * 7522 * 7655 * 7828 * 7940 * 7855 * 7721 * 7414 *
-42.5 6328 * 6394 * 6536 * 6729 * 6920 * 7135 * 7382 * 7395 * 7330 * 6960 *
-47.5 5346 * 5445 * 5580 * 5824 * 6051 * 6312 * 6607 * 6850 * 6736 * 6375 *
-55.0 4032 * 4155 * 4295 * 4524 * 4802 * 5098 * 5413 * 5668 * 5566 * 5180 *
-65.0 2832 * 2926 * 3031 * 3138 * 3340 * 3516 * 3652 * 3709 * 3644 * 3311 *
-75.0 1931 * 1940 * 1945 * 1940 * 1938 * 1941 * 1912 * 1887 * 1823 * 1613 *
-85.0 987 * 952 909 858 808 754 689 637 595 533
-90.0 3 2 2 2 2 2 2 1 1 1

Vert. Horizontal Angles
Angles

 55.0  65.0  75.0  85.0  90.0
90.0 1 1 0 0 0
85.0 418 340 230 58 0
75.0 1217 * 717 539 172 0
65.0 2503 * 1230 * 703 279 1
55.0 4017 * 2011 * 877 367 1
47.5 5083 * 2698 * 1016 * 420 1
42.5 5728 * 3158 * 1143 * 452 1
37.5 6260 * 3617 * 1249 * 481 1
33.0 6645 * 3976 * 1329 * 505 1
29.0 6945 * 4250 * 1422 * 524 1
25.5 7135 * 4486 * 1488 * 539 1
22.5 7292 * 4603 * 1534 * 550 1
19.5 7390 * 4724 * 1570 * 560 1
17.0 7434 * 4808 * 1602 * 568 1
15.0 7465 * 4864 * 1626 * 573 1
13.0 7491 * 4910 * 1646 * 577 1
11.0 7513 * 4945 * 1663 * 592 1
9.0 7529 * 4991 * 1676 * 592 1
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-300W-WF-50.IES

CANDELA TABULATION - (Cont.)

7.0 7540 * 5031 * 1685 * 591 1
5.0 7556 * 5060 * 1702 * 591 1
3.0 7573 * 5092 * 1697 * 591 1
1.0 7564 * 5087 * 1693 * 591 1
0.0 7560 * 5085 * 1691 * 591 1
-1.0 7564 * 5087 * 1693 * 591 1
-3.0 7573 * 5092 * 1697 * 591 1
-5.0 7556 * 5060 * 1702 * 591 1
-7.0 7540 * 5031 * 1685 * 591 1
-9.0 7529 * 4991 * 1676 * 592 1
-11.0 7513 * 4945 * 1663 * 592 1
-13.0 7491 * 4910 * 1646 * 577 1
-15.0 7465 * 4864 * 1626 * 573 1
-17.0 7434 * 4808 * 1602 * 568 1
-19.5 7390 * 4724 * 1570 * 560 1
-22.5 7292 * 4603 * 1534 * 550 1
-25.5 7135 * 4486 * 1488 * 539 1
-29.0 6945 * 4250 * 1422 * 524 1
-33.0 6645 * 3976 * 1329 * 505 1
-37.5 6260 * 3617 * 1249 * 481 1
-42.5 5728 * 3158 * 1143 * 452 1
-47.5 5083 * 2698 * 1016 * 420 1
-55.0 4017 * 2011 * 877 367 1
-65.0 2503 * 1230 * 703 279 1
-75.0 1217 * 717 539 172 0
-85.0 418 340 230 58 0
-90.0 1 1 0 0 0

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-300W-WF-50.IES

LUMEN TABULATION
Average Of Right And Left Sides
Total Luminaire Lumens (one side of beam only) = 15843.22
Total Field Lumens (one side of beam only) = 15668.62
* Indicates Values Inside Field Edge

Vert. Horizontal Angles
Angles

 0  1  3  5  7  9  11  13  15  17
90

0.85 1.71 1.69 1.66 1.62 1.59 1.54 1.48 1.42 1.69
85

4.79 * 9.72 * 9.57 * 9.30 * 9.17 * 9.04 * 8.86 * 8.67 * 8.51 * 10.39 *
75

7.12 * 14.64 * 14.38 * 13.98 * 14.01 * 14.01 * 13.97 * 13.98 * 14.10 * 17.79 *
65

9.58 * 19.59 * 19.35 * 19.11 * 19.35 * 19.53 * 19.68 * 19.98 * 20.42 * 26.05 *
55

9.88 * 20.05 * 19.84 * 19.76 * 19.94 * 20.05 * 20.22 * 20.52 * 20.84 * 26.41 *
47.5

8.45 * 17.08 * 16.89 * 16.83 * 16.88 * 16.90 * 16.98 * 17.12 * 17.21 * 21.65 *
42.5

10.08 * 20.25 * 20.01 * 19.98 * 19.96 * 19.94 * 19.94 * 19.96 * 19.93 * 24.93 *
37.5

10.21 * 20.43 * 20.20 * 20.18 * 20.12 * 20.05 * 19.98 * 19.88 * 19.79 * 24.65 *
33

9.63 * 19.26 * 19.09 * 19.04 * 18.96 * 18.87 * 18.76 * 18.64 * 18.53 * 23.00 *
29

8.71 * 17.42 * 17.28 * 17.22 * 17.15 * 17.05 * 16.93 * 16.82 * 16.69 * 20.69 *
25.5

7.66 * 15.33 * 15.20 * 15.15 * 15.07 * 14.98 * 14.87 * 14.76 * 14.63 * 18.10 *
22.5

7.87 * 15.74 * 15.62 * 15.56 * 15.47 * 15.36 * 15.24 * 15.10 * 14.95 * 18.47 *
19.5

6.73 * 13.45 * 13.36 * 13.30 * 13.22 * 13.12 * 13.00 * 12.88 * 12.73 * 15.70 *
17

5.49 * 10.97 * 10.91 * 10.86 * 10.79 * 10.70 * 10.61 * 10.49 * 10.37 * 12.77 *
15

5.57 * 11.14 * 11.09 * 11.04 * 10.97 * 10.88 * 10.77 * 10.65 * 10.52 * 12.94 *
13

5.65 * 11.30 * 11.27 * 11.21 * 11.13 * 11.04 * 10.93 * 10.80 * 10.66 * 13.10 *
11

5.73 * 11.47 * 11.43 * 11.37 * 11.29 * 11.19 * 11.07 * 10.94 * 10.79 * 13.26 *
9

5.81 * 11.62 * 11.58 * 11.51 * 11.42 * 11.32 * 11.21 * 11.07 * 10.92 * 13.40 *
7

5.88 * 11.74 * 11.68 * 11.62 * 11.53 * 11.44 * 11.32 * 11.18 * 11.03 * 13.54 *
5

5.91 * 11.80 * 11.74 * 11.69 * 11.61 * 11.52 * 11.41 * 11.28 * 11.12 * 13.65 *
3

5.91 * 11.80 * 11.76 * 11.72 * 11.66 * 11.57 * 11.47 * 11.34 * 11.19 * 13.72 *
1

2.95 * 5.89 * 5.88 * 5.86 * 5.84 * 5.80 * 5.75 * 5.69 * 5.61 * 6.88 *
0

2.95 * 5.89 * 5.88 * 5.86 * 5.84 * 5.80 * 5.75 * 5.69 * 5.61 * 6.88 *
-1

5.91 * 11.80 * 11.76 * 11.72 * 11.66 * 11.57 * 11.47 * 11.34 * 11.19 * 13.72 *

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-300W-WF-50.IES

LUMENS TABULATION - (Cont.)

-3
5.91 * 11.80 * 11.74 * 11.69 * 11.61 * 11.52 * 11.41 * 11.28 * 11.12 * 13.65 *

-5
5.88 * 11.74 * 11.68 * 11.62 * 11.53 * 11.44 * 11.32 * 11.18 * 11.03 * 13.54 *

-7
5.81 * 11.62 * 11.58 * 11.51 * 11.42 * 11.32 * 11.21 * 11.07 * 10.92 * 13.40 *

-9
5.73 * 11.47 * 11.43 * 11.37 * 11.29 * 11.19 * 11.07 * 10.94 * 10.79 * 13.26 *

-11
5.65 * 11.30 * 11.27 * 11.21 * 11.13 * 11.04 * 10.93 * 10.80 * 10.66 * 13.10 *

-13
5.57 * 11.14 * 11.09 * 11.04 * 10.97 * 10.88 * 10.77 * 10.65 * 10.52 * 12.94 *

-15
5.49 * 10.97 * 10.91 * 10.86 * 10.79 * 10.70 * 10.61 * 10.49 * 10.37 * 12.77 *

-17
6.73 * 13.45 * 13.36 * 13.30 * 13.22 * 13.12 * 13.00 * 12.88 * 12.73 * 15.70 *

-19.5
7.87 * 15.74 * 15.62 * 15.56 * 15.47 * 15.36 * 15.24 * 15.10 * 14.95 * 18.47 *

-22.5
7.66 * 15.33 * 15.20 * 15.15 * 15.07 * 14.98 * 14.87 * 14.76 * 14.63 * 18.10 *

-25.5
8.71 * 17.42 * 17.28 * 17.22 * 17.15 * 17.05 * 16.93 * 16.82 * 16.69 * 20.69 *

-29
9.63 * 19.26 * 19.09 * 19.04 * 18.96 * 18.87 * 18.76 * 18.64 * 18.53 * 23.00 *

-33
10.21 * 20.43 * 20.20 * 20.18 * 20.12 * 20.05 * 19.98 * 19.88 * 19.79 * 24.65 *

-37.5
10.08 * 20.25 * 20.01 * 19.98 * 19.96 * 19.94 * 19.94 * 19.96 * 19.93 * 24.93 *

-42.5
8.45 * 17.08 * 16.89 * 16.83 * 16.88 * 16.90 * 16.98 * 17.12 * 17.21 * 21.65 *

-47.5
9.88 * 20.05 * 19.84 * 19.76 * 19.94 * 20.05 * 20.22 * 20.52 * 20.84 * 26.41 *

-55
9.58 * 19.59 * 19.35 * 19.11 * 19.35 * 19.53 * 19.68 * 19.98 * 20.42 * 26.05 *

-65
7.12 * 14.64 * 14.38 * 13.98 * 14.01 * 14.01 * 13.97 * 13.98 * 14.10 * 17.79 *

-75
4.79 * 9.72 * 9.57 * 9.30 * 9.17 * 9.04 * 8.86 * 8.67 * 8.51 * 10.39 *

-85
0.85 1.71 1.69 1.66 1.62 1.59 1.54 1.48 1.42 1.69

-90
Total 300.96 604.76 599.62 595.88 594.34 591.85 589.02 586.47 583.93 725.57

Vert. Horizontal Angles
Angles

 19.5  22.5  25.5  29  33  37.5  42.5  47.5  55  65
90

1.89 1.74 1.86 1.89 1.86 1.80 1.52 1.70 1.45 0.74
85

12.05 * 11.57 * 12.89 * 13.83 * 14.34 * 14.41 * 12.28 * 13.51 10.24 4.75
75

21.44 * 21.61 * 25.43 * 28.77 * 31.22 * 32.26 * 27.97 * 30.88 * 21.55 * 8.30
65

31.96 * 32.98 * 39.70 * 46.15 * 51.60 * 54.20 * 47.64 * 53.63 * 37.12 * 12.54 *
55

32.35 * 33.18 * 39.56 * 45.87 * 51.49 * 54.28 * 48.16 * 55.34 * 39.39 * 12.88 *

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-300W-WF-50.IES

LUMENS TABULATION - (Cont.)

47.5
26.31 * 26.63 * 31.30 * 35.81 * 39.50 * 41.28 * 36.88 * 43.13 * 31.69 * 10.42 *

42.5
30.03 * 30.08 * 34.99 * 39.53 * 42.77 * 44.18 * 39.60 * 47.09 * 35.68 * 11.92 *

37.5
29.47 * 29.31 * 33.90 * 37.88 * 40.58 * 41.57 * 37.20 * 44.97 * 35.08 * 11.91 *

33
27.39 * 27.15 * 31.29 * 34.80 * 37.17 * 37.90 * 33.84 * 41.50 * 33.19 * 11.42 *

29
24.58 * 24.30 * 27.91 * 31.00 * 33.09 * 33.67 * 30.06 * 37.23 * 30.37 * 10.60 *

25.5
21.46 * 21.16 * 24.26 * 26.91 * 28.70 * 29.19 * 26.03 * 32.45 * 26.83 * 9.45 *

22.5
21.85 * 21.50 * 24.58 * 27.21 * 29.00 * 29.47 * 26.23 * 32.83 * 27.39 * 9.70 *

19.5
18.52 * 18.18 * 20.73 * 22.90 * 24.38 * 24.75 * 21.99 * 27.55 * 23.16 * 8.26 *

17
15.03 * 14.70 * 16.74 * 18.47 * 19.62 * 19.91 * 17.67 * 22.13 * 18.69 * 6.71 *

15
15.20 * 14.84 * 16.86 * 18.57 * 19.72 * 20.00 * 17.72 * 22.20 * 18.81 * 6.79 *

13
15.36 * 14.97 * 16.97 * 18.67 * 19.81 * 20.07 * 17.77 * 22.25 * 18.91 * 6.85 *

11
15.52 * 15.08 * 17.08 * 18.77 * 19.89 * 20.13 * 17.81 * 22.30 * 19.00 * 6.91 *

9
15.67 * 15.20 * 17.18 * 18.85 * 19.95 * 20.18 * 17.83 * 22.33 * 19.08 * 6.96 *

7
15.80 * 15.30 * 17.26 * 18.92 * 20.01 * 20.22 * 17.85 * 22.35 * 19.16 * 7.01 *

5
15.92 * 15.39 * 17.34 * 18.98 * 20.06 * 20.26 * 17.87 * 22.38 * 19.23 * 7.05 *

3
16.00 * 15.45 * 17.39 * 19.03 * 20.09 * 20.29 * 17.89 * 22.39 * 19.25 * 7.06 *

1
8.02 * 7.74 * 8.71 * 9.52 * 10.05 * 10.15 * 8.94 * 11.19 * 9.62 * 3.53 *

0
8.02 * 7.74 * 8.71 * 9.52 * 10.05 * 10.15 * 8.94 * 11.19 * 9.62 * 3.53 *

-1
16.00 * 15.45 * 17.39 * 19.03 * 20.09 * 20.29 * 17.89 * 22.39 * 19.25 * 7.06 *

-3
15.92 * 15.39 * 17.34 * 18.98 * 20.06 * 20.26 * 17.87 * 22.38 * 19.23 * 7.05 *

-5
15.80 * 15.30 * 17.26 * 18.92 * 20.01 * 20.22 * 17.85 * 22.35 * 19.16 * 7.01 *

-7
15.67 * 15.20 * 17.18 * 18.85 * 19.95 * 20.18 * 17.83 * 22.33 * 19.08 * 6.96 *

-9
15.52 * 15.08 * 17.08 * 18.77 * 19.89 * 20.13 * 17.81 * 22.30 * 19.00 * 6.91 *

-11
15.36 * 14.97 * 16.97 * 18.67 * 19.81 * 20.07 * 17.77 * 22.25 * 18.91 * 6.85 *

-13
15.20 * 14.84 * 16.86 * 18.57 * 19.72 * 20.00 * 17.72 * 22.20 * 18.81 * 6.79 *

-15
15.03 * 14.70 * 16.74 * 18.47 * 19.62 * 19.91 * 17.67 * 22.13 * 18.69 * 6.71 *

-17
18.52 * 18.18 * 20.73 * 22.90 * 24.38 * 24.75 * 21.99 * 27.55 * 23.16 * 8.26 *

-19.5
21.85 * 21.50 * 24.58 * 27.21 * 29.00 * 29.47 * 26.23 * 32.83 * 27.39 * 9.70 *

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.

Page 10



IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-300W-WF-50.IES

LUMENS TABULATION - (Cont.)

-22.5
21.46 * 21.16 * 24.26 * 26.91 * 28.70 * 29.19 * 26.03 * 32.45 * 26.83 * 9.45 *

-25.5
24.58 * 24.30 * 27.91 * 31.00 * 33.09 * 33.67 * 30.06 * 37.23 * 30.37 * 10.60 *

-29
27.39 * 27.15 * 31.29 * 34.80 * 37.17 * 37.90 * 33.84 * 41.50 * 33.19 * 11.42 *

-33
29.47 * 29.31 * 33.90 * 37.88 * 40.58 * 41.57 * 37.20 * 44.97 * 35.08 * 11.91 *

-37.5
30.03 * 30.08 * 34.99 * 39.53 * 42.77 * 44.18 * 39.60 * 47.09 * 35.68 * 11.92 *

-42.5
26.31 * 26.63 * 31.30 * 35.81 * 39.50 * 41.28 * 36.88 * 43.13 * 31.69 * 10.42 *

-47.5
32.35 * 33.18 * 39.56 * 45.87 * 51.49 * 54.28 * 48.16 * 55.34 * 39.39 * 12.88 *

-55
31.96 * 32.98 * 39.70 * 46.15 * 51.60 * 54.20 * 47.64 * 53.63 * 37.12 * 12.54 *

-65
21.44 * 21.61 * 25.43 * 28.77 * 31.22 * 32.26 * 27.97 * 30.88 * 21.55 * 8.30

-75
12.05 * 11.57 * 12.89 * 13.83 * 14.34 * 14.41 * 12.28 * 13.51 10.24 4.75

-85
1.89 1.74 1.86 1.89 1.86 1.80 1.52 1.70 1.45 0.74

-90
Total 863.63 856.15 987.79 1104.68 1189.77 1220.37 1081.51 1302.64 1029.72 363.54

Vert. Horizontal Angles
Angles

 75  85  90  Total
90

0.19 0.00 31.89
85

1.32 0.04 209.24
75

2.24 0.08 389.73
65

2.94 0.11 603.20
55

2.65 0.10 612.76
47.5

2.00 0.07 491.02
42.5

2.20 0.08 553.12
37.5

2.12 0.07 539.55
33

2.00 0.07 501.51
29

1.84 * 0.06 450.66
25.5

1.63 * 0.05 393.88
22.5

1.67 * 0.06 400.87
19.5

1.42 * 0.05 339.37
17

1.15 * 0.04 274.80

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-300W-WF-50.IES

LUMENS TABULATION - (Cont.)

15
1.17 * 0.04 277.48

13
1.18 * 0.04 279.95

11
1.19 * 0.04 282.25

9
1.20 * 0.04 284.33

7
1.21 * 0.04 286.09

5
1.21 * 0.04 287.46

3
1.21 * 0.04 288.22

1
0.60 * 0.02 144.24

0
0.60 * 0.02 144.24

-1
1.21 * 0.04 288.22

-3
1.21 * 0.04 287.46

-5
1.21 * 0.04 286.09

-7
1.20 * 0.04 284.33

-9
1.19 * 0.04 282.25

-11
1.18 * 0.04 279.95

-13
1.17 * 0.04 277.48

-15
1.15 * 0.04 274.80

-17
1.42 * 0.05 339.37

-19.5
1.67 * 0.06 400.87

-22.5
1.63 * 0.05 393.88

-25.5
1.84 * 0.06 450.66

-29
2.00 0.07 501.51

-33
2.12 0.07 539.55

-37.5
2.20 0.08 553.12

-42.5
2.00 0.07 491.02

-47.5
2.65 0.10 612.76

-55
2.94 0.11 603.20

-65
2.24 0.08 389.73

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-300W-WF-50.IES

LUMENS TABULATION - (Cont.)

-75
1.32 0.04 209.24

-85
0.19 0.00 31.89

-90
Total 68.67 2.33 15843.22

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-300W-WF-50.IES

AXIAL CANDELA DISPLAY
 

2430

4859

7289

9718

H

V

Maximum Candela = 9718   Located At Horizontal Angle = 0, Vertical Angle =-3
H - Horizontal Axial Candela
V - Vertical Axial Candela

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-300W-WF-50.IES

ISOCANDELA CURVES
 

0 30 60 90

Horizontal Angles

-90

-60

-30

0

30

60

90

Vertical

Angles

971.8

4859

Maximum Candela = 9718   Located At Horizontal Angle = 0, Vertical Angle =-3
50% Maximum Candela = 4859
10% Maximum Candela = 971.8

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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