
 

IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-220W-WF-50.IES

DESCRIPTIVE INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST]LED-8726
[TESTLAB]LSI INDUSTRIES, INC
[ISSUEDATE]03/23/17
[TESTDATE]03/23/17
[MANUFAC]LSI INDUSTRIES, INC
[LUMCAT]PFL-LED-220W-WF-50
[_ABSOLUTE]NOTE: DATA SHOWN IS ABSOLUTE FOR THE SAMPLE PROVIDED.
[OTHER]TEST PROCEDURE: IESNA LM-79-08
[_SEARCH_SOURCETYPE] LED
[_SEARCH_APPLICATION] Outdoor

Note: Candela values converted from Type-C to Type-B

CHARACTERISTICS

NEMA Type 7 H x 7 V
Maximum Candela 7647
Maximum Candela Angle 0H -3V
Horizontal Beam Angle (50%) 128.7
Vertical Beam Angle (50%) 96.1
Horizontal Field Angle (10%) 170.4
Vertical Field Angle (10%) 170.9
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Beam Lumens 19479
Beam Efficiency N.A.
Field Lumens 24463
Field Efficiency N.A.
Spill Lumens 272
Luminaire Lumens 24735
Total Efficiency N.A.
Total Luminaire Watts 220.8
Ballast Factor 1.00
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-220W-WF-50.IES

AXIAL CANDELA

DEG. HOR. DEG. VERT.

90 2 90 2
85 795 85 836
75 1189 75 1554
65 3657 65 1970
55 6040 55 2811
47.5 6534 47.5 3904
42.5 6803 42.5 4767
37.5 7067 37.5 5584
33 7177 33 6086
29 7203 29 6335
25.5 7217 25.5 6512
22.5 7271 22.5 6668
19.5 7343 19.5 6837
17 7405 17 6984
15 7449 15 7104
13 7491 13 7225
11 7529 11 7346
9 7557 9 7458
7 7572 7 7549
5 7573 5 7609
3 7569 3 7647
1 7583 1 7618
0 7593 0 7593
-1 7583 -1 7618
-3 7569 -3 7647
-5 7573 -5 7609
-7 7572 -7 7549
-9 7557 -9 7458
-11 7529 -11 7346
-13 7491 -13 7225
-15 7449 -15 7104
-17 7405 -17 6984
-19.5 7343 -19.5 6837
-22.5 7271 -22.5 6668
-25.5 7217 -25.5 6512
-29 7203 -29 6335
-33 7177 -33 6086
-37.5 7067 -37.5 5584
-42.5 6803 -42.5 4767
-47.5 6534 -47.5 3904
-55 6040 -55 2811
-65 3657 -65 1970
-75 1189 -75 1554
-85 795 -85 836
-90 2 -90 2
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-220W-WF-50.IES

CANDELA TABULATION
Maximum Candela = 7647
Beam Edge = 3823.5 Cd (50% of Max.)
Field Edge = 764.7 Cd (10% of Max.)
* Indicates Values Inside Field Edge

Vert. Horizontal Angles
Angles

 -90.0  -85.0  -75.0  -65.0  -55.0  -47.5  -42.5  -37.5  -33.0  -29.0
90.0 0 0 1 1 1 1 1 1 1 1
85.0 0 102 326 386 339 376 409 446 491 551
75.0 1 302 674 631 831 * 1093 * 1263 * 1325 * 1359 * 1403 *
65.0 1 490 748 897 * 1674 * 2352 * 2688 * 2792 * 2793 * 2722 *
55.0 1 608 817 * 1348 * 2839 * 3911 * 4292 * 4452 * 4307 * 4083 *
47.5 1 650 868 * 1778 * 3759 * 4958 * 5331 * 5458 * 5272 * 5029 *
42.5 2 676 923 * 2090 * 4344 * 5493 * 5825 * 5888 * 5865 * 5652 *
37.5 2 700 968 * 2407 * 4826 * 5902 * 6149 * 6237 * 6280 * 6175 *
33.0 2 719 1002 * 2687 * 5178 * 6124 * 6313 * 6478 * 6505 * 6485 *
29.0 2 735 1050 * 2920 * 5451 * 6252 * 6410 * 6589 * 6651 * 6600 *
25.5 2 748 1085 * 3116 * 5625 * 6340 * 6484 * 6674 * 6741 * 6694 *
22.5 2 758 1109 * 3228 * 5767 * 6394 * 6552 * 6754 * 6816 * 6784 *
19.5 2 766 * 1127 * 3344 * 5862 * 6443 * 6618 * 6830 * 6905 * 6877 *
17.0 2 773 * 1143 * 3425 * 5909 * 6479 * 6666 * 6891 * 6979 * 6964 *
15.0 2 777 * 1155 * 3480 * 5943 * 6494 * 6704 * 6943 * 7028 * 7037 *
13.0 2 782 * 1165 * 3526 * 5972 * 6508 * 6736 * 6989 * 7078 * 7082 *
11.0 2 794 * 1173 * 3561 * 5997 * 6520 * 6760 * 7023 * 7123 * 7127 *
9.0 2 794 * 1179 * 3601 * 6016 * 6530 * 6781 * 7042 * 7151 * 7171 *
7.0 2 795 * 1184 * 3632 * 6030 * 6539 * 6797 * 7058 * 7164 * 7191 *
5.0 2 795 * 1192 * 3652 * 6043 * 6543 * 6809 * 7072 * 7177 * 7203 *
3.0 2 795 * 1191 * 3674 * 6057 * 6544 * 6816 * 7077 * 7188 * 7214 *
1.0 2 795 * 1190 * 3663 * 6046 * 6537 * 6807 * 7072 * 7181 * 7208 *
0.0 2 795 * 1189 * 3657 * 6040 * 6534 * 6803 * 7067 * 7177 * 7203 *
-1.0 2 795 * 1190 * 3663 * 6046 * 6537 * 6807 * 7072 * 7181 * 7208 *
-3.0 2 795 * 1191 * 3674 * 6057 * 6544 * 6816 * 7077 * 7188 * 7214 *
-5.0 2 795 * 1192 * 3652 * 6043 * 6543 * 6809 * 7072 * 7177 * 7203 *
-7.0 2 795 * 1184 * 3632 * 6030 * 6539 * 6797 * 7058 * 7164 * 7191 *
-9.0 2 794 * 1179 * 3601 * 6016 * 6530 * 6781 * 7042 * 7151 * 7171 *
-11.0 2 794 * 1173 * 3561 * 5997 * 6520 * 6760 * 7023 * 7123 * 7127 *
-13.0 2 782 * 1165 * 3526 * 5972 * 6508 * 6736 * 6989 * 7078 * 7082 *
-15.0 2 777 * 1155 * 3480 * 5943 * 6494 * 6704 * 6943 * 7028 * 7037 *
-17.0 2 773 * 1143 * 3425 * 5909 * 6479 * 6666 * 6891 * 6979 * 6964 *
-19.5 2 766 * 1127 * 3344 * 5862 * 6443 * 6618 * 6830 * 6905 * 6877 *
-22.5 2 758 1109 * 3228 * 5767 * 6394 * 6552 * 6754 * 6816 * 6784 *
-25.5 2 748 1085 * 3116 * 5625 * 6340 * 6484 * 6674 * 6741 * 6694 *
-29.0 2 735 1050 * 2920 * 5451 * 6252 * 6410 * 6589 * 6651 * 6600 *
-33.0 2 719 1002 * 2687 * 5178 * 6124 * 6313 * 6478 * 6505 * 6485 *
-37.5 2 700 968 * 2407 * 4826 * 5902 * 6149 * 6237 * 6280 * 6175 *
-42.5 2 676 923 * 2090 * 4344 * 5493 * 5825 * 5888 * 5865 * 5652 *
-47.5 1 650 868 * 1778 * 3759 * 4958 * 5331 * 5458 * 5272 * 5029 *
-55.0 1 608 817 * 1348 * 2839 * 3911 * 4292 * 4452 * 4307 * 4083 *
-65.0 1 490 748 897 * 1674 * 2352 * 2688 * 2792 * 2793 * 2722 *
-75.0 1 302 674 631 831 * 1093 * 1263 * 1325 * 1359 * 1403 *
-85.0 0 102 326 386 339 376 409 446 491 551
-90.0 0 0 1 1 1 1 1 1 1 1
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-220W-WF-50.IES

CANDELA TABULATION - (Cont.)

Vert. Horizontal Angles
Angles

 -25.5  -22.5  -19.5  -17.0  -15.0  -13.0  -11.0  -9.0  -7.0  -5.0
90.0 2 2 2 2 2 2 2 2 2 2
85.0 605 647 689 725 754 770 * 797 * 808 * 818 * 829 *
75.0 1418 * 1441 * 1471 * 1489 * 1499 * 1511 * 1522 * 1531 * 1538 * 1548 *
65.0 2622 * 2484 * 2389 * 2296 * 2214 * 2145 * 2114 * 2079 * 2041 * 2000 *
55.0 3834 * 3598 * 3400 * 3278 * 3172 * 3060 * 2999 * 2958 * 2912 * 2859 *
47.5 4804 * 4609 * 4404 * 4297 * 4221 * 4140 * 4059 * 4032 * 3996 * 3951 *
42.5 5469 * 5306 * 5152 * 5043 * 4989 * 4929 * 4863 * 4833 * 4819 * 4795 *
37.5 6021 * 5910 * 5794 * 5712 * 5671 * 5641 * 5614 * 5592 * 5594 * 5588 *
33.0 6349 * 6252 * 6168 * 6110 * 6075 * 6065 * 6058 * 6049 * 6052 * 6059 *
29.0 6516 * 6424 * 6351 * 6313 * 6298 * 6285 * 6288 * 6291 * 6295 * 6307 *
25.5 6614 * 6537 * 6481 * 6447 * 6444 * 6443 * 6443 * 6455 * 6461 * 6476 *
22.5 6711 * 6642 * 6594 * 6576 * 6567 * 6578 * 6585 * 6598 * 6611 * 6625 *
19.5 6820 * 6763 * 6718 * 6711 * 6716 * 6723 * 6742 * 6754 * 6774 * 6788 *
17.0 6915 * 6862 * 6834 * 6833 * 6847 * 6865 * 6883 * 6899 * 6916 * 6934 *
15.0 6990 * 6943 * 6923 * 6934 * 6954 * 6978 * 6998 * 7018 * 7034 * 7054 *
13.0 7065 * 7021 * 7012 * 7033 * 7059 * 7085 * 7109 * 7127 * 7153 * 7174 *
11.0 7111 * 7091 * 7094 * 7126 * 7157 * 7186 * 7210 * 7234 * 7261 * 7292 *
9.0 7156 * 7148 * 7175 * 7215 * 7251 * 7279 * 7306 * 7330 * 7363 * 7398 *
7.0 7195 * 7203 * 7241 * 7293 * 7336 * 7369 * 7394 * 7419 * 7454 * 7482 *
5.0 7209 * 7239 * 7298 * 7359 * 7400 * 7438 * 7472 * 7495 * 7517 * 7546 *
3.0 7223 * 7265 * 7332 * 7396 * 7441 * 7483 * 7521 * 7548 * 7570 * 7578 *
1.0 7222 * 7275 * 7348 * 7412 * 7457 * 7501 * 7542 * 7571 * 7588 * 7592 *
0.0 7217 * 7271 * 7343 * 7405 * 7449 * 7491 * 7529 * 7557 * 7572 * 7573 *
-1.0 7222 * 7275 * 7348 * 7412 * 7457 * 7501 * 7542 * 7571 * 7588 * 7592 *
-3.0 7223 * 7265 * 7332 * 7396 * 7441 * 7483 * 7521 * 7548 * 7570 * 7578 *
-5.0 7209 * 7239 * 7298 * 7359 * 7400 * 7438 * 7472 * 7495 * 7517 * 7546 *
-7.0 7195 * 7203 * 7241 * 7293 * 7336 * 7369 * 7394 * 7419 * 7454 * 7482 *
-9.0 7156 * 7148 * 7175 * 7215 * 7251 * 7279 * 7306 * 7330 * 7363 * 7398 *
-11.0 7111 * 7091 * 7094 * 7126 * 7157 * 7186 * 7210 * 7234 * 7261 * 7292 *
-13.0 7065 * 7021 * 7012 * 7033 * 7059 * 7085 * 7109 * 7127 * 7153 * 7174 *
-15.0 6990 * 6943 * 6923 * 6934 * 6954 * 6978 * 6998 * 7018 * 7034 * 7054 *
-17.0 6915 * 6862 * 6834 * 6833 * 6847 * 6865 * 6883 * 6899 * 6916 * 6934 *
-19.5 6820 * 6763 * 6718 * 6711 * 6716 * 6723 * 6742 * 6754 * 6774 * 6788 *
-22.5 6711 * 6642 * 6594 * 6576 * 6567 * 6578 * 6585 * 6598 * 6611 * 6625 *
-25.5 6614 * 6537 * 6481 * 6447 * 6444 * 6443 * 6443 * 6455 * 6461 * 6476 *
-29.0 6516 * 6424 * 6351 * 6313 * 6298 * 6285 * 6288 * 6291 * 6295 * 6307 *
-33.0 6349 * 6252 * 6168 * 6110 * 6075 * 6065 * 6058 * 6049 * 6052 * 6059 *
-37.5 6021 * 5910 * 5794 * 5712 * 5671 * 5641 * 5614 * 5592 * 5594 * 5588 *
-42.5 5469 * 5306 * 5152 * 5043 * 4989 * 4929 * 4863 * 4833 * 4819 * 4795 *
-47.5 4804 * 4609 * 4404 * 4297 * 4221 * 4140 * 4059 * 4032 * 3996 * 3951 *
-55.0 3834 * 3598 * 3400 * 3278 * 3172 * 3060 * 2999 * 2958 * 2912 * 2859 *
-65.0 2622 * 2484 * 2389 * 2296 * 2214 * 2145 * 2114 * 2079 * 2041 * 2000 *
-75.0 1418 * 1441 * 1471 * 1489 * 1499 * 1511 * 1522 * 1531 * 1538 * 1548 *
-85.0 605 647 689 725 754 770 * 797 * 808 * 818 * 829 *
-90.0 2 2 2 2 2 2 2 2 2 2

Vert. Horizontal Angles
Angles

 -3.0  -1.0  0.0  1.0  3.0  5.0  7.0  9.0  11.0  13.0
90.0 2 2 2 2 2 2 2 2 2 2
85.0 832 * 835 * 836 * 835 * 832 * 829 * 818 * 808 * 797 * 770 *
75.0 1550 * 1553 * 1554 * 1553 * 1550 * 1548 * 1538 * 1531 * 1522 * 1511 *
65.0 1986 * 1975 * 1970 * 1975 * 1986 * 2000 * 2041 * 2079 * 2114 * 2145 *
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-220W-WF-50.IES

CANDELA TABULATION - (Cont.)

55.0 2837 * 2820 * 2811 * 2820 * 2837 * 2859 * 2912 * 2958 * 2999 * 3060 *
47.5 3928 * 3912 * 3904 * 3912 * 3928 * 3951 * 3996 * 4032 * 4059 * 4140 *
42.5 4784 * 4773 * 4767 * 4773 * 4784 * 4795 * 4819 * 4833 * 4863 * 4929 *
37.5 5573 * 5586 * 5584 * 5586 * 5573 * 5588 * 5594 * 5592 * 5614 * 5641 *
33.0 6059 * 6078 * 6086 * 6078 * 6059 * 6059 * 6052 * 6049 * 6058 * 6065 *
29.0 6314 * 6328 * 6335 * 6328 * 6314 * 6307 * 6295 * 6291 * 6288 * 6285 *
25.5 6489 * 6504 * 6512 * 6504 * 6489 * 6476 * 6461 * 6455 * 6443 * 6443 *
22.5 6642 * 6659 * 6668 * 6659 * 6642 * 6625 * 6611 * 6598 * 6585 * 6578 *
19.5 6808 * 6826 * 6837 * 6826 * 6808 * 6788 * 6774 * 6754 * 6742 * 6723 *
17.0 6953 * 6971 * 6984 * 6971 * 6953 * 6934 * 6916 * 6899 * 6883 * 6865 *
15.0 7070 * 7090 * 7104 * 7090 * 7070 * 7054 * 7034 * 7018 * 6998 * 6978 *
13.0 7188 * 7207 * 7225 * 7207 * 7188 * 7174 * 7153 * 7127 * 7109 * 7085 *
11.0 7306 * 7325 * 7346 * 7325 * 7306 * 7292 * 7261 * 7234 * 7210 * 7186 *
9.0 7419 * 7436 * 7458 * 7436 * 7419 * 7398 * 7363 * 7330 * 7306 * 7279 *
7.0 7511 * 7525 * 7549 * 7525 * 7511 * 7482 * 7454 * 7419 * 7394 * 7369 *
5.0 7566 * 7586 * 7609 * 7586 * 7566 * 7546 * 7517 * 7495 * 7472 * 7438 *
3.0 7593 * 7610 * 7647 * 7610 * 7593 * 7578 * 7570 * 7548 * 7521 * 7483 *
1.0 7591 * 7599 * 7618 * 7599 * 7591 * 7592 * 7588 * 7571 * 7542 * 7501 *
0.0 7569 * 7583 * 7593 * 7583 * 7569 * 7573 * 7572 * 7557 * 7529 * 7491 *
-1.0 7591 * 7599 * 7618 * 7599 * 7591 * 7592 * 7588 * 7571 * 7542 * 7501 *
-3.0 7593 * 7610 * 7647 * 7610 * 7593 * 7578 * 7570 * 7548 * 7521 * 7483 *
-5.0 7566 * 7586 * 7609 * 7586 * 7566 * 7546 * 7517 * 7495 * 7472 * 7438 *
-7.0 7511 * 7525 * 7549 * 7525 * 7511 * 7482 * 7454 * 7419 * 7394 * 7369 *
-9.0 7419 * 7436 * 7458 * 7436 * 7419 * 7398 * 7363 * 7330 * 7306 * 7279 *
-11.0 7306 * 7325 * 7346 * 7325 * 7306 * 7292 * 7261 * 7234 * 7210 * 7186 *
-13.0 7188 * 7207 * 7225 * 7207 * 7188 * 7174 * 7153 * 7127 * 7109 * 7085 *
-15.0 7070 * 7090 * 7104 * 7090 * 7070 * 7054 * 7034 * 7018 * 6998 * 6978 *
-17.0 6953 * 6971 * 6984 * 6971 * 6953 * 6934 * 6916 * 6899 * 6883 * 6865 *
-19.5 6808 * 6826 * 6837 * 6826 * 6808 * 6788 * 6774 * 6754 * 6742 * 6723 *
-22.5 6642 * 6659 * 6668 * 6659 * 6642 * 6625 * 6611 * 6598 * 6585 * 6578 *
-25.5 6489 * 6504 * 6512 * 6504 * 6489 * 6476 * 6461 * 6455 * 6443 * 6443 *
-29.0 6314 * 6328 * 6335 * 6328 * 6314 * 6307 * 6295 * 6291 * 6288 * 6285 *
-33.0 6059 * 6078 * 6086 * 6078 * 6059 * 6059 * 6052 * 6049 * 6058 * 6065 *
-37.5 5573 * 5586 * 5584 * 5586 * 5573 * 5588 * 5594 * 5592 * 5614 * 5641 *
-42.5 4784 * 4773 * 4767 * 4773 * 4784 * 4795 * 4819 * 4833 * 4863 * 4929 *
-47.5 3928 * 3912 * 3904 * 3912 * 3928 * 3951 * 3996 * 4032 * 4059 * 4140 *
-55.0 2837 * 2820 * 2811 * 2820 * 2837 * 2859 * 2912 * 2958 * 2999 * 3060 *
-65.0 1986 * 1975 * 1970 * 1975 * 1986 * 2000 * 2041 * 2079 * 2114 * 2145 *
-75.0 1550 * 1553 * 1554 * 1553 * 1550 * 1548 * 1538 * 1531 * 1522 * 1511 *
-85.0 832 * 835 * 836 * 835 * 832 * 829 * 818 * 808 * 797 * 770 *
-90.0 2 2 2 2 2 2 2 2 2 2

Vert. Horizontal Angles
Angles

 15.0  17.0  19.5  22.5  25.5  29.0  33.0  37.5  42.5  47.5
90.0 2 2 2 2 2 1 1 1 1 1
85.0 754 725 689 647 605 551 491 446 409 376
75.0 1499 * 1489 * 1471 * 1441 * 1418 * 1403 * 1359 * 1325 * 1263 * 1093 *
65.0 2214 * 2296 * 2389 * 2484 * 2622 * 2722 * 2793 * 2792 * 2688 * 2352 *
55.0 3172 * 3278 * 3400 * 3598 * 3834 * 4083 * 4307 * 4452 * 4292 * 3911 *
47.5 4221 * 4297 * 4404 * 4609 * 4804 * 5029 * 5272 * 5458 * 5331 * 4958 *
42.5 4989 * 5043 * 5152 * 5306 * 5469 * 5652 * 5865 * 5888 * 5825 * 5493 *
37.5 5671 * 5712 * 5794 * 5910 * 6021 * 6175 * 6280 * 6237 * 6149 * 5902 *
33.0 6075 * 6110 * 6168 * 6252 * 6349 * 6485 * 6505 * 6478 * 6313 * 6124 *
29.0 6298 * 6313 * 6351 * 6424 * 6516 * 6600 * 6651 * 6589 * 6410 * 6252 *
25.5 6444 * 6447 * 6481 * 6537 * 6614 * 6694 * 6741 * 6674 * 6484 * 6340 *
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-220W-WF-50.IES

CANDELA TABULATION - (Cont.)

22.5 6567 * 6576 * 6594 * 6642 * 6711 * 6784 * 6816 * 6754 * 6552 * 6394 *
19.5 6716 * 6711 * 6718 * 6763 * 6820 * 6877 * 6905 * 6830 * 6618 * 6443 *
17.0 6847 * 6833 * 6834 * 6862 * 6915 * 6964 * 6979 * 6891 * 6666 * 6479 *
15.0 6954 * 6934 * 6923 * 6943 * 6990 * 7037 * 7028 * 6943 * 6704 * 6494 *
13.0 7059 * 7033 * 7012 * 7021 * 7065 * 7082 * 7078 * 6989 * 6736 * 6508 *
11.0 7157 * 7126 * 7094 * 7091 * 7111 * 7127 * 7123 * 7023 * 6760 * 6520 *
9.0 7251 * 7215 * 7175 * 7148 * 7156 * 7171 * 7151 * 7042 * 6781 * 6530 *
7.0 7336 * 7293 * 7241 * 7203 * 7195 * 7191 * 7164 * 7058 * 6797 * 6539 *
5.0 7400 * 7359 * 7298 * 7239 * 7209 * 7203 * 7177 * 7072 * 6809 * 6543 *
3.0 7441 * 7396 * 7332 * 7265 * 7223 * 7214 * 7188 * 7077 * 6816 * 6544 *
1.0 7457 * 7412 * 7348 * 7275 * 7222 * 7208 * 7181 * 7072 * 6807 * 6537 *
0.0 7449 * 7405 * 7343 * 7271 * 7217 * 7203 * 7177 * 7067 * 6803 * 6534 *
-1.0 7457 * 7412 * 7348 * 7275 * 7222 * 7208 * 7181 * 7072 * 6807 * 6537 *
-3.0 7441 * 7396 * 7332 * 7265 * 7223 * 7214 * 7188 * 7077 * 6816 * 6544 *
-5.0 7400 * 7359 * 7298 * 7239 * 7209 * 7203 * 7177 * 7072 * 6809 * 6543 *
-7.0 7336 * 7293 * 7241 * 7203 * 7195 * 7191 * 7164 * 7058 * 6797 * 6539 *
-9.0 7251 * 7215 * 7175 * 7148 * 7156 * 7171 * 7151 * 7042 * 6781 * 6530 *
-11.0 7157 * 7126 * 7094 * 7091 * 7111 * 7127 * 7123 * 7023 * 6760 * 6520 *
-13.0 7059 * 7033 * 7012 * 7021 * 7065 * 7082 * 7078 * 6989 * 6736 * 6508 *
-15.0 6954 * 6934 * 6923 * 6943 * 6990 * 7037 * 7028 * 6943 * 6704 * 6494 *
-17.0 6847 * 6833 * 6834 * 6862 * 6915 * 6964 * 6979 * 6891 * 6666 * 6479 *
-19.5 6716 * 6711 * 6718 * 6763 * 6820 * 6877 * 6905 * 6830 * 6618 * 6443 *
-22.5 6567 * 6576 * 6594 * 6642 * 6711 * 6784 * 6816 * 6754 * 6552 * 6394 *
-25.5 6444 * 6447 * 6481 * 6537 * 6614 * 6694 * 6741 * 6674 * 6484 * 6340 *
-29.0 6298 * 6313 * 6351 * 6424 * 6516 * 6600 * 6651 * 6589 * 6410 * 6252 *
-33.0 6075 * 6110 * 6168 * 6252 * 6349 * 6485 * 6505 * 6478 * 6313 * 6124 *
-37.5 5671 * 5712 * 5794 * 5910 * 6021 * 6175 * 6280 * 6237 * 6149 * 5902 *
-42.5 4989 * 5043 * 5152 * 5306 * 5469 * 5652 * 5865 * 5888 * 5825 * 5493 *
-47.5 4221 * 4297 * 4404 * 4609 * 4804 * 5029 * 5272 * 5458 * 5331 * 4958 *
-55.0 3172 * 3278 * 3400 * 3598 * 3834 * 4083 * 4307 * 4452 * 4292 * 3911 *
-65.0 2214 * 2296 * 2389 * 2484 * 2622 * 2722 * 2793 * 2792 * 2688 * 2352 *
-75.0 1499 * 1489 * 1471 * 1441 * 1418 * 1403 * 1359 * 1325 * 1263 * 1093 *
-85.0 754 725 689 647 605 551 491 446 409 376
-90.0 2 2 2 2 2 1 1 1 1 1

Vert. Horizontal Angles
Angles

 55.0  65.0  75.0  85.0  90.0
90.0 1 1 1 0 0
85.0 339 386 326 102 0
75.0 831 * 631 674 302 1
65.0 1674 * 897 * 748 490 1
55.0 2839 * 1348 * 817 * 608 1
47.5 3759 * 1778 * 868 * 650 1
42.5 4344 * 2090 * 923 * 676 2
37.5 4826 * 2407 * 968 * 700 2
33.0 5178 * 2687 * 1002 * 719 2
29.0 5451 * 2920 * 1050 * 735 2
25.5 5625 * 3116 * 1085 * 748 2
22.5 5767 * 3228 * 1109 * 758 2
19.5 5862 * 3344 * 1127 * 766 * 2
17.0 5909 * 3425 * 1143 * 773 * 2
15.0 5943 * 3480 * 1155 * 777 * 2
13.0 5972 * 3526 * 1165 * 782 * 2
11.0 5997 * 3561 * 1173 * 794 * 2
9.0 6016 * 3601 * 1179 * 794 * 2
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-220W-WF-50.IES

CANDELA TABULATION - (Cont.)

7.0 6030 * 3632 * 1184 * 795 * 2
5.0 6043 * 3652 * 1192 * 795 * 2
3.0 6057 * 3674 * 1191 * 795 * 2
1.0 6046 * 3663 * 1190 * 795 * 2
0.0 6040 * 3657 * 1189 * 795 * 2
-1.0 6046 * 3663 * 1190 * 795 * 2
-3.0 6057 * 3674 * 1191 * 795 * 2
-5.0 6043 * 3652 * 1192 * 795 * 2
-7.0 6030 * 3632 * 1184 * 795 * 2
-9.0 6016 * 3601 * 1179 * 794 * 2
-11.0 5997 * 3561 * 1173 * 794 * 2
-13.0 5972 * 3526 * 1165 * 782 * 2
-15.0 5943 * 3480 * 1155 * 777 * 2
-17.0 5909 * 3425 * 1143 * 773 * 2
-19.5 5862 * 3344 * 1127 * 766 * 2
-22.5 5767 * 3228 * 1109 * 758 2
-25.5 5625 * 3116 * 1085 * 748 2
-29.0 5451 * 2920 * 1050 * 735 2
-33.0 5178 * 2687 * 1002 * 719 2
-37.5 4826 * 2407 * 968 * 700 2
-42.5 4344 * 2090 * 923 * 676 2
-47.5 3759 * 1778 * 868 * 650 1
-55.0 2839 * 1348 * 817 * 608 1
-65.0 1674 * 897 * 748 490 1
-75.0 831 * 631 674 302 1
-85.0 339 386 326 102 0
-90.0 1 1 1 0 0

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-220W-WF-50.IES

LUMEN TABULATION
Average Of Right And Left Sides
Total Luminaire Lumens (one side of beam only) = 12367.47
Total Field Lumens (one side of beam only) = 12231.27
* Indicates Values Inside Field Edge

Vert. Horizontal Angles
Angles

 0  1  3  5  7  9  11  13  15  17
90

0.64 1.27 1.26 1.25 1.23 1.21 1.17 1.13 1.09 1.28
85

3.64 * 7.26 * 7.23 * 7.17 * 7.08 * 6.99 * 6.85 * 6.70 * 6.54 * 7.91 *
75

5.37 * 10.75 * 10.76 * 10.80 * 10.84 * 10.87 * 10.86 * 10.89 * 10.98 * 13.82 *
65

7.29 * 14.64 * 14.71 * 14.86 * 15.07 * 15.22 * 15.37 * 15.65 * 16.05 * 20.54 *
55

7.68 * 15.41 * 15.47 * 15.58 * 15.72 * 15.80 * 15.93 * 16.17 * 16.43 * 20.85 *
47.5

6.61 * 13.24 * 13.26 * 13.30 * 13.33 * 13.34 * 13.40 * 13.51 * 13.58 * 17.08 *
42.5

7.89 * 15.77 * 15.76 * 15.75 * 15.71 * 15.68 * 15.68 * 15.69 * 15.68 * 19.62 *
37.5

8.00 * 15.96 * 15.92 * 15.88 * 15.80 * 15.73 * 15.67 * 15.60 * 15.53 * 19.35 *
33

7.56 * 15.09 * 15.03 * 14.97 * 14.89 * 14.81 * 14.72 * 14.61 * 14.52 * 18.04 *
29

6.84 * 13.66 * 13.61 * 13.54 * 13.46 * 13.37 * 13.27 * 13.17 * 13.07 * 16.19 *
25.5

6.02 * 12.01 * 11.96 * 11.89 * 11.82 * 11.74 * 11.64 * 11.54 * 11.43 * 14.16 *
22.5

6.17 * 12.30 * 12.24 * 12.18 * 12.10 * 12.00 * 11.90 * 11.79 * 11.67 * 14.43 *
19.5

5.26 * 10.49 * 10.44 * 10.38 * 10.31 * 10.23 * 10.13 * 10.03 * 9.92 * 12.25 *
17

4.29 * 8.55 * 8.51 * 8.46 * 8.41 * 8.34 * 8.26 * 8.17 * 8.07 * 9.95 *
15

4.36 * 8.69 * 8.66 * 8.61 * 8.55 * 8.47 * 8.39 * 8.30 * 8.19 * 10.09 *
13

4.43 * 8.84 * 8.80 * 8.75 * 8.68 * 8.60 * 8.52 * 8.42 * 8.31 * 10.22 *
11

4.50 * 8.98 * 8.94 * 8.88 * 8.80 * 8.72 * 8.63 * 8.53 * 8.42 * 10.35 *
9

4.56 * 9.10 * 9.06 * 9.00 * 8.92 * 8.83 * 8.74 * 8.64 * 8.52 * 10.46 *
7

4.61 * 9.19 * 9.15 * 9.09 * 9.01 * 8.93 * 8.84 * 8.73 * 8.60 * 10.56 *
5

4.64 * 9.24 * 9.20 * 9.15 * 9.09 * 9.01 * 8.91 * 8.80 * 8.67 * 10.63 *
3

4.64 * 9.25 * 9.22 * 9.19 * 9.13 * 9.05 * 8.95 * 8.83 * 8.70 * 10.66 *
1

2.31 * 4.62 * 4.61 * 4.59 * 4.57 * 4.53 * 4.48 * 4.42 * 4.35 * 5.33 *
0

2.31 * 4.62 * 4.61 * 4.59 * 4.57 * 4.53 * 4.48 * 4.42 * 4.35 * 5.33 *
-1

4.64 * 9.25 * 9.22 * 9.19 * 9.13 * 9.05 * 8.95 * 8.83 * 8.70 * 10.66 *

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-220W-WF-50.IES

LUMENS TABULATION - (Cont.)

-3
4.64 * 9.24 * 9.20 * 9.15 * 9.09 * 9.01 * 8.91 * 8.80 * 8.67 * 10.63 *

-5
4.61 * 9.19 * 9.15 * 9.09 * 9.01 * 8.93 * 8.84 * 8.73 * 8.60 * 10.56 *

-7
4.56 * 9.10 * 9.06 * 9.00 * 8.92 * 8.83 * 8.74 * 8.64 * 8.52 * 10.46 *

-9
4.50 * 8.98 * 8.94 * 8.88 * 8.80 * 8.72 * 8.63 * 8.53 * 8.42 * 10.35 *

-11
4.43 * 8.84 * 8.80 * 8.75 * 8.68 * 8.60 * 8.52 * 8.42 * 8.31 * 10.22 *

-13
4.36 * 8.69 * 8.66 * 8.61 * 8.55 * 8.47 * 8.39 * 8.30 * 8.19 * 10.09 *

-15
4.29 * 8.55 * 8.51 * 8.46 * 8.41 * 8.34 * 8.26 * 8.17 * 8.07 * 9.95 *

-17
5.26 * 10.49 * 10.44 * 10.38 * 10.31 * 10.23 * 10.13 * 10.03 * 9.92 * 12.25 *

-19.5
6.17 * 12.30 * 12.24 * 12.18 * 12.10 * 12.00 * 11.90 * 11.79 * 11.67 * 14.43 *

-22.5
6.02 * 12.01 * 11.96 * 11.89 * 11.82 * 11.74 * 11.64 * 11.54 * 11.43 * 14.16 *

-25.5
6.84 * 13.66 * 13.61 * 13.54 * 13.46 * 13.37 * 13.27 * 13.17 * 13.07 * 16.19 *

-29
7.56 * 15.09 * 15.03 * 14.97 * 14.89 * 14.81 * 14.72 * 14.61 * 14.52 * 18.04 *

-33
8.00 * 15.96 * 15.92 * 15.88 * 15.80 * 15.73 * 15.67 * 15.60 * 15.53 * 19.35 *

-37.5
7.89 * 15.77 * 15.76 * 15.75 * 15.71 * 15.68 * 15.68 * 15.69 * 15.68 * 19.62 *

-42.5
6.61 * 13.24 * 13.26 * 13.30 * 13.33 * 13.34 * 13.40 * 13.51 * 13.58 * 17.08 *

-47.5
7.68 * 15.41 * 15.47 * 15.58 * 15.72 * 15.80 * 15.93 * 16.17 * 16.43 * 20.85 *

-55
7.29 * 14.64 * 14.71 * 14.86 * 15.07 * 15.22 * 15.37 * 15.65 * 16.05 * 20.54 *

-65
5.37 * 10.75 * 10.76 * 10.80 * 10.84 * 10.87 * 10.86 * 10.89 * 10.98 * 13.82 *

-75
3.64 * 7.26 * 7.23 * 7.17 * 7.08 * 6.99 * 6.85 * 6.70 * 6.54 * 7.91 *

-85
0.64 1.27 1.26 1.25 1.23 1.21 1.17 1.13 1.09 1.28

-90
Total 234.61 468.56 467.58 466.53 465.06 462.98 460.68 458.63 456.61 567.52

Vert. Horizontal Angles
Angles

 19.5  22.5  25.5  29  33  37.5  42.5  47.5  55  65
90

1.43 1.31 1.37 1.36 1.31 1.25 1.06 1.28 1.38 0.93
85

9.06 * 8.58 * 9.42 * 9.93 * 10.13 * 10.04 * 8.45 * 9.43 8.32 5.25
75

16.60 * 16.62 * 19.34 * 21.61 * 23.14 * 23.53 * 19.91 * 21.26 * 15.34 * 7.67
65

25.32 * 26.17 * 31.42 * 36.30 * 40.13 * 41.48 * 35.64 * 38.50 * 25.70 * 9.91 *
55

25.61 * 26.37 * 31.54 * 36.60 * 40.90 * 42.72 * 37.33 * 41.44 * 27.73 * 9.39 *

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-220W-WF-50.IES

LUMENS TABULATION - (Cont.)

47.5
20.76 * 21.06 * 24.82 * 28.48 * 31.45 * 32.81 * 29.08 * 33.14 * 22.76 * 7.36 *

42.5
23.63 * 23.69 * 27.62 * 31.29 * 33.95 * 35.14 * 31.45 * 36.73 * 25.99 * 8.31 *

37.5
23.15 * 23.04 * 26.69 * 29.89 * 32.11 * 33.04 * 29.66 * 35.42 * 25.84 * 8.27 *

33
21.49 * 21.32 * 24.59 * 27.40 * 29.35 * 30.08 * 27.02 * 32.87 * 24.70 * 7.97 *

29
19.25 * 19.06 * 21.91 * 24.38 * 26.10 * 26.70 * 24.01 * 29.59 * 22.78 * 7.44 *

25.5
16.80 * 16.59 * 19.05 * 21.17 * 22.65 * 23.15 * 20.81 * 25.86 * 20.23 * 6.66 *

22.5
17.09 * 16.86 * 19.33 * 21.44 * 22.92 * 23.40 * 21.00 * 26.22 * 20.76 * 6.87 *

19.5
14.49 * 14.27 * 16.33 * 18.09 * 19.31 * 19.69 * 17.63 * 22.05 * 17.63 * 5.88 *

17
11.76 * 11.57 * 13.22 * 14.62 * 15.58 * 15.87 * 14.18 * 17.74 * 14.27 * 4.79 *

15
11.90 * 11.69 * 13.35 * 14.74 * 15.69 * 15.96 * 14.23 * 17.80 * 14.39 * 4.85 *

13
12.04 * 11.81 * 13.45 * 14.83 * 15.79 * 16.04 * 14.28 * 17.86 * 14.49 * 4.90 *

11
12.16 * 11.90 * 13.54 * 14.92 * 15.86 * 16.10 * 14.31 * 17.91 * 14.58 * 4.95 *

9
12.27 * 11.98 * 13.61 * 14.97 * 15.90 * 16.14 * 14.34 * 17.94 * 14.66 * 4.99 *

7
12.36 * 12.04 * 13.65 * 15.00 * 15.93 * 16.18 * 14.37 * 17.97 * 14.72 * 5.03 *

5
12.43 * 12.08 * 13.67 * 15.03 * 15.96 * 16.20 * 14.38 * 18.00 * 14.77 * 5.05 *

3
12.46 * 12.10 * 13.68 * 15.03 * 15.96 * 16.20 * 14.38 * 17.99 * 14.79 * 5.06 *

1
6.24 * 6.05 * 6.84 * 7.51 * 7.97 * 8.09 * 7.18 * 8.99 * 7.38 * 2.52 *

0
6.24 * 6.05 * 6.84 * 7.51 * 7.97 * 8.09 * 7.18 * 8.99 * 7.38 * 2.52 *

-1
12.46 * 12.10 * 13.68 * 15.03 * 15.96 * 16.20 * 14.38 * 17.99 * 14.79 * 5.06 *

-3
12.43 * 12.08 * 13.67 * 15.03 * 15.96 * 16.20 * 14.38 * 18.00 * 14.77 * 5.05 *

-5
12.36 * 12.04 * 13.65 * 15.00 * 15.93 * 16.18 * 14.37 * 17.97 * 14.72 * 5.03 *

-7
12.27 * 11.98 * 13.61 * 14.97 * 15.90 * 16.14 * 14.34 * 17.94 * 14.66 * 4.99 *

-9
12.16 * 11.90 * 13.54 * 14.92 * 15.86 * 16.10 * 14.31 * 17.91 * 14.58 * 4.95 *

-11
12.04 * 11.81 * 13.45 * 14.83 * 15.79 * 16.04 * 14.28 * 17.86 * 14.49 * 4.90 *

-13
11.90 * 11.69 * 13.35 * 14.74 * 15.69 * 15.96 * 14.23 * 17.80 * 14.39 * 4.85 *

-15
11.76 * 11.57 * 13.22 * 14.62 * 15.58 * 15.87 * 14.18 * 17.74 * 14.27 * 4.79 *

-17
14.49 * 14.27 * 16.33 * 18.09 * 19.31 * 19.69 * 17.63 * 22.05 * 17.63 * 5.88 *

-19.5
17.09 * 16.86 * 19.33 * 21.44 * 22.92 * 23.40 * 21.00 * 26.22 * 20.76 * 6.87 *

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-220W-WF-50.IES

LUMENS TABULATION - (Cont.)

-22.5
16.80 * 16.59 * 19.05 * 21.17 * 22.65 * 23.15 * 20.81 * 25.86 * 20.23 * 6.66 *

-25.5
19.25 * 19.06 * 21.91 * 24.38 * 26.10 * 26.70 * 24.01 * 29.59 * 22.78 * 7.44 *

-29
21.49 * 21.32 * 24.59 * 27.40 * 29.35 * 30.08 * 27.02 * 32.87 * 24.70 * 7.97 *

-33
23.15 * 23.04 * 26.69 * 29.89 * 32.11 * 33.04 * 29.66 * 35.42 * 25.84 * 8.27 *

-37.5
23.63 * 23.69 * 27.62 * 31.29 * 33.95 * 35.14 * 31.45 * 36.73 * 25.99 * 8.31 *

-42.5
20.76 * 21.06 * 24.82 * 28.48 * 31.45 * 32.81 * 29.08 * 33.14 * 22.76 * 7.36 *

-47.5
25.61 * 26.37 * 31.54 * 36.60 * 40.90 * 42.72 * 37.33 * 41.44 * 27.73 * 9.39 *

-55
25.32 * 26.17 * 31.42 * 36.30 * 40.13 * 41.48 * 35.64 * 38.50 * 25.70 * 9.91 *

-65
16.60 * 16.62 * 19.34 * 21.61 * 23.14 * 23.53 * 19.91 * 21.26 * 15.34 * 7.67

-75
9.06 * 8.58 * 9.42 * 9.93 * 10.13 * 10.04 * 8.45 * 9.43 8.32 5.25

-85
1.43 1.31 1.37 1.36 1.31 1.25 1.06 1.28 1.38 0.93

-90
Total 676.59 672.30 776.87 869.22 936.15 959.56 849.43 1011.99 766.43 268.10

Vert. Horizontal Angles
Angles

 75  85  90  Total
90

0.28 0.01 24.51
85

1.85 0.07 157.90
75

2.92 0.13 294.01
65

3.52 0.18 463.67
55

2.92 0.16 477.74
47.5

2.06 * 0.11 384.55
42.5

2.16 * 0.11 433.28
37.5

2.01 * 0.11 422.64
33

1.85 * 0.10 393.00
29

1.67 * 0.09 353.17
25.5

1.47 * 0.08 308.72
22.5

1.49 * 0.08 314.25
19.5

1.26 * 0.06 266.14
17

1.02 * 0.05 215.66

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-220W-WF-50.IES

LUMENS TABULATION - (Cont.)

15
1.02 * 0.05 218.00

13
1.03 * 0.05 220.14

11
1.04 * 0.05 222.07

9
1.04 * 0.05 223.74

7
1.05 * 0.05 225.06

5
1.05 * 0.05 225.99

3
1.05 * 0.05 226.37

1
0.52 * 0.03 113.13

0
0.52 * 0.03 113.13

-1
1.05 * 0.05 226.37

-3
1.05 * 0.05 225.99

-5
1.05 * 0.05 225.06

-7
1.04 * 0.05 223.74

-9
1.04 * 0.05 222.07

-11
1.03 * 0.05 220.14

-13
1.02 * 0.05 218.00

-15
1.02 * 0.05 215.66

-17
1.26 * 0.06 266.14

-19.5
1.49 * 0.08 314.25

-22.5
1.47 * 0.08 308.72

-25.5
1.67 * 0.09 353.17

-29
1.85 * 0.10 393.00

-33
2.01 * 0.11 422.64

-37.5
2.16 * 0.11 433.28

-42.5
2.06 * 0.11 384.55

-47.5
2.92 0.16 477.74

-55
3.52 0.18 463.67

-65
2.92 0.13 294.01

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-220W-WF-50.IES

LUMENS TABULATION - (Cont.)

-75
1.85 0.07 157.90

-85
0.28 0.01 24.51

-90
Total 68.58 3.45 12367.46

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-220W-WF-50.IES

AXIAL CANDELA DISPLAY
 

1912

3824

5735

7647

H

V

Maximum Candela = 7647   Located At Horizontal Angle = 0, Vertical Angle =-3
H - Horizontal Axial Candela
V - Vertical Axial Candela

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : PFL-LED-220W-WF-50.IES

ISOCANDELA CURVES
 

0 30 60 90

Horizontal Angles

-90

-60

-30

0

30

60

90

Vertical

Angles

764.7

3823.5

Maximum Candela = 7647   Located At Horizontal Angle = 0, Vertical Angle =-3
50% Maximum Candela = 3823.5
10% Maximum Candela = 764.7
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