
AM BLE



Amble is the embodiment of reductionist design — a lean silhouette, 3-position base, and 

zero joints, hinges or springs. Amble is so minimalist, there’s only one moving part that 

designer Stephan Copeland included — a gravity-driven shade that automatically prevents 

glare for you and your neighbors. 

Amble is perfect for hybrid working styles that move. Battery-powered (pending 

certification), lightweight, and built as a single-piece, Amble works wherever you do — 

from private spaces to collaborative zones, social hot spots or touchdown areas. 
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A M B L E :  T H R E E  WAY S

At its tallest position, Amble provides 
ambient light that helps reduce eyestrain in 
everyday office environments. Ideal for tasks 
such as drafting and illustration, or reading 
oversized printed materials, Amble pivots 
nimbly to give an even, luminous glow.

When fashioned into its intermediate 
posture, Amble shines as a multi-purpose 
task light. Its large sphere of radiant light 
is perfect for general office tasks including 
computing, reading and writing. 

Tilted to its lowest point, Amble provides 
concentrated light when needed, such as 
reading fine print or performing fine motor 
tasks. When precision is critical, Amble 
bends to meet your lighting needs.



S P E C I F I C AT I O N S

D I M E N S I O N S
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ENERGY CONSUMPTION:
3-11.5 system watts

NUMBER OF LEDS:
1 high power LED

LIGHT OUTPUT:
206 lumens (max)

LED RATED LIFESPAN:
> 60,000 hours

COLOR TEMPERATURE:
3500K

COLOR RENDERING INDEX:
83

DIMMING:
touch-and-hold

ARM OPTIONS:
single arm - 3 positions

OCCUPANCY SENSOR:
powers off after 30 
minutes of inactivity, and 
back on after sensing 
movement (Performance 
and Designer Series only)

AUTOMATIC TURN OFF
10 hours

STANDARD COLOR FINISHES:
white, silver, ash gray, black

WIRELESS:
battery operated/
rechargeable (Designer 
Series only, pending 
certification)

MATERIAL:
aluminum and ABS polymer

USB DEDICATED CHARGING 
PORT:
Type-A connector 5V, 1.2A 
max. (Performance and 
Designer Series only)

POWER SUPPLY:
18-watt wall transformer

CORD:
9’ black cord

CERTIFICATIONS:
ETL listed: compliant to UL 
153/8750 & CSA C22.2 
No. 250.4; FCC Part 15 
Class B; TAA; CE;
CEC Title 20 

WARRANTY:
5 years fixture 
(excludes battery)
2 years power supply
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F E AT U R E S

•	 Adjustable illumination achieved by rocking back or forth into 
three positions.

•	 Optional dedicated USB charging port built into base for easy 
charging of mobile devices on your desktop.

•	 Optional occupancy sensor shuts the fixture off after 30 
minutes of inactivity. 

•	 Optional rechargeable lithium ion battery for wireless use up 
to six hours (pending certification).

•	 Includes single touch on/off and touch-and-hold continuous 
dimming pad (100%-20%) with last state memory.

U.S. PATENT NO. 9,664,345

CLASSIC SERIES

•  automatic shut off after 10 
hours

•  touch-and-hold dimming
•  corded power supply
•  available in white finish only

PERFORMANCE SERIES

•  touch-and-hold dimming
•  soft touch finish
•  occupancy sensor
•  dedicated USB charge port
•  corded power supply

DESIGNER SERIES  (pending certification)

•  touch-and-hold dimming
•  soft touch finish
•  occupancy sensor
•  dedicated USB charge port
•  corded power supply
•  rechargeable 6-hour lithium ion battery

D E S I G N  S E R I E S  O P T I O N S


