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Luminaire PROFILE - 80 UP | 20 DN LED (PF1-G) Type

Project

Product

Notes

Performance Summary 
80 Up I 20 Down

A B C D

Light (lm) 2400 2950 3550 4600

Energy (W) 19 23 29 38

Efficacy (lm/W) 131 129 128 122

Color Rendering (CRI) 80+ 80+ 80+ 80+

Color Accuracy (SDCM) < 2 < 2 < 2 < 2

L70 Estimate (h) 200,000 200,000 200,000 200,000

Lumen Maintenance
per TM21 ( @ 60,000 h)

L90 L90 L90 L90

Summary values are nominal and based on 4000K CCT. 
DLC qualified for each lumen output (A, B, C, D) in 3000K, 3500K and 4000K.

LED Product Partner

8.  CEILING TYPE 9.  DRIVER 10.  VOLTAGE 11.  SUSPENSION OPTIONS

 D  Drywall
 G  Grid
 S  Structure
 R  Remote

E1  eldoLED ECO 0-10V Dim 1%
E2  eldoLED SOLO 0-10V Dim 0.1%
E3  eldoLED ECO DALI 1%
E4  eldoLED SOLO DALI Dim 0.1%
F1  Factory Non- Dim
F2  Factory 0-10V Dim 3% 
F3  Factory 0-10V Dim 3% (Class 2 
       control wiring) 4

L1   Lutron Hi-Lume 1%-H EcoSystem

M  120 - 277 V
3  347 V 5

03  ≤ 3 ft
06  ≤ 6 ft
12  ≤ 12 ft
25  ≤ 25 ft

A  Alternate Wiring 6

B  Battery Pack 7

C  Chicago Plenum

1.  FAMILY 2.  ENDCAP 3.  OPTICAL DISTRIBUTION 4.  ENERGY 1 5.  CCT 6.  FINISH 2 7.  LENGTH

PF1  Profile Area A  Angle
B  Bevel
F   Flat
P  Capsule
R  Radius
S  Square
W Wing

G  80 Up I 20 Dn

A  40 Up I 60 Dn
B  100 Dn
D  15 Up I 85 Dn
E  50 Up I 50 Dn
F  60 Up I 40 Dn

A  19 W
B  23 W
C  29 W
D  38 W

30  3000 K
35  3500 K
40  4000 K

A  Clear Anodized
B   Black Powdercoat 
S   Metallic Silver Powdercoat
W  White Powdercoat
C  Custom Color (RAL)

04  4 ft
06  6 ft
08  8 ft
xx   x ft 3

Integrated driver with 
mounting, power feed, 
suspension + canopy, 
except fo remote

  Specification DataPROFILE 80 Up | 20 Dn  PF1-G

NOTES

1 Nominal values / 4 ft at
  120 - 277 V & 347 V 
  For 347 V with E1-4/L1 
  add 4 W to above

2 Fixture finish only.
  Canopies are standard white

3 Specify run length in 2'
  nominal increments

4 In 347V only 5 347 V Driver for F1/F3
 347 V Transformer & 
  Driver for  E1-4/L1

6 8 foot only 7 Available for (G) Grid, (R)
  Remote and (S) Structure 
  Available for 120 - 277V

-AV Presentation Switching
-EM/NL or 2 circuit modules

specification 

1 2 3 4 5 6 7 8 9 10 11 OPTIONS

PF1 G
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endcap dimensions inches

(mm)

cross section - all endcaps

 

    

2.35"
(60)

3.25"
(83)

3.1"
(79)

    

    

 

(B) BEVEL

0.84"
(21)

Side view

(A) ANGLE

3.04"
(77)

52.5°

Bottom view (P) CAPSULE

1.61"
(41)

Bottom view(F) FLAT

  

 

0.47"
(12)

Side view

(R) RADIUS Bottom view

0.60"
(15)

(S) SQUARE 

Bottom view

0.60"
(15)

(W)WING Side view

 
        2.13"

(54)
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Electrical

•	 No electrical connections are 
required at fixture level for 
installation; shipped with LV power 
cords factory preinstalled

•	 Agnostic driver design for simple 
integration with any sensor, 
lighting control or building energy 
management system

•	 High efficiency multivolt drivers 
for 120–277V or 347V; 50 - 60 Hz 
integrated with suspension and 
mounting canopy components

•	 Power Factor > 0.90

•	 Total Harmonic Distortion < 20%

•	 F2:0 – 10 V Dim Range: 3%

•	 Optional Battery Pack

•	 Optional Lutron: Hi-lume H-Series 
EcoSystem LED drivers for 100 - 1% 
(PWM) dim range

Weight

•	 Fixture Only: ~ 2.0 lb./ft. (3 kg/m)

Warranty

•	 5 year limited warranty on all    
components and workmanship   

Environmental

•	 Designed for use in damp or dry 
indoor environments with room 
side operating temperatures of       
0 - 30° C (32 - 86° F) 

Independent Testing

•	 IESNA LM79

•	 IESNA LM80 (LED@ 10,000 h)

Approvals

•	 UL Listed  (USA + Canada)

•	 CCEA Chicago Plenum

•	 DesignLights Consortium®

•	 Lighting Facts®

Construction

•	 Anodized, extruded + machined 
architectural grade aluminum

•	 Precision machined aluminum 
joints and endcaps are factory 
preinstalled for seamless fit

•	 Stainless steel fasteners

•	 0.04” (1.0 mm) stainless steel 
aircraft cable suspensions

•	 Clear anodized surface finish or 
powdercoated in white, metallic 
silver or black,  canopies in white as 
standard

Optical 

•	 Anidolic optical structures with 
linear light extraction elements

•	 Precision extruded high 
transmittance clear acrylic lenses

•	 Long life mid-flux LED system 
designed for typical TM21 lumen 
maintenance ≥ L90 @ 60,000 h

•	 Available in 3000 K, 3500 K or 
4000 K with CRI ≥ 80 and R9 ≥ 0, 
all with color accurate binning ≤ 2 
SDCM

Integrated Driver, Mounting, Power Feeds + Suspension

Power Feed Canopy Suspension Canopy

(s) structure Exposed Ceilings

Integrated driver with mounting, power feed, 
suspension + canopy suitable for exposed 
surface conduit or recessed junction boxes

0-10V Dim

120-277V

Lutron

347V

eldoLED

Battery Pack

0-10V Dim

120-277V

Lutron

347V

eldoLED

Battery Pack

Perpendicular or Parallel 

Retrofit Method

(d) drywall New or Retrofit

Integrated driver, power feed and mounting 
suspension points suitable for GWB or plaster 
thicknesses of < 0.875" (22 mm)

(r) remote

External remote mounted driver. Power feed 
and suspension points suitable for exposed 
conduit or recessed junction boxes

0-10V Dim

120-277V

Lutron

347V

eldoLED

Battery Pack

Power Feed

Multivolt 120 - 277 V driverDetached Method

Horizontal or  Vertical

(g) grid ON or OFF Grid

Integrated clip, driver, power feed and mounting 

suspension points suitable for accessible ceiling 
grid heights of < 1.75" (44mm)

0-10V Dim

120-277V

Lutron

347V

eldoLED

Battery Pack

Refer to separate product specification datasheets for detailed dimensions of mounting hardware components, driver enclosures, canopies and wiring

or
or

✓ ✓ ✓ ✓ ✓ ✓
✓ ✓ ✓ ✓✓ ✓

✓
✓ ✓

✓
✓ ✓

✓
✓
✓X

✓
✓

30ft. | 18 ga. 50ft. | 14 ga. 80ft. | 12 ga.

Recommended Wire Gauge for Minimal Losses (AWG)

Battery Pack Option
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Product Profile Suspended Description

Version PF1-GA40
80 Up | 20 Dn

A Lumens
CCT 4000 KReport FLUXWERX

Product Profile Suspended Description

Version PF1-GB40
80 Up | 20 Dn

B Lumens
CCT 4000 KReport FLUXWERX

Performance Summary
Light Energy Efficacy Color Accuracy

(lm) (W) (lm/W) (CRI) (R9) (SDCM)

CCT Color 
Temperature

4000 K 2384 18.22 130.8 84.4 16.5 < 2

3500 K 2308 18.22 126.7 84.4 16.5 < 2

3000 K 2232 18.22 122.5 82.7 4.4 < 2

Performance Summary
Light Energy Efficacy Color Accuracy

(lm) (W) (lm/W) (CRI) (R9) (SDCM)

CCT Color 
Temperature

4000 K 2951 22.8 129.4 84.4 16.5 < 2

3500 K 2857 22.8 125.3 84.4 16.5 < 2

3000 K 2762 22.8 121.2 82.7 4.4 < 2

CANDLEPOWER DISTRIBUTION LUMEN SUMMARY LUMINANCE DATA (CD/M2)

Vertical
Angle

Horizontal Angle Zonal
Lumens0° 22.5° 45° 67.5° 90°

0° 94 94 94 94 94

5° 93 94 98 102 104 10

15° 90 103 126 142 148 35

25° 85 115 149 162 165 63

35° 77 121 150 155 155 85

45° 67 120 137 130 120 91

55° 55 108 110 75 72 79

65° 42 92 62 54 53 63

75° 27 57 36 30 29 40

85° 11 22 14 10 9 16

90° 4 14 13 9 7

95° 28 62 142 99 79 97

105° 79 116 363 376 328 279

115° 124 157 400 670 698 398

125° 162 196 374 632 726 369

135° 194 224 354 549 628 297

145° 225 240 316 441 502 214

155° 252 259 287 334 361 138

165° 273 276 281 291 300 81

175° 283 285 285 285 290 27

180° 286 286 286 286 286

CANDLEPOWER DISTRIBUTION LUMEN SUMMARY LUMINANCE DATA (CD/M2)

CO-EFFICIENTS OF UTILIZATION

Zone Lumens
%

Lamp
%

Fixture

0-30° 108 N.A. 5

0-60° 364 N.A. 15

0-90° 483 N.A. 20

90-180° 1901 N.A. 80

0-180° 2384 N.A. 100

Vertical
Angle 0° 45° 90°

45° 1206 1447 1098

55° 1200 1199 663

65° 1199 721 508

75° 1174 472 296

85° 1070 206 105Total
Luminaire

Floor 20

Ceiling 80 70 50 30 10 0

Wall 70 50 30 10 70 50 10 50 10 50 10 50 10 0

0 100 100 100 100 88 88 88 67 67 47 47 29 29 20

1 91 87 83 79 80 77 71 58 54 41 38 25 24 17

2 83 75 69 64 73 67 58 50 44 36 32 22 20 14

3 75 66 59 53 66 58 48 44 37 31 26 19 16 11

4 68 58 50 45 60 51 40 39 31 28 22 17 14 9

5 63 51 44 38 55 46 34 35 27 25 19 15 12 8

6 57 46 38 32 50 41 29 31 23 22 17 14 10 7

7 53 41 33 28 46 37 25 28 20 20 14 12 9 6

8 49 37 30 25 43 33 22 25 17 18 13 11 8 5

9 45 34 26 22 40 30 19 23 15 16 11 10 7 5

10 42 31 24 19 37 27 17 21 14 15 10 9 6 4

79.7% Up | 20.3% Dn

Vertical
Angle

Horizontal Angle Zonal
Lumens0° 22.5° 45° 67.5° 90°

0° 116 116 116 116 116

5° 115 116 122 126 129 12

15° 111 128 156 176 183 43

25° 105 142 184 201 204 78

35° 96 150 185 192 191 105

45° 83 148 170 161 149 113

55° 68 133 136 93 89 98

65° 52 113 76 67 66 78

75° 34 71 45 37 35 50

85° 14 27 17 13 11 20

90° 5 18 16 11 8

95° 35 77 176 123 98 120

105° 98 144 449 466 406 346

115° 153 195 495 829 864 493

125° 200 243 463 782 899 457

135° 240 277 438 679 777 368

145° 278 298 391 545 622 265

155° 312 321 355 413 447 171

165° 338 341 348 360 371 100

175° 351 353 353 353 359 34

180° 354 354 354 354 354

CANDLEPOWER DISTRIBUTION LUMEN SUMMARY LUMINANCE DATA (CD/M2)

CO-EFFICIENTS OF UTILIZATION

Zone Lumens
%

Lamp
%

Fixture

0-30° 134 N.A. 5

0-60° 450 N.A. 15

0-90° 598 N.A. 20

90-180° 2353 N.A. 80

0-180° 2951 N.A. 100

Vertical
Angle 0° 45° 90°

45° 1494 1792 1359

55° 1485 1485 821

65° 1487 892 628

75° 1455 584 366

85° 1321 254 131Total
Luminaire

Floor 20

Ceiling 80 70 50 30 10 0

Wall 70 50 30 10 70 50 10 50 10 50 10 50 10 0

0 100 100 100 100 88 88 88 67 67 47 47 29 29 20

1 91 87 83 79 80 77 71 58 54 41 38 25 24 17

2 83 75 69 64 73 67 58 50 44 36 32 22 20 14

3 75 66 59 53 66 58 48 44 37 31 26 19 16 11

4 68 58 50 45 60 51 40 39 31 28 22 17 14 9

5 63 51 44 38 55 46 34 35 27 25 19 15 12 8

6 57 46 38 32 50 41 29 31 23 22 17 14 10 7

7 53 41 33 28 46 37 25 28 20 20 14 12 9 6

8 49 37 30 24 43 33 22 25 17 18 13 11 8 5

9 45 34 26 22 40 30 19 23 15 16 11 10 7 5

10 42 31 24 19 37 27 17 21 14 15 10 9 6 4

79.7% Up | 20.3% Dn

Integrating Sphere and Photometric results at 3000K, 3500K & 4000K scaled from PF1-G 38W (D) and PF1-A results from an independent accredited testing 
laboratory per IES LM-79-2008 and ANSI C78.377-2011.  Candlepower Distribution scaled per total lumens of Integrating Sphere results. 



PROFILE SUSPENDED LED (PF1-G)®

All rights reserved. 
© Fluxwerx Illumination Inc 2017	

Due to continuous product improvements, specifications and dimensions are subject to change without notice. Certain options have 
limited compatibility with some other product selections. Consult www.fluxwerx.com for most current technical information. 

PF1-G
2017-11

PAGE
5 of 5

Product Profile Suspended Description

Version PF1-GC40
80 Up | 20 Dn

C Lumens
CCT 4000 KReport FLUXWERX

Product Profile Suspended Description

Version PF1-GD40
80 Up | 20 Dn

D lumens
CCT 4000 KReport 11647510.01

Performance Summary
Light Energy Efficacy Color Accuracy

(lm) (W) (lm/W) (CRI) (R9) (SDCM)

CCT Color 
Temperature

4000 K 3560 27.78 128.1 84.4 16.5 < 2

3500 K 3446 27.78 124 84.4 16.5 < 2

3000 K 3332 27.78 120 82.7 4.4 < 2

Performance Summary
Light Energy Efficacy Color Accuracy

(lm) (W) (lm/W) (CRI) (R9) (SDCM)

CCT Color 
Temperature

4000 K 4614 37.86 121.9 84.4 16.5 < 2

3500 K 4467 37.86 118 84.4 16.5 < 2

3000 K 4319 37.86 114.1 82.7 4.4 < 2

CANDLEPOWER DISTRIBUTION LUMEN SUMMARY LUMINANCE DATA (CD/M2)

Vertical
Angle

Horizontal Angle Zonal
Lumens0° 22.5° 45° 67.5° 90°

0° 140 140 140 140 140

5° 138 140 147 152 155 15

15° 134 154 188 212 220 52

25° 127 171 222 242 246 95

35° 115 181 224 232 231 126

45° 100 179 205 194 180 137

55° 83 161 164 112 108 119

65° 63 137 92 80 79 94

75° 41 85 54 45 43 60

85° 17 33 20 16 14 24

90° 6 21 20 13 10

95° 42 93 212 148 118 145

105° 118 174 542 562 490 417

115° 185 235 597 1000 1042 594

125° 242 293 558 944 1085 551

135° 290 334 529 819 938 444

145° 336 359 472 658 750 320

155° 377 387 429 498 540 207

165° 407 412 420 434 448 120

175° 423 426 425 426 432 41

180° 427 427 427 427 427

CANDLEPOWER DISTRIBUTION LUMEN SUMMARY LUMINANCE DATA (CD/M2)

CO-EFFICIENTS OF UTILIZATION

Zone Lumens
%

Lamp
%

Fixture

0-30° 161 N.A. 5

0-60° 543 N.A. 15

0-90° 721 N.A. 20

90-180° 2838 N.A. 80

0-180° 3560 N.A. 100

Vertical
Angle 0° 45° 90°

45° 1801 2162 1640

55° 1791 1790 991

65° 1791 1077 759

75° 1754 704 442

85° 1591 308 158Total
Luminaire

Floor 20

Ceiling 80 70 50 30 10 0

Wall 70 50 30 10 70 50 10 50 10 50 10 50 10 0
0 100 100 100 100 88 88 88 67 67 47 47 29 29 20

1 91 87 83 79 80 77 71 58 54 41 38 25 24 17

2 83 75 69 64 73 67 58 50 44 36 32 22 20 14

3 75 66 59 53 66 58 48 44 37 31 26 19 16 11

4 68 58 50 45 60 51 40 39 31 28 22 17 14 9

5 63 51 44 38 55 46 34 35 27 25 19 15 12 8

6 57 46 38 32 50 41 29 31 23 22 17 14 10 7

7 53 41 33 28 46 37 25 28 20 20 14 12 9 6

8 49 37 30 24 43 33 22 25 17 18 13 11 8 5

9 45 34 26 22 40 30 19 23 15 16 11 10 7 5

10 42 31 24 19 37 27 17 21 14 15 10 9 6 4

79.7% Up | 20.3% Dn

Vertical
Angle

Horizontal Angle Zonal
Lumens

0° 22.5° 45° 67.5° 90°

0° 181 181 181 181 181

5° 179 182 190 197 201 19

15° 174 200 244 274 286 68

25° 164 222 288 314 319 123

35° 149 235 290 300 299 164

45° 130 232 266 251 233 177

55° 107 209 212 145 139 154

65° 82 177 119 104 103 122

75° 53 111 70 58 55 78

85° 21 42 26 20 18 31

90° 8 27 26 17 13

95° 54 121 275 192 153 188

105° 153 225 702 728 635 540

115° 240 304 774 1296 1350 770

125° 313 379 724 1223 1406 714

135° 375 433 685 1062 1215 575

145° 435 465 612 853 972 415

155° 488 502 555 646 700 268

165° 528 534 545 563 580 156

175° 549 552 551 552 561 53

180° 554 554 554 554 554

CANDLEPOWER DISTRIBUTION LUMEN SUMMARY LUMINANCE DATA (CD/M2)

CO-EFFICIENTS OF UTILIZATION

Zone Lumens
%

Lamp
%

Fixture

0-30° 209 N.A. 5

0-60° 704 N.A. 15

0-90° 935 N.A. 20

90-180° 3679 N.A. 80

0-180° 4614 N.A. 100

Vertical
Angle 0° 45° 90°

45° 2335 2801 2124

55° 2320 2320 1284

65° 2324 1395 984

75° 2273 912 573

85° 2064 399 204Total
Luminaire

Floor 20

Ceiling 80 70 50 30 10 0

Wall 70 50 30 10 70 50 10 50 10 50 10 50 10 0

0 100 100 100 100 88 88 88 67 67 47 47 29 29 20

1 91 87 83 79 80 77 71 58 54 41 38 25 24 17

2 83 75 69 64 73 67 58 50 44 36 32 22 20 14

3 75 66 59 53 66 58 48 44 37 31 26 19 16 11

4 68 58 50 45 60 51 40 39 31 28 22 17 14 9

5 63 51 44 38 55 46 34 35 27 25 19 15 12 8

6 57 46 38 32 50 41 29 31 23 22 17 14 10 7

7 53 41 33 28 46 37 25 28 20 20 14 12 9 6

8 49 37 30 25 43 33 22 25 17 18 13 11 8 5

9 45 34 26 22 40 30 19 23 15 16 11 10 7 5

10 42 31 24 19 37 27 17 21 14 15 10 9 6 4

79.7% Up | 20.3% Dn

Integrating Sphere and Photometric results at 3000K, 3500K & 4000K scaled from PF1-G 38W (D) and PF1-A results from an independent accredited testing 
laboratory per IES LM-79-2008 and ANSI C78.377-2011.  Candlepower Distribution scaled per total lumens of Integrating Sphere results. 


	PROJECT: 
	CATALOG: 
	NOTES: 
	TYPE: 
	ENDCAP: 
	ENERGY: 
	CCT: 
	FINISH: 
	LENGTH: 
	CEILING: 
	DRIVER: 
	VOLTAGE: 
	SUSPENSION: 
	ALTERNATE WIRING QTY: 
	BATTERY PACK QTY: 
	CHICAGO PLENUM: 


