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Visit focalpointlights.com for complete photometric data.

Groove™ C
FLUORESCENT

PRODUCT OVERVIEW 

FEATURESDIMENSIONAL DATA

PERFORMANCE

18W & 26W TRIPLE TUBE

lamping options
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Lumen Output: 	 853-1190lm

Wattage:	 19-28W

Lamping:	 TT

1–Lamp 26W Triple Tube

66.1% Efficient

473 cd @ 25˚

Pendant mount decorative compact fluorescent luminaire.

Housing, reflector and canopy are spun with high quality 
aluminum. 

Ideally suited for retail, hospitality, lobbies, corridors, open 
ceiling areas and other specialty applications. 
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Focal Point LLC reserves the right to change specifications for product improvement without notification.

fixture: 

 

project: 

ORDERING
Luminaire Series FGR

Groove FGR
Profile C
Profile C

Lamp Quantity 1
One Lamp 1

Lamp Type
18W Triple Tube, GX24q-2 18TT
 26W Triple Tube, GX24q-3 26TT

Ballast S
Electronic <15% THD S

Voltage
120 Volt 120
277 Volt 277

Suspension C144
Cable, Straight Feed C144

 (144" cable, cut in field)

Factory Options
Include 3000K Lamp* L830
Include 3500K Lamp* L835
Include 4100K Lamp* L841

Finish NA
Natural Anodized NA

(Contact factory for paint color options)

SPECIFICATIONS
Construction
Housing, reflector and canopy are each one-piece precision-spun 14Ga. aluminum.  
Housing: 5.51"H x 3.68" Dia. Reflector: 8.14"H x 7.34" Dia. aperture with grooved  
cylindrical pattern. Canopy: 1.32"H x 4.52" Dia. stepped design with #8-32 recessed set 
screw. Weight: 6 lbs. 

Optic
14Ga. anodized aluminum reflector with diffuse satin matte surface for lamp image  
reduction.

Electrical
Luminaires are pre-wired for single circuit with thermally protected Class “P” electronic 
ballast. Factory installed decorative metal braided power cord is included. 144" cord is 
provided on all luminaires and may be cut to length in field. Single lamp triple tube compact 
fluorescent, 4-pin, 18W (GX24q-2) or 26W (Gx24q-3).

Labels
UL listed.

Finish
Luminaire housing, reflector and canopy are clear anodized with polished  
satin finish. Reflector interior has matte diffuse finish.

*For more information visit focalpointlights.com/reference or consult factory. 

http://www.focalpointlights.com/reference


note: Photometric testing performed in an independent lab with standard lamps and ballasts. Lamp and ballast type and configuration will affect photometric performance.
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FGR-C-1-26TT-E-120-C144-NA
Filename: FGRC126TT.IES Lumens: 1190lm

Efficiency 66%

Zone Lumens
% 

Lamp
% 

Fixture

0-30˚ 373.4 20.7 31.4

0-40˚ 655.7 36.4 55.1

0-60˚ 1085.3 60.3 91.2

Total 
Luminaire 

0-90˚ 1190.2 66.1 100.0

0-180˚ 1190.2 66.1 100.0

Floor 20
Ceiling 80 70 50 30 10 00
Wall 70 50 30 10 70 50 10 50 10 50 10 50 10 00
RCR  0 79 79 79 79 77 77 77 73 73 70 70 67 67 66

1 73 71 68 66 71 69 65 66 63 64 61 62 59 58

2 67 63 59 56 66 62 55 59 54 57 53 55 51 50

3 62 56 51 47 61 55 47 53 46 51 45 50 45 43

4 57 50 45 41 56 49 41 48 40 46 40 45 39 38

5 53 45 40 36 51 44 35 43 35 42 35 41 34 33

6 49 41 35 31 48 40 31 39 31 38 31 37 30 29

7 45 37 31 28 44 36 28 35 27 34 27 34 27 26

8 42 34 28 25 41 33 25 32 24 32 24 31 24 23

9 39 31 26 22 38 30 22 30 22 29 22 28 22 21

10 37 28 23 20 36 28 20 27 20 27 20 26 20 19

Go to www.focalpointlights.com for additional photometric data.

N
um

be
rs

 in
di

ca
te

 p
er

ce
nt

ag
e 

va
lu

es
 o

f r
ef

le
ct

iv
ity

.

Vertical 
Angle

Horizontal Angle Zonal 
Lumens0°

0˚ 394

5˚ 397 38

15˚ 410 118

25˚ 473 217

35˚ 454 282

45˚ 341 259

55˚ 194 170

65˚ 71 75

75˚ 22 25

85˚ 4 5

90˚ 0  

Vertical 
Angle 0°
45˚ 17933

55˚ 12577

65˚ 6247

75˚ 3161

85˚ 1707

Groove™ C
FLUORESCENT

CANDLEPOWER DISTRIBUTION

CO-EFFICIENTS OF UTILIZATION

LUMEN SUMMARY LUMINANCE DATA (CD/M2)
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