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Movable Walls® 
Curved Panel Kick Plate Installation

Includes: (1) Inner kick plate or (1) outer kick plate
(2) #6 x 3/8 Screws
(3) 1/4 - 20 x 3/4 Hex head screws
Note: Kick plates will be straight until installed on panel
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1. Remove top cap

2. Lay the panel on a pad with the sides up

3. With a small flat bladed screwdriver, bend the tabs of the panel uprights open

4. Slide the outer uprights up about 4” by pulling on them while holding onto the frame

OUTER UPRIGHT

6. Remove the glides

Remove the outside screws and plates from the bottom of the panel.

TOP CAP

OUTER UPRIGHT

OUTER SCREW & PLATE

TOP CAP REMOVED

OUTER UPRIGHT

GLIDE 



7. Inner Kick Plate
Attach the inner kick plate to the panel 
by bowing it inward. Hold the kick plate 
tight against the bottom of the panel 
and secure both ends with the #6 x 3/8 
screws
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INNER KICK PLATE

Outer Kick Plate
Slide the outer kick plate under the panel. Hold one end 
tight against the bottom of the panel and secure with one 
#6 x 3/8” screw. Wrap the kick plate around the outside 
of the panel and force the flange of the opposite end over 
the panel surface. After working the kick plate into place. 
secure it with the other #6 x 3/8 screw.

8. Secure the bottom straps of the kick plate 
to the panel bottom with the 1/4 - 20 x 3/4 
hex head screws  

9. Replace the outside screws and plates on 
the bottom of the panel. Replace the glides. 
Slide the outer uprights back into place and 
replace the top caps.
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