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Duo™ Tall Storage�
Mounted on Pathways® Post and Beam Fence

If you have a problem, question, or request, call
your local dealer, or Steelcase Line 1 at
888.STEELCASE (888.783.3522)
for immediate action by people who want to help you.

(Outside the U.S.A., Canada, Mexico, Puerto Rico, 
and the U.S. Virgin Islands, call: 1.616.247.2500)
Or visit our website: www.steelcase.com
© 2006 Steelcase Inc. 
Grand Rapids, MI 49501 
U.S.A.  

Printed in U.S.A.

3/32" DIAMETER�
DRILL BIT
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1.  Locate the position where you 
want the tall storage unit on the 
fence (1a).   Mark with a pencil (1b).

NOTE:  The tall storage unit is 18" 
wide and the brackets are inset 1" 
on each side. This will result in the 
brackets being 16" apart.

2.  Turn the inner mounting bracket 
on an angle (2a) and insert into the 
fence and rotate into position as 
shown (2b). Place outer mounting 
bracket around inner mounting 
bracket and drop down into position 
(2c).  Insert the screw but leave it 
loose for now (2d).�
�
Repeat for the other bracket.
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3.  Align both mounting bracket assemblies 
with the pencil marks created in step 1 (3a).  
Make sure the distance from the outsides of 
both mounting bracket assemblies is 16" (3b).  
Tighten the screws on the mounting bracket 
assemblies using an Allen wrench (3c).

16"

16"

3a

3b

ALLEN WRENCH

3c
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4.  Measure the distance between the 
top step of the bracket down to the floor.

5.  Align the column base to the column 
(5a) and attach using four (4) 1/4-20 x 1" 
flat head screws (5b).

5a

COLUMN 
BASE

COLUMN 

1/4-20 x 1" FLAT
HEAD SCREWS

5b

DIM�
'X'
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6.  Adjust the height of the column so it is 
the same measurement as the one taken in 
step 4 on page 4.

7.  Based on the length of the unit being 
installed, place the column assembly 
perpendicular to the fence (7b).

6
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8.   Flip the tall storage unit over and mark 
with a pencil the measurements as shown.

8

Underside of Tall Storage Unit�
(Column End)

9"

18"6"

CL
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9.  Lower the tall storage 
unit into place by resting 
it upon the mounting 
brackets (9a) and the 
column (9b).  Make sure 
once the tall storage unit 
is in place it is centered 
according to the 
measurements drawn in 
step 8 on page 6 (9c).

9a

9b

PENCIL
MARKS

9c

CENTERED
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10.  Place the tall storage unit 1" from 
each end of the mounting brackets 
(10a). Attach the end of the tall storage 
unit to the mounting brackets by drilling 
two (2) 3/32" diameter holes through the 
laminate surface only per mounting 
bracket (Hole depth only a 1/4") (10b).  
Attach using two (2) #10-16 x 1" pan 
head screws per mounting bracket (10c).

Attach the tall storage unit to the column 
by drilling six (6) 3/32" diameter holes 
through the laminate surface (Hole depth 
only a 1/4") (10d).  Attach using six (6) 
#8-18 x 5/8" flat head screws (10e).

10b

DRILL TWO (2) HOLES�
3/32" DIAMETER PER�
BRACKET, 1/4" DEEP

#10-16 x 1"
PAN HEAD SCREWS

10c

10d

DRILL SIX (6) HOLES
USING A 3/32" DIA. DRILL BIT,�

1/4" DEEP

10e

#8-18 x 5/8" 
FLAT HEAD SCREWS

10a

1"


