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Meets the American Disabilities Act Guidelines 
and ANSI A117.1 Requirements for the physically
challenged.
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Available Finishes: Finish Code
Old Bronze 105
UltraBrass 113
Brushed Nickel 144
Platinum Nickel 150
Diamond (PVD) 167

Wynd 816
Roman Tub Set

Features:
• Cast brass spout and valves
• Ceramic disc vavle cartridge
• Flexible Hose Connections for 8”-12” installations
• Available with or without Hand Shower
• Hand Shower features 6-1/2 ft (2m) metal hose

Maximum Hand Shower Flow Rate: 2.5 GPM (9.5L/min)

Pictured: 816/314 Roman Tub Set with Hand Shower

Handle Type Product Number
Roman Tub Set Lever 816/313
Roman Tub Set with Hand Shower Lever 816/314

IMORTANT:  These measurements are subject to change or cancellation.  No resposibility is assumed for use of superseded or voided pages.



FLOW RATE*

G
A

L
L

O
N

S
 P

E
R

 M
IN

U
T

E

I N L E T  P R E S S U R E  ( P S I )
 *Flow rates shown are for mixed hot and cold.

0

5

10

15

20

25

80604020

Spout

Handshower

© 2004 JADO, Inc.

Meets the American Disabilities Act Guidelines 
and ANSI A117.1 Requirements for the physically
challenged.

© 2004 JADO, Inc.

Available Finishes: Finish Code
Old Bronze 105
UltraBrass 113
Brushed Nickel 144
Platinum Nickel 150
Diamond (PVD) 167

Wynd 816
Roman Tub Set

CODES & STANDARDS
These products meet and exced the following 
codes and standards:
ASME A112.18.1
CSA B125




